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RESPONSES TO COMMENTS 



RESPONSES TO EPA COMMENTS ON THE FOURTH FIVE-YEAR REVIEW 
REPORT 

DATED MAY 2013 

NA VAL INDUSTRIAL RESERVE ORDNANCE PLANT 
FRIDLEY, MINNESOTA 

September 27, 2013 

GENERAL COMMENTS 

1. Comment: Section 7.1.1 (OUl) indicates that the remedy is functioning as intended by the 
Record of Decision (ROD) for Ground Water Remediation, Naval Industrial Reserve 
Ordnance Plant (NIROP), Fridley, Minnesota, dated September 28, 1990 (OUl ROD); 
however, Table 4-3 (Detected Concentrations of VOCs in Riverside Wells - OUl - August 
2012 Sampling Event) of the Draft Fourth Five-Year Review Report, Naval Industrial 
Reserve Ordnance Plant (NIROP), Fridley, Minnesota, dated May 2013 (Fourth 5YRR) 
indicates that trichloroethene (TCE) at MS-43S [140 grams per liter (g/L)] and MS-441 (535 
g/L) exceeded the Minnesota Surface Water Chronic Standard (Class B) criteria [please note, 
it is assumed the units presented in Table 4-3 are incorrect and should be presented in 
micrograms per liter (µg/L), consistent with the units of measurement presented in other 
sections of the Fourth 5YRR such as Section 4.2.3 (OUl Performance Measurement), Table 
4-1 (Groundwater Chemicals of Concern and Target Cleanup Levels - OUl - August 2012 
Sampling Event) and Attachment 3 (TCE Isoconcentrations Maps and Approximate Capture 
Zone Configurations) figures - a specific comment has been prepared to address this issue]. 
Section 8.1.3 (Uncertainty in Capture Zone Evaluation) states that the adequacy of capture in 
the shallow zone is uncertain along the northern reaches of the extraction system as 
evidenced by high TCE concentrations in MS-56S and MS-43, which could be indicative of 
inconsistent extraction system operation or partial bypass of contaminated groundwater when 
the extraction system is functioning consistently. Section 8.1.3 also discusses uncertainty of 
capture extent in the intermediate zone along the northern reaches of the extraction system 
near MS-341 and MS-351. While the updates to the extraction system will likely have 
addressed these inconsistencies in the extraction system operation and partial bypass of 
contaminated groundwater, revise Section 7 .0 (Technical Assessment) to acknowledge these 
issues as they relate to the remedy functioning as intended by the ROD. 

Response: Table 4-3 has been corrected from g/L to µg/L. Section 7 has been revised to 
address uncertainty in capture (see attached, revised Section 7.0 and Table 4-3). However, 
since the remedy is currently functioning as intended by the ROD, uncertainty in capture is 
not identified as an "issue" in the Five-Year Review. 

2. Comment: The Third Five-Year Review Report, Naval Industrial Reserve Ordnance Plant, 
Fridley, Minnesota, dated August 2008 (Third 5YRR) stipulated that a proactive well 
maintenance program should be identified and implemented for the extraction wells; 
however, a formal proactive well maintenance program is not currently available or 
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referenced in the Fourth 5YRR. It should be noted that Section 5.1 (OUl Progress Since the 
Last Five-Year Review) indicates that a "well maintenance program for new and existing 
extraction wells remains in progress," while Section 9.0 (Recommendations and Follow-Up 
Actions) indicates that a "proactive well maintenance program was recommended and has 
been implemented for the extraction wells" and "This proactive program, recommended in 
the previous five-year review, is in progress and is continually being re-evaluated." Revise 
the Fourth 5YRR to provide and/or reference the proactive well maintenance program. If the 
proactive well maintenance program is still under development, revise Section 9.0 to include 
the establishment of a formal proactive well maintenance program as a follow-up action. 

Response: A formal proactive well maintenance program was not originally required or 
discussed by the Partnering Team; instead, the general requirements of the plan can be found 
in the Partnering Team meeting minutes from July 2008, and is also in the 2008 Annual 
Monitoring Report (AMR), Section 6.0, Extraction System Evaluation (Tetra Tech, 2009). 
General procedures related to implementing this plan are located in the O&M Plan 
(BayWest, 2013) The text referenced in the comment will be revised to state "This proactive 
program, recommended in the previous five-year review, is currently being implemented and 
is continually being re-evaluated as new conditions arise". 

3. Comment: Section 8.1.5 [Vapor Intrusion (VI)] indicates that the site conceptual model 
(CSM) will be updated as appropriate based on new information and will be used to evaluate 
whether a complete exposure pathway for VI has resulted; however, Section 9.0 
(Recommendations and Follow-Up Actions) makes no commitment to updating the CSM or 
evaluating whether a complete exposure pathway for VI exists. Based on the Assessing 
Protectiveness at Sites for Vapor Intrusion: Supplement to the Comprehensive Five-Year 
Review Guidance, OSWER Directive No. 9200.2-84, dated 2012 (Five-Year Review 
Guidance Supplement), the conclusions of the Fourth 5YRR should include: 1) an 
identification of issues; 2) recommendations and follow-up actions; and, 3) a determination 
of whether the vapor intrusion component and the overall site remedy are, or are expected to 
be, protective of human health and the environment. Revise Section 9.0 to address VI issues 
according to available VI guidance. In addition, Section 8.1.5 does not answer the three 
recommended technical assessment questions provided in Five-Year Review Guidance 
Supplement. Revise Section 8.1.5 to address these technical assessment questions in order to 
demonstrate whether an actual or potential VI exposure at the site might affect the ability of 
the overall site remedy to ensure protectiveness of human health and the environment. 

Response: Section 7 .0 is the technical assessment where the three recommended technical 
assessment questions are asked (not in Section 8.1.5), and Section 7 .0 has been revised to 
fully answer those technical assessment questions with regard to VI at the NIROP. Navy is 
in agreement with U.S. EPA's comment 4 (below) that since JE model results do not exceed 
current screening criteria (as stated in Section 7.0), Section 8.0 will not identify VI as an 
"issue", but will instead identify VI as a potential future issue that may need to be addressed 
if the NIROP building is reoccupied and or the NIROP property is redeveloped, and that the 
site conceptual model will be reviewed following the source investigation, which would 
include recalculation of the JE model. The text in Section 9 has been revised to state that 
following the voluntary optimization sampling, the Partnering Team will review the site 
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conceptual model to evaluate whether a completed VI pathway exists, and if the NIROP 
building is reoccupied and/or the NIROP property is redeveloped, additional lines of 
evidence to refute VI potential and vapor mitigation strategies may be necessary. 

4. Comment: Based on Section 7.2.1 (Exposure Assumptions - OUI), the Johnson & Ettinger 
Model was utilized to calculate an indoor air concentration; however, this calculated indoor 
air concentration should be viewed as a gross estimate. At sites where contaminated media 
concentrations exceed the EPA VI screening criteria, additional scrutiny is required to 
effectively evaluate VI potential and associated inhalation exposures. Typically, this 
requirement indicates the need for direct measurement of additional media, such as subslab 
soil gas or indoor air concentrations. The level of uncertainty associated with the Johnson & 
Ettinger Model has invalidated its use as a single line of evidence to refute vapor intrusion 
potential where screening criteria are exceeded. The Johnson & Ettinger Model has its 
greatest utility in derivation of a priority list of investigation targets where multiple points of 
exposure exist in a large facility investigation (i.e., multiple buildings). While the levels of 
excess risk reported in Section 7.2.1 are below the de mini mis level of 1 x 10-6 and considers 
current toxicity criteria, revise Section 9.0 (Recommendations and Follow-Up Actions) to 
clarify that additional lines of evidence to refute vapor intrusion potential and vapor 
mitigation strategies may be necessary if the NIROP building is reoccupied and/or the 
NIROP property is redeveloped. 

Response: Please see the response to Comment 3. 

5. Comment: Several components of the Comprehensive Five-Year Review Guidance, EPA 
540-R-01-007, dated June 2001 (Five-Year Review Guidance) are not included in the Fourth 
5YRR. For example, 

a. Section 1.0 (Introduction) does not include the purpose of the five-year review 
specific to the site or portion of the site addressed in the review. 

b. Section 1.0 does not indicate the date(s) the five-year review analysis was 
conducted; while the section indicates the review is based on remedial actions 
conducted as of December 31, 2012, the section does not specifically identify the 
date of the triggering action (date of signature of previous five-year review). 

c. Section 1.0 does not identify who conducted the site inspection. 
d. Section 4.0 (Remedial Actions) does not include a table documenting the total 

annual system operations/operation and maintenance (O&M) costs during the 
period preceding the current five-year review. 

e. While the Annual Monitoring Reports (AMRs) are referenced in Section 6.2 
(Document Review), Section 6.3 (Data Review) does not discuss relevant trends 
and levels, note levels which are not currently compliant and whether future 
compliance can be expected without additional action, include tables summarizing 
monitoring and sampling data, or discuss recommended changes for future 
monitoring programs. 

f. Section 6.4 (Site Inspection) does not identify who participated in the site 
inspection or provide a summary of site conditions or conclusions. 

3 



g. Section 6.5 (Interviews) does not include a summary of the interviews or discuss 
the successes/problems with the system operations/O&M and/or unusual 
situations or problems at the site identified through the interviews. 

See red-line version of Fourth 5YRR for other formatting revisions. Revise the Fourth 
5YRR to include the components listed in the Five-Year Review Guidance. 

Response: Responses to individual comments are listed below; however, other formatting 
revisions have not been made at this time as this is the Fourth Five Year Review and 
previous Five-Year Reviews have been deemed by all parties to meet the 2001 guidance: 

a. The following text has been added to Section 1.0: "The purpose of this Five Year 
Review is to evaluate the implementation and performance of the remedy in order to 
determine if the remedy is protective of human health and the environment". 
b. The following text was changed from "The triggering action for this fourth review was 
the date of signature of the previous five-year review" to "The triggering action for this 
fourth review was October 22, 2008, the date of signature of the previous five-year review". 
c. The following text has been added to Section 1.0: "NAVFAC MidWest personnel 
conducted the site inspection, and EPA and MPCA representatives were in attendance". 
d. The Navy has already included costs in Section 4.2.4. 
e. Paragraphs 3 through 7 of Section 7 .1.1 discuss the items listed in EPA comment 5e. This 
text will be moved to Section 6.3, Data Review. 
f. The section will be revised to specify that NAVFAC MidWest personnel conducted the 
inspection. The text states that no significant issues were noted, and the Site Inspection Form 
summarizes site conditions and is located in Attachment 2 if the reader wishes to see 
additional detail. 
g. Any O&M items, unusual situations or problems identified at the site are identified in 
Section 8.0, Issues. However, no "Issues" have been identified that impact the remedy 
protectiveness that would require "Recommendations" but there are items listed which have 
been noted for future discussion or potential future action by the Partnering Team. 

6. Comment: Several significant submittals and actions taken at the site are not discussed in 
Section 2.0 (Site Chronology) of the Fourth 5YRR. For example, the United States 
Geological Survey (USGS) Report Simulation of Containment Well Capture at the Naval 
Industrial Reserve Ordnance Plant, Fridley, Minnesota, dated June 29, 2012 (Draft USGS 
Report) is not referenced. Similarly, the NIROP O&M "Super Soak" Extraction Well 
Redevelopment Process Tech Memo, Naval Industrial Reserve Ordnance Plant, Fridley, 
Minnesota, dated April 3, 2012 (Super Soak Memo) is not discussed. It should be noted that 
the Draft USGS Report is referenced on Page 7-2. Revise Section 2.0 to reference all 
significant submittals and actions. 

Response: Section 2.0 has been revised as requested and the References Section has also 
been updated. 

7. Comment: The interview with Mr. Paul Walz of Bay West, provided in Attachment 2 (Five
Year Review Site Inspection Checklist), indicates that monitoring well caps were stolen from 
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Anoka County Park (ACP) in 2009. While the Navy was informed and Bay West replaced 
the well caps, the Fourth 5YRR does not discuss this incident of vandalism. Revise the 
Fourth 5YRR to discuss this incident of vandalism. In addition, provide the well location(s) 
where the incident of vandalism occurred and clarify if O&M procedures have been modified 
to ensure similar incidents are prevented and/or addressed in the future. 

Response: Section 6.4, Site Inspection, has been updated to note the incidence of vandalism 
and repair. However, the Navy considers providing well locations are far too detailed to 
include in this Five-Year Review, since the incident has only occurred one time in 20 years 
of remediation. The monitoring wells are inspected during the annual synoptic groundwater 
sampling event. Monitoring well O&M procedures additional to the annual inspection are 
not planned or budgeted at this time. 

8. Comment: The Fourth 5YRR discusses the ongoing or future investigations/assessments 
(e.g., source investigation, exit strategy, biological iron fouling assessment and vapor 
intrusion assessment) which are being conducted or planned for the NIROP site; however, 
Section 9.0 (Recommendations and Follow-Up Actions) does not include these 
investigations/assessments as follow-up actions. For example, Page 3 of Section 5.1 (OUl 
Progress Since the Last Five-Year Review) indicates that an exit strategy will be developed 
for the NIROP facility; however, the development of this exit strategy is not listed in Section 
9.0. Similarly, Section 8.1.2 (Biological Iron Fouling) indicates that the Navy is assessing 
treatment options available to address biological iron fouling; however, Section 9.0 does not 
discuss this assessment, or whether the assessment will be conducted as part of the proactive 
well maintenance program, which should also be discussed in Section 9.0. Revise Section 
9.0 to include these items as follow-up actions. 

Response: These are maintenance-related items that are being tracked but are not "issues" 
that currently do impact protectiveness or are expected to impact protectiveness in the future. 
No issues have been identified for any OU that impact the current or future protectiveness of 
the remedy. However, text in Section 9.0 has been updated to include the items above. The 
proactive well maintenance program and biological iron fouling are already included under 
"Containment and Extraction Remediation System". The voluntary optimization sampling, 
vapor intrusion assessment, and exit strategy have been added to this section per EPA' s 
comment. 

9. Comment: Several questions in the Five-Year Review Site Inspection Checklist included in 
Attachment 2 (Five-Year Review Site Inspection Checklist) are not answered. For example, 
Subsection A (Access) of Section V [Access and Institutional Controls] questions whether 
access restrictions (e.g., door locks) were in place at Building 52/53; however, the question is 
not answered. Similarly, Subsection C [Institutional Controls (ICs)] of Section V questions 
how frequently the North 40 is monitored and what type(s) of monitoring is being utilized 
(i.e., inspection visits, drive by visits); however, the questions are not answered. For 
completeness, ensure all questions on the Five-Year Review Site Inspection Checklist are 
answered. 
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Response: The Site Inspection Checklist has been reviewed and missing information has 
been provided. 

10. Comment: The Fourth 5YRR does not include a figure showing the locations where land 
use controls (LUCs) apply (i.e., Designated Restricted Areas, North 40, or Former Plating 
Shop). While Figure 3-1 (Site Plan) and Attachment 3 (TCE Isoconcentrations Maps and 
Approximate Capture Zone Configurations) figures indicate where OU2, OU3 and the 
approximate, location of the East Plating Shop (i.e., Former Plating Shop) are located, a 
figure showing the specific locations where LUCs apply is not included. Revise the Fourth 
5YRR to include a figure showing the specific locations where LUCs apply. 

Response: The Five-Year Review does contain this information; it is located in Attachment 
2, following the Site Inspection Checklist. 

11. Comment: Section 7.1.1 (OUl) indicates that Mann-Kendall trends from the 2006 and 2012 
annual monitoring results are comparable. However, the text indicates that data from 120 
wells were used in the 2012 analysis and only 113 wells were used in the 2006 analysis. As a 
result, it is not clear how these monitoring data results were selected for analysis. Revise the 
Fourth 5YRR to clarify how these results are comparable given the apparent use of different 
data sets. 

Response: The text will be revised to clarify that the relative proportions of downward 
trends, upward trends, and no trends were similar between the two datasets, even though 
seven additional wells were sampled during the 2012 analysis. 

12. Comment: The Data Review section should include a summary narrative of the data with 
tables rather than only provide a reference to the Annual Monitoring Reports. 

Response: Please see the response to Comment 5e; text from Section 7 was moved to 
Section 6 to accommodate this request. 

13. Comment: The protectiveness statements were revised per the Five Year Review Guidance, 
but the actions to be taken to be protective over the long term may need to be modified based 
on the revisions to the issues and recommended actions sections. A site-wide protectiveness 
statement should also be included. See red-line version of Fourth 5YRR for some revised 
text regarding protectiveness statements. 

Response: A site-wide protectiveness statement has been included in Section 10.0 and in the 
Five Year Review Summary Form. 

14. Comment: The Issues and Recommendations sections should be clarified to clearly specify 
those which may affect current and/or future protectiveness, and, those which are O&M 
types of issues which do not affect protectiveness. 
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Response: The document has been revised to specify which items are O&M related or Navy 
voluntary actions such as the voluntary optimization sampling, and clarify that no issues have 
been identified which impact remedy protectiveness. 

15. Comment: Groundwater extraction system: The Fourth 5YRR is inconsistent with respect 
to whether the groundwater extraction system is effectively capturing the full extent of the 
contaminated groundwater plume. This is identified as an issue in the Issues section. Yet on 
pages 7-6 and 7-7, and the discussion on pg. 4-7, would seem to indicate that this is an 
ongoing O&M issue and the extraction system is effectively capturing the plume. The 
protectiveness statement also indicates this. The narrative on the groundwater data on pgs. 7-
6 and 7-7, though, seems to indicate that the extraction system is not effectively capturing the 
plume. This should be clarified, not only in these sections, but elsewhere in the report, 
including the Data Review section. 

Response: Groundwater capture was identified as an ongoing O&M item and not an issue 
which affects remedy protectiveness, and text was revised per the comment. 

16. Comment: In the Protectiveness Statement in the Five-Year Review Summary Form and 
some other places in the Report, the Report states that the remedy for OU2 and OU3 is 
protective of human health and the environment and "in the interim," exposure pathways that 
could result in unacceptable risks are being controlled. What does "in the interim" mean? 
Interim between what and what? Does the Navy think that contaminant levels in the OU2 
and OU3 areas will eventually decline, such that ICs will no longer be necessary? If so, by 
what mechanism? There is no discussion of this in the Report. The implication is that 
current conditions concerning soil contamination will continue indefinitely. In that case, use 
of the word, "interim" is not appropriate. 

Response: The words "in the interim" will be replaced by the word "currently". 

17. Comment: On page 5-1, the Report states that, "[l]ong term protectiveness requires 
compliance with land use restrictions that prohibit interference with the limited industrial 
land use area and groundwater use restrictions." Where are the groundwater use restrictions? 
That is, what are the ICs that restrict groundwater use? 

Response: There are no ICs in the Groundwater ROD which restrict groundwater use; 
groundwater use restrictions are included in the deed under "Covenants, Conditions, and 
Restrictions", Section A.2, titled "Well Installation/Groundwater Extraction Restriction", of 
the Quitclaim Deed dated June 17, 2004. The text Comment 17 refers to is the 
Protectiveness Statement in the Third Five-Year Review, so it should not be changed; 
however, text will be added below the Third Five-Year Review Protectiveness Statement to 
clarify this. 

18. Comment: On page 5-3, the Report includes a section entitled, "Exit Strategy." What does 
that mean? Please clarify. The natural inference is "Navy exit from the site." As long as 
there are ICs to be monitored and maintained, there will be no Navy exit. There is nothing in 
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the Fourth 5YRR that leads EPA to think that there will be an end to the need for I Cs. EPA 
believes it is unwise to create the impression that an exit is in the offing anytime soon. 

Response: The Navy's goal is that the groundwater containment system will not operate in 
perpetuity; and this is the intent of the exit strategy. The exit strategy is specific to the 
groundwater containment system operation. The Navy understands that ICs must remain in 
place. 

19. Comment: Evaluating ICs for Five Year Reviews when the IC consists of a covenant or 
restriction contained in a deed requires that someone look at the records in the Registrar of 
Deeds' office to check whether any conflicting claims have been filed, e.g., easements, etc. 
It does not appear that there is any evidence that this was done. Moreover, there is no specific 
identification of the IC instrument - page 4-9 mentions "the deed" - what deed? Recorded 
when? The Background section of the Report mentions that the property the Navy owned has 
gone through two owners and one lessee - FMC, ELT and UDLP (and now Hyde 
Development). All the more reason to make sure the deeds and lease agreements for these 
transactions contain the required restrictions with no competing claims. 

Response: The Navy included all required Deed restrictions and required CERCLA and 
MERLA notification in the June 17, 2004 Quitclaim Deed, filed in Ramsey County, between 
the United States and United Defense, LP. The Navy conveyed the property in an as is 
condition. The Grantee also gave an express covenant that he was responsible for 
incorporating all restrictions in any subsequent property sales. The Navy, prior to the most 
recent property sale, although not required to do so, did confirm that the IC and restrictions 
were incorporated into the UDLP/BAE/ELT property transfer and were incorporated by 
reference in the recent Limited Warranty Deed. It is also noted that the original IC's and 
restrictions run, in perpetuity, with the property. There is no legal process (or requirement) 
that permits the Navy to be involved with any property transactions after the initial 
Government sale. Current Landowners or prospective buyers have no legal or regulatory 
requirement to involve the Navy in any transaction. 

20. Comment: During the.review of the Fourth 5YRR, the Land Use Control Remedial Design, 
Operable Unit (OU) 2 and Operable Unit (OU) 3, Naval Industrial Reserve Ordnance Plant, 
Fridley, Minnesota, dated March 2004 (LUC RD) was reviewed. Based on the Section 4 
(Remedy Implementation Actions) of the LUC RD, the Navy or current property owner was 
required to provide the EPA and the Minnesota Pollution Control Board (MPCA) with 
annual land use control (LUC) Compliance Certifications. The Fourth 5YRR and previous 
five-year review report submittals do not reference these compliance certificates, and only 
three (for 2005) were located in the Administrative Record. 

Response: Section 4 (Remedy Implementation Actions) of the LUC RD (March, 2004) does 
state that the Navy or current property owner was required to provide the EPA and the 
Minnesota Pollution Control Board (MPCA) with annual land use control (LUC) Compliance 
Certifications. However, in June 2004, the Navy conveyed this responsibility in the deed, 
under "Covenants, Conditions, and Restrictions, 5. Required Notices/Certifications, b. LUC 
Compliance Certification) to the property owner. As specified in the June 17, 2004 
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Quitclaim deed, the property owner is to provide, to the EPA, MPCA and Navy, annually, a 
LUC Certification, exhibit provided in Deed. Since the LUC certifications are post-ROD, 
they are not required to be in the Administrative Record File. The Navy has requested the 
property owner/manager verify the annual submittals have been made. Also, during the 
multiple yearly visits to NIROP, by the Navy, the Navy has verified no LUC violations have 
taken place over the past several years. As specified in the LUC RD (Section 4.3, the Navy 
transferred the obligation to provide the certifications to the property owners in the 2004 
Deed. In addition, the LUC RD makes provisions to evaluate the necessity of the annual 
submittal." 

21. Comment: EPA uses the terminology Institutional Controls to encompass land use controls 
and other controls such as groundwater controls. EPA requires that an IC section be included 
in the document according to our model Region 5 FYR. See example in attached FYR 
Model Template. The IC section of the report must define ICs, explain what ICs are needed 
for the Site to ensure protectiveness and discusses follow-up actions required. The review 
should look at not only what ICs are required by the ROD but evaluate all areas where 
contamination from the Site is currently located which does not allow unlimited 
use/unrestricted exposure (UU/UE). 

Type of IC 
Restricted Area or Media Institutional Control Objective 
(based on current Site conditions /Restriction/Performance (in place, planned or 
areas which are or should be Standard the need for IC is 
restricted because it does not allow under review) 
for unlimited use or unrestricted r 

exposure (UU/UE) 
OUl- groundwater at the NIROP prohibit consumptive and other 
facility. uses of the groundwater plume NEEDS TOBE 
See attached plume map in Figure X area until performance standards COMPLETED 

are achieved. WHETHER IN-
PLACE, PLANNED 
OR NEED IS 
UNDER REVIEW 

OU2 and OU3- NIROP facility See specific objectives NEEDS TOBE 
See Map of NIROP facility in Figure Y performance objectives from the COMPLETED 

ROD which includes prohibit WHETHER IN-
interference with contaminated PLACE, PLANNED 
areas of the Site without prior OR NEED IS 
approval and limit use of facility UNDER REVIEW 
to commercial /industrial. 

OUl- Area beyond boundary of prohibit consumptive and other NEEDS TOBE 
NIROP facility where the groundwater uses of the groundwater plume COMPLETED 
plume exceeds performance standards area until performance standards WHETHER IN-
See attached plume map in Figure Z are achieved PLACE, PLANNED 

OR NEED IS 
UNDER REVIEW 
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A map is attached (OR WILL BE DEVELOPED) which depicts the current conditions of the site 
and areas which do not allow for UU/UE. 

Response: As per previous responses, the Navy is following the June 2001 OSWER 
Guidance, which evaluates ICs as a part of the overall remedy assessment. Since ICs are a 
part of the overall remedy and overall protectiveness are based on the entire remedy, Navy 
believes that the intent of the Region 5 guidance has been met. 

22. Comment: The IC Coordinators recommend that 1) the physical or geographical areas be 
described, along with maps, of the areas which have residual contamination that does not 
allow for UU/UE and that an IC table be completed as a first step to ensure that all areas 
which do not allow for UU/UE are properly considered. Once that analysis is completed, an 
analysis can proceed to determine the effectiveness of existing ICs and whether additional 
ICs are needed. Here is an example of how it might be approached. 

Response: Please see the response to Comments 5 and 21. ICs are evaluated as a part of the 
overall remedy protectiveness. 

23. Comment: Provide a copy of the deed referred to (page 4-9) along with any other ICs for 
the Site. These ICs should also be summarized and analyzed in the IC Section of the FYR 
report. 

Response: A copy of the deed is attached to these responses to comments. Also please see 
the response to Comments 5, 21, and 22. ICs are evaluated as a part of the overall remedy 
protectiveness. 

24. Comment: The Executive Summary should include a description of the remedy selected in 
each OU including required ICs, if any. 

Response: The Executive summary does include ICs for OU2 and OU3, and text was added 
to the Executive Summary stating that deed restrictions restrict the use of groundwater at the 
site. 

25. Comment: Add the following to the acronym table: 

I Cs Institutional Controls 
ICIAP Institutional Controls Implementation and 

Assurance Plan 

Response: An ICIAP was not required per the Federal Facilities Agreement (FFA). Also 
please see the response to Comment 26. 
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26. Comment: Include the following statement (or the like) in the protectiveness statement. 
Long-term protectiveness requires compliance with effective ICs. To that end, effective ICs 
must be implemented, monitored, maintained and enforced. Long-term stewardship (LTS) 
must be assured to maintain effective ICs. Compliance with ICs will be accomplished by 
developing and carrying out (LTS) procedures. Although ICs are in-place, additional review 
is required to ensure the ICs in-place are effective, to understand whether additional ICs are s 
needed and to ensure that effective LTS procedures are in-place. An ICIAP will be prepared 
to for conducting additional IC evaluation activities, planning for additional ICs, if needed, 
and preparing or updating the L TS plan, if needed. 

Response: Text was added to Section 10 and the Five-Year Review Summary form to 
address this comment. The Navy conveyed the responsibility to ensure that effective ICs are 
implemented, monitored, maintained, and enforced in the deed. Also, an ICIAP was not 
required per the Federal Facilities Agreement (FFA). 

27. Comment: Recommendations. It is recommended that an ICIAP be prepared to review 
existing ICs and plan for additional ICs as needed to ensure long-term protectiveness. Add 
this to the Recommendations. Also, see guidance mentioned below which is attached. 

Response: Please refer to the response to Comments 25 and 26. 

28. Comment: Following are references which should be consulted m conducting IC 
evaluations during the FYR. 

Region 5, Model FYR Template and Guide. 

OSWER Directive "Recommended Evaluation of Institutional Controls: Supplement to the 
"Comprehensive Five-Year Review Guidance"'; 2011. 

OSWER Directive 9355.0-89 EPA-540-R-09-001. "Institutional Controls: A Guide to 
Planning, Implementing, Maintaining, and Enforcing Institutional Controls at Contaminated 
Sites; December 2012. 

Response: Comment noted. However, the basis of the Region 5 Five-Year Review template 
is the June 2001 EPA OSWER Comprehensive Five-Year Review Guidance, and the Region 
5 template has included additional steps and guidance to address ICs separately. The original 
2001 guidance includes ICs as part of the overall remedy assessment. It is Navy's position 
that the Five Year Review as written meets the intent of the Region 5 guidance in that it 
complies with the OSWER June 2001 guidance. 

SPECIFIC COMMENTS 

1. Comment: Section 2.0, Site Chronology, Page 6 of 7: The 2003 events listed in Section 
2.0 do not include the issuance of the Second Five-Year Review Report, Naval Industrial 
Reserve Ordnance Plant, Fridley, Minnesota, dated September 11, 2003 (Second 5YRR). 
Revise Section 2.0 to include the Second 5YRR. 
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Response: Section 2.0 has been updated as requested. 

2. Comment: Section 3.0, Background, Page 3 of 5: The second paragraph on Page 3 of 
Section 3.0 indicates that risk in one subarea of OU2 was inordinately influenced by a single 
data point; however, the subarea of OU2 and single data point are not specified. Revise 
Section 3.0 to clarify the subarea and single data point that influenced the risk at OU2. 

Response: The text will be revised as follows: "A risk assessment for OU2 was conducted 
in 1996. Following a revision of that risk assessment, it was determined that risk in subarea 
A4 of OU2 was inordinately influenced by a single data point, specifically AB032. 
Therefore, during summer 2002, the Navy conducted a time-critical removal action to 
remove approximately 35 cubic yards of soil around location AB032 to a depth of 3 feet. 

3. Comment: Figure 3-2, Site Plan: Figure 3-2 includes three arrows to signify the 
commingled Navy and BAE Plumes; yet sufficient evidence has not been provided at this 
time to substantiate that the plumes are commingled. Revise Figure 3-2 to remove the arrows 
from the figure. 

Response: These arrows are included because adjacent sites may be contributing 
contamination to the NIROP plume; the Partnering Team has historically acknowledged the 
possibility that commingling is occurring or that off-site sources may be contributing 
contamination to the NIROP plume. MPCA's recent July 8, 2013 letter regarding "Calendar 
Year 2013 groundwater Elevation Measurements, Southwest Fridley Groundwater Program" 
requested all parties, including BAE Systems, to conduct synoptic groundwater elevation 
measurements within a two-week time period for the purposes of providing all parties 
information on the entire area, not just their own sites, allowing for a better understanding of 
plume migration and groundwater hydraulics. 

4. Comment: Section 4.2.3, OUl Performance Measurement, Page 4 of 9: The third 
paragraph indicates that a subset of 17 monitoring wells located in the ACP nearest the bank 
of the Mississippi will be used as measurement points for the purpose of identifying 
groundwater COC concentrations potentially migrating into the river; however, Section 4.2.3 
does not specifically reference or identify the locations of the 17 wells. Revise Section 4.2.3 
to cite the tables and figures which identify the 17 measurement points and reference the 
figures that show historical results for monitoring of these wells. 

Response: Table 4-3 lists the 17 wells included monitoring wells located in the ACP nearest 
the bank of the Mississippi will be used as measurement points for the purpose of identifying 
groundwater COC concentrations potentially migrating into the river. Historical results for 
these wells can be found in each year's Annual Monitoring Report. The text was revised as 
requested. 

5. Comment: Section 4.2.5, OUl Vegetable Oil Pilot Testing, Page 8 of 9: Section 4.2.5 
does not reference a figure showing the location of the small area where vegetable oil was 
applied. Revise Section 4.2.5 to reference Figure 3-2 (Site Plan). 
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Response: The text has been revised as requested. 

6. Comment: Section 4.3, OU2 and OU3 Remedial Actions, Page 9 of 9: The text indicates 
that "COCs for OU2 and OU3 are identified in Table 4-I ;" however, Table 4-I (Groundwater 
Chemicals of Concern and Target Cleanup Levels - OUI - August 20I2 Sampling Event) 
does not provide the COCs for OU2 or OU3. Revise the Fourth 5YRR to include a table 
providing the COCs for OU2 and OU3. 

Response: The text will be revised as follows: "COCs for OU2 and OU3 are the same as 
the COCs for groundwater". 

7. Comment: Table 4-3, Detected Concentrations of VOCs in Riverside Wells - OUl -
August 2012 Sampling Event: Based on Section 4.2.3 (QUI Performance Measurement), 
Table 4-I (Groundwater Chemicals of Concern and Target Cleanup Levels - OUI - August 
20I2 Sampling Event), and the Attachment 3 (TCE Isoconcentrations Maps and 
Approximate Capture Zone Configurations) figures, the volatile organic compound (VOC) 
concentrations presented in Table 4-3 appear to be in micrograms per liter (µg/L) rather than 
grams per liter (g/L). Revise Table 4-3 to ensure the correct units are utilized. 

Response: The table has been revised to show the correct units. 

8. Comment: Section 5.1, OUl Progress Since the Last Five-Year Review, Pages 1 of 5 
and 2 of 5: Section 5. I indicates that the pump-and-treat system is operational and that the 
system improvements enhanced performance; however, the text does not provide and/or 
reference information to substantiate that the system was sufficiently operational or quantify 
how the improvements enhanced the system. Section 5.1 also states that "The new extraction 
wells (AT-11, AT-12, and AT-13) and associated equipment and other equipment upgrades, 
added to the containment system are the outcome of continued operation of the QUI remedy 
to meet ROD objectives;" however, the text does not specifically identify the other 
equipment upgrades or demonstrate that the new extraction wells and associated equipment 
and other equipment upgrades results in the Operable Unit (OU) 1 remedy meeting ROD 
objectives. While this information is provided in the AMRs, the Fourth 5YRR does not 
clarify where in the AMRs this information can be found. Revise Section 5.1 to reference 
specific sections in the AMRs where quantitative information to support these discussions 
can be found. 

Response: Quantitative information supporting this statement is included in the Five-Year 
Review on the figures in Attachment 3. The text has been revised to state this. 

9. Comment: Section 6.1, Community Notification and Involvement, Page 1 of 2: The text 
states that "The Draft Fourth Five-Year Review Report will be provided to EPA and MPCA 
for review and comment in February 2013;" however, the Fourth 5YRR was not provided to 
EPA until June 2013. Revise the Section 6.1 to clarify that the Fourth 5YRR was provided to 
EPA in June 2013, not February 2013. 

Response: The section has been revised as requested. 
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10. Comment: Section 7.1.1, OUl, Pages 2 of 9: The text states that "There is some evidence 
to suggest that PCE [tetrachloroethene] may originate from an off-NIROP source;" however, 
information to substantiate this assumption is not provided and/or referenced in the Fourth 
5YRR. Revise the Fourth 5YRR to provide information to substantiate that PCE may 
originate from an off-NIROP source. 

Response: Text has been added to this section referring to the 2012 AMR. 

11. Comment: Section 7.2.4, Cleanup Levels - All OUs, Page 5 of 9: The text states that 
"The updated surface water criteria and standards identified in the first Five-Year Review 
Report changed per a letter from the MPCA on December 15, 2009." Since this letter 
documents a change in the cleanup levels established in the OUI ROD, the letter should be 
included in the Fourth 5YRR as an attachment. Revise the Fourth 5YRR to include the 
referenced letter as an attachment. 

Response: The letter has been included as Attachment 5. Text has been added to refer to the 
attachment. 

12. Comment: Section 7.2.5.1, Problem B: Effectiveness of the Capture Well System, Page 
7 of 9: The last sentence of Section 7.2.5 .1 references Attachment 3 as support that the 
system continues to show significant improved performance; however, Attachment 3 (TCE 
Isoconcentration Maps and Approximate Capture Zone Configurations) includes TCE 
isoconcentration maps and the approximate capture zone configurations. These do not show 
significant improved performance of the system. Revise Section 7.2.5 .1 to reference figures 
and tables which support that the system continues to show significant improved 
performance. 

Response: The following text has been added just before the reference to Attachment 3: 
"and effectiveness in capturing contaminated groundwater". The figures are meant to show 
substantial capture of contaminated groundwater. 
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RESPONSES TO MINNESOTA POLLUTION CONTROL AGENCY 
COMMENTS ON FOURTH FIVE-YEAR REVIEW REPORT 

NAVAL INDUSTRIAL RESERVE ORDNANCE PLANT, FRIDLEY, MINNESOTA 
DATED MAY 30, 2013 

September 27, 2013 

General Comments: 

1. Comment: The Minnesota Pollution Control Agency (MPCA) generally agrees with the 
protectiveness conclusion reached by this Five-Year Review and believes that the 
document satisfies the intent and purpose of a Five-Year Review~ However, MPCA 
believes that additional clarification and information requested by specific comments 
listed below would better serve to inform the public and document the remarkable 
progress achieved at the site over the past five years. · 

Response: Comment noted, specific comments are addressed below. 

2. Comment: The MPCA recommends that interviews with the City of Fridley be 
conducted and discussed to provide background of recent community concerns expressed 
by both the city and the residents. Community involvement with respect to groundwater 
quality within the city of Fridley has dramatically increased during this review period and 
should be documented in the Five-Year Review. 

Response: Although interviews with city of Fridley personnel were not conducted, there 
were public meetings conducted during this Five-Year Review period in which 
information was exchanged. 

3. Comment: The Five-Year Review refers to the 2012 Annual Monitoring Report in 
several instances. The 2012 AMR has not been submitted to MPCA (and the U.S. 
Environmental Protection Agency (EPA)). The MPCA recommends that this fact be 
noted in the Five-Year Review for clarification. 

Response: The AMR was submitted to MPCA and U.S. EPA on July 10, 2013. The 
2012 AMR reference was updated in the Five-Year Review text. Please see the attached 
Five-Year Review sections and references. 

Specific Comments: 

Five Year Review Summary Form 
1. Comment: The MPCA recommends that this Five-Year Review document include the 

most recent version of the Five-Year Review Summary Form developed by U.S. EPA. 
The new summary form aids in tracking progress of issues and recommendations 
identified in the Five-Year Review. 



Response: The most recent version of the Five-Year Review Summary Form has been 
used. Please see the attached, revised Five-Year Review Summary Form. 

Section 2.0- Site Chronology · 
2. Comment: This section contains multiple references to events which are not 

administratively linked to the Naval Industrial Reserve 0rdnance Plant (NIROP) facility. 
For example: the second item in June 1986, and the second item in September 1987. 
The MPCA recommends that all references not specific to the historic or remedial 
chronology for NIROP be removed or provide an explan~tion why it should be included. 

Response: These items are included because adjacent sites may be contributing 
contamination to the NIROP plume; the Partnering Teain has historically acknowledged 
the possibility that commingling is occurring or that off-site sources may be contributing 
contamination to the NIROP plume. MPCA's recent July 8, 2013 letter regarding 
"Calendar Year 2013 groundwater Elevation Measurements, Southwest Fridley 
Groundwater Program" requested all parties, including BAE Systems, to . conduct 
synoptic groundwater elevation measurements within a, ·two-week time period for the 
purposes of providing all parties information on the entire area, not just their own sites, 
allowing for a better understanding of plume migration and groundwater hydraulics. 
Navy agrees with MPCA that a holistic approach to understanding the sites is the most 
efficient path forward. 

3. Comment: Besides the date a given document was submitted to the Regulators, the 
MPCA believes the chronology should include the date a given document was finalized. 
The current version only includes when draft document was submitted by the Navy. 

Response: Section 2 contains a general chronology; adding a finalized version for each 
document in this section, given the long history at NIRQP, would significantly lengthen 
this section. Navy recently established the Administrative Record (AR) online at 
http:Ugo.usa.gov/DyNY, so the public can access all versions of relevant documents. 

4. Comment: Please correct the installation and pumping test dates for AT-11, AT-12, and 
A T-13. These wells were installed during 2011. 

Response: The date has been changed to 2011. Refer to the attached, revised Section 2. 

Section 3.0 - Background 
5. Comment: Page 1, Paragraph 3: The site property boundary is a lot less than 2000 

feet from the Mississippi River as stated in the text I in Section 3.0. The MPCA 
recommends that Navy check the distance from the Mississippi River to the western 
NIROP boundary and revise the text in this section to b~tter reflect the location of the 
site. 

Response: The text will be changed from " .... and 2,000 feet east of the Mississippi 
River .... " to" .... and between 750 and 900 feet east of th¢ Mississippi River. .. ". Please 
refer to the attached, revised Section 3. 



6. Comment: Page 3, Paragraph 5: Please clarify the first sentence of this paragraph to 
provide a reference to the technology evaluated during the pilot test. 

Response: The text " ... this technology ... " will be changed to " ... addition of refined 
soybean oil to enhance reductive dechlorination ... ". Please refer to the attached, revised 
Section 3. 

Section 4.0- Remedial Actions 
7. Comment: Page 1, Paragraph 1: Please use the OU-1 definition as described in the 

Record of Decision (ROD), which includes all groundwater contaminated due to NIROP. 

Response: The text will be changed from "Groundwater is identified as OUl" to "OUl 
is identified as contaminated groundwater from the NIROP", as stated in the ROD. 
Please refer to the attached, revised Section 4. 

Section 5.0- Progress Since the Last Five-Year Review 
8. Comment: Page 5-3, Item 4. Exit Strategy: The MPCA recommends that this section 

includes the text of the Vision statement/Exit Strategy. 

Response: The NIROP Vision and Goals; adopted during the Tier I and Tier II meeting 
in Chicago on June 22, 2011, and edited during the Tier I and Tier II meeting in St Paul 
on December 8, 2011, will be added to the Exit Strategy section. Please refer to the 
attached, revised Section 5. · 

Section 6.0-Five-Year Review Process 
9. Comment: Section 6.1 Community Notification and Involvement: Please update this 

section, specifically the date which the draft document was submitted for review to the 
U.S. EPA and MPCA. 

Response: The date was updated from February 2011 to May 30, 2011. The date of this 
response to comments Jetter and the date of the U.S. EPA's response to comments letter 
was also be added to Section 6.1. Please refer to the attached, revised Section 6. 

10. Comment: Section 6.4 Site Inspection: The MPCA recommends that the damage to 
monitoring wells noted during the site inspection be included in this section. 

Response: The following text was added to Section 6.4, at the end of the· paragraph: 
"Monitoring well 8-IS was missing its cover during the site inspection, and in 2009, 
monitoring well caps were stolen from some monitoring wells in Anoka County Park. 
The Navy was informed and BayWest replaced the caps. The cover will be replaced for 
monitoring well 8-IS." Please refer to the attached, revised Section 6. 

11. Comment: Section 6.5 Interviews: The MPCA believes the reference to Restoration 
Advisory Board (RAB) are not appropriate as NIROP does not have an active RAB. The 
RAB has not met in the last seven years. However, the MPCA recommends that this 



section include a reference to community involvement and concerns which have occurred 
during the previous five years, for example formation of a Community Action Group for 
Fridley Superfund Sites and the concerns expressed by the city of Fridley with regard to 
increasing use of nearby Fridley Municipal Well 13 (Attachment 1). 

Response: Attachment 1, referred to by MPCA in their Specific Comment 11, above, 
was not included in the pdf. Although there have not beeh RAB meetings for some time, 
one RAB member still remains on Navy's document distribution list. The RAB member 
should continue to receive documents until they request otherwise. Navy encourages 
RAB and other community involvement. The section has been updated as follows: "A 
Community Action Group for Fridley Superfund Sites was formed during this Five-Year 
Review Period to exchange information about site activities and local concerns. The city 
of Fridley has also expressed concerns during Partnering Team meetings about the 
NIROP plume with regard to their intent to increase use .of municipal well Fridley Well 
13. Currently, the city of Fridley's water is supplied by the Mississippi River and excess 
water from New Brighton. Water from New Brighton is,supplied from the groundwater 
treatment plant at the Twin Cities Army Ammunition Plant (TCAAP). Groundwater 
from the TCAAP TCE plume is pumped and treated. to residential drinking water 
standards and supplied for municipal use. According to city of Fridley Water Works 
personnel, reductions in TCAAP plume contaminant ' concentrations will result in 
decreased pumping, decreasing the water supply available to the city of Fridley and 
increasing the demand on Fridley's municipal wells." 

1 

Please refer to· the attached, 
revised Section 6. 

Section 7: Technical Assessment· 
12. Comment: Section 7.1.1 - OU-1, Last Paragraph: iThe Draft USGS groundwater 

model is not previously discussed in this document. The iMPCA recommends that Navy 
discuss the genesis of and the current status of the USGS I model, as well as the expected 
completion date for the Model. 1 

Response: Per U.S. EPA General Comment 5e, the data discussion in this section was 
moved to Section 6.3, Data ~eview, and the following text has been added to this section: 
"The United States Geologic Survey (USGS) was contracted to construct a numerical 
model intended to be used as a tool by the Partnering jTeam to evaluate contaminant 
concentrations, groundwater flow pathways, and probable capture zones for extraction 
well pumping under different scenarios. The purpose of !this model is that it be used to 
determine the most effective pumping rate/pumping well configuration to ensure that 
maximum capture of the contaminant plume is achieved. The modeling is complete and 
a draft report has been prepared and peer reviewed. The draft report is currently being 
revised, then the USGS supervisory review process will begin and the report will be 
published. Report approval is anticipated by the end of fiscal year 2013." Please refer to 
the attached, revised Section 6. 

13. Comment: 7.2.1- Exposure Assumptions, Page 7-4, Second Paragraph: Parameters 
discussed in the Johnson-Ettinger model do not consider the known soil impacts below 
the building slab. The MPCA believes that the vapor intrusion evaluation provided 



should be discussed as a preliminary assessment as only groundwater concentrations 
were considered as potential vapor intrusion sources. Since all potential sources for 
vapor intrusion were not evaluated, the MPeA recommends that Vapor Intrusion from 
soils be identified as an issue and have a corresponding recommendation for further 
evaluation. 

Response: A preliminary evaluation for soil under the building has been conducted and 
included in the Five-Year Review, and a discussion of the results was added in the 
exposure assumptions section for OU2 and OU3. Since the evaluation results are below 
EPA's target risk level, it is unnecessary to identify vapor intrusion as an issue with an 
associated recommendation. However, the voluntary optimization sampling will yield 
additional soil data which will then be used to update the Johnson-Ettinger model, if the 
Partnering Team determines that is necessary. The following text has been added to 
Section 7 .2.1: "The presence of TeE and other VOes in surface and subsurface soil also 
renders the compounds potentially viable to volatilize and migrate into the indoor air of a 
building. Using the maximum detected soil concentrations of each detected voe at 
depth intervals of 0 to 4 feet, 4 to 8 feet, and 8 to 12 feet from samples collected in 1997 
(as reported in the 2002 Remedial Investigation), indoor air concentrations were 
predicted. The indoor air concentrations were determined using the Johnson-Ettinger 
Model and were based on the same assumptions listed for OU-1. The maximum 
exposure concentration and risk from each depth interval for each voe were used to 
conservatively estimate potential risk associated with exposure to indoor air 
concentrations (Attachment 4). The exposure concentrations correspond to a 
carcinogenic risk of 1 x 10-7 and a hazard index of 0.1, below EPA' s target risk levels". 
Please see the attached, revised Section 7. 

14. Comment: 7.2.4 - Clean Up Levels - All OUs: Discussion of the proposed changes to 
the surface water standard referencing the MPeA letter dated December 2009 should 
note that the proposed changes to the applicable surface water standard are conditional. 
The 2009 letter required the Navy to implement a surface water sampling plan in order to 
document that the proposed change of the surface water standard will be protective of 
human health and the environment. A surface water sampling plan was not submitted or 
implemented by the Navy during this review period. The MPeA recommends the Five
y ear Review identify the proposed change to this applicable standard as an issue and 
provide a corresponding recommendation to implement a surface water sampling plan. 

Response: The Minneapolis Water Works Intake is located just downstream from the 
site in the Mississippi River, and samples are collected regularly by Minneapolis Water 
Works. Samples from this intake have not shown any detection in several years, and 
Navy feels that the sampling being conducted currently is adequate to evaluate surface 
water in the Mississippi River. The proposed change to this applicable standard is not an 
"issue" that affects remedy protectiveness; therefore it will not be noted as an "issue" 
with an associated recommendation. 

15. Comment: 7.2.5.1 - Problem B: Effectiveness of Capture Well System: Discussion 
in this section does not define Problem B or discuss what criteria are utilized to evaluate 
Problem B. The discussion provided requires that the reader have previous knowledge of 



the contents of the RAWP. Discussion in the Five-Year Review should be 
understandable to the general public without requiring review of additional documents. 
The MPCA recommends that summary of RA WP be included in this section. 

Response: A full summary of the RA WP might be too extensive for this section; the 
Navy suggests adding text explaining each problem statement. For Problem Statement B, 
the following text has been added after the first sentence in Section 7 .2.5 .1: "Each 
"problem" is defined by stating a problem or asking a question as a part of the project 
planning/design process, which is then used to develop decision rules. The study 
question for Problem B is: "Is the capture system with the newly installed wells effective 
at preventing groundwater contamination from passing through the capture system?" The 
criteria used to evaluate Problem B are the following: 

• Hydraulic heads 
• Chemical concentrations 
• Physical parameters 
• Stratigraphy 
• Removal rate 
• Drawdown 
• Historical data 
• Pumping rate 
• Borehole flow velocity 
• Tracer study 
• 3-dimensional numerical model 
• Plume dimension and location 
• Concentrations that constitute contamination and delineate the plume 

16. Comment: 7.2.5.2 - Problem C: Groundwater Monitoring for Overall 
Contamination at NIROP Fridley (Effectiveness of the Groundwater Monitoring 
Network): See comment regarding Problem B. 

Response: A full summary of the RA WP might be too extensive for this section; the 
Navy suggests adding text explaining each problem statement. For Problem Statement C, 
the following text will be added before the first sentence in Section 7.2.5.2: "Each 
"problem" is defined by stating a problem or asking a study question as a part of the 
project planning/design process, which is then used to develop decision rules. The 
problem statement for Problem C is: " ... to optimize the groundwater monitoring 
program while providing sufficient data to determine whether the following are being 
achieved: 

1. contaminated groundwater is prevented from leaving the site, 
2. contaminated groundwater is prevented from reaching the Mississippi River, 
3. change in the shape, size, and location of plume are being tracked, 
4. contaminant levels are being evaluated relative to surface water and groundwater 

standards, 



5. performance of remedial system is assessed (system= existing ongoing remedial 
actions and any future remedial actions which are implemented) 

6. practicability of achieving complete remediation is assessed (won't completely 
address this under groundwater optimization) 

17. Comment: Paragraph following Decision Rule 5: This paragraph references the 
document as an AMR rather than a Five-Year Review. Is the Navy referring to the 2012 
AMR? The Navy may want to review the draft Five-Year Review to correct similar 
references. 

Response: The document was reviewed and other similar errors were corrected. The 
word " ... this ... " in the second paragraph were changed to " ... the 2012 ... " and a 
document reference was added to the end of the sentence. 

Section 8.0 - Issues 
18. Comment: 8.0 - Issues: All issues identified in this section should provide discussion 

of whether the issue affects current or future protectiveness of the remedial action for the 
site. MPCA suggests inclusion of a table similar to those provided in U.S. EPA Five
y ear Review template for this section. 

Response: Comment noted. However, the basis of the Region 5 Five-Year Review 
template is the June 2001 EPA OSWER Comprehensive Five-Year Review Guidance, 
and the Region 5 template has included additional steps and guidance to address ICs 
separately. The original 2001 guidance includes ICs as part of the overall remedy 
assessment. It is Navy's position that the Five Year Review as written meets the intent of 
the Region 5 guidance in that it complies with the OSWER June 2001 guidance. The text 
in Section 8 will state that these are riiaintenance-related items that are being tracked but 
are not "issues" that currently do impact protectiveness or are expected to impact 
protectiveness in the future. No issues have been identified for any OU that impact the 
current of the remedy; text to this effect has been added to Section 8.0, and therefore; no 
table will be needed. 

19. Comment: 8.1.4 - Source Remedfation: The MPCA is unclear as to the purpose of the 
discussion of the veggie oil pilot study, how it relates to source remediation and why 
source remediation is listed as an issue in the first place. The Site team has not had 
serious discussions regarding potential source remediation technologies and the Navy has 
been very clear in the past that the main reason it is conducting the source investigation 
under the building is for internal Navy purposes. Therefore, the MPCA recommends that 
Navy provide more details and clarity to this section. Please note that MPCA continues 
to believe source remediation has the ability to shorten the lifespan of the pump and treat 
system and therefore should be evaluated. 

Response: Navy agrees that source remediation would shorten the timeline of the pump 
and treat system, but source remediation is not an "issue" in terms of a Five-Year 
Review, but a follow-up action that has potential to shorten the remedial timeframe. Text 
has been added to Section 8 to clarify this. 



20. Comment: 8.2 OU2 and OU3 Issues: The MPCA recommends that the Vapor 
Intrusion be listed as an OU3 (unsaturated soils under the building) issue as some of the 
highest levels of Trichloroethene (TCE) were found in the unsaturated soils under or near 
the East Plating Shop. · 

' 

R~sponse: The text "No issues affecting remedy protecti~eness have been identified for 
OU2 or OU3" is correct, because the Johnson-Ettinger model results for both soil and 
groundwater were below U.S. EPA screening levels. 

' 

21. Comment: The MPCA recommends that damaged monitbring wells observed during the 
site inspection should be identified as an issue and have a torresponding recommendation 

I 

to repair the damage. I 
I 

Response: Damaged monitoring wells have not been list~d as an issue, because they do 
I 

not affect remedy protectiveness, but have been noted in the Five-Year Review as a 
maintenance item. The Navy will follow up on this iteb by repairing the damage to 
monitoring wells. 

Section 9.0 - Recommendations 
22. Comment: 9.0 - Recommendations: Many issues identified in this Five-Year Review 

do not have corresponding recommendations which adaress protectiveness or future 
protectiveness of the selected remedies. MPCA recommends that Navy include a table 
similar to those provided in the U.S. EPA Five-Year Revie:w template. 

I 

Response: No issues have been identified in this Five-Year Review which affect remedy 
protectiveness; therefore, a table will not be required. 

23. Comment: The MPCA recommends that Navy include i~ the current Five-Year Review, 
the recommendations from the previous Five-Year Review that are yet to be completed or 
listed as ongoing. 

Response: Recommendations from the previous Five-Year Review that are yet to be 
completed or listed as ongoing are already listed in sehion 9 as maintenance items. 
These items do not affect remedy protectiveness, and , are not "issues" that require 
"recommendations". However, these items do support tqe Navy in confinitlng remedy 
protectiveness. Text to this effect has been added to this Syction. 

24. Comment: Please include recommendations to repair and document repairs to damaged 
monitoring wells. 

Response: Monitoring wells will be repaired but this is not an issue that affects remedy 
protectiveness. 

Attachment 3 - Figures 



25. Comment: OU-1 as presented in the figures should match the ROD defined boundaries 
of OU-1. The ROD definition includes the aerial extent of the groundwater plume and is 
not confined to the limits of the former NIROP property boundary as depicted in the 
figures. Please revise all figures in the Five-Year Review to accurately reflect the ROD 
defined OU boundaries. 

Response: Comment noted. However, MPCA, U.S. EPA, and the Navy have discussed 
the issue of potential upgradient sources and commingled plumes many times in the past. 
Portrayal of the NIROP plume to include off-site portions of the plume, which may or 
may not be the Navy's responsibility, would not accurately represent the site to the 
general public. 

26. Comment: No discussion of the BAE site or groundwater plume is provided in this 
Five-Year Review. The MPCA requests that all references to the BAE site should be 
removed from the figures unless further discussion is provided which clearly supports the 
references in the figures. 

Response: Please see the response to Specific Comment 25. 

27. Comment: The hash marks utilized to represent OU-2 and OU-3 do not match those 
provided in the legend of the figures. Please revise the figure for accuracy in the event 
this figure is reproduced in black and white. 

Response: The figures have been revised (see attached) and they will be included in the 
Final Five-Year Review. 

28. Comment: The MPCA recommends that Attachment 3 includes a figure with PdC TCE . 
levels during the review period, including the Fridley Well 13. 

Response: Attachment 3 will include a figure of the Prairie du Chien monitoring wells 
and their TCE concentrations (see attached figure). 
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QUITCLAIM DEED 

ST ATE DEED TAX DUE HEREON: $ EXEMPT 

T0:8438205985 

~~~~~~~~~~~-

Date: June 17 , 2004 

.KNOW ALL MEN BY THESE PRESENTS that the UNITED s-r ATES OF AMERICA, 
acting by and through the Administrator of Gencial Services, Wlder and pursuant lO the 
general authority contained in the provisions of the Federal Property and Administrative 
Services Act of 1949, (63 Stat 377, 40 USC 471 et seq.) as amended. and Public Law 
98-181, approved November 3, 1983, (97 Stat. 1175), Public Law 105-50, approved 
October 6, 1997, PubHc Law 105-119 Section J 18, approved November 26. 1997, Public 
Law 106·113. approved November 29, 1999, and the rules, regulations and orders 
pr~mulgaled thereunder, having an address of General Services Administration, New 
England Region, Thomas P. O'Neill Federal Building, 10 Causeway Street, Boston, 
Massachusetts 02222. on behalf of the United States of America and all of its agencies, 
including but not limited to the U.S. Navy. (the "Granter") for a11d in consideratjon of Six 
Million Five Hundred ThotLc;and and No/100 Dollars ($6,500,000.00), the receipt of 
which is hereby acknowledged, does hereby GRANT, GIVE, REMlSE, RELEASE, 
CONVEY, AND QUITCLAIM, without warranties or representations of any kind or 
nature, express or implied, unto UNil'ED DEFENSE, L.P., a Delaware limited 
partnership, with an address of 4800 East River Road. MinneapoJis, Minnesota, 55421 
(the ''Grantee"), its successors and assigns all such right, title, and interest as the Grantor 
has in and to certain real property, totaling 80.35 acres. located in the City of Fridley, 
Anoka County, State of Minnesota and more particularly described in .EJ:hibit 1 of this 
Deed, together with any improvements located thereon (the ''Property"). 

CONDmON OF PROPERTY. The Grantee, in accepting this Deed, 
acknowledges and attests that it hu inspected, is aware of, and accepts the condition and 
state of repair oftl1e Property. It is understood a~d agreed that the Property is conveyed 
'as is1 and 'where is' without any representation,; warranty or guarantee of any kind or 
nature, expre.c;s or implied, including, wilhout Ihriitation, any representation, wammty or 
guarantee as to quantity, quality, character, condition, size or kind, or that the same is in 

P.2 
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any particular condition or fit to be used for any particul~r purpose. The Grantee, in 
accepting th is Deed, acknowledges that lhe Gr-.intor has' made no representation or 
warranty concerning the condition or state of repair of the Pfopcrty that has not been fully 
set forth in this Deed. I 

EASEMENTS~ LICENSES AND PERMITS. TI1elProJ,erty is conveyed subject 
to any and all existing reservations, easements, restrictions, covenants, and rights, 
recorded or unrecorded, including those for roads, highw~ys, streets. railroads, power 

I 

lines, telephone lines and equipment. pipelines, drainage, !sewer and water mains and 
lines, public utiJities and rights-of-way, and including butl not limited to, any specific 
easements, reservations, rights, and covenants described herein; any state of fucts that 
would be disclosed by a physical examination of the Propchy, any state of tacts that an 

I 

accurate and adequate survey of the Property would disclose; and any and all other 
matters of record. The U.S. Navy ("Navy") shall be rckponsible for obtaining and 
maintaining applicable penni!s and licet1ses associated with Federal Facility Agreement 
(FFA) activities, although nothing herein shall be constru~d to preclude a subsequent 
agreement between any third party (including Grantee or ~ubsequent grantees) and the 
Navy for the acquisition, transfer and/or maintenance of s~ch pennits or licenses w;th 
appropriate regulatory review and concurrence. ' 

COVENANTS, CONDITIONS AND RESTRICTIONS. The ·Property is 
conveyed subject to the following further covenants, condiLions, matters and restrictions. 
All of the covenants, conditions, restrictions and obligationk described in this Deed r:un 
with the Property and are binding upon lhe Grantee and its heirs, successors and as.t>igns. 
Grantee's acceptance of thjs Deed is an acknowledgement ithat it is bound by all SLlCh 

covenants, conditions, restrictions and obligations: 1 • 

A. J ... AND USE CONTROJ,,S (LUC) 

J, Categnrical Land Use Restriction: 

Grantee on behalf of itself, its lessees, licensees, successors and assigns covenants that 
the Property shall be used only for industrial or restricted /commercial uses unless the 
U.S. Environmental Protection Agency (EPA) and the .J\1innesota Pollution Control 
Agency (MPCA) determine that the concentrations of haza~dous substances in the so.its 
on the Property allow for less restrictive uses. Permissible ~ndustrial uses shall. include, 
but not be limited to, the following types of uses: public utility services, rail and .freight 
s(..-rvfoes, raw storage facilities, refined material storage facilities, illld manufacturipg 
facilities engaged in the mechanical or chemical transformation of materials or 
substances into new products. Permissible restricted commetcial uses shall include those 
where access or occ\lpancy by non-employees is k:ss frequen~ or is restricted, incloding a 
wide variety of uses, ranging from non-public acct;SS and both outdoor and indoor 
activities (e.g., large !lcale warehouse operations), to limite1d public access and indoor 
worker activities (e.g., shopping mall; retail outlet, bank, dentist office). Strictly 

I 
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prohibited uses under either category shall include any child care or pre-school facility, 
playground, any form of housing, churches, social centers, hospitals. elder care facilities 
or nursing homes. 

2. Well Jm1tallation I Groundwater EJ1ractinn Rc~triction: 

Grantee on behalf of itself, its lessees, licensees, successors and assigns covenants 
that no water supply wells shall be installed on the Property nor shall any groundwater be 
extracted from beneath the Property without prior written approval from the EPA, MPCA 
and the Minnesota Department of Health. Notwithstanding the foregoing, treated 
groundwater meeting State surface water requirements may be used for non-contact 
cooling purposes if it is subsequently d.1scha:rged into the Mississippi River. This 
restriction shall also not apply to Grantee's installation cif any new groundwater 
monitoring wells on the Property upon request of the Navy, where the Navy has already 
obtained all necessary regulatory approvals for such installalions. 

3. Soil Disturbance Restrictions: 

a. Soils Beneath Main Industrial Building 

Grantee on behalf of itseu: its lessees, ·licensees, successors and assigns 
covenants that no soil disturbance or alteration of any nature shall take place beneath the 
concrete p1t floor (approximat.ely 8 to 12 feet below floor grade) where metal finisbiiig 
operations previously occurred at the former Plating Shop within the Main Industrial 
Building without the prior written approval of the EPA and MPCA. Emibit 2 which is 
attached and incorporated herein by refen:ncc reflects the area to which this restriction 
applies. Any soils excavated from any Designated Restricted Area as identified in 
Exhibit 2 shalt not be removed from the Property unless such removal is approved in 
writing in advance by the EPA and MPCA at the time such removal and disposal is 
proposed. 

b •. Soils Outside Main IJldustrial Building 

Grantee on behalf of itsel~ its lessees, licensees, successors and assign~ 
covenants thut no soil disturbance or alteration of any nature shall take place greater t11an 
the depths in those Designated Restricted Areas as identified in Exhibit 2 which is 
attached and incorporated herein by reference, without the prior written approval of the 
EPA and MPCA. Any soils excavated from any Designated Restricted Area shall not be 
removed from the Property unless such removal is approved in writing u1 advance by the 
EPA and MPCA at the time such removal and disposal is proposed. · 

3 
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c. Soils Outside De."iignated Restricted Areas 
I 

This restriction does not apply, and no prior approval of the EPA or .MPCA · 
I 

shall be required with respect to activities on any portion of*e Property outside of these 
Designated Restricted Areas, including without limitation activities related to 
maintenance or repair of existing buildings, stnicturcs, un#rground sewer, water, gas. 
electrical or telephone services, or installation of fencing and signage when sJch 
activities are not expected to, or arc not reasonably likely to tesult in, any disturbance of 
or int.rusion into soil/groundwater within the Designated Restricted Areas. 

4. ~n-Intetferencc Restriction: 

Grantee on behalf of itself, its lessees, licensees, successors and assigns covenants 
that it !ihall not unreasonably hinder or prevent the Navy fr~m constructing, upgrading, 
operating, maintaining and monitoring any groundwater treatment facilities and 
groundwater monitoring network or engage in any activity th'at would (i) cau.c;e the Navy 
to vioJate any Health and Safety Plan put into effect. ~nd directly related to its 
performance of the Federal Facilitfos Agreement at the Properly or (ii) otherwise disrupt 
or hinder further remedial investigation, response actions or ~vcrsight activities related to 
its performance of Federal Facility Agreement activities on th.e Property. 

5. Re(rnired Noti«:es I Ccrtificadonii: 

a. Desired Change in Land Use 
I 

Grantee on behalf of itself: its lessees, licenJcs, successors and assigns 
covcnanti; that it w;JI provide advance written notice to the EPA. MPCA and the Navy of 

I 

its desire to use the Property for ~nything. other lban industri.."11 or restricted commercial 
I 

use. Such notice shall include a description of its plans for undertaking any 
environmental invei>tigation and/or cleanup activities neccss~ to pernlit such a cbauge 
in land usage. Grantee on behalf of itself. its lessees, lic~ccs. successors and assigns 
ensure that such activities will not conflict with or adversely affect any ongoing remedial 
systems or future investigative or remedial activities to be undertaken by the Navy on the 
Property. 

b. LUC Compliance Certification 

Grantee on behalf of itself, its lessees, licensees, !ruccessors and ass1gns 
covenants that it shnll provide annual written certifications by March 1st of each year to 
Lhc EPA, MPCA and the Navy regarding conlinucd compliance wiLh those Land Use 
Controls (LUCs) implem~-ntcd through deed recordation for ak long as ruch LUCs remain 
in place to ensure adequate protection of human health and thb environme11t. Such annual 

4 
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certifications shall be based upo11 a1mual physical inspections of 1.hc Property and shall be 
provided using the form in Exhibit 3. 

6. LUC Remedial Design Acknowledgment 

Grantee on behalf of itself, its lessees, licensees, successors and assigns 
acknowledges that it has been provided with a copy of the Navy's Land Use Control 
Remedial Design (LUC RD) for the Property dated March 2004, which contains cert~i11 
information pertaining to, and specific representations rriade by, the Navy to E.PA and 
MPCA officials regarding LUC performance objectives, LUC maintenance, and specific 
conditions for future LUC modification I termination and enforcement. 

7. Transfer of LUC Respon~ihiJitiq & Relea4'e 

In the event the Grantee, or any successor or assigns (hereafter " Subsequent 
Grantors") shall convey any of the Property by deed and shall· transter to the party to 
whom the Property is transferred (hereafter "Subsequent Grantees") any requirements, 
duties and obligations identified in Section A. then as of the date of such transfer the 
Subsequent Grantees sha.11 be bound by such requirements, duties and obligations and the 
Subsequent Granters shall thereafter have no further responsibility with respect thereto. 

B. CERCLA I MERLA NOTICES & ACCESS PROVISIONS 

t. CERCJ..A Notlce: 

In accordance with Sect.ion 120(h)(3)(A)(i) of the Comprehensive Environmental 
Response, Compensation and Liability Acl of 1980, as amended, 42 U.S,C. 
§9620(b)(3)(A)(i) ("CERCLA"). notice is hereby provided, based upon a complete search 
of Department of the Navy files believed to be relevant upon the date of transter, as to 
those hazardous substances known to have been stored for one year or more, relea.o;ed, or 
disposed of on the Property; cbc time such slorage, release or disposal took place; and 
those remedial nction(s), if any, taken to address such contamination as follows: 

a. Storage I Release 

Exhibit 4 to this Deed provides notice as to those hv.ardous substances which it 
is known were stored for one year or more on the Property in excess of their respective 
reportable quantities as delineated under 40 CFR 373. Based upon available agency files, 
trichloroethene (TCE) is the most significant hazardous substance present in soil and 
groundwater on or beneath the Property. Although other hazardous substances have 
bec:n detected in soil and grollndwater on or bi:.-ncatl1 the ·Property, there are no .ivailable 
records evidencing when the hazardous substances were released or at what quantities. 
The Remedial Investigation ("Rl") Reports for Operable Units #2 and 3 provide further 

5 
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information regarding those hazardous substances that have been found to e"ist in soils 
and/or groundwater. i 

b. Remedial Activities Undertaken 

Exhibit 5 to this Deed summarizes those f jnvestigative and remedial 
activities taken to date by the Navy to address known releases to the environment of 
CERCLA hazardous !rubstances on or beneath the Property. 1Furtber detailed information 
as to what actions have been taken may be found in the Administrative Record for the 
Property. 

2. MF.RLA Notice: 

The Grantor represents that this Deed and Exhibits 41 and 5 to this Deed as herein 
provided to the Grantee for !'ecordation, fulfill the infonnat'1onal requirements specified 
under Minnesota Siatute Sec. 11 SB.16, subd. 2, with regard to providing information 
concerning known or reasonably ascertainable past hazardQus substance releases on the 
Property. 

3. Access 

In accordance with CER.CLA Section 120{h)(3)(A)(iii), Granter reserves a right 
of access to the Property in any case in which a remedi~l action, response actio11 or 
corrective action is found to be necessary by the Navy, EPA or MPCA, after the date of 
conveyance of the Property. Pursuant to this rei.ervatjon, the Navy, EPA, and MPCA and 
their officers, agents, employees, contracto.rs and subcontractors shall have the right 
(upon reasonable notice to the Grantee or Subs,equent G*ntee(s) and any authorized 
occupant of the Property) to enter upon the Property and conduct investigations and 
surveys, to include drill.irlgs, test-pitting, borings, data and rbcord compilation, and other 
activities related to environmental investigation and to caizy out remedial or removal 

, I 

actions as required or necessary under applicable authorities~ including but not limited to 
monitoring wells, pumping wells, and treatment. While any actions required pursuant to 
statute or regulation to be undertaken by the Navy must ~ake priority. such activities, 
responses or remedial actions, i:;hall be coordinated with the Grantee or its successors, 
assigns, and tenants and the Navy shall use reasonable efforts to perform such activities 
in a manner that minimizes interruption witb the Grantee's or its successor's activities on 
the Property. This access includes the right to, and use of, to the extent permitted by law, 
available utilities at reasonable direct (non-overhead) cost ~to the Navy. Subject t0 the 
availabi.licy of funds, the Navy will reimburse Grantee or' Subsequent Grantee(s) on a 
quarterly basis, for costs incurred by Grantee or Subsequeht Grantee(s) for the Navy's 
ose of utilities in connection with tbe operation, maintenance, repnir, replaccm~nt, 
modification and removal of any and all wells, pumps, pipirlg, tanks, and other appnraLus 

I 

and equipment used for remediation of groundwater and soil. The Navy shall make a 
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good faith effort to obtain funding for this purpose. Grantee, its lessees, licensees, 
successors and assigns shall bear alJ reasonable costs of replacen1ent and/or relocation of 
remcd1ation installations and equipment of Grantor necessitated by changes to the 
Property made by Grantee. its lessees, successors and assigns. Grantor and Grantee shall 
be responsible for their respective shares of liability, in accordance with applicable law 
(including but not limited to CERCLA, the Federal Tort Claims Act, and the federal Anti
Deficicncy Act), for all property loss, damage, repJacement or relocation and all personal 
injuries (including death) caused by their respective conduct associated with the 
operation, maintenance, repall-, replacement, modification and/or removal of such 
equipment of Grantor. Orantor shall provide to Grantee, upon request, the certificates of 
in!rurance of any contractor directly employed by Granter who may perform 
environmental investigative or remedial work on the Property to evidence the fact that 
such contractor has in effect, those insurance coverages required by Felteral Acquisition 
Regulations under the specific govermnent contract controlling its performance of wqrk 
on the Property, but in any event nnd at a minimum: workers' compensation insurance at 
the levels required by State and Federal law; comprehensive general liabilily insurance in 
amounts not less than $500,000 and automobile liability insurance in amoUDts not less 
than $200,000 per person and $500,000 per occu.rrence for bodily injury iJ1cluding death 
and $20,000 per occurrence for property damage. Grantee shall be Jic;ted by its name 
"United Defense. L.P.," along with the "United States," as Named Insureds on all such 
insurance coverages. 

4. Federal facilities Agreement 

Grantor has cntered into a Federal Facilities Agreement with I.he EPA and the 
MPCA which established a procedural framework and schedule for developing. 
implementing and monitoring appropriate response actions at the site iri accordance with 
CERCLA, MERLA other applicable federal law and written EPA and/or MPCA guidance 
and policy. These response actions will continue until they are completed to the 
satisfaction of the E.P A and the MPCA and in accordance with the FF A 

5. Reservation of Right~ 

It is recognized that the Granter, Grantee, and other potentially responsible parties 
may negotiate a subsequent CERCLA and/or MERLA liability settlement that could 
affect the terms of this Deed. Grantor and Grantee hereby agree that this Deed is not 
intended to control the terms of any such subsequent settlement and that such settlement 
may alter what this Deed may otherwise require or imply regarding the allocation of 
financial responsibility between Grantor and Grantee fo.r environmental cleanup 
(including CERCLA and/or MERJ...A response actions). lf necessary, such settlement 
may be recorded with the Recorder's Office, Anoka County, Anoka, MN. It js further 
recognized. that. any such settlement shall not serve to alter the LUC related provision.c; of 
this Deed without the prior approval of both U.S. EPA and MPCA. It is further 
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recognized by the parties that the Navy's agreement her,ein, consistent with its FFA 
·obligations, to take any necessary additional CERCLA ,response actions to address 
ha7...ardous substances remaining on or beneath the property at the time of conveyance, 
shall not serve as a waiver of its right to recover past or future response costs from 
Grantee or any other responsible party under CERCLJ\. or other applicable law. 
Notwithstanding any provisions in this Deed to the contrary;. nothing in this deed shall be 
deemed to release Grantee from liability: under CERCLA ot any other applicable law for 
any release of hazardous s·ubstances. pollutants o.r contamfuants, petroleum products, or 
any other hazardous constituents or forms of pollution/ caused, contnbuted to, or 
exacerbated by Grantee's conduct at the Property. However, Grantee will not be deemed 
to have assumed CERCLA "owner" liability for releas~s of hazardous substances, 
pollutants and contaminants to the environment that occurred prior to this real estate 
transfer, solely by the act of assuming real property ownership under thi~ Deed. Further, 
Grantee and any subsequent grantee shall be liable to th~ Grantor for environmental 
response costs, as well as personal injury and property damage, to the extent that the 
Grantee's or supsequent grantee's post-transfer conduct exacerbates existing 
contamination or creates new releases to the en vironmerit at or from the Property. 
Nothing in this Deed addresses or shall affect the issue of tjie allowabiHty or allocability 
of Grantee's environmental remediation/response co~ts in, Grantee's indirect rates for 
pricing of U.S. Govemroent prime and subcontracts. 

C. CIVIL RIGHTS CLAVSE. Grnntec covenants for itself. its heirs, successors 
and assigns that it, iLS heirs, successors and assigns shall ndt discriminate upon the basis 
of race, color. religion., sex, age, or national origin in the usb, occupancy, sale or lease of 
the Propert-y or in its employment practices conducted thereon. The United States of 
America shall be deemed a beneficiary of this covenant without regard to whether it 
remains the owner of any land or interest therein in the loblity of the property hereby 
conveyed and shall have the sole right to enforce this covenrint in any court of competent 
jurisdiction. 

1 

· 

D. AMENDMENT OR DELETION OF LAND USE CONTROLS 
Any or all of the land and groundwater use control'> set forth in Section A of this 
document may be amended or deleted only by written agreement between the EPA. 
MPCA, the Navy and the then current owner of the Property; 

NOTICE OF THE PRESENCE OF ASBESTOS~ The Grantee, in accepting 
lhis Deed, acknowledges that it has been informed by Gran~or that the Property contains 
asbestos-containing materials, and that Grantee has been provided with the following 
notice and warning by Grantor. Grantee, in accepting Lhisi Deed, acknowledges that it 
accepts the transfer and Deed of the Property subject to the tenns and conditions 
contained herein: I 
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a) The Grantee is warned that the Property contains asbestos-containing 
materials. Asbestos is a hazardous material. Unprotected exposure to asbestos fibers has 
been determined to significantly increase the risk of cancer, mesothelioma, and 
asbestosis. These diseases can cause serious bodily bann resulting in disability or death. 

b) The Grantee is deemed to have relied solely on its own judgment in assessing 
the: overall condition of all or any portion of the Property, including any asbestos hazards 
or concerns. 

c) No warranties, either express or implied, are given with regard to the 
condition of the Property including. without limitation, whether the Property does or does 
not contain asbestos or is or is not safe for a particular purpose. The failure of Grantee to 
bave inspected or to be fully informed as to the condition or all or any portion of the 
Property shall not constitute grounds for any claim or demand against Grantor. 

d) The de:scription of the Properly as set forth herein, and any other 
informatjon provided with respect to the Property wai:: based on the best information 
avai1able lo the General Services Administration's Property Disposal Division and is 
believed to be correct., but any error or omission shall not constitute gro·unds or reason 1for 
any claim by Grantee against Grantor, including, without limitation, any claim for 
allowance, refund or deduction from the purchase price for such Property. 

e) Grantor assumes no liability for damages for personal injury, illness, 
dis.ability or death to Grantee or to Grantee's employees, invitees, or any other person 
subject to Grantee's control or direction, or to any other person, including members of the 
general public, arising from or incideJit to the purchase, transportation, removal, 
handling, use, disposition, or other activity causing or leading to contact of any kind 
whatsoever with asbestos on the Property. 

f) Grantee further agrees by acceptance of the Deed to the Property that, in 
its use and occupaJ'lcy of lhe Property, it will comply with all Federal. State, and local 
laws, ordinances. orders and regulations relating to asbestos. 

NOTICE OF LEAD-BASED PAINT FOR NON-RESIDENTIAL REAL 
PROPERTY CONSTRUCTED PRIOR TO 1978. The improvements on the Property 
may contain lead-based paint. By acceptance of this Deed, the Grantee acknowledges 
that it has been afforded an opportunity to inspect the Property and to test for evidence of 
lead-based paint. Grantee acknowledges that Grantor s.hall have no liability for the 
rem.oval of lead-based paint, nor :fur any damage or injury related to the existence of lead
based paint on the Property. Grantee shall be responsible for compliance with a.ll 
applicable Federal, State and/or local laws, ordinances, orders and regulations relating to 
lead-based paint, including, if required, taking steps for its removal. 

OB,JECTS AFFECTING NAVIGABLE AIRSPACE. Because of the 
proximity of the Property to Crystal Airport. Grantee for itself, its heirs, successors and 
assigns, that if required by applicable law and/ or regulations it will prohibit all 
construction or alteration on lhc Property unless a determination of no hazcml to a.ir 
navigation is issued bytbe U.S. Federal Aviation Administration in accordance with Title 
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I 

14, Code of Federal Regulations, Pa.rt 77, "Objects Affecting Navigable Airspace," (J4 
CFR Part 77), or under the authority of the Federal Aviation ~ct of 1958, as amended. 

I 

IN WITNESS WlfEREOF, the UNITED STATES OF AMERICA, acting by 
and through the Administrator of General Services has cau~ed these presents to be duly 

I 

executed for and in its name and behalf by Dennis R. Sm:ith, Regional Administrator, 
2'few EnglaJld Region, General Services Administration, ;who has this l 5 ~ day of 
...JJ.yu_, 2004 hereunto set his hand and seal. 

1 

Witnesses: 

/1$;r5d£~-

UNITED STATES OF Al'YIERICA 
Acting by and through the 
Admin istrntor of General Services 

Regi : al A rntor , 
Oeneral Services Administration 
New *ngland Region, Boston, MA 

ACKNOWLEDGEMENT 

State of Massachusetts 

Coun.ty of Suffolk 

) 
) SS. 

) 
I 

In Boston, in said County and State, on this IS~ day of I~ k>, 2004, before me 
personally appeared Dennis R. Snlith, Regional ~strator. General Services 
Administration, Boston, Massachusetts, duly empowered and authorized, known by me to 

I 

be the party executing the foregoing instrument and by him '.duly executed, to be his free 
act and cleed in his capacity as Regional Administrator, General Service.c; Administration, 
Boston, Massachusetts. I 

I 

My commission expires: 

10 
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ACCEPT AN CF: 

UNITED DEFENSE, L.P., a Delaware limited partnership, by and through its authorized 
representative, does hereby accept this Quitclaim Deed and by such acceptance agrees to 
all the terms, covenants, condition:. and restrictions therein. 

Date 

STATEOfh\~Nl\l~!'=.o-~A } 
) S.S. 

COUNTY OF Ar-JO K~ ) 

UNITED DEFENSE, L.P. 
By: UOLP Holdings Corp., 

its General Partner 
By /_,)( l~l.fcxc«. -~--

lts Vice President and 
General Manager 

The foregoing instrument was ackno~Jedged before me tbis \lob\ day of :Sii.NE!. • 
")004 b K ri l.i Lh \i.•t!i:. ~"'~;cip..J't- °'"'lt ... f U . d D /:. - , Y . p. :\OW~ , c G!'!N.f•'C-'I ffil'NA:Jt=t~ ~ o nJte e1ensc, 
L.P., a Delaware limited partnership, on behalf of the partnership. 

11 

My commission expires: 
:SAN. 31, OlCO 5 

P.12"24 
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ACCEPTANCE 

The MINNESOTA POLLUTION CONTROL AGENCY, by and chrough its 
Commissioner, hereby accepts the LUC approvtil authorities and Property access riglhs 
set forth herein. 

~~ 
. ~ 

· Sheryl Corrigan 
C 

. I • 
. omm1ss1oncr 

I 

I 
I 

STATE OF MINNESOTA ) ' 

) S.S. 
COUNTY OF RAMSEY ) 

Tiie foregoing instrument was acknowledgcd before 
1

me this d~ay of~ 
2004, by Sheryl A. Corrigan, the Commissioner Qf the $inncsota Pol1ution (:ont.rol 
Agency, a Minm;sota body politic, on behalf of the State of Minnesota.. 

.. - --- ' 

G DIANNE M. MITZUIC 
' NOTARY PUBLIC-t.llNN!:SOTA 

My Comm. Exp. Jan. 31, 2005 ~ 
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This Quitclaim Deed was prepared by Joel David Ma1kin. 1\ssis~t Regional Counsel. 
General St..'Tvices Administm1ion, Great Lakes Region, 230 S. Dearborn Street, Suite 

I 

3786, Chic"go, Illinois 60604. 
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EXHJBJTt 
(LEGAL DESCRJPTION) 

T0:8438205985 

That Part of Section 27, ToW1t$hip JO, Range U, Anoka Co""'Y. Minnaota, described as follows: 
Commencing at the southeast cornn- of said Section 27,· tluma: 011 an assumed bearing of SOldlt 89 degr~e.<: 
47 mim1ta 2J second.s West, along the south line ofsaidSectitm 27, adiskmceof1"44.62feet; the71Ce 
North J degrees 13 minute..<: 01 second East. at 2125.SJ fut. pas.sing through afownd bro,,;:e monument, 
and continuing in all a di..~ttmce of 2126.0.J feet to the point of beginning of rhe land to be described; thence 
North 89 dagrees 21 minutes 47 seco'ld:s West a dista11ce of 69.2 8 feet to the ctmtt!l'line of a building wall in 
place as of January 1993: thence South !) degrees J1mi1U1tesJ3 seconds West. along .said last memioned 
wall ~entcrline, a distance of I.BJ feet; thence North 89 degrees 22. minut~ 47 seconds We.st. along the 
centerline and the extension tMreof. of a building wall in place m of January 1993. a distance o/84.64 
feet,· thence South 0 degrees 37 minutes I J seconds Wu~ a dislance of$. 05 feet; thence North 89 degree.l' 
2Z minuJes 47 secnrrds West a dutanc, of 249.59 feet; lhl!na South 0 degr~ J7 mirn1tQ JJ .~econd.1 We,", 
along the centerline and the al.en.don thereat of a buUding wall in place tU of J~ 1993, a distance of 
25.45 feet; thence North 89 degrees 22 minutes 47 secomb We.rt. along the cenrerlflle and the extension 
thereof. of a building wait In place as of Janunry 199 J, a distance of I 00.28 feet; thence North 0 degrees 
J7 mtnute3 13 secQ11dl East, alorrg the centerline Qlld the atension thereat of a bvi/ding wall in pku:t: a.t of 
January 199 J, a distance o/ 8.36 feet; thence }Vortlt 89 degre~ 22 minutes 47 seconds West a dLstana of 
199. 71 feet: thence North 0 degreu J7 minutes l 3 seconds East" distance of 3.01 Jerrr; tlience North 89 
degrees U minutes 47 .seconds West a distance of 24. 93 feel; thrmce North 0 degrees J 7 mlnutes 13 
sflCond( East a distance of 1 J5 feet; thmce Nortlr 89 degne$ 2 Z minute.<: 41 seconds West a distance of 

· 225.02 feet; th~ce South 0 degrees ]7 minutes 1 J .seconds We.st, along the Centerline and the alen$lon 
thereof. of a building woll in plt:U:e as of January 1993, a dislollcs of 13.52 ful; tlum~e Norllr 89 dq:ree:t 
21 minutes 47 ser.ont!s West. along tlu: centerli11e and tile extension therrof. qf a building wall in place as 
of January I 99 J, a distance of J 00.40 feet; thence Nonh 0 Jeflnles 37 minutas IJ :seconds Eust. along the 
centerline of a building wall in place 03 of January 199J. a dista11ee of 10. 76 feet; thence North 89 degrees 
12 mmutl!.s 47 ~econds West along the centerline and the atmsion ther«Jt ofa building wall in place as of 
January 1993, a.distance of296.18feet; rhenceS0111/a Odegne:s J7 minutes IJ sec.ands West a distance of 
10.SZ feftt; thence North 89 degrees 21minlllu47 sec011ds West a di.stance nf 190. U feet; thence Nonh 23 
degrees 23mim1tu U second.s West a di3tonce of 640.80 feet to a point distant HO feet easterly, measure}/ 
perpendicularly. /rOhJ a tangent-spiml point on the centerline of Ea.st Ri..ler Road (county state-aid h(r:lrway 
No. l): thence along a line parallel to and distant I JO feet easterly from a spiral CW"Ve on .raid highway 
centerline. which centerline spiral curve i.s concave easterly r:zmJ has t:1 lfmBlh of 150 feet ar1J a central 
angle of 2 degrees IS mimAtes 00 s~ond.s, to a point disltmt 150 feet easterly. meaiured radially. from a 
spiral-curve point on ,rraid centerline (the chord of aaid IQ.fl desa-ibed parallel line hears North 21 degrees 
19 mmut'.$ 08 se~onds We.st a11d ha:s a JengJh of J 44. JO feet): thence along a circular CW"VC, concave 
ea:sterly and having a radnu of l 7 S9.86 feet, a central angle of J degrees. 59 minutes 44 seconds, and a 
diord of /84.07 feet bearing North 18 degrees 08 minu~ 21 sl!condJ We.rt. an arc di.sUZncfl. of 184.15 feet 
to a point of nonta11gency, from which point a found /Jroru:e monument bean North 74 degrees JI minwes 
JI seconds East u di:Jtance n/0.19 feet: 1hence North 0 degrees 39 mlnute.r 06 seconds £ast a di.trance of 
997.BJ feet; thence South 88 degrees 58 millJJles JS seconds East a di.trance of 1920.5() feet: thence South 4 
degrees JZminutes !9 seconds East u dislance o/ 648.20 fen to a judicial landmark .set pursuant to Torrens 
CAJe No. J]J; thence South 3 degree$ JJ minutes OJ seconds West a distance of 1110.JOfeet to rhepoint of 
beguining. 

Page I of 1 
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-

KAl.C 
NOT TO SCA.LE: 

FORMER Pl.A TING SHOP AREA: 
NO DISn.JABANCE OF SOLS BELOW CONCRE'TE AT F\.DORS WITHOUT 
PRIOR WRITIEN ~V>J. Of' EPA AND MPCA. . 

AREA A3: 
NO DIS1UABANCS: OF' SOILS 'IHREE (3) FEET OR I GREA lER Sil.OW GROUND 
SURF ACE Wl'THOUT PRIOR WRITIDI APPROVAL OF EPA AND MPCA. 

AREA A4: 
NO DtSlVABANCE OF SOILS THR£E (3) FEET CR 

1 
GREA 1£R BELOW GROUND 

SURFACE W'IHCUT PRIOR WR!~ APPROVAL OF' EPA AND MPCA.. 

cmJRACl' Nil 
6966 

l 
I 

EXHIBIT 2 . 
DESIGNA 'TED RES'TRICTED AREAS 

NAVAL INDUSTRIAL ~ 
ORDNANCE PLANT . 

APPROllED 8'I' l>AlE 

FlaDlEY. MINNESOTA 
DRAllNG NO. REV. 

0 

P.15"24 
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EXHIBIT3 

Annuaf LUC Compllance Certification 

Property owner: 

Property Address: 4800 East River Road, Minneapolis, MN. 55421 

This certification covers the year 1 January __ through 31 December . 
(Note: Form must be submitted by 1 March of the year following the reporting period. 
Should there be a change In ownership during the reporting period, the certificate will 
only cover the period of ownership and the new owner will certify compliance for the 
rel"('laining portion of the reporting period). 

Owner Certification 

1. The above-named owner certifies that use of the Property has been limited to 
industrial or restricted commercial uses. 2! that owner has provided written notice to the 
Navy, EPA and MPCA of its intent to use the Property for something other then industrial 
or restricted commercial uses, and has (i) provided a description of its plans for 
undertaking any environmental investigation and/or cleanup activities necessary to 
permit such a change in land usage; (Ii) ensured that such activities will not conflict with 
or adversely affect any ongoing remedial systems or future investigative or remedial 
activities to be undertaken by the Navy, EPA or MPCA on the Property, and; (iii) 
obtained a release by the Navy of the categorical Land Use Restriction previously 
placed in the owner's deed or chain of tiUe to the pt0perty; 

2. The above-named owner certifies that no soils deeper than 3 feet below ground 
suriace have been disturbed in those two Designated Restricted Areas outside the Main 
Manufacturing Building shown in Figure 2-5 of the Navy's September 2003 CERCLA 
Record of Decision for OU2 / OU3 without having first obtained written approval from the 
EPA and MPCA. Owner further certifies that no soits excavated from those Areas have 
been removed from the facility without having first obtained written approval from the 
EPA and M?CA. 

3. The above-named owner certifies that no soils beneath the Designated Restricted 
Area known as the concrete pit foundations where metal-finishing operations previously 
occurred at the former Plating Shop within the Main Manufacturing Building have braen 
disturbed without prior written approval from the EPA and MPCA Owner further certifies 
that no soils excavated from those Areas have been removed from the facility without 
having first obtained written approval from the EPA and MPCA. 

4. The above-named owner certifies that the concrete pit floor (approximately 8 to 12 
Feet below grade floor) where metal finishing operations previously occurred at the 
former Plating Shop within the Main Manufacturing Building has not been removed 
without prior written approval from the EPA and MPCA. 

Page 1 of2 
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5. The above-named owner certifies that no water supply wells have been installed nor 
groundwater beneath the property extracted or used for any purpose without prior 
written approvals having first been obtained from EPA, 1 MPCA and the Minnesota 
Department of Health: ; This certification shall not apply to the extent the Owner 
installed monitoring wells at the request of the Navy. 

6. The above.named owner certifies that it has not unreasonably hindered or prevented 
the Navy, EF'A or MPCA from constructing, upgrading, I operating, maintaining and 
monitoring any groundwater treatment facirrties and groundwater monitoring network or 
has otherwise engaged in any activity that. (i) caused lhel violation of any Health and 
Safety Plan put into effect by the Navy, EPA or MPCA on the Property and directly 
related to the Federal Facilities Agreement at the Property;! or (ii) disrupted or hindered 
any other remedial, response or oversight activities being undertaken by the Navy, EPA 
or MPCA on the property. ' 

I, the undersigned, hereby certify that I am an authorl29Ci representative of the above 
named. property owner and that the above described Land Use controls have . been 
complied with for the period noted. Alternatively, any knoWn deficiencies and owner's 
completed or planned actions to address such deficiencies are described in the attached 
Explanation of Oe1iciency(les}. ' 

Date· 

Mail completed forms to: 

Director, Environmental Services Business Line 
Southern Division 
Naval Facilities Engineering Command 
P.O. Box 190010 
North Charleston. SC 29419-0010 

U.S. Environmental Protection Agency 
Region 5 
77 West Jackson Blvd. 
Chicago, IL 60604 

Commissioner 
Minnesota Pollution Control Agency 
520 Lafayette Rd. N. 
St. Paul, MN 55155 

M1:1108440.01 

Page 2 of2 

Owner's AuthorizedRepresentative 
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~F-~ 
.~,._/" 1 .... 

EXHIBIT 4 

NOTlCE OF IIAZARDOUS SUBSTANCE STORAGE, RELEASF.., AND/OR DISPOSA1. * 

Substance· Regulatory Synonym CAS QWUJtity Date 
Registry Kg/lbs 
Number 

TCE Trichlorocthcnc 79-01-6 Reportable Unknown-
1987 

1.1.l·TCA 1,1, I -Trichloroethene 71-55-6 Reportable Unknown 
1993 

!MEK Methyl Ethyl Kctoncs ~8-93-3 ReoortabJe !Unknown 
Toluene Methylbenzene 108-88-3 Reportable Unknown 
Ethylene Glycol IEthvlcne Alcohol 107-21-1 Rerxlrtable Unknown 
Ammonia. Al'lhvdrous NIA 7664-41·7 Reoortable Unknown 
Sodium Cvanide NIA 143-33-9 Reoortable Unknown 
Chromium ~A 14977-61-8 Reoonable -Unknown 
Sulfbric Acid Hvdroeen Sulfate 664-93-9 Reportable Unknown 
HCL Hvd.rocllloric Acid 647-01-0 Reportable Unknown 
Nitric Acid NIA 697-37-2 Reportsble Unknown 
Chromic Acid Chromium Trioxide 138-94-S RC!lortable Unknown 
Phomborie Acid NIA 664-38-2 RctJortable Unknown 
Hydrofluoric Acid ~JA 664-39·3 Reoortable Unknown 
n-Butyl alcohol t-J./A 171-36-3 Renortable LJDkoown 
Cooner >l!A 17440-50-8 Reoortable Unknown 
Diehloromctbane Methyl Chloride S-69-4 Reportable Unknown 
rf ricblorofluoromethane Freon 113 75-694 Reoo:rtable Unknown 
Methanol NIA 67-56-1 Reportable Unknown 
Methylene dissocVBJlatc NIA 101-68-8 Reoortable Unknown 
N'ickle NIA 17440-02-0 Reoortable Unknown 

DCvlCI1e NIA 1330-20-7 R=--~~=lc Unknown 
SodiU111 hydroxide Caustic Soda 1310-73-2 Rccortable Unknown 

• ~: This notice includes only ha:i:arclous substances known to have been stared in reportable 
quantities, basc:d on a complete search of agency ·rues, in accordance with the rcqufrcments of 40 
CFR. 373. Information regarding constituents that have been detected in soil and groundwater, 
but for which agency records do not indicate storage, release or disposal in excess of reportable 
quantities can be found in the OU #3 Remedial Investigation (RI) Report. 

Page 1 of l 
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EXHIBITS 

NOTICE OF REMEDIAL ACTIONS. TAKEN 

For environmental investigation and remediation purposes the NIROP Fridley Facility was 
divided into three Operable Units (OUs). OU #I encompasses groundwater contaminatioti. OU 
#2 encompasses unsaturated source contamination outside the Main Manufacturing Building. 
OU #3 encompasses source contamination beneath the Main. Manufacmring Building and 
saturated source contamination ·underneath and outside that same bWlding. The Remedial 

· Investigations (''RI's") for OU #1, OU #2 and OU#J are complete. The status of investigative 
activities and a summary of the environmental . conditions for' each Operable Unit is further 
described below. 

A.. OU#l: 

One hundred thirty one (131) growidwater monitoring wells were installed by the 
Navy from 1985 to 2000. Since then, additional wells have been instn11ed to further 
assess the nature and extent of the contamination in lthe groundwater. These wells 
were installed both on and off Navy property. 'the wells are shallow, intermediate. 
and deep, and were instaJled in the surficial aquifer. Monitoring wells are also 
installed in the Prairie du Chien/Jordan DolOlllite aquifer. Monitoring wells are 
currently sampled on a regular basis pursuant to the F.F A. Seventy-four wells were 
sampled in calendar year 2003. Additional incremental wells are sampled in even
numbered yearn (2002, 2004, etc). In addition, sampling is conducted for additional 
wells in the vicinity of ongoing pilot study work. 

Elevated concentrations of Volatile Organic Compounds (VOCs) have been detected 
in the grom1dwater throughout the Navy property an(f extending downgradient off
property to pre-existing United Defense, L.P. owned property and the Anoka County 
Riverfront .Park, with trichloroethene (TCE) being the primary constituent of 
concern. TCE concentrations in the groundwater underneath the Navy property 
have historically ranged from less than I part(s) per biHion (ppb) to 140,000 ppb. 
The nature and extent of contamination in off-property groundwater at Anoka 
County Riverfront Parle was further evaluated during an investigation conducted in 
December, 1997 using temporary wells, ·and revealed elevated concentrations of 
TCE in screening samples up· to 37,300 ppb in a 200 by 400 foot area adjacent to 
East River Road. These results prompted the Navy to install additional permanent 
monitoring wells in this area. Permanent wells are gpierally considered to provide 
more representative: groundwater samples. Many of these wells are included in the 
annual groundwater monitorins network described above. In 2001, groundwater in 
well MS-46S in this area was found to c.ontain 17,000 ppb of TCE, the b.igbest 
measured in Anoka County Riverfront Park that year or in 2002. At intermediate 
and deep well intervals, contaminant concentrations in groundwater are co.nsistently 
much less. An ongoing pilot study utilizing in-situ :biorcmediation technology to 

· reduce contaminant levels is in place in the vicinity of this well. 
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A groundwater extraction, collection and treatment fat.ility was installed to capture · 
contaminated groundwater migrating offsite. There currently are seven active 
extraction wells located along the western property boundaries of the NIROP and 
United Defense, L.P. Extracted groundwater from each well is directed to, and 
combined in, a building where it is then pumped to a groWJdwater treabnent facility 
in the northwest quadrant of the Main Industrial Buildjng. The contaminated 
groundwater is treated utilizing shallow tray afr strippers to remove the volatile 
organic compounds with the treated water discharged to the Mississippi River via thr: 
facilicyts storm sewer under a NPDES pennit. 

l 

11te second CERCLA Five Year Review for OU #1 was completed in October 200). 
and detcnnined that 'the remedial action for Operable Unit-) continues to be 
protective of hUIIlan health and the environment by preventing filrther migration of 
contaminated water off the NTROP facility and continuing to restore growidwater 
quality in the unconsolidated aquifer at the site'. · 

The Five Year Review also discusses the ongoing pilot study, noted above, to 
address contamination remaining downgradient of the NIROP facility (and 
downgradient of the groundwater extraction system). 

B. OU#2: 

The only portion of OU #2 that remains a potential concern is an area of unsaturated 
soils located north of the Main Mmufacturing Building known as the North 40. The 
North 40 contained former waste disposal pits and trenches used in the early l 970's. 
Drums and impacted soils were removed and disposed of during four separate 
removal actions in 1983, 1991, 1996 and 2002. The OU #2 Rl evaluated 
unsaturated soils to a depth of 20 feet Like OU #1, VOCs, with TCE in particular, 
are the primary contaminants of concern. . In general. concentrations of TCE in the 
North 40 soils were found to be in the range of JO to 69,000 ppb. TCE 
contamination in excess of 200 ppb was found in small, localized areas, with the 
highest concentrations found in shaJlow subsurface soils (3 - 5 foot depths). In 
conjunction with the 1996 dram removal effort, samples taken at the bottom of the 
excavation pits were generally non-detect for TCE except for a single sample with 
an elevated TCE concentration of 96,000 ppb at an approximate depth of 12 feet. 
The Supplemental Remediation Investigation Information Report dated September 
2001 identified potential unacceptable risk levels in sub areas A3 and A4. This 
resulted in an excavation of approximately thirty-five cubic yards of soi] in Area A4, 
in June 2002, and addressed the last known location where there were unacceptable 
risks in surface soil. Elevated levels of contaminants remain in subsurface soil but 
do not pose an unacceptable risk provided institutional controls are in place to 
prevent future exposure. A Record of Decision (ROD) specifying these institutional 
controls wns signed by the Navy, US EPA, and MPCA in September 2003. A single 
ROD addresses both OU #2 and OU #3. 

C. OU#J: 
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Ml:I 108~90.02 

In 1995, an investigation was conducted of the sOils and groundwater beneath the 
former Plating Shop within the Main Manufacturing Building as identified in Exhibit 
2 (the "Main Building"). TIUs investigation ~evealed that soils and shallow 
groundwater are contaminated primarily with TCE. TCE concentrations from 4 to 
100,000 ppb were detected in soil. TCE eonc~trations ranging &om 1,200 to 
140,000 ppb were detected in shallow growidwater' The highest sc>iJ concentrations 
were found adjacent to a funner wastewater collcctipn smnp at an approximate depth 
of 13 feet below ground surface and the highestl groundwater concentration was 
found slightly down gradient from the former s'1mp at the top of the surficial 
groWldwater table, at approximately 16 feet below the former Plating Shop pit floor. 

, I 

A Rl was conducted to assess the condition of sops Ulld groundwater beneath the 
Navy owned portion of the Main Building. Field effons were completed by the end 
of April 1998. The RI indicates that VOCs (pritiJarily chlorinated hydrocarbons, 

. aromatics and ketoncs) were detected in soils. S~·volatile organic compounds 
(SVOC), primarily polyaTOmatic hydrocarbons (PAH) were also detected in soils 
ranging from I 0 to S,600 ppb as were metals such ~ arsenic, chromium, copper ~d 
mercury. Chlorinated hydrocarbons were the primary chemicaJs detected in 
groundwater samples. 

As of December 2003, there have been no soil removal actions or other 'active' 
remedial action taken concerning OU#3, and as of1that date none are anticipated. 
The unsaturated contaminated soils are secured underneath the Main Manufacturing 
Building floor and do not pose an unacceptable risk provided institutional controls 
are in place to prevent future exposure. A ROD specifying these institutional 
controls was signed by the Navy, US EPA. and MPCA in September 2003. A single 
ROD addresses both OU #2 and OU #3. . i . 
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QU.ITCLAlM Bl.LL OF SA LE 

THIS BILL OF SALE is made and executed as of the 15th day of .June 2004, 
from UNITED STATES OF AMERl.CA acting by and through the General Services 
Administration ("Grantor"), to UNITED DEFENSE, L.P., a Delaware limited partnership 
("Grantee''). 

RECITALS: 

A. Grantor and Grantee have entered into an Offer to Purchase dated as of April 
21, 2004 (the "Agreement"), pursuant to which Grantor has agreed to transfer to Gnmtee 
certain real property located in Fridley, Mi1U1esota; and 

B. In connection with the transactions contemplated by the Agreement, Gran!l)T 
has agreed to convey and quitclaim to Grantee all of its right, title and interest, if any, to 
certain personal property more particularly described in ExhiQ.It A attached hereto. 

The Personal Property is being conveyed on an .. as is, where is" basis. without 
warranty or representation of any kind including, wilhout limitation, wro-ranty as to condition 
or suitability for any particular purpose. 

NOW, THEREFORE, for good and valuable consideration, the receipt and sufficiency 
of which are hereby acknowledged, Grantor does hereby convey and quitclaim to Grantee, 
and its successors and/or assigns, the personal property described in Exhibit A. 

JN WITNESS WHEREOF, Grantt>r has executed this Bill of Sale as of the day and 
year first written above. 

Ml 10980'J7 OJ 

lJNlTED STATES OF AMERICA acting by and 
through the Administrator of General Services 

Its: Regional A<lmini~trator 
CicncraJ Services Administration 
New England Region, Roston, MA 
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EXHIBIT A 

LIST OF MACUINERY AND EQ!.f¢MENT 

EQNUM DESCRIPTION 

00051 . BORING AND TURNJNG MACHINE, VERTICAL; 72 

00054 BORfNG AND TIJRNING MACHINE, VERTICAL; IJ6 

00055 BORING AND TURNING MACHINE., VERTICAL; 10 

00057 BORING & TIJRNING MACHINE, VERTICAL; 144" 

00203 SHAPER VERTICAL, MECHANICAL, PLAIN RAM, 

03446 BORING & TURNING MACHINE, VERTICAL; WIDE 

04179 HONING MACHINE, INTERNAL, VER'f1CAL, 14" 

04372 BORJNG, DTHLLING &. MlLLING MACHINE, HORlZ 

04414 DRILLING MACHT.NE. RADIAL. PLAIN HEAD, FL 

04427 BORING AND TIJRNIN(i MACHINE, STANDARD HEA 

13015 BORJNG, DRILLING. MILLING MACH 

13023 STR.ENGTII MATERIALS TESTING MACHINE, .IMPA 

131116 HONINU MACHINE, VERTICAL, INTERNAL, HYDR 
! 

13224 BORING & Mll.J.TNG MACJJTNE, JIG, wrrn VERT 

13225 BORING AND TURNING MACHINE, VERTICAL; 12 

13255 BORJNC & TURNING MACHINE, VERTICAL. TUR.R 

133;7 DRILLING MACHINE, RA.DYAL 

13376 GRJNDING MACHINE, I:::XTF.RNAL, CYLINDRICAL, 

13393 GEAR SHAPER, EXTERNAL & INTERNAL, SPUR & 

13458 BORlNG AND MILLING. JIG, HORIZONTAL; 4" 

13475 GRINDING MACHINE, JIG, VF.RTlCAL, PNEUM/\ T 

13668 GR.INllfNG MACHINE. CYLINL>R.lCAL, INTERNAL 

13744 JlG BORTNCT MACHINF. 

13767 RORING & 'fURNING MACHINE, VERTICAi., TtJRR 

D-1 

NAVYID 

91192-001030 

91192-001026 

91192-00102? 

91192-001023 

91.192·00 I I 8(, 

91192-001013 

911 ~}2-000712 

91 1 92-004788 

91192-004839 

91192-004851 

91 I 92-00494~ 

91 192-004950 

91192-00.51 I I 

91192-005149 

91192-00:)1 so 

91232-0012S8 

91192-005259 

91192-005276 

91192-005291 

9 J 192-005353 

91 I !12-005367 

91192-005537 

96971-107482 

1)2666-000755 

P.23/24 
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I JR29 GEAR SHAPER, EXT!iRNAL & INTERNAL SPUN. GE 

13g6S JfG BORING & MILLING MACHINE .• CAP. 55" M 

13868 BORING,ORIJ.l,JNG AND MILLING MACHINE; OPT 

14174 BORING, DRILLING AND MILLING MACHINE, PL 

14191 JIG BORING MACHINE, OPTICAL, NUMEIUCALLY 

14197 DEVUEG HORIZ BORrNG MACH 

14404 HORIZONTAi. BORTNG, DRILLING & MILLfNG MAC 

14521 RADIAL DRILL 

14573 ROTARY TABLE, HORIZONTAL PLAIN, 12' DlAM 

14672 l.ATHF. TRACER SEMT AUTO 

14964 ROCKFORD SINGLE SPINDLE PLANING MILL 

14979 MCASURJNG MACHTNF., COORDINATE TYPF., CNC, 

14980 ROTARY TABLE, INDEXING, ClRCULAR, POWER F 

14986 GRTNDER MACHINE, SURFACE, RECIPROCATING, 

40035 C:OMPAHATOR. PROJECTION, CONTOUR & MEASlJR 

40058 MTLUNG MACHINE, BED TYPE, HORlZONTAL, 

40061 MAGNETIC PARTJCJ.E INSPECTTON UNIT. STA TT 

400'76 MEASURING SYSTEM, LASER RAY TYPE 

40079 SPECTROMhTER, 1JL11{AV101.ET ~PECTRUM, .173 

4008'.'! POSlTTONF.R, WF.T.DTNG, TABLE TYPE, POWER 

40089 MAGNETIC PARTICJ_,E JNSPECTJON tJNfT, STATI 

40091 ROTARY TABLE 

Ml: Jl)'l3ll~7.I)) 

B-2 

T0:8438205985 P.24"24 

96971-.105996 

91192-005605 

91 I 92-005608 

00111-317189 

91192-00586) 

91 J92·005862 

91 WZ-006053 

91J92-006170 

91192-006222 

OOOAF-573965 

91 192-006599 

91I92~006609 

91192-0066 IO 

91192.006614 
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FIVE-YEAR REVIEW REDLINE REVISIONS 



Five-Year Review Summary Form 

Site Name: Naval Industrial Reserve Ordnance Plant, Fridley 

EPA ID: MN3170022914 

NPL Status: Final 

Multiple OUs? 

Yes 

Has the site achieved construction completion? 

Yes 

-- - -.,..- '::' :"._" ':·.:. -. _.- ~ ... "•: ";:-·-;-_ ·,-~ _•·,;:-~'.·;_,:-::._.··:,~ ~' _~i-.:.·--::_:-·:·:~·:'.,} ;-~>-; ;,.. -_' <~··,-,-<\.'. ·-· 
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, - -·.,. ": ". -_, - ~ .-· ~ '1:''·:.-~: ',_~_. __ ..... ;/ .,-',.,'. ;,,)·-~~-.~.- .. _·{ .-· ..... ~-.~:_.~ ,' - ' ".' -·, ·,..· 

Lead agency: Other Federal Agency 
If "Other Federal Agency" was selected above, enter Agency name: Department of 
Defense/United States Navy 

Author name (Federal or State Project Manager): Naval Facilities Engineering Command 
Midwest 

Author affiliation: Lead Agency 

Review period: 11/15/2012-10/20/2013 

Date of site inspection: 01/17/2013 

Type of review: Statutory 

Review number: 4 

Triggering action date: 10/22/2008 

Due date (five years aff.er triggering action date): 10/22/2013 



Five-Vear Review Summary Form (continued) 

The table below is for the purpose of the summary form and associated data entry and does not 
replace the two tables required in Section VIII and IX by the FYR guidance. Instead, data entry 
in this section should match information in Section VII and IX of the FYR report. 

OU 1, OU 2, OU 3 

-Operable Unit: 
OU1 

lsJues/Recommendations 
I 

Protectiveness Determination: 
Protective 

Protectiveness Statement: 

Addendum Due Date 
(if applicable): 
NA 

The OU1 remedy is currently protective of human health and the environment 
because the groundwater extraction system is functioning as intended by the ROD. 
Currently land use is consistent with commercial/industrial land use and no elements 
of residential land use are present, including residential drinking water wells. The 
groundwater remedy will achieve long-term protectiveness when the groundwater 
cleanup standards are achieved throughout the plume area. For the remedy to 
remain protective in the long term, hydraulic containment must be maintained and 
compliance with effective Institutional Controls (ICs) must be maintained. 

Operable Unit: Protectiveness Determination: 
OU2 Protective 

Protectiveness Statement: 

Addendum Due Date 
(if applicable): 
NA 

The remedy at OU2 is protective of human health and the environment and exposure 
pathways that could result in unacceptable risks are being controlled via LUCs. 
Compliance with effective ICs must be maintained. 



Operable Unit: Protectiveness Determination: 
OU3 Protective 

Protectiveness Statement: 

Addendum Due Date 
(if applicable): 
NA 

The remedy at OU3 is protective of human health and the environment and exposure 
pathways that .could result in unacceptable risks are being controlled via LUCs. 
Compliance with effective ICs must be maintained. 

Operable Unit: Protectiveness Determination: 
Sitewide - all OUs Protective 

Protectiveness Statement: 

Addendum Due Date 
(if applicable): 
NA 

The overall remedies at NIROP Fridley are protective of human health and the 
environment because exposure pathways that could result in unacceptable risks are 
being controlled via LUCs, and because the groundwater extraction system is 
functioning as intended by the ROD. For the remedies to remain protective in the 
long term, hydraulic containment must be maintained and compliance with effective 
ICs must be maintained. 



EXECUTIVE SUMMARY 

NIROP Fridley 
Five Year Review 

Revision : Gl 
Date: May-§eptember 2013 

Section: Executive Summary 
Page 1of2 

Three operable units (OUs) have been identified at NIROP Fridley. Groundwater is identified as 

Operable Unit 1. The land outside of the main NIROP manufacturing building but within the legal 

boundaries of the facility, from ground surface down to groundwater elevation, has been identified as 

OU2. The land underneath the main NIROP building, and soils at elevations below groundwater 

elevation (the saturated zone) either under the building or outside the building, but within the legal 

boundaries of the facility has been designated as OU3. The Record of Decision (ROD) for OU1 was 

signed in September 1990. The ROD for OU2 and OU3 is combined in a single document, and was 

signed in September, 2003. The selected remedy for both OU2 and OU3 is Land Use Controls. 

Additional chronology details are provided in Section 2 of this Five Year Review. 

The groundwater remedy for Naval Industrial Reserve Ordnance Plant (NIROP) Fridley in Fridley, 

Minnesota included installation and operation of ground water recovery wells, with a two-phased plan for 

disposal of the ground water from the system. The site achieved construction completion in August 1991. 

The trigger for this Fourth Five Year Review was the last signature date of the Third Five Year Review on 

October 22, 2008. Groundwater use for industrial. commercial. or residential purposes is restricted by the 

deed. 

The assessment of this Five Year Review found that the remedy was constructed in accordance with the 

requirements of the OU1 Record of Decision. The remedy at OU1 currently protects human health and 

the environment because there are no known completed pathways to receptors. However, for the 

remedy to be protective in the long-term, hydraulic containment must be maintained and optimal 

performance of tho extraction system must bo achieved to ensure long-term protectiveness. 

Although the results of the conservative screening indicate that no unacceptable Vapor Intrusion (VI) 

exposures are occurring, the Navy will work with EPA and MPCA to review the site conceptual model and 

evaluate whether a completed VI pathway exists. The site conceptual model may change based on the 

results of a Navy proposal to conduct limited voluntary optimization sampling beneath the building 

foundation . The limited voluntary optimization sampling will mainly be in the vicinity of the plating shop. In 

addition, the CSM may also be impacted by a potontialthe property transfer in 2013, and subsequent 

property redevelopment (anticipated between 2013-2019). Although not resulting in a specific 

recommendation , the site conceptual model will be updated as appropriate based on new information and 

will be used to evaluate whether a complete exposure pathway for VI has resulted . 
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NIROP Fridley 
Five Year Review 

Revision: <n 
Date: May-§eptember 2013 

Section: Executive Summary 
Page 2 of 2 

The ROD for OU2 and OU3, specifying Land Use Controls, was signed in September, 2003. This fourth 

five year review evaluation of protectiveness of the OU2 and OU3 remedy indicates that the Land Use 

Control remedies for these OUs are functioning as intended and remain protective. 
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1.0 INTRODUCTION 

NIROP Fridley 
Five-Year Review 

Revision: G1 
Date: SeotemberMaj< 2013 

Section: 1 
Page 1 of 3 

The United States Navy, Naval Facilities Engineering Command Midwest, has conducted a Five-Year 

Review of the remedial actions implemented at all Operable Units (OUs) at the Naval Industrial Reserve 

Ordnance Plant (NIROP) Fridley site in Fridley, Minnesota. The purpose of this Five Year Review is to 

evaluate the implementation and performance of the remedy in order to determine if the remedy is 

protective of human health and the environment. 

This Five-Year Review Report includes the following: 

• Determination of whether the remedies for OU1 , OU2, and OU3 at NIROP Fridley remain protective 

of human health and the environment. 

• Identification of methods and conclusions of reviews. 

• Identification of issues found during the review, if any, and identification of recommendations to 

address them. 

• Any other information determined by the Navy to be important with regard to the assessment of 

remedy protectiveness. 

The Navy (Lead Agency) prepared this Five-Year Review Report pursuant to the Comprehensive 

Environmental Response, Compensation, and Liability Act (CERCLA) Section 121 and the National Oil 

and Hazardous Substances Pollution Contingency Plan (NCP). CERCLA Section 121 states: 

041306/P 

If the President selects a remedial action that results in any hazardous substances, 

pollutants, or contaminants remaining at the site, the President shall review such 

remedial action no less often than each five years after the initiation of such remedial 

action to assure that human health and the environment are being protected by the 

remedial action being implemented. In addition, if upon such review it is the judgment of 

the President that action is appropriate as such site in accordance with section [104] or 

[106], the President shall take or require such action. The President shall report to the 

Congress a list of facilities for which such review is required, the results of all such 

reviews, and any actions taken as a result of such reviews. 
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NIROP Fridley 
Five-Year Review 

Revision: G1 
Date: SeptemberMay 2013 

Section: 1 
Page 2 of 3 

The United States Environmental Protection Agency (EPA) interpreted this requirement further in the 

NCP, 40 Code of Federal Regulations (CFR) 300.430(f)(4)(ii), which states: 

If a remedial action is selected that results in hazardous substances, pollutants, or 

contaminants remaining at the site above levels that allow for unlimited use and 

unrestricted exposure, the lead agency shall review such action no less often than every 

five years after the initiation of the selected remedial action. 

• This Five-Year Review is required because hazardous substances, pollutants, or contaminants 

remain on site in excess of levels that allow for unlimited use and unrestricted exposure. 

• This Five-Year Review was prepared based on remedial actions conducted as of December 31, 

2012. 

• This Five-Year Review is the fourth Five-Year Review to address OU1 (the groundwater OU), but 

only the second to address OU2 and OU3 (soil OUs) at NIROP Fridley because the Record of 

Decision (ROD) for OU2 and OU3 was signed just prior to completion of the second Five-Year 

Review Report. 

• The initial triggering event for five-year reviews at NIROP Fridley was completion of construction of 

the OU1 remedy. The triggering action for this fourth review was October 22, 2008. the date of 

signature of the previous five-year review. 

_•_This Five-Year Review was prepared in accordance with EPA's Comprehensive Five-Year Review 

Guidance (2001 ). 

• The Five-Year Review site inspection was conducted by NAVFAC MidWest personnel , and EPA and 

MPCA representatives were in attendance. 

The OU2/0U3 ROD was signed in September 2003. OU2 generally corresponds to soil outside the main 

plant building, and OU3 generally corresponds to soil underneath the main plant building. More specific 

information about the extents of OU2 and OU3 is included in NIROP's 1991 Federal Facility Agreement 

(FFA). The selected remedy for both OU2 and OU3 is land use controls (LUCs). OUs 1, 2, and 3 are the 

only OUs at NIROP Fridley. 
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NIROP Fridley 
Five-Year Review 

Revision: G1 
Date: SeptemberMay 2013 

Section: 1 
Page 3 of 3 

OU1 consists of the groundwater under the NIROP property. The 1991 FFA between the EPA, 

Minnesota Pollution Control Agency, (MPCA) and United States Department of the Navy, which primarily 

addressed OU1, requires that an Annual Monitoring Report (AMR) be submitted by the Navy to EPA and 

MPCA each year following commencement of the groundwater remedial action at NIROP Fridley. The 

AMR includes summaries and copies of operating, maintenance, and monitoring data for the groundwater 

extraction and treatment system from the identified calendar year. In addition, a Remedial Action Work 

Plan (RAWP), also required by the FFA, provides an annual evaluation of the performance of the 

extraction well system in achieving hydraulic containment of contaminated groundwater. The RAWP is a 

primary document under the FFA that describes how the Navy will implement the ROD. The RAWP is 

modified periodically, as necessary, and is typically focused on the number and frequency of groundwater 

monitoring wells sampled to support the AMR process. 
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2.0 SITE CHRONOLOGY 

NIROP Fridley 
Five-Year Review 

Revision: 1G 
Date: SeptemberMay 2013 

Section: 2 
Page 1of7 

The National Superfund Database Comprehensive Environmental Response, Compensation, and Liability 

Information System (CERCLIS) identification number for NIROP Fridley is MN317002291400. NIROP 

Fridley was proposed for inclusion on the National Priorities List (NPL) on July 14, 1989, and was listed 

on November 21, 1989. The Federal Register Notice appeared on November 21, 1989. 

The following chronology includes actions taken with respect to all OUs at the site. 

Date Event 

1940 to 1941 Naval ordnance manufacturing facility was constructed. 

1947 Navy purchased what is now the federally owned portion of NIROP. 

1942 to 1964 Northern Ordnance, Inc., a subsidiary of Northern Pump Company, operated the 
naval ordnance manufacturing complex. 

1964 FMC Corporation purchased the southern portion of the manufacturing facility 
property from Northern Pump Company. 

Early 1970s Limited disposal of paint sludge and chlorinated solvents in pits and trenches at 
NIROP. 

1980 

September Navy implemented a program to identify and control environmental contamination 
from past use and disposal practices. 

1981 

March Anonymous phone call to MPCA regarding disposal practices at the FMC-operated 
facility. 

March 16 to April Three production wells at the site were sampled by MPCA. Trichloroethane (TCE) 
23 was detected at 0.035 to 0.200 mg/L. 

April 24 Wells FMC-1 and NIROP-2 and -3 were discontinued for drinking water usage. 
Well FMC-1 was intermittently used for process cooling water until June 1983. 

December 31 TCE was detected at 0.0012 mg/L at the Minneapolis water supply intake, just 
downriver from NIROP. Earlier in 1981, TCE was detected at the water works 
intake at unquantifiable levels during four sample rounds. 

Storm sewer outfalls were sampled for several constituents. Quantifiable levels of 
volatiles were detected in the sanitary sewer underneath NIROP and at National 
Pollutant Discharge Elimination System (NPDES) outfall 20200, at the NIROP 
property line. 

Site was divided into the North Study area (government-owned property) and 
South Study Area (FMC-owned property) for additional investigations. 

1982 

March 31 Investigation of the North Study area began. 
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Date 

1983 
May 

June 

1983 - 1984 
November 18, 1983 
to March 1984 

May 22, 1984 

1983 to 1986 

1986 
June 

1987 
March 

June 

September 

November 

1988 
July 

1989 
February 8 

May22 

July 14 

041306/P 

Event 

Navy authorized the Installation Restoration (IR) Program. 

NIROP Fridley 
Five-Year Review 

Revision: 1G 
Date: SeptemberMay 2013 

Section: 2 
Page 2 of 7 

Initial Assessment Study (IAS) for the NIROP site was completed. 

As a result of the IAS, United States Army Corps of Engineers (USAGE) was 
assigned to manage remediation at NIROP Fridley. USAGE installed 33 
monitoring wells on and around the site over the next 3 years. 

Approximately 1 ,200 cubic yards of soil considered hazardous and 43 drums were 
excavated from the North 40 (i.e., North Study) area and disposed of at an off-site 
Resource Conservation and Recovery Act (RCRA)-permitted facility. Samples 
were analyzed from the soils at the base of each excavation. Soil samples from 
the floors of several trenches had total volatile organic compound (VOC) 
concentrations greater than 1 mg/L. 

MPCA issued a Request for Response Action at the site to the Navy and FMC 
Corporation. 

Eight rounds of groundwater sampling were completed. The last round was 
conducted in November 1986 by RMT, Inc. 

RMT was retained by USAGE to complete the Remedial Investigation 
(Rl)/Feasibility Study (FS) for OU1 (groundwater). 

FMC established an agreement with MPCA to pump contaminated groundwater 
until total VOC levels in certain wells were less than 0.270 mg/L. Pumped water 
was discharged to the local sanitary (Pig's Eye) wastewater treatment plant. 

All use of TCE at NIROP discontinued; 1, 1, 1-trichloroethane (TCA) put into use in 
place of TCE. 

RI Report (RMT, June 1987) issued for OU1. 

During excavation of an on-site utility trench, a strong odor was detected in the 
trench by construction workers. Soil exposed during the excavation was later 
monitored by MPCA using an HNu photoionization detector (PID). The trench is 
along the northern property line of NIROP. 

An anonymous phone call to FMC directed the MPCA's attention to a potential 
hazardous waste site in the vicinity of the Dealers Manufacturing facility located 
approximately 1,000 feet east of NIROP. 

Results of a soil pore gas survey were included in the Quality Control Summary 
Report for the Soil Gas Survey (RMT, February 1988). 

FS Report (RMT, July 1988) issued for OU1. 

Navy established the Technical Review Committee (TRC) for the project and 
convened the first meeting. TRC meetings were held every 3 months until the 
beginning of the Restoration Advisory Board (RAB) in 1995. 

Public meeting to present the Rl/FS is held in Fridley, Minnesota. 

NIROP proposed for listing on the NPL by EPA. 
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Date 

July 31 

November 21 

1990 
May1 

May9 

May 1 to May 30 

September 

October to 
November 

1991 
March 

August 

December 

May 

1992 
January 

August 20 

September 

041306/P 

NIROP Fridley 
Five-Year Review 

Revision: lQ 
Date: SeptemberMay 2013 

Section: 2 
Page 3 of 7 

Event 

Public Repository is established at Anoka County Branch Library, 410 N. E. 
Mississippi St., Fridley, Minnesota. 

NIROP listed on NPL by EPA. 

Navy issues final Proposed Plan for groundwater remediation for OU1 after review 
by MPCA and EPA. 

Public meeting to present the Proposed Plan is held in Fridley, Minnesota. 

Public comment period for the proposed groundwater remedial action is held. 

A ROD was signed for OU1 by the Navy, MPCA, and EPA. A groundwater pump-
and-treat alternative was selected in the ROD. 

Fifty-five soil borings were advanced to assess the extent of soil contamination in 
four areas of the facility (background area, North 40 area, Hazardous Waste 
Storage Area C, and southeastern area near Well 9-S). The North 40 area 
included 22 soil borings to investigate potential soil contamination due to past 
disposal practices, the locations of former Hazardous Waste Storage Area C 
included 28 soil borings to investigate potential soil contamination associated with 
the storage area, and the Southeast Area included four soil borings to attempt to 
delineate the source(s) of volatiles in groundwater monitoring wells in the area. 
Concentrations of VOCs up to 62,000 µg/kg were detected near the 
decontamination pad (RMT, 1991a). 

FFA issued for NIROP Fridley (EPA, MPCA, and U.S. Navy, March 1991). 

An initial aerial photographic review was conducted by RMT that included 
photographs from 1945 to 1977. 

Installation of four groundwater recovery/containment wells and additional 
groundwater monitoring wells was completed in late 1991 for OU1. 

A second review of additional aerial photographs was performed jointly by 
representatives of the Navy, EPA, MPCA, FMC, and RMT. As a result of the 
review and subsequent discussions, additional areas of investigation were 
identified as OU2 and OU3. 

Community Relations Plan issued (RMT, 1991 b). 

A RAWP (RMT, January 1992) was issued for OU2. The RI for the soils OUs 
addressed soil contamination in the unsaturated zone (i.e., above the water table) 
in areas of NIROP Fridley not covered by buildings or other surface structures. 
The scope of the soil RI was to investigate potential outdoor sources that may 
contribute to groundwater contamination. 

An Emergency Removal Operation Report (Bay West, August 1992) was issued 
that discussed investigation of the North 40 area. Thirty-one drums were 
excavated, sampled, and overpacked, and the drums, along with approximately 
900 cubic yards of soil and debris, were removed from the excavation. Excavated 
drums were disposed of via incineration at an EPA AGRA-licensed facility. 
Associated debris (screened material) was disposed of at a sanitary landfill or 
RCRA-secure landfill based on analytical results. 

The groundwater recovery system was completed, and OU1 monitoring began. 
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Date 

December 

1993 
September 

1994 
September 

1995 
March 

April 16 

April 1 , 1995 to 
May 4, 1995 

May 

June 

September 

1996 
February 

April to June 

1997 
February 

June 

June 25, 1997 to 
March 25, 1998 

041306/P 

Event 

NIROP Fridley 
Five-Year Review 

Revision: lG 
Date: SeptemberMay 2013 

Section: 2 
Page 4 of 7 

A 90-Day Determination Document (RMT, December 1992) was prepared that 
evaluated the effectiveness of the OU1 recovery system over the first few months 
of operation. 

An RI (RMT, September 1993) was issued for OU2. Results indicated that volatile, 
semivolatile, pesticide, hydrocarbon, and metals contamination was present in soil 
at several locations. 

Results of East Plating Shop soil sampling were issued to the Navy in a letter 
report (Bay West, 1994). Two soil borings were completed, and several metals 
and cyanide were identified at concentrations greater than background levels 
determined during the OU2 RI. 

A Work Plan (Halliburton NUS, March 1995) was issued for investigation of soil 
and groundwater beneath the East Plating Shop. Proposed field activities included 
the installation of six soil borings and three temporary monitoring wells. 

First NIROP Fridley RAB meeting was held. 

MK added extraction wells AT-SA and AT-SB to improve hydraulic containment of 
the Ground Water Treatment Facility (GWTF). 

Results of East Plating Shop soil and groundwater investigation were issued 
(Halliburton NUS, May 1995). The report identified soil and groundwater 
contamination under the East Plating Shop; TCE was the primary contaminant. 
Other VOCs, including 1, 1, 1-TCA, acetone, and styrene and metals (chromium, 
lead, and cyanide) were detected at concentrations greater than background 
levels. 

Thirty former Areas of Concern (AOCs) located within the NIROP facility were 
identified on a Solid Waste Management Unit (SWMU) map (UDLP, 1995) to 
ensure that all AOCs were being addressed in future investigations. 

Results of a site evaluation conducted at the NIROP facility in August 1995 were 
presented in the Site Evaluation Report (Brown & Root Environmental, September 
1995). Fifty-nine AOCs, the sanitary sewer system, and the storm sewer system 
were identified as potential areas requiring further investigation. 

Revisions to the Final Site Evaluation Report (Brown & Root Environmental, 
September 1995) identified nine additional potential AOCs (AOCs 60 to 68) that 
were not previously reported because they were not suspected sources of TCE 
contamination. 

MK conducted a North 40 drum removal action. Twenty-three drums and 12 
smaller containers were removed along with 100 cubic yards of soil. 

Community Relations Plan was updated and reissued (RMT, February 1997). 

The Final Field Sampling Plan for the OU3 Rl/FS (Brown & Root Environmental, 
June 1997) was issued. 

Phases I and II of the field investigation for the OU3 Rl/FS were completed. 
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Date 

July 

September to 
January 1998 

1998 
March 30, 1998 to 
November 14, 1998 

August 

September 

November 

1999 
August 

September 

2000 
February 

March 

April 

May 

June 

August 

December 

2001 
March 

April 

May 

May 

September 

December 

041306/P 

NIROP Fridley 
Five-Year Review 

Revision: 1G 
Date: SeptemberMa;< 2013 

Section: 2 
Page 5 of 7 

Event 

Work Plan for the OU3 Rl/FS (Brown & Root Environmental, July 1997) was 
issued. 

Phase 1 of MK contract to construct GWTF (outside portion of work) was issued. 

Phase II of MK contract to construct GWTF (inside portion of work) was issued. 

OU3 RI Report, Revision 0 (Tetra Tech, August 1998) was issued. 

First Five-Year Review Report was issued (Tetra Tech, 1998). 

Community Relations Plan was updated and issued (Tetra Tech, 1999). 

OU3 RI Report, draft final Revision 0 (Tetra Tech, August 1999), was issued. 

Community Relations Plan was updated and reissued (Tetra Tech, September 
1999). 

OU3 FS issued - EPA and MPCA subsequently request Focused FS instead. 

1999 AMR issued; Revision 6 RAWP issued. 

Anoka County Park (ACP) Groundwater Investigation Report issued. 

Basewide Work Plan (CH2MHILL Constructors, Inc., May 2000) issued. 

Focused FS issued - Partnering Team subsequently shelves the FS because EPA 
determines that proceeding directly to a Proposed Plan is appropriate for this site. 

Final Work Plan Addendum 1 Modification to the Extraction System and 
Abandonment of Production Wells (CH2M HILL Constructors, Inc., August 2000) 
was issued. 

CH2MHILL Constructors, Inc., completed installation of extraction wells (AT-7, 
AT-8, AT-9, and AT-10), abandoned AT-2, and abandoned production wells No. 2 
and No. 3. 

2000 AMR was issued; Minor Modification Fact Sheet for OU1 Remedy was 
issued. 

Technical Memorandum that finalizes the 1999 AMR and ACP Groundwater 
Investigation Report issued. 

Final Work Plan Field Application to Enhance In-Situ Bioremediation of Chlorinated 
Solvents Via Vegetable Oil Injection (Parsons Engineering Science, Inc., 
September 2001) was issued. 

CH2MHILL Constructors, Inc., completed abandonment of extraction wells AT-1A 
and AT-4, installed packer at extraction well AT-3A, and upgraded 
software/hardware for the GWTF system. Start-up period for the GWTF system 
with new extraction wells begins. 

Vegetable Oil Pilot Study Work Plan for Anoka County Park finalized. 

ACP Vegetable Oil Pilot Study- vegetable oil injected in southern portion of ACP. 
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Date 

2002 
March 

April 

June 

August 2002 

2003 
March 

September 

September 

Se12tember 

December 

2004 
January 

March 

17 June 

August 

2005 
March 

June 

September 

September 

2006 
March 

April 

April 

August 

November 

2007 
July 

September 

041306/P 

Event 

2001 AMR issued. 

NIROP Fridley 
Five-Year Review 

Revision: 1G 
Date: SeptemberMay 2013 

Section: 2 
Page 6 of 7 

RI for OU3 and Supplemental RI Information Report (OU2} were finalized (Tetra 
Tech, April 2002) . 

Excavation of PAH-contaminated soil in Area A4 of the North 40 was completed 
per an Action Memorandum issued (Tetra Tech, June 2002) . 

Proposed Plan for OU2 and OU3 was finalized , and the Public Meeting for the 
Proposed Plan was held on August 22. 

Revised OU1 RAWP was finalized . 

ROD for OU2 and OU3 was signed. 

Draft Work Plan for Installation of New Wells to Confirm Groundwater Capture was 
provided to support ongoing capture analysis. 

Second Five-Year Review Re12ort issued. dated Se12tember 11, 2003 

Draft report on capture evaluation was issued (USGS, December 2003). 

USGS Report, Cross-Borehole Radar to Monitor Field-Scale Vegetable Oil 
Injection, issued. 

Draft 2003 AMR issued 

NIROP plant sale to United Defense Limited Partnership (UDLP) completed. 

MPCA informal regional bedrock aquifer study was unable to confirm that bedrock 
PCE contamination at the northeastern NIROP boundary was from the Kurt 
Manufacturing Site. 

Draft 2004 AMR issued. 

Sale of property to EL T Minneapolis LLC. 

Five additional groundwater monitoring wells (and three additional borings) 
installed just beyond the line of groundwater extraction wells to help confirm 
capture efficiency. 

Revision 1 of the 2003 RAWP was issued. 

Final Vegetable Oil Pilot Test Technical Memorandum issued. 

Pump test at wells 11-S and 17-S pump test completed. The test was designed to 
determine which aquifer zone influences these wells and concluded that both are 
more heavily influenced by intermediate-zone pumping wells. 

Draft 2005 AMR issued. 

Draft 2006 RAWP update issued. 

Final Vegetable Oil Application Report issued. 

Draft 2006 AMR issued (delayed due to federal budget continuing resolution). 

Final USGS Report, Evaluation of the Contributing Area for Recovery Wells, is 
issued. 
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Date 

2008 
April 

October 

2009 
March 

2010 
April 

2011 
May 

July 

November 

December 

I 
2012 

A12ril 

June 

July 

I (;:JeeemseF 

August-September 

041306/P 

Event 

Draft 2007 AMR issued. 

Final Third Five-Year Review Report signed. 

Draft 2008 AMR issued. 

Draft 2009 AMR issued. 

Draft 201 O AMR issued. 

NIROP Fridley 
Five-Year Review 

Revision: 1G 
Date: SeptemberMay 2013 

Section: 2 
Page 7 of 7 

Pre-Final Design for installation of new intermediate-zone extraction wells was 
provided to support ongoing capture analysis. 

Installation of new intermediate-zone extraction wells complete. 

Pump testing of the new intermediate-zone extraction wells AT-11 , AT-12 and AT-
13 conducted. Construction of AT-11. AT-12, and AT-13 com12leted. Extraction 
well AT-13 begins 12um12ing. 

NIROP O&M "Su12er Soak" Extraction Well Redevelo12ment Process Tech Memo, 
Naval Industrial Reserve Ordnance Plant. Fridley, Minnesota, dated A12ril 3. 2012 
(Su12er Soak Memo} was issued. 

Draft Pump Test Evaluation Memo issued. USGS Re12ort Simulation of 
Containment Well Ca12ture at the Naval Industrial Reserve Ordnance Plant, Fridley, 
Minnesota was issued (USGS, June 29. 2012} 

Draft 2011 AMR issued. 

Annual groundwater sampling event completed to support the Five-Year Review. 
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NIROP Fridley is located in the northern portion of the Minneapolis/St. Paul Metropolitan Area in an 

industrial/commercial area within the limits of Fridley, Minnesota (see Figures 3-1 and 3-2). The site is 

not adjacent to any residential areas and is not located in or not near any known environmentally 

sensitive areas. 

Advanced Naval weapons systems were designed and manufactured at the NIROP. The northern portion 

of the facility was government owned and operated by a private contractor (UDLP - Armament Systems 

Division), and the remainder of the facility was owned and operated independently by UDLP (Now BAE). 

In 2004, the Navy sold the property to FMC (now BAE) and BAE then sold the property to EL T 

Minneapolis, LLC. Currently, ELT Minneapolis, LLC, owns the former NIROP property and leases space 

back to UDLP. The site owners and occupants are likely to change in the future, but land use is not 

expected to change. The formerly government-owned portion of the facility constitutes what is referred to 

as the NIROP Fridley site. 

The site comprises approximately 82.6 acres, most of which are covered with buildings or pavement. The 

site is situated on a broad, flat, alluvial terrace approximately 30 feet above and 2-;GOObetween 750 and 

900 feet east of the Mississippi River. 

Adjacent land use is commercial and light industrial to the north, heavy industrial to the south, 

recreational to the west, and commercial/light industrial (including railroads) to the east. These land uses 

are expected to remain the same in the future. 

Natural resource use in the area consists of recreational activities in the Anoka County Riverfront 

Regional Park (ACP), directly west of East River Road from the NIROP site and adjacent to the 

Mississippi River. No federal or state freshwater wetlands are within 1 mile of the site. No critical habitats 

of endangered species or national wildlife refuges have been identified near the site. The NIROP Fridley 

groundwater contamination does not limit public use of ACP. 

The NIROP Fridley site is underlain by an unconsolidated sand and gravel aquifer that overlies bedrock 

aquifers. The water table is 20 to 25 feet below the ground surface in the unconsolidated aquifer, which 

has a saturated thickness of approximately 100 feet. Discontinuous silty clay aquitards are present at 

various depths below the ground surface. The underlying shallow bedrock consists of Prairie du Chien 

Dolomite and Jordan Sandstone, referred to as the PCJ aquifer. The basal unit of the St. Peter 
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Sandstone that overlies the PCJ aquifer across the northern portion of the site acts as a confining layer 

where present. Where it is absent, the unconsolidated aquifer is hydraulically connected to the PCJ 

aquifer. Groundwater flow in the unconsolidated aquifer is generally from the northeast to the southwest 

across the site toward the Mississippi River. The groundwater containment and extraction system has 

altered groundwater flow characteristics. 

The City of Minneapolis Water Treatment Plant intake, which draws water from the Mississippi River, is 

located just less than 1 mile downstream (south) from the NIROP site. Approximately 500,000 people are 

served by this treatment plant. 

Groundwater in portions of the unconsolidated aquifer beneath NIROP Fridley contains VOCs. The 

VOCs typically detected are as follows (from greatest frequency detected to least detected): TCE, cis-

1,2-DCE, trans-1,2-DCE, 1,1-dichloroethane (DCA), 1,1-DCE, PCE, vinyl chloride, and 1,1,1-TCA. 

Concentrations vary widely across the site; however, TCE has been detected more frequently and at 

greater concentrations than any other VOC. TCE is therefore assumed to be the primary indicator 

parameter for monitoring contamination and remedial system performance at NIROP Fridley. Results of 

laboratory analyses of samples collected from groundwater monitoring and extraction wells during each 

calendar year are presented and discussed in the AM Rs. 

During the early 1970s, paint sludges and chlorinated solvents generated from ordnance manufacturing 

processes were disposed of in pits and trenches in the North 40 area, which is the undeveloped NIROP

area immediately north of the building. Contaminant sources in the North 40 and beneath the NIROP 

building were not identified until December 1980, when MPCA received information concerning historical 

waste disposal practices at NIROP. Results from groundwater sampling in March and April 1981 

indicated that TCE was present at up to 200 µg/L in two on-site water supply wells. In December 1981, 

TCE was detected in Mississippi River water at the City of Minneapolis water treatment plant intake at 

1.2 µg/L. The intake is located approximately 4,900 feet downstream from NIROP. The Safe Drinking 

Water Act (SOWA) Maximum Contaminant Level (MCL) for TCE is 5.0 µg/L. In April 1981, the NIROP 

water supply wells were shut down, and a municipal water supply was connected to the plant. 

In May 1983, a report identified that drummed wastes were buried in the North 40. Groundwater 

monitoring wells were installed and sampled in the area to investigate potential impacts from drum 

disposal. From November 1983 to March 1984, approximately 1,200 cubic yards of contaminated soil 

and 43 drums were excavated and disposed of at facilities licensed to accept such wastes. An Rl/FS was 

conducted from June 1986 to May 1989. The NIROP site was listed on the NPL in November 1989. 

Following the Rl/FS, a Proposed Plan to hydraulically contain TCE-contaminated groundwater was 
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presented to the public. Phase I treatment of extracted groundwater was to be conducted at a local 

Publicly Owned Treatment Works (POTW). Phase II involved on-site treatment with discharge of treated 

water in accordance with an NPDES discharge permit to the Mississippi River. The ROD for OU1 

addressing groundwater contamination through hydraulic containment and treatment was signed in 

September 1990. 

The first Five-Year Review was drafted by EPA and signed by the Navy as Lead Agency in October 1998. 

The first Five-Year Review determined that the OU1 remedy was protective of human health and the 

environment. The First Five-Year Review report recommended that residual groundwater contamination 

in ACP would be further evaluated. These recommendations were recounted in Section 5 (Progress 

Since the Last Five-Year Review) of the Second Five-Year Review (Navy, October 2003). 

A risk assessment for OU2 was conducted in 1996. Following a revision of that risk assessment, it was 

determined that risk in ooe-subarea A4 of OU2 was inordinately influenced by a single data pointJ. 

specifically AB032. Therefore, during summer 2002, the Navy conducted a time-critical removal action to 

remove approximately 35 cubic yards of soil around trus--location AB032 to a depth of 3 feet. This 

removal action was completed in June 2002 and addressed the only remaining location with 

unacceptable risks for surface soil. 

In 1997, a 48 data-point shallow groundwater study was conducted as part of the RI undertaken to define 

source areas beneath the NIROP building (OU3). The planned methodology was to insert a 3.5-foot 

screen into each temporary borehole at a depth determined to be 7 feet below the top of the encountered 

piezometric surface. The East Plating Shop was identified as the primary source area beneath the 

NIROP building. A ROD was signed in September 2003 for OU2 and OU3 requiring commercial/industrial 

land use restrictions and an engineering barrier #le-ensure that the concrete pit floor in the former Plating 

Shop is not removed without prior regulatory approval to prevent unacceptable worker exposures. 

A pilot test was conducted voluntarily by the Navy to evaluate whether addition of refined soybean oil to 

enhance reductive dechlorination this teohnology would effectively decrease TCE concentrations in 

Anoka County Park. The pilot test consisted of the installation of injection and monitoring wells, baseline 

sampling, vegetable oil injection, and follow-up monitoring was conducted from October 2001 to 

November 2005, in Anoka County park. A total of 3,600 gallons of refined soybean oil and 7,200 gallons 

of native groundwater were injected into three injection wells in December 2001. Additional monitoring 

wells were installed and additional soil sampling was conducted in March and April 2005 to improve 

evaluate of pilot test performance. 
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The results of the pilot study indicated that addition of organic substrate was successful in creating 

conditions conducive to reductive dechlorination of chlorinated VOCs. The Vegetable Oil Pilot Project 

Report (Parsons, 2006) acknowledged that the induced "geochemical changes (were) neither spatially 

uniform nor temporally consistent." Nevertheless, significant reductions in chlorinated solvent 

concentrations were observed in the pilot test area. As a result, the Vegetable Oil Pilot Project Report 

concluded that "the vegetable oil pilot test has been successful in enhancing the destruction of 

chlorinated solvent mass in the subsurface and has thus been successful in reducing the overall toxicity 

of the groundwater plume." The Vegetable Oil Pilot Project Report recommended that "organic substrate 

addition in general and vegetable oil injection specifically be considered as a future remedial option at this 

site" and also recommended that application of this technology be limited to "defined contaminant hot 

spots or source areas instead of attempting to treat large areas." The report also acknowledged that the 

decision to implement vegetable oil technology in ACP can only be made within the context of other 

factors such as the decreasing levels of contamination recently observed in ACP due presumably to 

recent upgrades in the extraction system. 

Since the previous five-year review, three new extraction wells were installed in 2011, AT-11, AT-12, and 

AT-13 to replace AT-3A (which was failing due to age) and enhance system performance. One 

investigation borehole was installed to obtain a vertical profile of groundwater contamination between the 

NIROP building and the extraction system. 

Annual groundwater monitoring continues through each year's AMR, reporting on sampling results from a 

broad network of groundwater monitoring wells screened at multiple depth intervals. Each AMR also 

provides a description of operation and maintenance (O&M) highlights, for the current year, on the 

groundwater extraction system components and system performance as a whole. 

NIROP RAB History 

Prior to issuance of the ROD, multiple public meetings were held in Fridley to present investigation results 

and proposed cleanup plans and to compile comments and input from the local community. The cleanup 

team for NIROP (MPCA, USEPA, and the Navy) participated in the meetings. The NIROP TRC, 

established in 1989, was modified to become a RAB in 1995 to improve public participation by providing 

greater direct community involvement. RAB community members provided input on technical documents 

and restoration activities. 
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More than 10 years ago, Navy tried several times to set up a document repository at the Anoka County 

Fridley public library. The Public Library was not interested and stated that they did not have the space. 

Dual repositories existed for a few years - MPCA (Dave Douglas) maintained a repository at MPCA while 

another repository was maintained at NIROP under Navy ownership. When the Navy sold the NIROP 

property, the new owners wanted to take over the space and so the repository remnants (which had not 

been maintained for several years) were shipped to Tetra Tech. In 2012, pertinent documents were 

assembled and a repository was establ ished on line at http://go.usa.gov/DyNYhttp://go.usa.gov/Ywpd. 
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Three OUs have been identified at NIROP Fridley. Groundwater is identified as OU1. OU1 is identified 

as contaminated groundwater from the NIROP. The land outside of the main NIROP manufacturing 

building but within the legal boundaries of the facility, from the ground surface to the water table, has 

been identified as OU2. The land under the main NIROP building and soil at elevations below the water 

table (the saturated zone) either under the building or outside the building but within the legal boundaries 

of the facility has been designated as OU3. The ROD for OU1 was signed in September 1990, and the 

OU1 remedy was evaluated in the First Five-Year Review Report signed in September 1998 and the 

second Five-Year Review signed in October 2003. The ROD for OU2 and OU3 was signed in September 

2003 and therefore the OU2/0U3 remedy was not evaluated in significant detail in a five-year review until 

the Third Five-Year Review Report was signed in October 2008. Additional chronology details are 

provided in Section 2 of this Five-Year Review Report. 

4.2 OU1 REMEDIAL ACTIONS 

The remedial action specified in the 1990 OU1 ROD was 'hydraulic containment and recovery of all future 

migration of contaminated groundwater from the NIROP and the recovery, to the extent feasible , of 

groundwater contamination downgradient of the NIROP." The selected remedy included installation and 

operation of groundwater containment and extraction wells with a two-phased plan for disposal of 

groundwater from the well system. Contaminated groundwater remains downgradient of the NIROP 

facility in ACP. Although no time frame for dissipation of groundwater contamination was provided in the 

ROD, to date it cannot be clearly established that natural dissipation of this groundwater contamination is 

occurring as predicted in the ROD, although there is evidence to suggest that degradation of 

contaminants is taking place. 

Natural dissipation of contaminated groundwater in ACP cannot clearly be established at this time 

because major improvements to the groundwater containment and extraction system occurred during 

2011 and 2012. Prior to this major improvement, groundwater monitoring data downgradient of the 

NIROP property line indicated the possibility that limited contaminated groundwater might be bypassing 

the previous extraction system, which may have been due to the failing extraction well AT-3A. Although 

significant improvements in groundwater quality in ACP have occurred following 1995, 2001, and 

2011/2012 extraction system upgrades, some evidence suggested that limited contaminant bypass 

041306/P 4-1 CTO F27C 



NIROP Fridley 
Five Year Review 

Revision: 1G 
Date: May-September 2013 

Section: 4 
Page 2 of 9 

continued. Reductions in the greatest ACP contaminant concentrations occurred as a result of the 

vegetable oil remediation described in the previous section, however, these improvements were 

extremely localized. It is noted that the ROD only requires " ... the recovery, to the extent feasible, of 

groundwater contamination downgradient of the NIROP ... " 

There are no Land Use Control (LUC) components to the OU1 remedy. 

4.2.1 Phase I of OU1 Remedial Actions 

During Phase I of the groundwater extraction remedy, groundwater from the extraction system was 

discharged to an existing sanitary sewer system for treatment at the local POTW. The groundwater 

extraction system and pretreatment facilities began operating in September 1992. Monitoring of these 

facilities and associated monitoring wells has been performed since startup according to the procedures 

described in the 1995 RAWP for Groundwater Remediation as approved by EPA and MPCA. The RAWP 

was revised in September 2005 to refine the sampling frequency and number of monitoring wells to be 

sampled. 

As required by the ROD, an evaluation of the effectiveness of the groundwater extraction system in 

achieving hydraulic containment of contaminated groundwater from the site during the initial 90-day 

operating period was submitted to EPA and MPCA in December 1992 (RMT, 1992). The evaluation 

concluded that additional groundwater extraction wells would be needed to achieve effective hydraulic 

containment. A work plan for upgrading the original extraction system was prepared and approved by 

EPA and MPCA (Morrison Knudsen, April 1995). Two additional extraction wells were installed and 

placed into operation in June 1995. At that time, the combined groundwater extraction system consisted 

of six wells. With the approval of the MCES, based on water quality, the pretreatment system was shut 

down in March 1995, and the combined discharge from the extraction wells was transferred directly to the 

sanitary sewer. Discharge to the sanitary sewer continued until the startup of Phase II in 1997. 

4.2.2 Phase II of OU1 Remedial Actions 

Construction of the Phase II on-site groundwater treatment facility began in September 1997. The 

system, was completed and the facility began operation in December 1998. The discharge to the MCES 

sanitary sewer system was terminated, and treated groundwater from NIROP is now discharged to the 

Mississippi River through Outfall 020 (NPDES/SDS Permit MN0000710). 
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The OU1 groundwater containment and extraction system currently consists of nine pumping wells and 

related piping and appurtenances. A site plan showing the approximate locations of the extraction wells 

and associated facilities is presented as Figure 3-2. The ROD does not specifically list remedial action 

objectives (RAOs) for OU1; however, it states that the objective of the selected remedy is to address the 

principle threat posed by the site by providing hydraulic containment to prevent further migration of 

contaminated groundwater from the NIROP and by recovering, to the extent feasible, contaminated 

groundwater beneath ACP. The ROD further states that the initial goal of the selected remedy is to 

contain contaminated groundwater from both the NIROP and, to the extent feasible, ACP, and that the 

ultimate goal is to restore groundwater quality in the unconsolidated aquifer at the site to MCLs. The 

ROD also states that EPA has determined that MCLs are relevant and appropriate standards for 

groundwater unless, under circumstances at the site, more stringent standards must be applied to ensure 

protection of public health and the environment. 

The current extraction wells are identified as AT-SA, AT-SB, AT-7 AT-8, AT-9, AT-10, AT-11, AT-12, and 

AT-13. The wells are located and constructed to contain and extract contaminated groundwater along the 

southwestern (downgradient) portion of the NIROP site. 

A schematic diagram showing the components of the groundwater extraction system and GWTF is 

presented as Figure 4-1. The discharge from each of the extraction wells is routed via separate 

forcemains to a Control House located near the security fence on the western side of the plant. 

Instrumentation provided at the Control House includes a flow rate indicator and flow volume totalizer for 

each extraction well discharge. The combined discharge from the extraction wells flows via a single pipe 

to a Treatment Building located near the Control House. Sampling ports are located on the piping for 

each extraction well and on the combined discharge to the Treatment Building. 

The major components of the current treatment system include a feed tank, air stripping units, and 

effluent system. The feed system consists of an equalization tank to collect groundwater pumped from 

the extraction well system and feed pumps to convey the groundwater from the equalization tank to four 

low-profile, tray-type, air strippers operated in parallel. The effluent water flows by gravity to the effluent 

sump. Effluent pumps convey the treated water from the effluent sump to an existing 72-inch-diameter 

storm sewer that discharges to the Mississippi River through NPDES/SDS Outfall 020. 

Exhaust air is vented to the atmosphere in compliance with existing state and federal Clean Air Act 

regulations. Emissions are low enough that no air emission controls for the air strippers are necessary. 

In 2001, the air emission rates (AERs) for the GWTF were updated. The Navy determined that the 

emission rates from the GWTF operation were within the site-specific AERs. Site-specific AERs are 
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emission rate limits that ensure that maximum off-site ambient air impacts are less than regulatory

defined allowable off-site concentrations (i.e ., that would result in cancer risk to potential off-site receptors 

of greater than 1 X 1 o-5). Site-specific AERs were calculated for carcinogenic compounds that could 

potentially be emitted from operation of the GWTF. The conservatively estimated allowable groundwater 

contaminant concentrations were all significantly greater than measured groundwater concentrations. 

Therefore, no emission control measures are required for the GWTF. Samples of the air stripper influent 

and effluent were collected during startup of the GWTF to confirm that site-specific AERs were met. 

Additional samples of groundwater influent and effluent are collected quarterly to meet NPDES permit 

requirements. Based on these data, AERs have not been exceeded in the period addressed by this five

year review or in the periods addressed by the second or third five-year reviews. 

4.2.3 OU1 Performance Measurement 

Table 4-1 identifies OU1 groundwater COCs and their respective MCLs pursuant to the federal SOWA. 

This table also identifies the state Health Risk Limits for these COCs. 

Table 4-2 identifies the current OU1 GWTF COCs, their respective daily maximum concentration limits as 

identified in the facility's NPDES/SDS Permit, and the ranges of concentrations of each COC detected 

during the last NPDES/SDS permit sampling event. 

It has been agreed by the Navy, EPA, and MPCA that a subset of 17 monitoring wells located in ACP 

nearest the bank of the Mississippi River will be used as measurement points for the purpose of 

identifying groundwater COC concentrations potentially migrating into the river. These wells are listed in 

Table 4-3. Historical results for these wells can be found in each year's Annual Monitoring Report. This 

approach was chosen because to the Navy, EPA, and MPCA could not agree on a representative 

sampling approach within the river or at the riverbank interface that included the Navy's desire to consider 

a mixing zone and MPCA's requirements for protecting surface water. The remedial objectives for 

groundwater COCs {Table 4-1) are the surface water To-Be-Considered {TBC) shown in Table 4-3. 

Minnesota TBCs for TCE include the following: the chronic standard of 120 µg/L; acute maximum aquatic 

life standard of 6,988 µg/L; final acute aquatic life criterion of 13,976 µg/L; and the range of 

concentrations of each COC detected during the last appropriate sampling event in the riverside 

monitoring wells used for monitoring the discharge of contaminated groundwater to the river. A letter 

from the MPCA on December 15, 2009, stated that MPCA indicated that meeting the Class 2B Chronic 

Standard in the riverside wells is protective of aquatic life in the Mississippi River and protective of Class 

2Bd drinking water standards in the Mississippi River. 
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As stated by the ROD, "[t]he remedy will comply with the ARARs by meeting the MCL for TCE as the 

target cleanup level for the site. The alternative [OU1 remedy] will reduce the toxicity, mobility, and 

volume of TCE in the aquifer. By meeting the MCL for TCE, other VOCs will also be reduced 

proportionately." The objectives of groundwater monitoring, as further interpreted in the September 2005 

RAWP, are as follows: 

o Evaluate the ability of the groundwater extraction system to effectively contain downgradient 

migration of contaminants and provide water quality improvement. 

• Assess the potential for contamination from on-site sources and upgradient (off-site) sources. 

• Evaluate air stripper emissions to the atmosphere. 

• Evaluate whether the remedy complies with the ROD. 

o Evaluate whether the remedy is protective of human health and the environment. 

• Evaluate the progress of the remedy in achieving the goals specified in the ROD. 

• Evaluate whether project permit requirements are met. 

• Evaluate the relative contaminant concentrations along the flow path in relation to the following: 

upgradient groundwater conditions; known and potential source areas; capture and non-capture of 

the groundwater contaminant plume; residual contamination beyond the effectiveness of the capture 

of the remedial system and discharge to the river; and vertical head relationships and the potential 

flow of contaminants from one aquifer interval to another. 

The objectives for the monitoring system were originally refined based on the data quality objectives 

(DQOs) decision-making process completed by the NIROP Partnering Team. Meetings held on March 19 

to 23, 2001, July 17 to 19, 2001, and March 6 and 7, 2002, were used to better define the objectives and 

formal decision-making process for the site. As determined at these meetings, "DQO Problem C: 

Groundwater Monitoring for Overall Contamination at NIROP" defined the following six items that should 

be addressed, at least in part, by groundwater monitoring at this site: 

1. Determination of capture system performance. 
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2. Determination of contaminant concentrations at Mississippi River compliance wells. 

3. Determination of changes in the plume shape, size, and location. 

4. Determination of contaminant concentrations relative to surface water and groundwater standards. 

5. Determination of capture system performance, evaluation of system modifications, evaluation of 

alternative approaches, evaluation of technical impracticability and/or an alternative concentration 

limit (AGL). 

6. Determination of the practicability of the remedy and evaluation of an AGL. 

4.2.4 OU1 Operations and Maintenance 

As discussed in Section 4.2.2, air stripper emissions to the atmosphere are evaluated using site-specific 

AERs established to ensure that maximum off-site ambient air impacts are less than regulatory-defined 

allowable off-site concentrations. The allowable groundwater concentration is the level, determined 

based on modeling, that will not cause the allowable air concentration to be exceeded. 

The Navy requires their O&M Contractor to develop and provide to the Navy a monthly operations and 

maintenance report detailing O&M activities associated with the wastewater treatment plant (WWTP). 

These reports include a narrative overview, summary of scheduled maintenance, summary of problems 

and solutions, and operating statistics. Operating statistics including monthly and cumulative treated 

water volumes, electrical meter readings, and well performance indicators. The Navy O&M status reports 

are provided, as a courtesy, to EPA and MPCA. 

Current annual O&M costs for treatment plant operation are approximately $400,000 but continue to vary 

from year to year based on required significant mechanical item replacements. For fiscal year 2012, the 

Navy expended more than $1.3 million to install three new extraction wells and associated equipment. 

It is not appropriate to compare current O&M costs to estimated costs developed for the 1990 ROD for 

the following reasons: 

• The original design anticipated use of granular activated carbon (GAG) to treat air from the strippers. 

To date, air emissions from the strippers have not warranted the use of GAG; therefore, costs have 

not been incurred for use and periodic replacement of GAG. 

• Two new pumping wells, AT-SA and AT-58, were added in 1995 to improve system performance. 

Four new pumping wells, AT-7, AT-8, AT-9, and AT-10 were installed in 2000 to enhance system 
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performance. Three new wells were installed in 2011: AT-11, AT-12, and AT-13 to replace AT-3A 

and enhance system performance. 

• The treatment system was designed to process a capacity of 750 gpm, but extraction well capacity is 

significantly greater, which allows the Navy flexibility to adjust extraction well rates and optimize 

plume capture. 

• Biological iron fouling has resulted in significantly increased maintenance requirements for pumps 

and well screens. 

• Mineral hardness fouling of pipes and appurtenances has resulted in significantly increased 

maintenance requirements for cleaning and replacement of these components. A food-grade 

polymer addition system to prevent mineral deposits partially mitigates this situation for downstream 

units. 

Over the past five years, the system has experienced an increase in interruptions to flow rates, primarily 

caused by fouling of wells, aging equipment, or failure of other equipment. The most significant 

disruptions in pumping durations were reported to be caused by the failure of extraction well AT-3A and 

the installation of the new extraction wells. Fouling of the other extraction wells also contributed because 

this fouling resulting in intermittent well shutdown to accommodate redevelopment activities. Other 

interruptions to individual components or system-wide shutdowns were caused by mechanical and 

electrical problems. These interruptions have necessitated the replacement of transducers, 

reprogramming of flow meters, and replacement of the air flow sensor-pressure transducer tubing. An 

automated system was installed in 2010, allowing the Navy to remotely observe and document system 

performance, resulting in less down time for the GWTF. There are no indications that these sporadic 

failures have impaired the long-term performance of the system. However, the potential exists for these 

extraction rate reductions to limit capture during periods when the system is malfunctioning. System and 

plume monitoring and impact evaluations of these failures on the long-term performance of the system is 

continuing. The majority of the system issues items are routine maintenance matters encountered when 

operating a complex industrial system that is aging. With the 2011/2012 installation of three new 

extraction wells, the extraction system is expected to perform to a level previously unachievable before. 

The ROD specifies if a water supply well system is installed in ACP, that the Navy will control health risks 

in the future by implementation of a groundwater treatment system or other appropriate measures. To 

date, no additional water supply systems have been installed in ACP; therefore, this component of the 

remedy has not been necessary. 
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A Vegetable Oil Pilot Study was initiated in December 2001 , as a voluntary action by the Navy and not a 

ROD requirement, to determine whether a full-scale vegetable oil injection remedy could remediate 

contaminated groundwater in ACP. The Vegetable Oil Pilot Testing Area is shown on Figure 3-2. 

Groundwater monitoring was conducted for approximately 1 year subsequent to the injection, and the 

results were summarized in the Final Report for a Field Application to Enhance In-Situ Bioremediation of 

Chlorinated Solvents via Vegetable Oil Injection (Parsons, 2006). The results of the monitoring indicated 

that the pilot study was somewhat successful in accelerating biologically mediated reductive 

dechlorination of chlorinated ethenes. However, it was also determined that vegetable oil-derived organic 

carbon was not effectively distributed within the pilot test area and that complete reductive dechlorination 

was only induced in a relatively small area. In that small area, application of vegetable oil decreased TCE 

concentrations in groundwater from over 17,000 µg/L to less than 600 µg/L. 

4.3 OU2 AND OU3 REMEDIAL ACTIONS 

The remedial action specified in the August 2003 ROD for NIROP's OU2 and OU3 was LUCs, consisting 

of both engineering controls and institutional controls. The LUC performance objectives from the ROD 

are as follows: 

• To restrict the use of the property to industrial or restricted commercial use until and unless EPA and 

MPCA determine that concentrations of hazardous substances in the soils have been reduced to 

levels that allow for a less restrictive use. 

• To prohibit the disturbance of soils deeper than 3 feet below ground surface in Designated Restricted 

Areas or the removal of any soils excavated in those Areas from the facility without the prior written 

approval of EPA and MPCA. 

• To prohibit the disturbance of soils beneath the Designated Restricted Area known as the concrete pit 

foundations where metal-finishing operations previously occurred at the former Plating Shop within 

the NIROP Building without the prior written approval of EPA and MPCA. 

• To ensure that the concrete pit floor (approximately 5 to 12 feet below floor grade) where metal

finishing operations previously occurred at the former Plating Shop within the NIROP Building is not 
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removed without the prior written approval of EPA and MPCA. This floor serves as an engineering 

control. 

The ROD states that the property will be restricted to only industrial or restricted commercial uses. 

Industrial property uses generally include, but are not limited to, the following types of uses: public utility 

services, rail and freight services, raw storage facilities, refined material storage facilities, and 

manufacturing facilities engaged in the mechanical or chemical transformation of materials or substances 

into new products. Restricted commercial use is defined as use where access or occupancy by non

employees is less frequent or is restricted , including a wide variety of uses ranging from non-public 

access and both outdoor and indoor activities (e.g ., large-scale warehouse operations) to limited public 

access and indoor office worker activities (e.g ., bank, dentist office). In general, restricted commercial 

property use excludes uses such as day-care centers, churches, social centers, hospitals, elder care 

facilities, and nursing homes. The required LUCs are incorporated into the deed, and these restrictions 

run with the land such that any subsequent owner is bound by the same restrictions. 

COCs for OU2 and OU3 are the same as the COCs for qroundwateridentified in Table 4 1. A LUC 

Remedial Design was finalized in March 2004 that provided information on how the remedy will be 

implemented, maintained, and enforced. 

The LUCs for OU2 and OU3 remain in force, and no breach of the remedy has occurred. The Navy has 

confirmed OU2 and OU3 LUC compliance throughout the review period via regular communication with 

BAE, operator of the NIROP site. 

041306/P 4-9 CTO F27C 



TABLE 4-3 

DETECTED CONCENTRATIONS OF voes IN RIVERSIDE WELLS 
OU1 - AUGUST 2012 SAMPLING EVENT 

NAVAL INDUSTRIAL RESERVE ORDNANCE PLANT 
FRIDLEY, MINNESOTA 

Volatile Organic Compounds Cua/L) 
MN SW Criteria11

> (µg/L) 
cis-1,2-DCE trans-1,2-DCE PCE TCE Vinyl Chloride 

Chronic Standard (Class 2B) NA NA 8.9 120 
Maximum Standard NA NA 428 6,988 
Final Acute Value NA NA 857 13,976 

Domestic Consumotion NA NA 5 5 
Wells in the Shallow Monitoring Zone (Shallow Unconfined Aquifer) 

27-S 84 3.4 ND .. MS-43S 38 2.9 ND 
MS-44S 1.1 0.16 J 0.62 6.9 
MS-47S 3.2 . 0.28J 0.36J 17 
MS-49S 14 3.9 0.14J 110 
USGS-5 ND ND 0.15 J 0.5 

Wells in the Intermediate Monitoring Zone (Shallow Unconfined Ac uifer) 
16-IS 17 0.62 1.3 28 

MS-431 16 0.74 ND 

~ MS-441 270 24 ND 
MS-471 1.6 0.38J 2.2 1 
MS-491 1.6 0.35J 2.1 21 

Wells in the Deep Monitoring Zone (Deep Confined Aquifer) 
16-D 2.4 0.4 J 4.6 23 

MS-43D 2 0.46 J 1 2.1 
MS-44D 4.9 0.49 J 0.73 14 
MS-47D 4 0.48 J 7.2 32 
MS-49D 0.22 J ND 0.4J 3.8 

Wells in the PC Bedrock Aquifer 
I MS-48PC 1.5 0.29J 0.36 J 5.8 

Minnesota Surface Water Criteria source: http://www.revisor.leg.state.mn.us/arule/7050/0220.html. 
Minnesota Rule 7050.0220, Specific Standards of Quality and Purity By Association Use of Classes. 

9.2 
NA 
NA 
2 

0.12 
0.08J 

ND 
ND 
ND 
ND 

ND 
ND 
0.39 
ND 
ND 

ND 
ND 

0.08J 
ND 
ND 

ND 

Chronic Standard - The highest water concentration of a toxicant to which organisms can be 
exposed indefinitely without causing chronic toxicity. 

Maximum Standard - The highest concentration of a toxicant in water to which aquatic organisms 
can be exposed for a brief time with zero to slight mortality. 

Final Acute Value - An estimate of the concentration of a pollutant corresponding to the 
cumulative probability of 0.05 in the distribution of all the acute toxicity 
values for the genera or species from the acceptable acute toxicity tests 
conducted on a pollutant. 

Domestic Consumption - Standard for domestic consumption of Class 1 drinking water. 
NA - Not applicable 
ND~ Not detected. 
NS - Not sampled. 
J - Estimated concentration. 
Shaded results indicate an exceedance of Minnesota Surface Water Criteria. 
Shaded results do not reflect a comparison to the Domestic Consumption criteria (provided for reference only). 
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5.0 PROGRESS SINCE THE LAST FIVE-YEAR REVIEW 

5.1 OU1 PROGRESS SINCE THE LAST FIVE-YEAR REVIEW 

The protectiveness statement for OU1 from the Third Five-Year Review Report (Tetra Tech, October 

2008) was as follows: 

The remedy at OU1 is currently protective of human health and the environment because there is 

no evidence of inconsistent uses with the objectives of the commercial and industrial land use 

restrictions and the groundwater standards. Long term protectiveness requires compliance with 

land use restrictions that prohibit interference with the limited industrial land use area and 

groundwater use restrictions. The groundwater remedy will achieve long-term protectiveness 

when the groundwater cleanup standards are achieved throughout the plume area. However, in 

order for the remedy to be protective in the long-term, effective ICs need to be demonstrated to 

be in-place and compliance with effective ICs will be ensured through long term stewardship by 

maintaining, monitoring and enforcing effective ICs for the site and until groundwater cleanup 

goals are attained. In addition , there are no known completed pathways to receptors. However, 

for the remedy to be protective in the long-term, hydraulic containment must be maintained and 

optimal performance of the extraction system must be achieved to ensure long-term 

protectiveness. 

It should be noted that there are no ICs in the Groundwater ROD which restrict groundwater use; 

groundwater use restrictions are included in the deed under "Covenants, Conditions, and Restrictions", 

Section A.2, titled "Well Installation/Groundwater Extraction Restriction". 

The last Five Year Review Report (Third Five-Year Review Report) included the following 

recommendations which were based on the identified issues (each recommendation is followed by a 

current status summary) . During this Fourth Five-Year Review it was determined. as a part of the 

evolving Five-Year Review process that these are maintenance items inherently required by the remedy, 

or, items which had potential to improve remedy performance and/or decrease the time the remedy 

needed to be in-place. and not Five-Year Review "issues" requiring recommendations . Therefore, the 

following items are listed in this Fourth Five-Year Review to provide a current status summary, but 

beginning in this Fourth Five-Year Review, will not be carried over as "issues" requiring 

"recommendations": 
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1. Extraction of Contaminated Groundwater: The pump-and-treat system must remain in operation 

because key groundwater contaminant concentrations continue to exceed federal MCLs. 

Status: The pump-and-treat system remains in operation. The Navy has upgraded system 

performance with the addition of new pumping wells AT-11 , AT-12, and AT-13, new bldg. 52/53 

piping, a significant computer control system upgrade and the replacement of three air stripper 

sumps. 

2. Vegetable Oil Pilot Study: Certain monitoring wells have been added to the semi-annual and annual 

groundwater monitoring program that will continue to measure contaminant concentrations. While the 

potential use of the vegetable oil technology in ACP may be re-evaluated in the future, the use of this 

technology will not actively be considered at this time. However, the potential application of 

vegetable oil technology to source areas beneath the NIROP building will be considered as part of an 

exit strategy now being developed by the Navy. 

Status: The monitoring wells that would be expected to exhibit impacts of vegetable oil substrate 

injections continue to be monitored. A documented downward trend is continuing, with levels 

currently less than 600 µg/L from pre-injection concentrations of greater than 17,000 µg/L. 

3. Containment and Extraction Remediation System: (a) A proactive well maintenance program should 

be identified and implemented for the extraction wells. (b) An evaluation will be made of water 

elevation data and trends in groundwater quality obtained in the next 2 years to determine if adequate 

capture, particularly along the northern reaches of the extraction system, is being achieved. (c) The 

Navy will continue to collect data to identify system life-cycle issues maintenance items and will 

resolve these issues as appropriate. 

Status: (a) A well maintenance program for new and existing extraction wells remains in progress. To 

reflect the system upgrades, the O&M plan was revised in 2012 and is currently under review. The 

addition of the new extraction wells provides an opportunity to use proactive maintenance for these 

wells starting the day they were commissioned and also gather data on operability performance and 

impacts to the geologic units around each well. (b) The evaluation of water elevation data and trends 

in groundwater quality supported the addition of new extraction wells AT-11 , AT-12, and AT-13 to 

achieve adequate capture (as shown on the figures in Attachment 3) , although the need was primarily 

driven by the recurring mechanical failure of AT-3A. (c) Collection of data to identify life-cycle iswes 

maintenance items continues. 
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The Third Five-Year Review stated that the Navy will continue the following activities (each activity is 

followed by a status summary): 

• Operation, routine maintenance, and repair of the OU1 remedy to meet ROD objectives. 

Status: The new extraction wells (AT-11, AT-12, and AT-13) and associated equipment and other 

equipment upgrades, added to the containment system are the outcome of continued operation of 

the OU 1 remedy to meet ROD objectives. 

• Operation and monitoring of the performance of the OU1 GWTF in relation to NPDES permit 

requirements to determine if surface water quality standards required in the GWTF discharge 

have been met. 

Status: The GWTF discharge remain in compliance with the NOPES permit and the industrial 

discharge permit when discharging to the sanitary system. 

• Calculation and reporting of GWTF air emission rates of COCs to ensure that AERs are not being 

exceeded. 

Status: This evaluation continues to be included in AMRs. AERs remain in compliance. 

• Sampling and reporting data from riverside wells to determine whether surface water TBCs are 

met prior to groundwater discharge to the Mississippi River. 

Status: The Navy continues to sample and report the contaminant concentrations in the riverside 

wells. The Navy, EPA, and MPCA continue to monitor and discuss surface water COC levels. 

• Monitor hydraulic heads, groundwater chemistry, chemical trends, and pumping rates according 

to reporting requirements of the AM Rs. 

Status: This evaluation continues to be included in each AMR. 

4. Exit Strategy: An exit strategy will be developed for the NIROP facility. To this end, the Navy, EPA 

and MPCA (the Team) have tentatively agreed on a consensus statement: The team commits to 

continually evaluate the efficacy of the current remedies with the intention of moving the site to 
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delisting. As part of this effort, the team will consider a wide range of options from optimizing the 

current remedies to potential modifications as appropriate. 

Status: Navy informed the EPA and MPCA that they intend to perform a limited subsurtaoevoluntarv 

optimization sampling event that will target specific locations in order to provide new information to 

help optimize remediation of groundwater. The investigation is expected to provide important inputs 

to exit strategy development. The Team also adopted the "NIROP Vision and Goals" during the Tier I 

and Tier II meeting in Chicago on June 22. 2011. The NIROP Vision and Goals were then edited 

during the Tier I and Tier II meeting in St. Paul on December 8. 2011. The Vision and Goals are 

listed below: 

Vision 

Goals 

Achieve MCLs throughout the plume; protect human health and the environment until 

MCLs are achieved. 

1. Reliable O&M operation by September 2012 

2. Complete the pump and treat system evaluation and implement upgrades by 

September 2012 

3. Confirm that all wells installed prior to September 2012 are operating in accordance 

with their design. by September 2013 

4. Achieve MCLs throughout the plume in a reasonable timeframe 

a. Capture Contaminants of Concern (COCs) above 100 parts per billion (ppb) 

by September 2012. as an interim step to achieving MCLs 

a-b. Meet Class 28 surface water standards in compliance wells by September 

2018 

The Team also developed the following schedule for specific activities in the last Five-Year Review 

Report. The fifth column has been added to update the progress on the recommendations for this fourth 

five-year review. As stated above, these are maintenance items inherently required by the remedy, or. 

items which had potential to improve remedy performance and/or decrease the time the remedy needed 

to be in-place, and not Five-Year Review "issues" requiring "recommendations". Therefore. the following 

items are listed in this Fourth Five-Year Review to provide a current status summary, but beginning in this 

Fourth Five-Year Review. will not be carried over as "issues" requiring "recommendations": 
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Issue 
Recommendation or Party 

Follow-Up Action Responsible 

1 Employ preventative Navy 
maintenance practices 

2 Operate system within Navy 
newly specified 
operating range 

3 Update procurement of Navy 
O&M contractor 

4 Evaluate system Navy 
capture in 2 years to 
address potential 
bypass concerns 

5 Add NAVFAC technical Navy, with EPA 
resources and MPCA 

support 

6 Develop exit strategy Navy, with EPA 
and MPCA 
support 

7 Track extraction system Navy 
downtime to verify 
improvement by system 
and by well 

041306/P 

Milestone Date 

1June2009 

1June2009 

1June2009 

1 June 2011 

Ongoing 

Ongoing 

Ongoing/continuous 
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Status 

This has occurred and is 
ongoing. 

The system was operated 
within the specified operating 
range, however, due to the 
addition of new extraction 
wells the newly specified 
operating range is no longer 
applicable. The Navy is 
continuing to adjust the 
pumping rates and monitor 
the plume in order to 
maximize contamination 
removal. This will be an 
ongoing continuous action. 

This was completed with no 
loss of service (downtime). 

Ongoing capture evaluations 
contributed to the decision to 
add new extraction wells 
AT-11, AT-12, and AT-13. 
System capture is evaluated 
on an annual basis in the 
AMR. 

This has occurred and is 
ongoing. 

This has occurred and is 
ongoing. 

This activity was anticipated 
to provide data for the 
decision about whether to 
replace extraction wells. 
Because new extraction 
wells AT-11, AT-12, and AT-
13 are now in place, in part 
to replace AT-3A, this 
specific analysis is no longer 
necessary. The Navy 
continues to monitor system 
operations, as a routine 
matter, in order optimize the 
system to the extent 
practicable. 
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Issue 
Recommendation or 

Follow-Up Action 

8 Provide more detailed 
reporting on system 
performance 

9 Continue the Facilitated 
Partnering Process 

10 Perform annual review 
of adequacy of spare 
parts inventory 

Party 
Milestone Date 

Responsible 

Navy Ongoing 

Navy Ongoing 

Navy Ongoing 
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Status 

This has occurred and is 
ongoing. 

This is in progress (ongoing). 

Completed and incorporated 
into O&M contract. 

5.2 OU2 AND OU3 PROGRESS SINCE THE LAST FIVE-VEAR REVIEW 

The protectiveness statements for OU2 and OU3 from the previous Five-Year Review Report (Tetra 

Tech, October 2008) were as follows: 

The remedy at OU3 is protective of human health and the environment and in the interim, 

exposure pathways that could result in unacceptable risks are being controlled. 

The remedy at OU2 is protective of human health and the environment and in the interim, 

exposure pathways that could result in unacceptable risks are being controlled. 

For the OU2 and OU3 LUC remedy, no actions were recommended in the Third Five Year Review. 
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A public notice that the fourth five-year review was being conducted was published on Thursday, 

November 15, 2012, in the Fridley Columbia Heights Sun Focus newspaper in Fridley, Minnesota. A 

public notice that the fourth five-year review was being conducted was also published on Thursday, 

November 15, 2012, and Sunday, November 18, 2012, in the Star Tribune newspaper. The Draft Fourth 

Five-Year Review Report will--9ewas provided to EPA and MPCA for review and comment on May 30, ffi 

February _2013. MPCA comments on this Fourth Five-Year Review were provided to the Navv on July 2, 

2013. and U.S. EPA provided comments on this Fourth Five Year Review on July 23. 2013. Responses 

to comments and proposed revisions to the Fourth Five-Year Review text and attachments were provided 

to MPCA and U.S. EPA on September 27, 2013. 

The document has been available for public review throughout the process. The Navy will sign the 

document in September 2013. The Navy, EPA, and MPCA may agree to adjust some of the dates, 

provided that final signature is attained by October 20, 2013, 5 years after the signing of the previous 

Five-Year Review Report. 

6.2 DOCUMENT REVIEW 

To prepare this Five-Year Review Report, the following documents were reviewed: 

• Groundwater OU ROD - September 1990 

• FFA- March 1991 

• OU2 and OU3 ROD - August 2003 

• Basis of Design - June 1997 

• Third Five-Year Review - October 2008 

• LUC Remedial Design for OU2 and OU3 - March 2004 

• RAWP - September 2005 

• Hydrogeologic Analysis for Replacement of Extraction Well AT-3A - March 2011 

• CH2MHILL Construction Completion Report- February 2013 

• Aquifer Performance Test Evaluation AT-11 , AT-12, and AT-13 - February 2013 

I • Draft 2012 AMR - Marsh July 2013 
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As discussed in Section 1, each AMR includes summaries and copies of operating, maintenance, and 

monitoring data for the groundwater extraction system and treatment system from the previous calendar 

year. These data were being prepared and reviewed concurrently with preparation of this Five-Year 

Review Report. The TeE isoconcentration maps and the approximate capture zone configurations from 

the annual monitoring event conducted in August 2012 are provided as Attachment 1 to this Five-Year 

Review Report. 

6.3 DATA REVIEW 

Data reviewed for the fourth five-year review included O&M data, summarized in each AMR. 

The groundwater monitoring well sampling program for the upcoming year is proposed in each AMR by 

the Navy and subsequently reviewed by EPA and MPeA. In addition, in each AMR, the Navy evaluates 

the adequacy of the monitoring program and in the future will propose modifications as necessary. EPA 

and MPeA review and comment on each AMR. 

A summary of the estimated amount of TeE and total voes removed from extracted groundwater since 

the start of operations is provided in each AMR. The 2012 AMR (Tetra Tech, July 2013) reported that the 

cumulative amount of TeE and total voes removed by the system were 34,063 and 38,341 pounds, 

respectively, based on a cumulative pumping volume of 4.335 billion gallons. 

Geographically. TeE continues to be the most widespread contaminant in site groundwater. TeE was 

present above the Mel in 90 of 124 wells sampled in August 2012 and is also present at the greatest 

overall concentrations. To provide a perspective of historical site conditions. the most elevated 

concentration in presumed source area monitoring well MS-331 was approximately 60.000 ug/L in 1998 

and in August 2012 was 4.600 ug/L. 1,2-DeE (primarily cis-1.2-DeE) was the contaminant detected at 

the greatest concentration in 36 of the 124 wells with voe detections. PeE was the primary voe in 11 

of 124 wells (mostly deep and bedrock wells) . There is some evidence to suggest that PeE may 

originate from an off-NIROP source. as stated in the 2012 AMR (Tetra Tech . 2013). 

A summary comparison between Mann-Kendall trends from annual monitoring conducted in 2006 and 

2012 (the data used in the Third Five-Year Review and in this Five Year Review. respectively), are 

presented in Table 7-1. The wells which were used in the 2006 and 2012 Mann-Kendall analysis are 

comparable (i.e., nearly all of the same wells were used in each analysis); however. in 2006. Mann

Kendall analysis used all available data for all wells (in some cases VOC data was available from 1983) 

and in 2012. only data from 2001 to 2012 was used. Because concentrations of voes were significantly 
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more elevated in early years of monitoring as compared to 2012, limiting the dataset used in 2012 

produces results for recent trends. When comparing the trend results for 2006 and 2012, the number of 

downward trends has increased from 2006 to 2012 for both TCE and DCE. This is notable in terms of 

overall site progress because more downwards trends are still evident in 2012 even though the early data 

with more elevated concentrations was not used for 2012 trend evaluation. The relative proportions of 

downward trends, upward trends, and no trends were similar between the 2006 and 2012 datasets. 

Current operating procedures maintain the remediation system's effectiveness. Temporarv shutdown of 

individual extraction wells or of the complete well system has been necessarv for regular maintenance or 

repair of wells, piping, or the entire treatment system on various occasions. To date, there is no evidence 

that downtime for system repairs places protectiveness at risk. The Navy is currently spending 

approximately $400,000 per year on O&M costs, including preventative maintenance that minimizes 

downtime, such as replacing aging components, ensuring adequate spares are available, and cleaning 

components, such as pipes, before they become a significant problem. Additionally, the Navy spent over 

$1.3 million dollars in 2011and2012 to install three new extraction wells (AT-11, AT-12, and AT-13) and 

integrate them into the groundwater treatment system. 

The United States Geologic Survey (USGS) was contracted to construct a numerical model intended to 

be used as a tool by the Partnering Team to evaluate contaminant concentrations, groundwater flow 

pathways, and probable capture zones for extraction well pumping under different scenarios. The 

purpose of this model is that it be used to determine the most effective pumping rate/pumping well 

configuration to ensure that maximum capture of the contaminant plume is achieved. The modeling is 

complete and a draft report has been prepared and peer reviewed. The draft report is currently being 

revised, then the USGS supervisorv review process will begin and the report will be published. Report 

approval is anticipated by the end of fiscal year 2013. 

6.4 SITE INSPECTION 

A formal inspection using a checklist based on an example in the EPA Five-Year Review guidance was 

conducted January 17, 2013 for all three OUs. NAVFAC Midwest personnel conducted the inspection, 

and EPA and MPCA representatives were in attendance. No significant issues were identified during the 

inspection, since the OU1 groundwater extraction system requires intense operator interface, resulting in 

frequent communication between the O&M contractor and the Navy. In other words, the system 

operators are already in regular communication with Navy to address issues potential maintenance 

problems as they emerge. No significant issues potential problems were identified for OU2 and OU3 as 

Navy personnel have had frequent opportunity to visit the facility throughout the review period and could 
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plainly observe that the LUCs at OU2 and OU3 were being maintained and enforced. Photographs 

(Attachment 1) and the Site Inspection Form (Attachment 2) are included in this Five-Year Review. 

Monitoring well 8-IS was missing its cover during the site inspection, and in 2009, monitoring well caps 

were stolen from some monitoring wells in Anoka County Park. The Naw was informed and BayWest 

replaced the caps. The cover will be replaced for monitoring well 8-IS. 

6.5 INTERVIEWS 

Interviews were conducted with the O&M Manager, Paul Walz of Bay West, and Tim Ruda of BAE 

Systems, Inc., during the five-year review site inspection. Because NIROP is a fenced operating plant 

with controlled access, there is limited access to remedy components (extraction wells, treatment 

buildings, controls systems) within NIROP. There are no institutional controls identified in the 

groundwater OU ROD; however, the Navy and MPCA [via communication with Minnesota Department of 

Health (MOH)] ensure that no drinking water wells are installed at NIROP or in ACP. Representatives of 

the ACP board are included on the RAB mailing list and frequently attended RAB meetings, although 

none have been held since 2006. All wells and injection points in ACP must be approved by the ACP 

board, in addition to meeting MOH requirements. Interview results are located in Attachment 4. 

A Community Action Group for Fridley Superfund Sites was formed during this Five-Year Review Period 

to exchange information about site activities and local concerns. The city of Fridley has also expressed 

concerns during Partnering Team meetings about the NIROP plume with regard to their intent to increase 

use of municipal well Fridley Well 13. Currently, the city of Fridley's water is supplied by the Mississippi 

River and excess water from New Brighton. Water from New Brighton is supplied from the groundwater 

treatment plant at the Twin Cities Army Ammunition Plant (TCAAP). Groundwater from the TCAAP TCE 

plume is pumped and treated to residential drinking water standards and supplied for municipal use. 

According to city of Fridley Water Works personnel. reductions in TCAAP plume contaminant 

concentrations will result in decreased pumping, decreasing the water supply available to the city of 

Fridley and increasing the demand on Fridley's municipal wells. 
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7.1 QUESTION A: IS THE REMEDY FUNCTIONING AS INTENDED BY THE DECISION 

DOCUMENTS? 

7.1.1 OU1 

As stated in the OU1 ROD, "[t]he objective of th is alternative [the OU1 remedy] is to address the principal 

threat posed by the site by providing hydraulic containment to prevent further migration of contaminated 

ground water off the NIROP [facility] and by recovering , to the extent feasible, contaminated ground water 

beneath the Anoka County Parkland ... The ultimate goal is to restore ground water quality in the 

unconsolidated aquifer at the site to Maximum Contaminant Levels ... " 

The remedy is functioning as intended by the ROD, as described above. However. during the past five 

years. adequacy of capture along the northern reaches of the extraction system in the shallow zone (as 

evidenced by the elevated TCE concentrations in MS-568 and MS-438). and in the intermediate zone (as 

evidenced by elevated TCE concentrations near MS-341 and MS-351) has been uncertain. Per the ROD, 

the remedy was designed to provide hydraulic containment and recovery of groundwater. Since the ROD 

was signed, the Navy has conducted various evaluations of system efficiency. These evaluations 

resulted in the addition of extraction wells AT-SA and AT-58 prior to the first five-year review and wells 

AT-7, AT-8, AT-9, and AT-10 prior to the second five-year review. Prior to this fourth five-year review, 

extraction wells AT-11 , AT-12, and AT-13 were added to the extraction system to replace AT-3A, and AT-

3A was removed from the system due to aging system components. which appears to be addressing the 

potential bypass situation noted above. The Navy continues to evaluate hydraulic containment on an 

annual basis in each AMR. Prior to and in conjunction with the installation of the three new extraction 

wells, the Navy recently decided to increase the sampling frequency for several monitoring wells for 

1 year after new extraction wells, AT-11 , AT-12, and AT-13, began pumping to further refine the 

containment transport evaluation. 

The remedy was not intended to address VI at NIROP; and does not address VI from groundwater at 

NIROP. 

A summary of the estimated amount of TeE and total voes removed from extraoted groundwater sinoe 

the start of operations is provided in eaoh AMR. The 2011 AM~ reported that the oumulative amount of 

TeE and total voes removed by the system were 33,506 and 37,514 pounds, rcspeotively, based on a 

oumulative pumping volume of 4.335 billion gallons. 
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Geographically, TCE continues to be the most widespread contaminant in site groundwater. TCE was 

present above the MCL in 90 of 124 wells sampled in August 2012 and is also present at the greatest 

0·1erall concentrations. To pro1,iide a perspective of historical site conditions , the most ele1w<ated 

concentration in presumed source area monitoring well MS 331 was approximately 60,000 µg/L in 1998 

and in August 2012 was 4,600 µg/L. 1,2 DCE (primarily ois 1,2 DCE) was the contaminant detected at 

the greatest concentration in 36 of the 124 wells with VOC detections. PCE was the primary VOC in 11 

of 124 wells (mostly deep and bedrool< wells). There is some evidence to suggest that PCE may 

originate from an off ~JIROP source. 

A summary comparison beW.'een Mann Kendall trends from annual monitoring conducted in 2006 and 

2012 (the data used in the Third Five Year Review and in this Five Year Review, respectively), are 

presented in Table 7 1. The wells which were used in the 2006 and 2012 Mann Kendall analysis are 

comparable ; however, in 2006, Mann Kendall analysis used all available data for all wells (in some oases 

VOC data was available from 1983) and in 2012, only data from 2001 to 2012 was used. Because 

concentrations of VOCs were significantly more elevated in early years of monitoring as compared to 

2012, limiting the dataset used in 2012 produces results for recent trends. 1Nhen comparing the trend 

results for 2006 and 2012, the number of downward trends has increased from 2006 to 2012 for both 

TCE and DCE. This is notable in terms of overall site progress because more downwards trends are still 

evident in 2012 even though the early data with more elevated concentrations was not used for 2012 

trend evaluation. 

Current operating procedures maintain the remediation system's effectiveness. Temporary shutdown of 

individual extraction wells or of the complete well system has been necessary for regular maintenance or 

repair of wells, piping, or the entire treatment system on 'w<arious occasions. To date, there is no e11idenoo 

that downtime for system repairs places proteoti'w<eness at risk. The Navy is currently spending 

approximately $400,000 per year on O&M costs, including preventative maintenance that minimizes 

downtime, such as replacing aging components, ensuring adequate spares are available, and cleaning 

components, such as pipes, before they become a significant issue. Additionally, the Navy spent over 

$1.3 million dollars in 2011 and 2012 to install three new extraction wells (AT 11, AT 12, and AT 13) and 

integrate them into the groundwater treatment system. 

Also, as previously addressed in this document the updated draft USGS groundwater model for ~JIROP 

was completed in September 2012. 
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NIROP remains a fenced controlled-access facility which serves to prevent exposure to contamination 

remaining in the soil OUs. LUCs remain in place and protect against unacceptable exposure to these 

soils during normal industrial operations. There are no known violations of these LUCs. There are no 

other actions necessary, and no immediate threats have been identified. 

The Navy has confirmed OU2 and OU3 LUC compliance throughout the review period. The EPA and 

MPCA, as the approval authorities for any LUC modifications, have not received any requests for LUC 

modifications. 

No breaches have been identified and therefore, Navy concludes that the LUC remedies are functioning 

as intended. The Navy therefore concludes that the LUC performance objectives as presented the ROD 

and Section 4.3. 

7.2 QUESTION B: ARE THE EXPOSURE ASSUMPTIONS, TOXICITY DATA, CLEANUP 

LEVELS, AND REMEDIAL ACTION OBJECTIVES USED AT THE TIME OF REMEDY 

SELECTION STILL VALID? 

There have been no changes in the physical conditions of the OUs that would impact the protectiveness 

of the remedies. 

7.2.1 Exposure Assumptions-OU1 

Two potential human pathways related to contaminated groundwater were identified in the OU1 ROD. 

• The first is contaminated groundwater from NIROP discharging into the Mississippi River, migrating to 

Minneapolis Water Works (MWW) intakes, then to finished water from the MWW, and finally the water 

is consumed by humans. Prior to construction of the OU1 remedy, TCE had been detected at 

concentrations less than MCLs in the MWW intake; however, in limited sampling since then (none in 

the past 5 years), COCs were not detected at the MWW intake in excess of method detection limits. 

• The second groundwater pathway in the ROD is direct consumption of NIROP-contaminated 

groundwater. Exposure assumptions involving these two potential groundwater pathways are still 

valid. 
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Another potential human pathway discussed in the ROD was inhalation of COCs from the OU1 treatment 

facility. The federal Clean Air Act is cited as an action-specific ARAR. The inhalation pathway exposure 

also remains valid. AERs are designed to evaluate emissions associated with operation of the OU1 

groundwater treatment system to ensure that humans are protected from unacceptable exposure via 

pathway. 

The ROD also discussed a surface water pathway involving human consumption of contaminated fish 

and drinking water and an ecological pathway to organisms in the Mississippi River via discharge of 

contaminated groundwater into the river. These pathways were more clearly identified and discussed in 

Attachment 1 to the Five-Year Review dated October 27, 1998. These potential exposure pathways 

remain valid. 

Vapor intrusion is an exposure pathway that was not previously evaluated. The presence of TCE in 

groundwater at sufficiently high concentrations renders the compound potentially able to volatilize , 

migrate through the soil column , and infiltrate the indoor air of a building located over the groundwater 

contamination. Using the maximum detected concentration of TCE in shallow groundwater samples 

collected during 2011 (1,800 µg/L) , the modeled indoor air concentration is 0.75 µg/m3 (Attachment 4) . 

This indoor air concentration was determined using the Johnson-Ettinger Model and based on the 

following assumptions: 

• The building is slab-on-grade construction. 

• The floor surface is 1 foot thick. 

• The depth to shallow groundwater is approximately 20 feet. 

• The soil is classified as sand. 

• The average groundwater temperature is 10 degrees Celsius (°C). 

• The building size is 2,000,000 square feet. 

• The air exchange rate is one per hour. 

The modeled indoor air concentration of 0.75 µg/m3 corresponds to an exposure concentration of 0.061 

µg/m3 for carcinogenic risk and an exposure concentration of 0.172 µq/m3 for noncarcinogenic effects. 

1 Derived by using standard default exposure assumptions for industrial exposure: 0.75 µg/m3 * (8 hr/24 

hr) * (250 d/365 d) * (30 yr/70 yr) = 0.06 µg/m3
. 

2 Derived by using standard default exposure assumptions for industrial exposure: 0.75 µg/m3 
* (8 hr/24 

hr) * (250 d/365 d) * (30 yr/30 yr) = 0.17 µg/m3 
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These exposure concentrations correspond to an industrial carcinogenic risk of ~g x 1 O~ and a non

carcinogenic hazard index of 0.09g, below EPA's target risk levels. The risks were derived Qy_using_g 

risk-ratio technique and comparing to EPA's industrial Regional Screening LevelsVapor Intrusion 

Screening Level Calculator. 

The assumptions used to predict an indoor air concentration are conservative toward the protection of 

human health. In some areas of the building, the foundation thickness is reported to be up to 82 inches, 

and the building is generally wide open with much greater air exchange rates. These two factors alone 

can significantly reduce indoor air concentrations, regardless of whether the source of contamination is a 

result of vapor intrusion or indoor chemical use. 

7.2.2 Exposure Assumptions - OU2 and OU3 

Three potential human pathways related to contaminated soils were identified in the OU2/0U3 ROD. The 

first two pathways consist of ingestion of and dermal contact with contaminated soils. The other soil 

pathway cited in the ROD is inhalation of eoes from fugitive dust generated from subsurface soils. 

Exposure assumptions involving these potential soils pathways are still valid. Other potential human 

pathways discussed in the ROD involved voes from subsurface soils entering groundwater, resulting in 

hypothetical ingestion, inhalation, and dermal contact exposures. These hypothetical exposure pathways 

remain valid but become inseparable from existing OU1 pathways. 

Similar to the OU1 analysis above, a hypothetical surface water pathway results from voes entering 

groundwater that then enters surface water, resulting in potential ingestion, inhalation, and dermal 

contact. The potential exposure pathway remains valid but also becomes inseparable from existing OU1 

pathways. 

The presence of TeE and other voes in surface and subsurface soil also renders the compounds 

potentially viable to volatilize and migrate into the indoor air of a building. Using the maximum detected 

soil concentrations of each detected voe at depth intervals of 0 to 4 feet, 4 to 8 feet, and 8 to 12 feet 

from samples collected in 1997 (as reported in the 2002 Remedial Investigation), indoor air 

concentrations were predicted. The indoor air concentrations were determined using the Johnson

Ettinger Model and were based on the same assumptions listed for OU-1. The maximum exposure 

concentration and risk from each depth interval for each voe were used to conservatively estimate 

potential risk associated with exposure to indoor air concentrations (Attachment 4). The exposure 

concentrations correspond to a carcinogenic risk of 1 x 10-7 and a hazard index of 0.1, below EPA's target 

risk levels. 
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The toxicity data for TCE changed since the last five-year review was submitted. EPA released its Final 

Health Assessment for TCE on September 28, 2011. Updated toxicity values have been published in the 

Integrated Risk Information System (IRIS) database for use in risk assessment, and EPA updated its 

Regional Screening Levels (RSLs) for all media. 

Similar changes have occurred for other media, most notably for indoor air, which was not addressed at 

the time of the ROD. The new risk-based industrial indoor air RSL for TCE is 3 µg/m3 at a 10-6 risk level. 

At higher target risk levels used in many regulatory programs, the non-cancer RSL of 8.8 µg/m3 becomes 

limiting because regulatory programs use the lesser of the cancer and non-cancer risk-based levels for 

site evaluation. This has subsequent impacts resulting in lower screening levels for soil gas and 

groundwater for the vapor intrusion pathway. 

7.2.4 Cleanup Levels-All OUs 

The COC cleanup levels for human consumption of water remain valid and are designed to protect all 

pathways identified above and also to protect the Mississippi River as a drinking water source. It is noted 

that the cleanup goals represent a contaminant level "at the tap" and the NIROP groundwater and 

untreated Mississippi River water are not used for drinking water. However, the cleanup levels in the 

OU 1 ROD for the pathway involving human consumption of contaminated fish and the ecological pathway 

to organisms in the Mississippi River identified in the ROD were clarified and modified in the first Five

Year Review Report dated October 27, 1998. The updated surface water criteria and standards identified 

in the first Five-Year Review Report have changed per a letter from the MPCA on December 15, 2009. 

The letter stated that MPCA indicated that meeting the Class 28 Chronic Standard in the riverside wells is 

protective of aquatic life in the Mississippi River and protective of Class 2Bd drinking water standards in 

the Mississippi River. This letter is included as Attachment 5 of this Fourth Five-Year Review. 

No cleanup levels were identified in the ROD for indoor air. 

There has been no change to the cleanup levels for COCs soil supporting the OU2/0U3 ROD. 

7.2.5 Remedial Action Objectives -All OUs 

There have been no changes in land use at the facility. No new human health or ecological routes of 

exposure or receptors have been identified. No new contaminants or contaminant sources have been 
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identified. There are no previously unanticipated toxic byproducts of the remedy to address. There have 

been no changes to physical site conditions or the understanding of these conditions. 

Issues at some commercial manufacturing sites in Minnesota (with no Navy affiliation) have at least in 

part lead MPCA to consider broader assessment of several emerging contaminants at manufacturing 

sites. At present, Navy is not aware of any MPCA plans to conduct additional sampling for emerging 

contaminants at NIROP. 

The overall RAOs for NIROP have not changed in the past 5 years. An analysis of the attainment of 

DQOs is included in each year's AMR. The 2012 AMR (the most recent report evaluated for this reviewl. 

Tetra Tech, July 2013) contains the following information for two separate but related problems (Problems 

A and D) identified in the RAWP. Problem A and Problem D are also defined in the RAWP but are not 

used for analysis of attainment of DQOs. Attainment of DQOs is the mechanism by which the Navy is 

tracking key performance metrics related to remedy performance. 

7.2.5.1 Problem B: Effectiveness of the Capture Well System 

Evaluation of Problem B from the RAWP identifies a significant list of data to be collected or calculated 

(Decision Inputs/Study Boundaries). Each "problem" is defined by stating a problem or asking a question 

as a part of the project planning/design process, which is then used to develop decision rules. The study 

question for Problem B is: "Is the capture system with the newly installed wells effective at preventing 

groundwater contamination from passing through the capture system?" The criteria used to evaluate 

Problem B are the following: 

• Hydraulic heads 

• Chemical concentrations 

• Physical parameters 

• Stratigraphy 

• Removal rate 

• Drawdown 

• Historical data 

• Pumping rate 

• Borehole flow velocity 

• Tracer study 

• 3-dimensional numerical model 

• Plume dimension and location 
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• Concentrations that constitute contamination and delineate the plume 

During the 2012 AMR evaluation of DQO attainment, it was confirmed that all required data have been 

collected and calculated. 

The DQO solution requires that the well network be adjustable to accommodate refined site conceptual 

models and changing site conditions. The 2012 AMR evaluation of DQO attainment confirms that some 

minor modifications of the sampling network have occurred, and this AMR recommends additional 

modification. Therefore, this element is operating as designed to support the DQOs. 

The Decision Rule for Problem B, as presented in the RAWP, is as follows: 

If the capture well system is effective at substantially preventing the flow of contaminated 

groundwater from NIROP beyond the capture well system, then optimize the system by selecting 

different pump rates, deselecting wells from the list of monitoring/pumping, etc., as appropriate 

based on best professional judgment using data analysis. If the capture well system is not 

effective at substantially preventing the flow of contaminated groundwater from NIROP beyond 

the capture well system, evaluate potential system enhancements, source control, etc., as 

appropriate. 

The DQOs are being met. The capture well system is effective at substantially preventing the flow of 

contaminated groundwater from NIROP beyond the capture well system. The capture has been 

enhanced by the most recent 2012 upgrade. The system continues to show significantly improved 

performance and effectiveness in capturing contaminated groundwater (Attachment 3). 

7.2.5.2 Problem C: Groundwater Monitoring for Overall Contamination at NIROP Fridley 

(Effectiveness of the Groundwater Monitoring Network) 

Each "problem" is defined by stating a problem or asking a study question as a part of the project 

planning/design process, which is then used to develop decision rules. The problem statement for 

Problem C is: " ... to optimize the groundwater monitoring program while providing sufficient data to 

determine whether the following are being achieved: 

1. contaminated groundwater is prevented from leaving the site. 

2. contaminated groundwater is prevented from reaching the Mississippi River. 

3. change in the shape, size. and location of plume are being tracked, 
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4. contaminant levels are being evaluated relative to surface water and groundwater standards, 

5. performance of remedial system is assessed (system= existing ongoing remedial actions 

and any future remedial actions which are implemented) 

6. practicability of achieving complete remediation is assessed (won't completely address this 

under groundwater optimization) 

The Decision Rules for Problem C, as contained in the RAWP, are as follows: 

1. If contaminated groundwater (greater than 100 ppb TCE) is migrating beyond the northern and 

southern edges of the capture well line along the NIROP compliance line, evaluate potential 

system enhancements, source control, etc., as appropriate to improve the containment system. If 

not, optimize the groundwater monitoring system by selecting different pumping rates, 

deselecting wells from the list of monitoring/pumping, etc., as appropriate, based on best 

professional judgment using data analysis tools described in Attachment 2 of Problem B: 

Effectiveness of Capture Well System. 

2. If groundwater with contaminants exceeding surface water criteria is entering the river, evaluate/ 

implement a remedy to prevent this. If contaminated groundwater is not entering the river, 

optimize the groundwater monitoring program further. 

3. If the change in shape, size, concentration, and location of the plume indicates that the remedy is 

deficient or groundwater monitoring is insufficient, then make adjustments to mitigate the 

deficiency (action depends on conditions) . If no change in shape, size, and location of the plume 

that would indicate that a deficiency is observed, then optimize the groundwater monitoring 

program further. The 5 µg/L TCE concentration contour was originally designated to serve as the 

delineator of the plume. Based on recent data, this is still valid. 

4. If groundwater COC concentrations are greater than their respective groundwater regulatory 

limits, then continue the remedy, evaluate remedial alternatives (e.g., LUCs, etc.), and/or petition 

for using ACLs. If not, recommend No Further Remedial Action Planned (NFRAP) and stop 

treatment. 

5. If cleanup performance for the entire remedial system is unsatisfactory, then enhance system 

performance, evaluate the technical impracticability of the system, evaluate remedial alternatives 

(e.g ., LUCs, etc.) , and/or petition for ACLs. If the cleanup performance is satisfactory, further 

optimize the remedial system, if possible. 
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Based on evaluations of the data in tffi&-the 2012 AMR (Tetra Tech, 2013) , TCE is still being the best 

indicator of plume size. The data evaluations lead to the following conclusions: 

• Contaminant concentrations downgradient of the capture system, up to 2009, have statistically 

decreased to show progress toward satisfying the Decision Rule #1. Downgradient quarterly 

monitoring was continued to assess the impact of the reduced performance of AT-3A and the 

effectiveness of the implemented system upgrades, and this monitoring will continue for a period of 

one year following startup of the new wells. The Partnering Team will then re-evaluate monitoring 

frequency at that time. Note that the term "compliance wells ," as defined as a part of the DQO 

exercise, were applied to a particular group of wells to differentiate them from other groups, and these 

wells are referred to in previous sections of tffi&-the 2012 AMR as "Riverside wells", to avoid the 

possible assumption that the "compliance wells" have any regulatory standing in documents to date. 

• A groundwater treatment pilot study was evaluated as an active remedy that can potentially be used 

to decrease concentrations in accordance with Decision Rule #2. The capture system is also actively 

removing contamination from the aquifers. 

• The groundwater monitoring program and cleanup performance of the remedial system are still being 

evaluated because of the recent additions to the extraction system. Therefore, Decision Rule 

numbers 3, 4, and 5 are satisfied, although concentrations less than groundwater standards have not 

yet been achieved. 

None of the DQOs from the RAWP relate to OU2 or OU3. 

7.3 QUESTION C: HAS ANY OTHER INFORMATION COME TO LIGHT THAT COULD CALL 

INTO QUESTION THE PROTECTIVENESS OF THE REMEDY? 

No additional information has come to light that could call into question the protectiveness of the 

remedies. There are no newly identified human health or ecological risks. There have been no impacts 

from natural disasters. 
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There are no issues that The issues disoussed in the following subseotions were identified as potentially 

impact~ the protectiveness of the OU1 remedy. The following items are follow-up actions which are 

related to OU1 remedy maintenance or related to potential source area reduction . 

8.1.1. Electrical and Mechanical Device Failures 

The Navy is closely monitoring the occurrences of electrical and mechanical device outages and failures 

and other system operational isstfesmaintenance items. If an increased level of electrical or mechanical 

device failures or other downtimes occur, protectiveness could be impacted. As with any large scale 

industrial system, age and continued use (24 hour per day/7 days per week operations) places a large 

demand on system components. Deterioration and failure of equipment is expected and the amount of 

maintenance needed to keep the system operational increased. Since fiscal year 2006, the Navy has 

expended over $150,000 more annually than in prior periods for O&M costs for preventative maintenance 

and to replace aging components, to buy and install new pumps, and to stock critical spare parts to 

minimize any such system downtime. The Navy, EPA and MPCA recognize that the O&M issues items 

must be continually addressed to conclude that the OU1 remedy is performing as intended by the ROD, 

although the addition of new extraction wells AT-11 , AT-12, and AT-13 does allow retirement of 

equipment associated with AT-3A, a former source of many O&M isstfesitems. 

8.1.2 Biological Iron Fouling 

The groundwater extraction wells must be routinely treated to address biological iron fouling. There are 

several treatment options available , and the Navy is assessing which would provide the longest period of 

relief for the cost incurred. Comprehensive biological sampling of selected extraction wells is planned for 

the first quarter of 2013. Data obtained from this sampling effort will aid in long-term control of biological 

fouling. 

8.1.3 Uncertainty in Capture Zone Evaluation 

Capture zones, especially near the northern and western reaches of the extraction system in the shallow 

and intermediate zones , have been difficult to evaluate because of frequent operational difficulties with 

extraction system components. The adequacy of capture in the shallow zone is uncertain along the 
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northern reaches of the extraction system, as evidenced by high TCE concentrations in MS-568 and 

MS-438, which are located downgradient of the northernmost extraction wells. These elevated TCE 

concentrations could be indicative of inconsistent extraction system operation or partial bypass of 

contaminated groundwater when the extraction system is functioning consistently. Uncertainty of capture 

extent in the intermediate zone along the northern reaches of the extraction system near MS-341 and 

MS-351 can be attributed to the relationship between the extent of the intermediate clays and the limited 

zone of influence of AT-3A (now retired and replaced by AT-11 , AT-12, and AT-13) . The zone of 

influence itself is difficult to delineate downgradient of these extraction wells because of the low relief in 

the area. Capture in the area of the nose between AT-3A and AT-10 has also always been an area of 

uncertainty, thought to be an area of high-permeability sediments, but the analysis of the new hydraulic 

profile resulting from the new extraction wells is being evaluated and is expected to show improved 

performance in this area. The post installation capture zone analysis of the new wells indicates the wells 

are capturing the contaminated plume and meets the ROD requirements. 

8.1.4 Source Remediation 

Because the Vegetable Oil Pilot Project Report discussed in the prior Five-Year Review Report 

acknowledged that the induced "geochemical changes (were) neither spatially uniform nor temporally 

consistent", there has been no additional vegetable oil (or other pilot testing) implementations. Since the 

last five-year review, no additional remediation technologies have been determined to be viable at this 

site by the Navy, EPA, or MPCA. The Navy anticipates conducting voluntary limited optimization 

sampling under the building slab, in the vicinity of the plating shop, in 2013 that could provide new 

information to help optimize remediation of groundwater under the building via other technologies and 

assist the groundwater model. 

8.1.5 Vapor Intrusion (VI) 

Although the results of conservative screening indicate that no unacceptable VI exposures are occurring 

for OU1 , the Navy will work with EPA and MPCA to review the site conceptual model and evaluate 

whether a completed VI pathway exists. The site conceptual model may change based on the results of 

the pending limited source area investigationvoluntarv optimization sampling, potential property transfer, 

and potential subsequent property redevelopment. Although not resulting in a specific recommendation, 

the site conceptual model will be updated as appropriate based on new information and will be used to 

evaluate whether a complete exposure pathway for VI has resulted . VI may be a potential future issue 

that may need to be addressed if the NIROP building is reoccupied and/or the NIROP property is 
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redeveloped. and the site conceptual model will be reviewed following the voluntary optimization 

sampling, which would include recalculation of the JE model. 

8.2 OU2 AND OU3 ISSUES 

No issues affecting remedy protectiveness have been identified for OU2 or OU3. Although the results of 

conservative soil screening for OU3 indicate that no unacceptable VI exposures are occurring, the Navy 

will work with EPA and MPCA to review the site conceptual model and evaluate whether a completed VI 

pathway exists. The site conceptual model may change based on the results of the pending voluntary 

optimization sampling. property transfer. and potential subsequent property redevelopment. Although not 

resulting in a specific recommendation. the site conceptual model will be updated as appropriate based 

on new information and will be used to evaluate whether a complete exposure pathway for VI has 

resulted . VI may be a potential future issue that may need to be addressed if the NIROP building is 

reoccupied and/or the NIROP property is redeveloped. and the site conceptual model will be reviewed 

following the voluntary optimization sampling, which would include recalculation of the JE model. 
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9.0 RECOMMENDATIONS AND FOLLOW-UP ACTIONS 

There are no issues which affect remedy protectiveness that result in recommendations or follow-up 

actions. However. +!he following recommendationsitems are maintenance-related items based on 

evaluations conducted as part of documents other than this five-year review (AMR, RAWP, SGl::lf6e 

investigationvoluntarv optimization sampling) but are still appropriate for discussion because they support 

the Navy's ability to confirm remedy protectiveness. 

Extraction of Contaminated Groundwater: The pump-and-treat system must remain in operation because 

key groundwater contaminant concentrations continue to exceed federal MCLs. 

Containment and Extraction Remediation System: A proactive well maintenance program was 

recommended and has been implemented for the extraction wells. Because redevelopment is costly and 

requires the well to be off line (and therefore not extracting contaminated groundwater) for a period of 

time, supplemental chemical treatments to dissolve the precipitate(s) on the pump, screen, and piping 

have been investigated. Assuming that initial field tests show that this treatment works, this process can 

be implemented on a regular schedule, which will likely decrease the frequency of redevelopment and 

pump downtime. This proactive program, recommended in the previous five-year review, is in progress 

and is continually being re-evaluated. 

The Navy previously noted that some key remediation system components may be starting to experience 

life-cycle fssl::lesmaintenance items. The Navy will continue to collect data to identify system life-cycle 

issues maintenance items and will resolve them issues as appropriate. For fiscal years 2011 and 2012, 

the Navy expended more than $1.6 million more than routine O&M costs for the installation of the new 

extraction wells and associated system upgrades. In addition, the Navy has expended additional funds 

for preventative maintenance and to replace aging components, buy and install new pumps, and stock 

critical spare parts to minimize system downtime. This proactive program. recommended in the previous 

five-year review. is currently being implemented and is continually being re-evaluated as new conditions 

arise.+his proactive program, recommended in the previous five year review, is in progress and is 

continually being re evaluated. 

As agreed to in the previous Five-Year Review Report, continuation of the following activities will 

continueis recommended based on this five year revie•N: 

• Operation, routine maintenance, and repair of the OU1 remedy to meet ROD objectives. 
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• Operation and monitoring the performance of the OU1 remedy in accordance with NPDES permit 

requirements to determine if surface water quality standards are met in plant discharge. 

• Calculation and reporting of site emission rates of airborne treatment system COCs to ensure that 

AERs are not being exceeded. 

• Sampling and reporting data from riverside wells to compare to surface water TBCs for the 

Mississippi River. 

• Monitoring of hydraulic heads, groundwater chemistry, chemical trends, and pumping rates according 

to reporting requirements of the AM Rs. 

Vapor lntrusionNoluntary Optimization Sampling: 

Based on the conservative screening results for OU1 and OU3, the exposure concentrations for indoor air 

were lower than EPA's target risk levels. Following the voluntary optimization sampling, the Partnering 

Team will review the CSM to evaluate whether a completed VI pathway exists. and if the NIROP building 

is reoccupied and/or the NIROP property is redeveloped, additional lines of evidence to refute VI potential 

and vapor mitigation strategies may be necessary. 

Exit Strategy: 

The Partnering Team have committed to planning an exit strategy. The team commits to continually 

evaluate the efficacy of the current remedies with the intention of eventually moving the site to delisting. 

As part of this effort. the team will consider a wide range of options from optimizing the current remedies 

to potential modifications as appropriate. The Partnering Team will continue to discuss the site in the 

context of this Exit Strategy, and consider feasible and reasonable methods to put the Exit Strategy in 

place. 
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The OU1 remedy is currently protective of human health and the environment because the groundwater 

extraction system is functioning as intended by the ROD. Currently land use is consistent with 

commercial/industrial land use and no elements of residential land use are present, including residential 

drinking water wells. The groundwater remedy will achieve long-term protectiveness when the 

groundwater cleanup standards are achieved throughout the plume area. For the remedy to remain 

protective in the long term, hydraulic containment must be maintained, and optimal performance of the 

extraction system must be aohievedand compliance with effective Institutional Controls (ICs) must be 

maintained. 

10.2 OU2 PROTECTIVENESS STATEMENT 

The remedy at OU2 is protective of human health and the environment and exposure pathways that could 

result in unacceptable risks are being controlled via LUCs. Compliance with effective !Cs must be 

maintained. 

10.3 OU3 PROTECTIVENESS STATEMENT 

The remedy at OU3 is protective of human health and the environment and exposure pathways that could 

result in unacceptable risks are being controlled via LUCs. Compliance with effective ICs must be 

maintained. 

10.4 SITEWIDE PROTECTIVENESS STATEMENT 

The overall remedies at NIROP Fridley are protective of human health and the environment because 

exposure pathways that could result in unacceptable risks are being controlled via LUCs and because the 

groundwater extraction system is functioning as intended by the ROD. For the remedies to remain 

protective in the long term, hydraulic containment must be maintained and compliance with effective ICs 

must be maintained. 
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ATTACHMENT 2 

FIVE-YEAR REVIEW SITE INSPECTION CHECKLIST 



Five-Year Review Site Inspection Checklist 

I. SITE INFORMATION 

Site name: NIROP Fridley Date of Inspection: 

Location and Region: Fridley, Minnesota I Region 5 EPA ID: Sheila Desai 

Agency, Office, or Company Leading the FYR: Weather/Temperature: 7°F 

U.S. Navy (Lead Agency) 

Site Inspection Attendees: 
[gj Harvey Pokorny, NAVAFAC MW 
D Paul Walz, Bay West 
D Chris Boehm Carlson, AECOM 
D Cathy Larson, AECOM 
D Stephanie Warino, Tetra-Tech NUS 
[gl Paul Lucas, Antea 

Remedy Includes: 

Operable Unit (OU) 1 (Groundwater) 

Groundwater Extraction System 
o Extraction Wells 

[gl Deepa de Alwis, MPCA 
D Ken Brown, AECOM 
[gj Val Jurka, NAVFAC LANT 
D Scott Tarmann, AECOM 
D Dean Krebs, Antea 
[gl Jack Knight, Antea 

• Associated pumps, piping, and control system (Building 52/53) 

Groundwater Treatment System 
• Air Stripper 
• Effluent discharge to Mississippi River through a National Pollutant Discharge Elimination System 

(NPDES)/State Disposal System (SDS) permitted outfall (Outfall 020) (i.e., NPDES/SDS Permit 
MN0000710). 

OU2/0U3 (Soil) 

Land Use Controls (LUCs) consisting of both engineering controls (ECs) and institutional controls (ICs). 

• Restrict use to industrial or restricted commercial use 
• Prohibit the disturbance of soils deeper than three (3) feet below ground surface (bgs) or the removal of 

any soils excavated in those areas from the facility [i.e., North 40 or Blue and Red areas on Figure 2-5 
from the Record of Decision for Operable Unit (OU) 2 and Operable Unit (OU) 3, Administrative Record 
N91192_000661, dated August 2003 (OU2/0U3 ROD)] 

• Prohibit the disturbance of soils beneath the concrete pit foundations where metal-finishing operations 
previously occurred at the former Plating Shop (Green area on Figure 2-5) 

• Ensure that the concrete pit floor (approximately 8 to 12 feet below grade floor) where metal-finishing 
operations previously occurred at the former Plating Shop is not removed (Green area on Figure 2-5) 

Attachments: Figure 2-5 from OU2/0U3 ROD 

Plating Room Floor Figure 



II. INTERVIEWS (Check all that apply) 



Interview 1 (O&M Manager) 

Interview Participant: Paul Walz 

Interview Organization: Bay West 

Interview Date: 1117 /13 

Interview Location: D Onsite D Via Telephone ~ Office 

Summary of Interview: 

Did any unanticipated or unusually high O&M costs occur during review period? ~ Yes D No D Other 

Well replacement: system is 13 years old. 

Is the system functioning as expected? Why/why not? 

Yes, with the exception of effluent pipe flow issues. Extraction well performance (i.e., specific capacity) generally 
declines as the wells age. Routine rehabilitation efforts provides some temporary (but not complete) improvement 
in performance. 

Have any major disruptions occurred? 

Yes, failure of 3A led to system disruption and subsequent system expansion/optimization 

Have there been any spills or releases? If yes, what was done to minimize the potential for similar releases? 

No. 

Do you have any comments, suggestions, or recommendations regarding the site's management 
or operation? 

No. 

What needs to be done to optimize the system? (if not discussed for the previous question) 

In process, expanded system under optimization. 

Are there any critical upgrades needed in the next 5 years? 

Potential well replacement due to system aging. 

Are you aware of any events, incidents, or activities at the site such as vandalism, trespassing, 
or emergency responses from local authorities? If so, please give details. 

In 2009 monitoring well caps were stolen from Anoka Park. The Navy was informed, and Bay West replaced the 
caps. 

Are you aware of any community concerns regarding the site or its operation and administration? If so, please give 
details. 

No. 



Interview 2 (Community Representative) 

Interview Participant: 

Interview Organization: 

Interview Date: 

Interview Location: D Visit D Telephone D Other 

Summary of Interview: 

What is your overall impression of the project? (general sentiment) 

What effects have site operations had on the surrounding community? 

Are you aware of any community concerns regarding the site or its operation and administration? If so, please 
give details. 

Are you aware of any events, incidents, or activities at the site such as vandalism, trespassing, 

or emergency responses from local authorities? If so, please give details. 

Do you feel well informed about the site's activities and progress? 

Do you have any comments, suggestions, or recommendations regarding the site's management 

or operation? 



Interview 3 

Interview Participant: Tim Ruda 

Interview Organization: BAE Systems 

Interview Date: 1117 /13 

Interview Location: ~ Visit D Telephone D Other 

Summary of Interview: Plating Room Floor 

Interview 4 

Interview Participant: 

Concrete 8 to 12 inches 
Sand approximately 5 to 10 feet 
Concrete 8 to 12 inches 
Plating floor - coated material 

Interview Organization: 

Interview Date: 

Interview Location: D Visit D Telephone D Other 

Summary of Interview: 



III. ON-SITE DOCUMENTS & RECORDS VERIFIED (Check all that apply) 

1. O&M Documents 

O&M Manual (Old) 
As-Built Drawings 

[8J Available 0 Not Available 0 Other 
[8J Included 0 Not Included 0 Other 

O&M Manual (Updated) [8J Available 0 Not Available 0 Other 
As-Built Drawings [8J Included 0 Not Included 0 Other 

Updated O&M Manual and As-Built drawings located on Bay West server, accessible at NIROP Bay West office. 

O&M Maintenance Log (Groundwater Treatment System) [8J Available 0 Not Available 0 Other 
O&M Maintenance Log (Air Stripper) [8J Available 0 Not Available 0 Other 

Notes: Online - old ones available through 2010. 

2. Site-Specific Health and Safety Plan (SSHASP) 

Site-Specific Health and Safety Plan [8J Available 0 Not Available 0 Other 
Contingency Plan/Emergency Response Plan [8J Included 0 Not Included 0 Other 

Is acid treatment included in the SSHASP? ~ Yes D No D Other - Not in Bay West 2010, specific to acid. 

Notes: 

3. O&M and OSHA Training Records 

O&M and OSHA Training Records [8J Available 0 Not Available 0 Other 

Notes: Available offsite at Bay West office. 



4. Permits and Service Agreements 

Air Discharge Pennit 0 Available 0 Not Available ~ Other Substantive requirement for airlimit, no 
permit for air - reports air emissions. 

Effluent Discharge Pennit (NPDES/SDS Pennit MN0000710) ~ Available 0 Not Available 0 Other 

Waste Disposal Service Agreement 0 Available D Not Available ~ Other 
No hazardous waste generated. 

Notes: 

5. Groundwater Monitoring Records 

Groundwater Monitoring Records ~ Available 0 Not Available D Other 
Up-To-Date ~ Yes D No D Other 

Bay West Monthly O&M Reports ~ Available D Not Available D Other 

Spot-Check: 

August 2011 ~ Available D Not Available 

November 2011 ~ Available D Not Available 

March 2012 ~ Available D Not Available 

Notes: 



6. Discharge Compliance Records 

Air Discharge Compliance Records D Available D Not Available 1:8] Other Submitted on a quarterly 
basis in the Monthly Status Reports. Also included in AMR 

Up-To-Date 1:8] Yes D No D Other 

Have the site-specific air emission rates (AERs) been updated following the system modifications? 

D Yes 1:8] No D Other Not close to exceeding air emission rates, calculated with new wells. 

According to the OUl ROD, no air emission controls were required for the air strippers. Site-specific AERs were 
calculated for carcinogenic compounds that could potentially be emitted from operation of the groundwater 
treatment facility. "Any system modifications are subject to permit approval and can result in permit 
modifications. These permit modifications could result in modified AERs." 

Water (Effluent) Discharge Compliance Records 
Up-To-Date 1:8] Yes D No D Other 

1:8] Available D Not Available D Other 
In monthly reports 

Online 

Notes: 

7. Daily Access/Security Logs 

Daily Access/Security Logs (Interior) 
Daily Access/Security Logs (Exterior) 

0 Available 0 Not Available [gl Other 
D Available D Not Available [gl Other 

Notes: BAE interior- controlled locks for treatment area, and controlled access to BAE facility. 



IV. O&M COSTS 

1. O&M Organization 

O&M Organization: Bay West 

2. O&M Cost Records 

D To be evaluated during review of the FYR Report 

O&M Cost Record~ D Available 0 Not Available D Other 

Is a funding mechanism/agreement currently in place? 0 Yes D No D Other 

Notes: 

3. Unanticipated or Unusually High O&M Costs During Review Period 

Did any unanticipated or unusually high O&M costs occur during review period? D Yes D No 0 Other 

Notes: See Bay West interview. 



V. ACCESS AND INSTITUTIONAL CONTROLS 

A. Access 

Are access restrictions in place to prevent damage and/or exposure? 

Monitoring Wells [8J Yes D No D Other 

Locks and bollards around some. 

Extraction Wells [8J Yes D No D Other 

Locks and bollards. 

Building 52/53 [8J Yes D No D Other 

Air Stripper [8J Yes D No D Other 

Locked fence 

North 40 (Blue and Red areas on Figure 2-5) [8J Yes D No D Other 

Fence 

Former Plating Shop (Green area on Figure 2-5) [8J Yes D No D Other 

Locked room. 

Notes: 



C. Institutional Controls (ICs) 

1. Implementation and Enforcement 

Based on site condition: 

Has soil deeper than three (3) feet bgs been disturbed in the North 40? D Yes~ No D Other 

Has any soil been excavated from the North 40? D Yes ~ No D Other 

Does not have signs of digging or disturbance. 

Has soil beneath the concrete pit foundations in the Former Plating Shop been disturbed? 

D Yes~ No D Other 

Has the integrity of the concrete pit foundations in the Former Plating Shop been compromised? 

D Yes~ No D Other 

Has the integrity of the Former Plating Shop floor been compromised? D Yes ~ No D Other 
Settlement cracks. 
Note: upper floor is intact with a crack between 7NW l lAve and 8NW 11 Ave (see photos 1 through 3) and also 
between 4NW and 5NW 11 Ave (see photos 4 through 6). 

Are ICs being fully enforced? ~ Yes D No D Other 

Type of monitoring being utilized for the North 40? D Self-Reporting~ Inspection Visits D Drive By 

Frequency of monitoring? ~ Regular D Irregular D Other 



Reporting is up-to-date? ~ Yes D No D Other 

Violations have been reported? D Yes~ No D Other 

Other Problems or Suggestions: 

2. Adequacy 

Are ICs adequate? ~ Yes D No D Other 

D. General 

1. Vandalism/trespassing 

Do any signs of vandalism/trespassing exist? D Yes ~ No D Other 

Notes: 

2. Land use changes on site 

Have land use changes occurred onsite? D Yes~ No D Other 

Notes: 



3. Land use changes off site 

Have land use changes occurred offsite? D Yes ~ No D Other 

Notes: 



VI. GENERAL SITE CONDITIONS 

A. Roads 

Are roads in good condition? [8J Yes 0 No [8J Other 

Not applicable 

B. Other Site Conditions 

I 



IX. GROUNDWATER REMEDIES 

A. Groundwater Extraction Wells, Pumps, and Pipelines 

1. Groundwater Extraction Wells 

Operating as intended? l;g] Yes D No D Other 

Typical maintenance required on the groundwater extraction wells? 
Site walkthrough is conducted 2-3 times per week and system is observed remotely on a daily basis. During the 
site walkthrough, the following items are checked: systems, flow rates, polymer feed, SCADA. 

Frequency of maintenance? 

ongoing 

Next scheduled maintenance? 

daily 

Are there any signs of exterior damage? D Yes l;g] No D Other 

Are there any signs of vandalism? D Yes l;g] No D Other 

Are groundwater extraction wells labeled? l;g] Yes D No D Other 

Notes/Observations: 



2. Pumps, Wellhead Plumbing, and Electrical 

Operating as intended? [gl Yes D No D Other 

Typical maintenance required on the pumps, wellhead plumbing, and electrical? 

Yes 

Frequency of maintenance? 

Ongoing 

Next scheduled maintenance? 

Extraction wells are gauged one time per week, and pumps and drop pipes are pulled and cleaned approximately 
quarterly. Electrical system observed daily. 

Electrical issues? D Yes [gl No D Other 

Alarm system in place? [gl Yes D No D Other 

Frequency of alarm system testing? [gl Yes D No D Other 

Virtual monitoring 

Alarm system back-up in place? [gl Yes D No D Other 

Is an automatic shut-off system in place? [gl Yes D No D Other 

Frequency of shut-off system testing? [gl Yes D No D Other 

Notes/Observations: 



3. Extraction System Pipelines, Valves, Valve Boxes, and Other Appurtenances 

Operating as intended? 12:1 Yes D No D Other 

Typical maintenance required on extraction system pipelines, valves, valve boxes, and other appurtenances? 
Yes 

Frequency of maintenance? 
Ongoing 

Next scheduled maintenance? 
Ongoing 

Are extraction system pipelines, valves, valve boxes, and other appurtenances labeled? 
Yes 

Are there any signs of leaks or staining? D Yes 12:1 No D Other 

Are electrical enclosures and panels properly rated and functional? 12:1 Yes D No D Other 

Are electrical panels properly labeled? 12:1 Yes D No D Other 

Notes/Observations: 



4. Building 52/53 

Are all doors lockable? 1:2] Yes D No D Other 

Is the building roof in good condition? 1:2] Yes D No D Other 

Are parts, equipment, chemicals properly stored? 1:2] Yes D No D Other 

Are there any signs of staining present on the floor? D Yes 1:2] No D Other 

Are signs of leaks in the building roof present? D Yes 1:2] No D Other 

Does the building floor appear to be in good condition? 1:2] Yes D No D Other 

Are there any signs of exterior damage? D Yes 1:2] No D . Other 

Are there any signs of vandalism? D Yes 1:2] No D Other 

Notes/Observations: 



5. Spare Parts and Equipment 

Inventory of parts/spare parts readily available? 0 Yes D No D Other 

Is contact information for ordering spare parts readily available? 0 Yes D No D Other 

Notes/Observations: 

C. Treatment System (Air Stripper) 

1. Treatment Train 

Are any additives utilized? 0 Yes D No 

If yes, what type of additive is utilized? l:gj Chelation Agent l;g] Flocculent 0 Polymers 

How/where are additives stored? 

Pallets and containment pads on concrete and secondary containment. 

Are additives utilized to prevent dissolved metals in the groundwater from precipitating out of the groundwater in 
process piping? 0 Yes D No D Other 

Are sampling ports properly marked and functional? l:gj Yes D No D Other 

Operating as intended? (gJ Yes D No D Other 



Typical maintenance required? 
yes 

Frequency of maintenance? 
ongoing 

Next scheduled maintenance? 
Ongoing 

Are sampling/maintenance logs displayed and up-to-date? ~ Yes D No D Other 

Online 

Is equipment properly labeled/identifiable? ~ Yes D No D Other 

How much groundwater is treated annually? See Annual Monitoring Report (AMR) 

Notes/Observations: 

2. Electrical Enclosures and Panels (properly rated and functional) 

Are electrical enclosures and panels properly rated and functional? ~ Yes D No D Other 

Are electrical panels properly labeled? ~ Yes D No D Other 

Notes/Observations: 



3. Tanks, Vaults, and Storage Vessels 

Operating/functioning as intended? l:8J Yes D No D Other 

Typical maintenance required on tanks, vaults, and storage vessels? 

Checked for leaks/deficiencies during regular inspection. 

Frequency of maintenance? 

Weekly 

Next scheduled maintenance? 

ongoing 

Secondary containment in place? l:8J Yes D No D Other 

Notes/Observations: 



4. Treatment Building(s) 

Are parts, equipment, chemicals properly stored? ~ Yes D No D Other 

Are there any signs of staining present on the floor? D Yes~ No D Other 

Are signs of leaks in the building roof present? D Yes ~ No D Other 

Does the building floor appear to be in good condition? ~ Yes D No D Other 

Notes/Observations: 



D. Monitoring Wells 

1. Monitoring Wells 

Can all monitoring wells be assessed for sampling and/or water levels? D Yes D No ~ Other 
All accessible with proper clearance. 

Typical maintenance required for the monitoring wells? 
No. 

Frequency of inspections? 
Annually. 

Next scheduled inspection? 
November 2013 for all wellss. A limited number of wells are inspected more frequently. 

Are wells that are not sampled inspected during sampling events? 
All wells inspected during annual groundwater monitoring event. 

Frequency of maintenance? 
NIA 

Next scheduled maintenance? 
NIA 

Are there any signs of exterior damage? D Yes ~ No D Other 

Are there any signs of vandalism? D Yes~ No D Other 

Are monitoring wells labeled? ~ Yes D No D Other 

Notes/Observations: 



2. Monitoring Data 

Has monitoring data been routinely submitted? [gl Yes D No D Other 

Is the monitoring data of acceptable quality? [gl Yes D No D Other 

Notes: 

3. Monitoring Data Suggests 

[gl To be evaluated during review of the FYR Report 



XI. OVERALL OBSERVATIONS 

A. Implementation of the Remedy 

Describe issues and observations relating to whether the remedy is effective and functioning as designed. Begin 
with a brief statement of what the remedy is to accomplish (i.e., to contain contaminant plume, minimize 
infiltration and gas emission, etc.). 

Remedy is functioning as designed. 

B. Adequacy of O&M 

Describe issues and observations related to the implementation and scope of O&M procedures. In particular, 
discuss their relationship to the current and long-term protectiveness of the remedy. 

No obvious issues. 

c. Early Indicators of Potential Remedy Problems 

Describe issues and observations such as unexpected changes in the cost or scope of O&M or a high frequency of 
unscheduled repairs that suggest that the protectiveness of the remedy may be compromised in the future. 

Some extraction wells are aging and may lose efficiency over time. Mechanical failure of extraction wells has 
also occurred. 

Were any early indicators of potential remedy problem observed that suggest the protectiveness of the remedy 
may be compromised in the future? 0 Yes [gl No 0 Other 

Will measures be proposed to address vapor intrusion? 0 Yes 0 No [gl Other 

Not at this time. Conservative screening results indicate exposure concentrations are lower than EPA' s target risk 
levels. 

D. Opportunities for Optimization 

Describe possible opportunities for optimization in monitoring tasks or the operation of the remedy. 

[gl To be evaluated during review of the FYR Report 



Notes/Observations 



Notes/Observations 



Is the well in good condition? 

Monitoring Wells 
1-IS D Yes D No D Other 
1-PC D Yes D No D Other 
1-S D Yes D No D Other 
1-D D Yes D No D Other 
2-IS D Yes D No D Other 
2-PC D Yes D No D Other 
2-S D Yes D No D Other 
2-D D Yes D No D Other 
3-PC D Yes D No D Other 
3-IS D Yes D No D Other 
3-S D Yes D No D Other 
3-D D Yes D No D Other 
4-IS D Yes D No D Other 
4-PC D Yes D No D Other 
4-S D Yes D No D Other 
4-D D Yes D No D Other 
5-IS D Yes D No D Other 
5-PC D Yes D No D Other 
5-S D Yes D No D Other 
5-D D Yes D No D Other 
6-IS D Yes D No D Other 
6-S D Yes D No D Other 
6-D D Yes D No D Other 
7-IS D Yes D No D Other 
7-S D Yes D No D Other 
7-D D Yes D No D Other 
8-IS D Yes D No ~ Other Missing 
cover 
8-S D Yes D No D Other 
8-D D Yes D No D Other 
9-S D Yes D No D Other 
9-D D Yes D No D Other 
10-IS D Yes D No D Other 
10-S D Yes D No D Other 
10-D D Yes D No D Other 
11-SB D Yes D No D Other 
11-S D Yes D No D Other 
11-D D Yes D No D Other 
12-IS D Yes D No D Other 
12-S D Yes D No D Other 
12-D D Yes D No D Other 
13-IS D Yes D No D Other 
13-S D Yes D No D Other 
13-D D Yes D No D Other 
14-IS D Yes D No D Other 
14-S D Yes D No D Other 
14-D D Yes D No D Other 

Wells 

15-IS 

15-S 
15-D 
16-IS 
16-S 
16-D 
17-S 
17-D 
18-S 
19-S 
20-S 
21-S 
22-S 
23-S 
24-S 
25-S 
26-S 
27-S 
PES-MW-1 
PES-MW-2 
PES-MW-5 
PES-CW-2 
UD-63S 
USGS-1 
USGS-2 
USGS-3 
USGS-4 
USGS-5 
USGS-6 
USGS-7 
USGS-8 
USGS-9 
USGS-10 
MS-28S 
MS-281 
MS-28D 
MS-29S 
MS-291 
MS-29D 
MS-30S 
MS-301 
MS-30D 
MS-31S 
MS-31! 
MS-31D 
MS-32S 
MS-321 

D Yes D No D Other 

D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 

· D YesD No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 



MS-32D 
MS-33S 
MS-331 
MS-33D 
MS-34S 
MS-341 
MS-34D 
MS-35S 
MS-351 
MS-35D 
MS-36S 
MS-361 
MS-36D 
MS-37S 
MS-38S 
MS-39S 
MS-401 
MS-40D 
MS-40S 
MS-41D 
MS-41S 
MS-411 
MS-421 
MS-43S 
MS-431 
MS-43D 

Extraction Wells 
AT-3A 
AT-5A 
AT-5B 
AT-7 
AT-8 
AT-9 
AT-10 
AT-11 
AT-12 
AT-13 

D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No 0 Other 
D Yes D No D Other 
0 Yes D No D Other 
D Yes D No D Other 
0 Yes 0 No D Other 
0 Yes 0 No D Other 
0 Yes 0 No 0 Other 
0 Yes 0 No 0 Other 
D Yes 0 No D Other 
0 Yes 0 No 0 Other 
0 Yes 0 No 0 Other 
0 Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes 0 No 0 Other 
D Yes D No D Other 

MS-44S 
MS-441 
MS-44D 
MS-45S 
MS-451 
MS-46S 
MS-461 
MS-47S 
MS-471 
MS-47D 
MS-48PC 
MS-49S 
MS-491 
MS-49D 
MS-50PC 
MS-511 
MS-52S 
MS-521 
MS-52D 
MS-53PC 
MS-54S 
MS-541 
MS~551 

MS-56S 
MS-561 

0 Yes 0 No ~ Other - Abandoned in 2012 
~ Yes 0 No 0 Other 
~ Yes D No D Other 
~ Yes D No D Other 
~ Yes D No D Other 
~ Yes D No D Other 
~ Yes D No D Other 
~ Yes D No D Other 
~ Yes D No D Other 
~ Yes 0 No 0 Other 

D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
0 Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
0 Yes D No D Other 
D Yes D No 0 Other 
0 Yes D No D Other 
0 Yes D No D Other 
D Yes D No D Other 
0 Yes 0 No D Other 
D Yes D No D Other 
D Yes D No D Other 
0 Yes 0 No D Other 
0 Yes 0 No D Other 
D Yes D No D Other 
D Yes D No D Other 
0 Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
D Yes D No D Other 
0 Yes D No D Other 
D Yes D No D Other 
0 Yes D No D Other 



Supplemental Information for Five-Year Review Site Inspection 

Information from Records of Decision 

OUl (Groundwater) 

The remedial action specified in the Record of Decision for Ground Water Remediation, Administrative Record 
N91192_000078, dated September 28, 1990 (OUl ROD) was 'hydraulic containment and recovery of all future 
migration of contamination groundwater from the NIROP and the recovery, to the extent feasible, of groundwater 
contamination downgradient of the NIROP.' 

The selected remedy included the installation and operation of groundwater containment and extraction wells with a 
two-phased plan for disposal of groundwater from the well system. Under Phase I, groundwater from the extraction 
system was discharged to an existing sanitary sewer system for treatment at a local wastewater treatment facility. 
Under Phase II, a groundwater treatment system was constructed and is being operated to provide longer-term 
groundwater treatment. Treated groundwater from the on-site treatment facility is discharged to the Mississippi River 
through a National Pollutant Discharge Elimination System (NPDES)/State Disposal System (SDS) permitted outfall 
(Outfall 020) (i.e., NPDES/SDS Permit MN0000710). 

No air emission controls were required for the air strippers. Site-specific air emission rates (AERs) were calculated for 
carcinogenic compounds that could potentially be emitted from operation of the groundwater treatment facility. "Any 
system modifications are subject to permit approval and can result in permit modifications. These permit 
modifications could result in modified AERs." 

According to the Five Year Review Report, dated November 13, 1998 (1998 FYR), the remedial objectives include: 

• Installation and operation of a groundwater containment and recovery system to hydraulically contain TCE 
contaminated groundwater to prevent further migration and to ultimately restore groundwater quality in the 
aquifer to MCLs. 

• Installation and operation of a groundwater containment and recovery system to recover, to the extent 
feasible, TCE contaminated groundwater beneath Anoka County Park. 

OU2/0U3 (Soil) 

The remedial action specified in the Record of Decision for Operable Unit (OU) 2 and Operable Unit (OU) 3, 
Administrative Record N91192_000661, dated August 2003 (OU2/0U3 ROD) was Land Use Controls (LUCs) 
consisting of both engineering controls and institutional controls. The LUC performance objectives are: 

• To restrict the use of the Property to industrial or restricted commercial use, until and unless EPA and MPCA 
determine that concentrations of hazardous substances in the soils have been reduced to levels that allow for a 
less restrictive use. 

• To prohibit the disturbance of soils deeper than 3 feet below ground surface in those Designated Restricted 
Areas shown in Figure 2-5 or the removal of any soils excavated in those Areas from the facility without the 
prior written approval of the U.S. EPA and MPCA. 

• To prohibit the disturbance of soils beneath the Designated Restricted Area known as the concrete pit 
foundations where metal-finishing operations previously occurred at the former Plating Shop within the Main 
Manufacturing Building without the prior written approval of the U.S. EPA and MPCA. 

• To ensure that the concrete pit floor (approximately 8 to 12 feet below grade floor) where metal finishing 
operations previously occurred at the former Plating Shop within the Main Manufacturing Building is not 
removed without the prior written -approval of U.S. EPA and MPCA. That floor will serve as an Engineering 
Control. 



Information from Comprehensive Five-Year Review Guidance, EPA 540-R-O 1-007, dated June 2001 CFYR Guidance) 

Technical Assessment Questions 

Question A: Is the remedy functioning as intended by the decision document? 

Question B: Are the exposure assumptions, toxicity data, cleanup levels, and remedial action objectives (RAOs) used 
at the time of the remedy still valid? 

Question C: Has any other information come to light that could call into question the protectiveness of the remedy? 
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ATTACHMENT 3 

TCE ISOCONCENTRATION MAPS AND 

APPROXIMATE CAPTURE ZONE CONFIGURATIONS 

FiGURES WERE DEVELOPED FROM DATA COLLECTED DURING THE 

AUGUST 2012 ANNUAL SAMPLING EVENT 

Figure 1 

Figure 2 

Figure 3 

Figure 4 

Approximate Capture Zone Configurations and TCE lsoconcentration Map, 

Shallow Drift Extraction Wells 

Approximate Capture Zone Configurations and TCE lsoconcentration Map, 

Intermediate Drift Extraction Wells 

Approximate Capture Zone Configurations and TCE lsoconcentration Map, Deep 

Drift Extraction Wells 

August and September 2012 TCE Concentrations and Potentiometric Surface, 

Bedrock Wells 
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CH2M Hill Pump Test Report, June 2012. 
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ATTACHMENT 4 

JOHNSON-ETTINGER MODEL RESULTS 



GW-ADV 

Version 3.1; 02/04 

Reset to 

MORE ... 

I M~RE I 

MORE ... 

END 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED GROUNDWATER CONCENTRATION (enter •x· in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL GROUNDWATER CONCENTRATION (enter "X" in "YES" box and initial groundwater cone. below) 

YES x 

ENTER ENTER 
Initial 

Chemical groundwater 
GAS No. cone., 

(numbers only, Cw· 
no dashes) (11g/l) Chemical 

79016 1.80E+03 Trichloroethylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth To1als must add up to value of lwr (cell G28) Soil 

Average below grade Thickness Thickness stratum A 
soil/ 10 bottom Depth Thickness of soil of soil Soil SGS 

groundwater of enclosed below grade of soil stratum B, s1ra1umC, stratum scs soil type 
temperature, space floor, to water table, stratum A, (Enter value or 0) (Enter value or O) directly above soil type (used to estimate 

Ts LF LWT h. he he water table, directly above soil vapor 
(oC) (cm) Ccml Ccml (cm) (cm) !Enter A, B, or Cl water table oermeabilitvl 

10 I 30 I 580 580 I 0 I 0 A I s I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Stratum A Stratum A Stratum A StratumB Stratum B StratumB Stratum B StratumC 

SGS soil dry soil total soil water-filled SGS soil dry soll lolal soil water-filled scs 
... soiltype bulk density, porosity, porosity, ... ~~il1yp~ .. bulk density, porosity, porosity, _soil 1}'1J~. ..... ._ 

p,,• n• a.: P•e ne e.e ! 
Lookup Soll 

(g/cm3
) (cm3/cm3

) 
lookup Soll 

(g/cm3
) (cm3/cm3

) 
Lookup Soll 

{unitless) !unitless) 

s 1.66 I 0.375 0.054 c 1.43 0.459 0.215 c 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed Average vapor 

space Soil-bldg. space space Enclosed Floor-wall Indoor flow ra1e into bldg. 
floor pressure lloor floor space seam crack air exchange OR 

thickness, differential, length, width, height, width, rate, Leave blank to calculate. 

Lcnsck ~p le We He w ER Ooo11 

{cm) (g/cm-s2
) !cm) (cm) {cm) {cm) pth) {Um) 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Target hazard 

time for timelor Exposure Exposure risk for quotient for 
carcinogens, noncarcinogens, duration, frequency, carcinogens, noncarcinogens, 

Ale AT Ne ED EF TR THO 

(~rs) (~rs) {~rs) (da~sl~r) (unitless) (unltless) 

70 I 30 I 30 I 350 1.0E-06 I 

Used lo calculate risk-based 
~roundwater concentration. 

1of1 

ENTER 

User-defined 
stratum A 
soil vapor 

OR permeability, 
k., 

(cm2
) 

I 1.00E·08 

ENTER ENTER ENTER 
StratumC Stra1um C StratumC 

soil dry soil total soil water-filled 
bulk densl1y, porosity, porosity, 

P•e ne O.c 
(g/cm') {unitless) (cm3/cm3

) 

1.43 0.459 0.215 



INTERMEDIATE CALCULATIONS SHEET 

Stratum A Stratum B StratumC Stratum A Stratum A Stralum A Stratum A Total Air-filled Water-filled Floor-
Source- soil soil soil effective soil soil soil Thickness of porosity in porosity In porosity In wall 

Exposure building air-filled air-filled air-filled total fluid lnlrinsic relalive air effective vapor capillary capillary capillary capillary seam 
duralion, separation, porosity, porosity, porosity, saturalion, permeabilily, permeability, permeability, zone, zone, zone, zone, perimeter, 

Lr 0aA e.e e.c s,. k; k,g kv Le, n., 0a,cz 0w,cz X.,,.ck 
(sec) (cm) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm2

) (cm2
) (cm2

) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm) 

9.46E+08 550 0.321 0.244 0.244 #N/A #N/A #N/A 1.00E-08 17.05 0.375 0.122 0.253 175,564 

Area of Stratum Stratum Stratum Capillary Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c zone overall 

Bldg. space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective effective Diffusion 
ventilation below area below ave. groundwater ave. groundwater ave. groundwater ave.soil · diHuslon diffusion diffusion diffusion diffusion path 

rate, grade, ratio, grade, temperature, temperature, temperalure, temperalure, coefficlenl, coefficient, coefficient, coefficient, coefliclent, length, 

Qbuilding Ae 11 Z..eck llHv,TS Hrs H'rs µrs D""A D""e D""c D"" CZ o•\ L,, 

(cm' ls) (cm2
) !unitless) (cm) !cal/mol) (atm-m3/mol) (unitless) (glcm-s) (cm21s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) !cm) 

1.90E+08 1.88E+09 9.35E-06 30 8,557 4.78E-03 2.06E-01 1.75E-04 1.2BE-02 O.OOE+OO O.OOE+OO 5.09E-04 7.31E-03 550 

Exponent of Infinite 
Average Crack equivalent source Infinite 

Convection Source vapor effective foundalion Indoor source Unil 
path vapor Crack flow rate diffusion Area of Peel et attenuation bldg. risk Reference 

length, cone., radius, inlo bldg., coefficient, crack, number, coefficienl, cone., factor, cone., 

Lp Csourco rcrack Osoil 
ocrack 

A crack exp(Pe1
) a Cbuilding URF RIC 

(cm) (µg/m3) (cm) (cm3/s) (cm2/s) (cm2
) !unitless) (unitless) (µg/mJ) (µgtm'r' (mg/m3

) 

30 3,70E+05 0.10 3.93E+02 1.2BE-02 1.76E+04 4.14E+07 2.03E-06 7.53E-01 1.1E-04 4.0E-02 

END 

1of1 



Industrial Risks Associated with Maximum Detected Concentrations of VOCs in Surface Soll 

voe 
1,1, 1-Trichloroethane 

1, 1, 2-Trich loroet ha ne 

1, 1-Dich loroethane 

1,2-Dichloroethene (Total) 

2-Butanone 

4-M ethyl-2-Pe nta none 

Acetone 

Benzene 

Bromomethane 

Carbon Disulfide 

Ethylbenzene 

Styrene 

Tetrachloroethene 

Toluene 

Trichloroethene 

Xylene 

NA - Not Available 

VOC - Volatile Organic Compound 

IND - Industrial 

Soil (0 to 4 ft) 

Maximum (ug/Kg) 

28 

NA 

5.5 

15 

210 

120 
NA 

NA 

2 
13 

19 

.54 

90 

14 

640 

71 

RSL - EPA Regional Scrreening Level (May 2013) 

EC - Exposure Concentration 

CARC - Carcinogenic 

NONCARC - Noncarcinogenic 

J-E Model IND EC (ug/m
3

) 

Indoor Air (ug/m3
) CARC1 NONCARC2 

1.lBE-01 9.62E-03 2.69E-02 

NA NA NA 

2.32E-02 l.89E-03 5.30E-03 

6.33E-02 5.16E-03 1.45E-02 

1.28E-01 1.04E-02 2.92E-02 

1.lSE-01 9.38E-03 2.63E"02 

NA NA NA 

NA NA NA 

8.45E-03 6.89E-04 1.93E-03 

5.49E-02 4.48E-03 1.25E-02 

6.54E-02 5.33E-03 l.49E-02 

3.lSE-02 2.57E-03 7.19E-03 

3.80E-01 3.lOE-02 8.68E-02 

5.91E-02 4.82E-03 l.35E-02 

2.70E+OO 2.20E-Ol 6.16E-01 

2.20E-01 l.79E-02 S.02E-02 

1
CARC I.ND EC= Indoor Air Concentration "'(8 hr/24 hr)"' (250 days/365 days)"' (25 yr/70 yr) 

2NONCARC IND EC= Indoor Air Concentration "' (8 hr/24 hr) * (250 days/365 days)"' (25 yr/25 yr) 
3CAR IND RISK= IND EC"' 1 x lff6 /IND CARC RSL (Incremental Lifetime Cancer Risk) 
4
NONCARC IND RISK= IND EC/ IND NONCARC RSL (Hazard Quotient) 

IND RSLS (ug/m3
) 

CARC NONCARC 

NA 22000 

0.77 0.88 

7.7 NA 

NA 260 

NA 22000 

NA 13000 

NA 140000 

1.6 130 

NA 220 

NA 3100 

4.9 4400 

NA 4400 

47 180 

NA 22000 

3 8.8 
NA 440 

TOTAL 

IND RISKS 

CARC3 NONCARC4 

NA l.2E-06 

NA NA 

2.SE-10 NA 

NA 5.6E-05 

NA 1.3E-06 

NA 2.0E-06 

NA NA 

NA NA 

NA 8.8E-06 

NA 4.0E-06 

1.lE-09 3.4E-06 

NA 1.6E-06 

6.6E-10 · 4.8E-04 

NA 6.lE-07 

7.3E-08 7.0E-02 

NA 1.lE-04 

7.SE-08 7.lE-02 



Industrial Risks Associated with Maximum Detected Concentrations of VOCs in Subsurface Soil (4 to 8 ft) 

voe 
1, 1, 1-Trichloroethane 

1,1,2-Trichloroethane 

1, 1-Dichloroethane 

1,2-Dichloroethene (Total) 

2-Butanone 

4-Methyl-2-Pentanone 

Acetone 

Benzene 

Bromomethane 

Carbon Disulfide 

Ethylbenzene 

Styrene 

Tetrachloroethene 

Toluene 

Trichloroethene 

Xylene 

NA- Not Available 

VOC - Volatile Organic Compound 

IND - Industrial 

EC - Exposure Concentration 

CARC - Carcinogenic 

NONCARC - Noncarcinogenic 

Soil (4 to 8 ft) 

Maximum (ug/Kg) 

2 

9 

NA 

26 

87 

150 

460 

1 

1 

14 

8 

1 

760 

13 
770 

54 

J-E Model IND EC (ug/m
3

) 

Indoor Air (ug/m3) CARC1 NONCARC2 

0.00422 3.44E-04 9.63E-04 

0.019 l.55E-03 4.34E-03 

NA NA NA 

0.0549 4.48E-03 1.25E-02 

0.052 4.24E-03 1.19E-02 

0.141 l.15E-02 3.22£:-02 

0.23 1.88E-02 5.25E-02 

0.00211 l.72E-04 4.82E-04 

0.00211 l.72E-04 4.82E-04 

0.0296 2.41E-03 6.76E-03 

0.0169 l.38E-03 3.86E-03 

0.000572 4.66E-05 1.31E-04 

1.6 1.30E-01 3.65E-01 

0.0274 2.23E-03 6.26E-03 

1.63 l.33E-01 3.72E-01 

0.114 9.30E-03 2.GOE-02 

1CARC IND EC= Indoor Air Concentration * (8 hr/24 hr) * (250 days/365 days) * (25 yr/70 yr) 
2NONCARC IND EC= Indoor Air Concentration * (8 hr/24 hr) * (250 days/365 days) * (25 yr/25 yr) 
3CAR IND RISK= IND EC* 1 x-10.6 /IND CARC RSL (Incremental Lifetime Cancer Risk) 
4 NONCARC IND RISK= IND EC/ IND NONCARC RSL (Hazard Quotient) 

IND RSLS (ug/m
3

) 

CARC NONCARC 

NA 22000 

0.77 0.88 

7.7 NA 

NA 260 

NA 22000 

NA 13000 

NA 140000 

1.6 130 

NA 220 

NA 3100 

4.9 4400 

NA 4400 

47 180 

NA 22000 

3 8.8 

NA 440 

TOTAL 

IND RISKS 

CARC3 
NONCARC

4 

NA 4.4E-08 

2.0E-09 4.9E-03 

NA NA 

NA 4.8E-05 

NA 5.4E-07 

NA 2.5E-06 

NA 3.8E-07 

1.lE-10 3.7E-06 

NA 2.2E-06 

NA 2.2E-06 

2.8E-10 8.8E-07 

NA 3.0E-08 

2.8E-09 2.0E-03 

NA 2.8E-07 

4.4E-08 4.2E-02 

NA 5.9E-05 

4.9E-08 4.9E-02 



Industrial Risks Associated with Maximum Detected Concentrations of VOCs in Subsurface Soil (8 to 12 ft) 

COPC 

1,1, 1-Trichloroethane 

1,1,2-Trichloroethane 

1,1-Dichloroethane 

1,2-Dichtoroethene (Total) 

2-Butanone 

4-Methyl-2-Pentanone 

Acetone 

Benzene 

Bromomethane 

Carbon Disulfide 

Ethylbenzene 

Styrene 

Tetrachloroethene 

Toluene 

Trichloroethene 

Xylene 

NA - Not Available 

VOC - Volatile Organic Compound 

IND - Industrial 

EC - Exposure Concentration 

CARC - Carcinogenic 

NONCARC - Noncarcinogenic 

Soil (Oto 4') 

Maximum (ug/Kg) 

1 

NA 

11 

15000 

41 

84 

1700 

24 

2 

11 

720 

NA 

390 

1000 

1100 

7300 

J-E Model IND EC (ug/m3
) 

Indoor Air (ug/m3) CARC1 NONCARC2 

0.00156 1.27E-04 3.56E-04 

NA NA NA 

0.0171 1.39E-03 3.90E-03 

23.4 l.91E+OO 5.34E+OO 

0.024 1.96E-03 5.48E-03 

0.0776 6.33E-03 l.77E-b2 

0.84 6.85E-02 l.92E-01 

0.0374 3.05E-03 8.54E-03 

0.0312 2.54E-03 7 .12E-03 

0.0171 1.39E-03 3.90E-03 

1.12 9.13E-02 2.SGE-01 

NA NA NA 

0.607 4.95E-02 1.39E-.01 

1.56 1.27E-01 3.SGE-01 

1.71 1.39E-01 3.90E-01 

11.4 9.30E-01 2.GOE+OO 

1CARC IND EC= Indoor Air Concentration * (8 hr/24 hr) * (250 days/365 days) * (25 yr/70 yr) 
2NONCARC IND EC= Indoor Air Concentration * (8 hr/24 hr)* (250 days/365 days)* (25 yr/25 yr) 
3CAR IND RISK= IND EC* 1x10·6 /IND CARC RSL (Incremental Lifetime Cancer Risk) 
4
NONCARC IND RISK= IND EC/ IND NONCARC RSL (Hazard Quotient) 

IND RSLS (ug/m3
) 

CARC NONCARC 

NA 22000 

0.77 0.88 

7.7 NA 

NA 260 

NA 22000 

NA 13000 

NA 140000 

1.6 130 

NA 220 

NA 3100 

4.9 4400 

NA 4400 

47 180 

NA 22000 

3 8.8 

NA 440 

TOTAL 

IND RISKS 

CARC3 NONCARC4 

NA 1.6E-08 

NA NA 

1.8E-10 NA 

NA 2.lE-02 

NA 2.SE-07 

NA 1.4E-06 

NA l.4E-06 

l.9E-09 6.6E-05 

NA 3.2E-OS 

NA 1.3E-06 

l.9E-08 5.8E-05 

NA NA 

l.lE-09 7.7E-04 

NA 1.GE-05 

4.GE-08 · 4.4E-02 

NA S.9E-03 

6.BE-08 7.2E-02 



Summary of Vapor Intrusion Risks (Industrial Exposure) - Maximum Risks 

SURFACE SOIL 4 TO 8 FT 8TO 12 FT MAXl,MUM RISKS1 

voe CANCER NONCANCER CANCER NON CANCER CANCER NONCANCER CANCER NONCANCER 

1, 1,1-Trichloroethane NA 1.2E-06 NA 4.4E-08 NA l.GE-08 NA 1.2E-06 

1, 1,2-Trichloroethane NA NA 2.0E-09 4.9E-03 NA NA 2.0E-09 4.9E-03 

1, 1-Dichloroethane 2.5E-10 NA NA NA 1.SE-10 NA 2.5E-10 NA 

1,2-Dichloroethene (Total) NA 5.GE-05 NA 4.BE-05 NA 2.lE-02 NA 2.lE-02 

2-Butanone NA UE-06 NA S.4E-07 NA 2.SE-07 NA 1.3E-06 

2-Hexanone NA NA NA NA NA NA NA NA 

4-Melhyl-2-Penlanone NA 2.0E-06 NA 2.SE-06 NA 1.4E-06 NA 2.SE-06 

Acetone NA NA NA 3.BE-07 NA l.4E'.06 NA l.4E-06 

Benzene NA NA 1.lE-10 3.7E-06 1-.9E-09 6.6E-05 1.9E-09 6.6E-OS 

llromomethane NA 8.8E-06 NA 2.2E-06 NA 3.2E-05 NA 3.2E-05 

Carbon Disulfide NA 4.0E-06 NA 2.2E-06 NA 1.3E-06 NA 4.0E-06 

Chorobenzene NA NA NA NA NA NA NA 0.0E+OO 

Chlorometha ne NA NA NA NA NA NA NA O.OE+OO 

Ethyl benzene 1.lE-09 3.4E-06 2.BE-10 8.BE-07 l.9E-08 S.8E-05 1.9E-08 S.8E-OS 

Styrene NA 1.6E-06 NA 3.0E-08 NA NA NA 1.6E-06 

Tetrachloroethene 6.6E-10 4.BE-04 2.BE-09 2.0E-03 1.lE-09 7.7E-04 2.BE-09 2.0E-03 

Toluene NA 6.lE-07 NA 2.BE-07 NA 1.6E-05 NA 1.GE-05 

Trichloroethene 7.3E-08 7.0E-02 4.4E-08 4.2E-02 4.GE-08 4.4E-02 7.3E-08 7.0E-02 

Xylene NA 1.lE-04 NA 5.9E-OS NA 5.9E-03 NA S.9E-03 

TOTAL 9.9E·08 1.0E·Ol 

NA - Not Available 

VOC - Volatile Organic Compound 

1
Maximum Risk of each depth interval for each voe 



SL-ADV 

Version 3. 1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

DATA ENTRY SMEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" in ·vEs• boll) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ·x· In "YES" box and mllial soil cone. below) 

YES 

ENTER ENTER 
lnltlal 

Chemical soil 
CAS No. cone., 

(numbers only, c. 
no dashesl (Jig/kg) Chemical 

71556 2.BOE+01 1, 1, t-Trichloroe1hane 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Depth below Tolals must add up lo value of L, (cell G2B) 

below grade grade lo bollom Thickness Thickness 
Average lobollom Dcplh below of conlaminallon, Thickness or soll ol soil 

soil ol enclosed grade to lop (enter value ol O of soil slralum B, slralum C, 
temperature, space noor, or conlamlnatlon, U value Is unknown) stralumA, (Enter value or O) (Enter value or 0) 

Ts L, l., L, h. he he 
\C) (cm) (cm) (cm) (cm) (cm) (cm) 

I 10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA Slralum A SlratumA Slralum A StralumA SlralumB SlralumB 

scs soil dry soil 101al soll waler-lilled soll organic: scs soil dry 

.. :Wiltype bulk densily, porosity, porosity, carbon lractlon, soil l_'r'.P~ .... bulk densily, 

p,• n• o: '~· P.° Looll:up So~ 
(glcm') (cm3/cm3

) 

Lookup Soil 
(glcm') 1unlllessi Junlllessl 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Encle>!ed Floor-wall Indoor 
floor pressure floor no or space seam crack air e:.change 

lhlckness. diHerenllal, lenglh, wkfth, height, widlh, rale, 

Le.-. ct ~p Le w. He w ER 

'cml (glcm-s') (cm! icm} (cmJ ~cm} Pihl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Avoraging Targel Targel hazard 

timelor lime for Exposure Exposure risk for quollenl lor 
carcinogens, noncarcinogcns, duralion, frequency, carci~ger.s, noncarclnogens, 

ATc ATNC ED EF TR THO 

1~sJ ~l!st llrs! 'dais'X'I 'un111ess} 'unllless) 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
soil concenlralion. 

1ol1 

1,1,1-TRICHLOROETHANE SURFACE (D TO 4 FT) MAXIMUM AND EPC 

ENTER ENTER 
SoH 

soalumA User-defined 
scs stratum A 

sod lype soil vapor 
(usod lo esllmale OR permeablllly, 

soil vapor k.. 
oermeabiliM (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum B Stratum B Stratum B StratumC Slratum C Slratum C Slralum C SlralumC 
soil lolal eon waler-fltled soil organic scs soil dry solltotal soll waler-fitted soll organic 
poroslly, porosny, carbon fraclion, solll~e bulk denslly, poroslly, porosity, carbon lractlon, 

ne 6 e '~e p,,c nc o.c 1~c 

(cm3tcm3
) 

Lookup Soll 
(glcm') (cm3/cm") (unlllessl iunllless) 1unillessi iunrtlessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate inlo bldg. 
OR 

Leave blank lo calculale 
a,,. 
jUmj 



INTERMEDIATE CALCULATIONS SHEET 

1, 1, 1-TRICHLOROETHANE SURFACE (0 TO 4 FT} MAXIMUM AND EPC 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effeclive soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Li 0,A fJ,B a. c s,. k; k,. kv Xe rack CR Qbulldlng 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3) (cm3/cm3
) (cm2

) (cm2
) (cm2

) !cm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 2.80E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-lot al depth vaporizalion at constant at constant at viscosity al effective eff eclive effective effective Diffusion Convection 
below area below ave.soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As Tl Zcmck t.H •. rn Hrs H'1s µTS 0•llA o""e o""c D""r Ld L• 
(cm2

) !unilless) !cm) !cal/mol) (alm-m3/mol) !unitless) !glcm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.88E+09 9.35E-06 30 7,885 8.48E-03 3.65E-01 1.75E-04 1.26E-02 O.OOE+OO O.OOE+OO 1.26E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rale diffusion Areaol Pee let allenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficlenl, cone., source source depletion, source 

Kd Cscurca rcrack O,oi1 0 crack 
.Acracll. exp(Pe1

) a Cbuildlng pterm wterm to depletion 

(cm3/g) (µg/m3) !cm) (cm3/s) (cm2/s) (cm2) (unitless) (unitless) (µg/mJ) (unitlessJ (seer' (sec) (YES/NOJ 

2.20E-01 3.16E+04 0.10 3.90E+03 1.26E-02 1.76E+04 2.61E+76 NA NA 6.71E+01 1.01E-06 1.79E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

allenuation bldg. bldg. source bldg. risk Relerence 
coefficient. cone., cone., cone., factor, cone., 

<Cl> Cbul~lng cbuilding cbuitding URF RIC 

(unilless) (11g/m3) (µg/m3) (µg/m3) (µg/m3r' (mg/m3
) 

NA 1.18E-01 NA 1.18E-01 NA 2.2E+OO 

END 

1of1 



SL-ADV 
Version 3. 1; 02/04 

Resel lo 

I M~RE I 

I ~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ·x· in ·ves· boJI and lnRlal soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical soil 
GAS No. cone .. 

(numbers onty, CR 
no dashes} U•g/kg) Chemical 

75343 5.50E+OO 1,1-Dichloroethane 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Oeplhbelow T olals mus I add up to value of L, (cell G28) 

below grade grade lo bollom Thickness Thickness 
Average lobollom Deplh below ol contamination, Thickness ol soil or soil 

SOii ot enclosed grade lo lop (enler value of O of soil stratum B, slralum C, 
lemperalure, space lloor, of conlaminalion, If value is unknown) slratum A, (Enter value or O) (Enter value or 0) 

Ts L, L, L,, h, ho he 
(°C) (cm) (cm) (cm) (cm) (cm) (Cm) 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Slratum A StralumA SuatumA Stratum A Stratum B Slrelum B 

SGS soil dry soil total soll water-lilled son organic scs soil dry 
so\lt~e bulk density, poroslly, porosily, carbon lrecllon, sou type bulk densily, 

p,,' n' e.' f~ A r.8 Lookup Soil ,_,,,Soll 
(g/cm'J {unlllessl (cm3/cm3

) {unitlcssJ (g/cm'J 

s 1.66 0.375 0.054 0.002 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enctosed 

space Soil-bktg. space space Enclosed Floor-wall Indoor 
noor pressure noor lloor space seam crack air exchange 

lhicknese, diHerontlal, longlh, wldlh, helghl, wldlh, rate, 

t._,. AP Ls w. Hs ER 

'cml (g/cm·s2) 'cm! 1cm) (cm) (cm) 111hl 
10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Target hazard 

lime Tor limalor Ellp05Uf9 Eicposure risk for quotient ror 
carcinogens. noncarclnogens, duration, lrequency, carcinogens, noncarcinogens, 

ATc ATNC ED EF TR THO 

!l'.!•! ~! ~~J !da~~'l 'unltless) tunilless) 

70 30 JO 350 1.0E·06 

Used lo calculate risk-based 
soil concenlrelion. 

1ot1 

1.1-DICHLOROETHANE SURFACE (0 TO 4 FT) MAXIMUM AND EPC 

ENTER ENTER 
Soll 

slralum A Uscr-dofinod 
scs slralum A 

sol! type soil vapor 
(used lo esllmete OR permeability, 

soll vapor k,. 

permeability) (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Slrelum B Slralum 8 Slralum C SlratumC StralumC StralumC StretumC 

sol! total soil weter-frlled soil organic scs soil dry soil lolal soll waler-fined soll organic 
porosily, porosily, carbon lracllon, soll ~~-~--- bulk density, porosily, porosfty, carbon fracllon, 

n• 6 • '~· p,c nc e.C '~c Lookup Soll 

'unfllessi (cm3/cm3
) 1unitless1 (g/cm') {unillossl (cm3/cm3

) 1unHlessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale fnlo bldg. 
OR 

leave blank lo calculate 
a,.. 
iUmJ 



INTERMEDIATE CALCULATIONS SHEET 

1,1-DICHLOROETHANE SURFACE (0 TO 4 FT) MAXIMUM AND EPC 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil elleclive soil soil soil wall Initial soil Bldg. 

Exposure building air-lilled air-lilied air-lilled total lluld intrinsic relative air elfective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability. permeability, perimeler, used. rate, 

T Lr . OaA a.a a.c s,. k, k,g kv Xe reek CR ab<Jildlng 

isec) (cm) (cm3/cm3
) (cm3/cm3) (cm3/cm3) (~m3/cm3) (cm2

) (cm2
) (cm2

) icm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 I 0.998 9.91E·08 175,564 5.50E+OO 1.90E+08 

Area ol Stralum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization al conslanl al conslant at viscosity at eflective elf ective effecllve effective Dlflusion Convection 
below area below ave.soil ave.soil ave. soil ave. soll diffusion diffusion diflusion dilfusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coellicienl. coefficient, coefficient, coefficient, length, length, 

Ae I] Zc,ock £\Hv.TS Hrs H'rs µTS 0•llA o•"e D""c D"\ L• LP 
(cm2

) (unilless) (cm) (cal/mol) (atm-m3/mol) (unltless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm! icm) 

1.88E+09 9.35E-06 30 7,450 · 1 2.BBE-03 1.24E-01 1.75E-04 1.20E-02 O.OOE+OO O.OOE+OO 1.20E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-waler Source vapor elleclive foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient. cone .. radius, into bldg .. coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Caourca rcrack Oscil 0crack 
Acr11.ck exp(Pe1

) Cl Cbuilding pterm wlerm •o depletion 

(cm3/g) (µg/mJ) (cm) (cm3/s) (cm2/s) (cm') (unitless) (unltless! (µg/m') (unitfessl (seer' (sec! (YES/NO) 

6.32E-02 5.69E+03 0.10 3.90E+03 1.20E-02 1.76E+04 2.14E+80 NA NA 6.39E+01 8.84E-07 1.96E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

altenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone .. cone .. cone., factor, cone .. 

<CI> cbuf~lng cbuilding cbulldlng URF RIC 

(unilless) (µg/m') (µg/m') (µglm') (µg/m3r1 (mg/m3
) 

NA 2.32E·02 NA 2.32E-02 NA 5.0E-01 

END 

1ol1 



SL-ADV 
Version 3. 1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enlcr ·x· In "YES" bo•) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" In "YES" box and lnitlel soil cone. below) 

ENTER 

Chemical 
CASNo. 

(numbers only, 

no dashes) 

156605 

ENTER 

Average 

•oil 
temperelure, 

Ts 

(°C) 

10 

ENTER 
Slratum A 

scs 
soil lyp_e 

lookup Soil 

s 

ENTER 
Enclosed 

space 
noor 

thickness, 

L~,.ti.. 

!cm! 

10 

ENTER 
Averaging 

lime for 
carcinogens, 

ATc 

i~rsl 

70 

I 

YES 

ENTER 
lni1.ial 
soil 

cone. 
Cn 

(µg/kg) 

1.50E-t01 

ENTER 
Deplh 

below grade 
loboUom 

or enclosed 
space noor, 

L, 

(cm) 

30 

ENTER 
Slralum A 

soil dry 
bulk denslly, 

p,,' 

(g/cm"} 

1.66 

ENTER 

Soll-bldg. 
pressure 

dlllerentlal, 
AP 

(!fcm-s'} 

40 

ENTER 
Averaging 

llmelor 
noncarclnogens, 

AT,., 

~~S! 

30 

ENTER 

Oeplh below 
grade lo top 

al conlamlnaUon, 
L, 

(cm) 

I 122 I 

ENTER 
Stratum A 
soillolar 
poroslly, 

n' 
'unilless! 

0.375 

ENTER 
Enclosod 

space 
noor 

lenglh, 

La 

icmi 

36576 

ENTER 

Exposure 
duration, 

ED 

!l••! 

30 

Chemical 

trans-1,2-Dichloroethylene 

ENTER ENTER ENTER ENTER 
Deplh below To1als must add up lo value of L1 (cell G2B) 

grade lo bollom Thickness Thickness 
or conlaminallon, Thickness or sell ol soil 
(enler value ol 0 of soil slrelum B, stralumC, 

if value Is unknown} slralum A, (Enter value or 0) {Enlor valuo or 0) 

L, h, he hr. 

(cm) (cm) (cm) (cm) 

366 122 I 0 I 0 

ENTER ENTER ENTER ENTER 
Slralum A SlralumA Slralum B SlralumB 

soil waler-filled soil organic SGS soil dry 
porosity, carbon lracllon, ---~~~'···-~~-- .. bulk dcnsily, 

o: '~' p,,a 
Lookup Son 

(cm31cm3
) 'unmess~ (g/cm

3! 

0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER 
Enclosed 

space Enclm;ed Floor-wall Indoor 
lloor 6pace seam crack air exchange 

wldlh, heigh!, widlh, rale, 

Wa Ha w ER 

'cml icm~ 1cm! !flhl 

51206 366 0.1 

ENTER ENTER ENTER 
Target Targel hazard 

EKposure risk lor quolient for 
lrequency, carcinogens, noncarcinogens, 

EF TR THO 

'da~~! ~unillossJ (unltless) 

350 1.0E·06 

Used lo calculale risk-based 
soil concenlration. 

1of1 

1,2-0ICHLOROETHENE SURFACE (0 TO 4 FT) MAXIMUM ANO EPC 

ENTER ENTER 
Sod 

slrolum A User-derined 
SGS stratum A 

soil type soil vapor 
(used to eshmate OR permeabili1y, 

soll vapor k, 

permeablli1vf {cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB SlralumB StralumB SlratumC SlralumC SlralumC Slratum C Slratum C 
soil Iola! sol! waler-1111ed soil organic scs Soll dry so1llolal soil waler-filled soil organic 
poros1ly, porosity, carbon fraction, sml lype bulk denslly, porosily, porosily, carbon lracllon, 

n• e.,a 

·~· 
p,,c nc e.c '~c 

Lookup Soil 

{unltlessi (cm'lcm") iuniUessl (!fem') (unlllessi (cm3/cm3
) 'unitress~ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vepor 

11ow rale Into bk:lg. 
OR 

Leave blank lo calculale 

a, .. 
1um~ 



INTERMEDIATE CALCULATIONS SHEET 

1,2·DICHLOROETHENE SURFACE (0 TO 4 FD MAXIMUM AND EPC 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor· 
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-lilied air-filled total fluid Intrinsic relative air effective vapor seam concentration ventilation 
duration. separation, porosity, po rosily, porosily, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 0 A • o.s o.c s,. k; k,g kv Xcrack CR Obulldln9 

!sec) !cm) (cm3/cm3
) (cm3tcm3

) (cm3/cm3
) (cm3/cm3) (cm2

) (cm2
) (cm2

) !cm) (µg/kg) (cm3/s) 

9.46E+OB 92 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-OB 175,564 1.50E+01 1.90E+OB 

Area ol Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy or Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant al constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefliclent, coefficient, coefficient, length, length, 

As T] Zcrack 6Hv.rs Hrs H'1s µ,5 0 e11 
.A o•"s D""c D""r Ld Lo 

(cm2
) unitless cm cal/mol (atm-m3/mol) unitless /cm-s (cm2/s) (cm2/s) (cm2/s) (cm2/s) cm cm 

1.BBE+09 9.35E-06 30 7,136 4.94E-03 2.13E-01 1.75E-04 1.14E-02 O.OOE+OO O.OOE+OO 1.14E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Timelor duration> 
partition vapor Crack llow rate diflusion Area or Peel et allenuation bldg. Finite Finite source time lor 

coeflicient, cone., radius, into bldg., coeflicient, crack, number, coellicient, cone., source source depletion, source 

Kd Csource rcrack Os oil 
ocrack 

Acrnck exp(Pe1) u Cbuikting pterm ljllerm to depletion 

(cm3/g) (µg/mJ) !cm) (cm3/s) (cm2/s) (cm2
) !unitiess) !unitless) (µg/m3) !unllless) (sec)' !sec) !YES/NO) 

1.05E-Ol 1.79E+04 0.10 3.90E+03 1.14E-02 1.76E+04 2.03E+B4 NA NA 6.09E+01 9.69E-07 1.70E+OB YES 

Finite 
source Mass Finite Final 
Indoor limit source finite Unit 

allenuation bldg. bldg. source bldg. risk Relerence 
coeflicient, cone., cone., cone., factor, cone., 

<u> Cbuilding Cbullding cbuilding URF RIC 

!unitless) (~tg/m3) (~1g/m3) (µg/m3) (11g/m3)1 (mg/m3
) 

NA 6.33E-02 NA 6.33E-02 NA 7.0E-02 

END 

1of1 



.. 

SL·ADV 

Version 3.1: 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ·x· 1n ·vEs· boJIL'. end initial soi1 cone. beklw) 

YES 

ENTER ENTER 
lnitlal 

Chemical soil 
CAS No. cone., 

(numbers only, Co 
no dashosJ (log/kg) Chemlcel 

78933 2.10E-4-02 Methylethylketone (2·bulanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Depth below Totals mus! add up lo value ol L, (cell G28) 

below grade grade lo bollom Thickness lhickness 
Average lobollom Depth below of conlaminallon, Thtcknesg of son or soil 

soil al enclosed grade lo top (enler value ol o of soll alratum B. slralum C, 
lemperature, spa~e noor, of conlaminalion, ii value Is unknown) slralum A, (Enter value or O) (Enter value or O) 

T, L, L, L, hA he he 
\C) fem\ fem\ leml fem\ (cml lcml 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Slralum A StralumA StralumA SlralumA Slralum8 SlralumB 

scs son dry soillolal soil water-rilled soll organic SGS soil dry 

soUt~~- bulk density, porosily, porosily, carbon lracllon, sollt_~~-··· bulk densily, 

p,,• n• 0 A 1~· p,,• 
Lookup Soll 

(g/cm3
) (cm3/cm3

) 

Lookup Soll 
(gicm'} 'unilless} 'unilless} 

s 1.66 0,375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
noor pressure floor lloor space seam crack atr exchange 

thickness, differenlial, lenglh, widlh, height, widlh, rale, 

laacli dP Le w. He ER 

'cmi (9'cm·•') 'cm~ 'cml {cm} {cm} Pihl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targcl hazard 
limelor llmelor Exposure Exposure risk for quotient for 

carcinogens, noncarclnogens, duralion, frequency, carcinogens, noncarcinogens, 

ATe AT.., ED EF TR THO 

!l'.!•l !!!•! 1~sl !d•l"l'.!! 'unitlessl [unilless~ 

70 30 30 350 1.0E-06 

Used 10 calculate risk-based 
soil concenlralion. 

1of1 

2-BUTANONE SURFACE (0 TO 4 FT) MAXIMUM 

ENTER ENTER 
Soil 

&lrelum A User-defined 
scs slralumA. 

soil lype son vapor 
{used lo eslimale OR permeability, 

soil vapor k., 

oermeabilitvl (cm2
} 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum B StratumB Slratum B Stratum C Slralumc SlratumC SlrelumC Slratumc 
soillolal soil weter-nlled soil organic scs soil dry &oillolal soil weler-lilled soll organic 
porosily, porosily, carbon fraction, .... soll tl'P" bulk densily, poroslly, porosity, carbon lrac11on, 

ne 
0 " 1~· p,,e ne 0 e focc 

(cm3/cm3
) 

LOOkt4>5oll 
(g/cm'J (cm3/cm') 'unilless} ~unilless! 'uniUess! iunhless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate lnlo bldg. 
OR 

leave blank lo calculale 

a.. 
1um1 



INTERMEDIATE CALCULATIONS SHEET 

2-BUTANONE SURFACE (0 TO 4 FT} MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Slralum A Stratum A Floor-
Source- soil soil son effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled lolal fluid intrinsic relative air effective vapor seam concenlration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeablllly, permeabllily, perimeter, used, rate, 

'[ Lr 0/ 0,B 0,c s,. k1 k,g kv Xcrock CR Qbulldlng 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3tcm3) (cm2

) (cm2
) (cm2

) (cm) (µg/kg) (cm3ts) 

9.46E+OB 92 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-OB 175,564 2.10E+02 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total deplh vaporization al constant at conslanl at viscosity al effective effective eflective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion palh path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficienl, coefficient, coefficient, lenglh, length, 

As 11 Zcrack t.Hv.rs Hrs H'rs µ,s D""A D""e D""c D""r Ld Lp 

(cm2
) (unilless) (cm) (cal/mol) (atm-m3/mol) (unilless! (gicm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.BBE+09 9.35E-06 30 8,419 2.63E-05 1.13E-03 1.75E-04 1.31E-02 O.OOE+OO O.OOE+OO 1.31E-02 92 30 

Exponenlof lnfinile 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peclet altenuation bldg. Finite Finite source time for 

coefficient, cone., radius, inlo bldg., coefficient, crack. number, coefficient, cone., source source depletion, source 

Kd Csource rcrock Osoil 
ocrack 

Ac reek exp(Pe') a Cbuilding [!term 111term lo depletion 

(cm3/g) (~1glm3) (cm) (cm3ts) (cm2/s) (cm2
) (unilless) (unitless) (11g/m3

) (unitless) (seer' (sec) (YES/NO) 

4.60E-03 6.36E+03 0.10 3.90E+03 1.31E-02 1.76E+04 5.59E+73 NA NA 6.95E+01 2.81E-08 6.67E+09 NO 

Finite 
source Mass Finile Final 
indoor limil source finile Unit 

altenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> cblrilcling Cbu11d1ng Cbuilding URF RIC 

!unitless) (µg/m3
) (µg/m3) (µg/m3

) (µgtm3r' (mg/m3) 

2.01E-05 NA 1.28E-01 1.28E-01 NA 5.0E+OO 

END 

1of1 



SL-ADV 
Version 3. 1 ; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" In "YES" box end in~ial soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical soil 
CASNo. cone., 

(numbers only, CR 
~dashes) (~g/kg) Chemical 

78933 7.09E+01 Me1hylethylketone (2-butanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplh below Tolals musl add up 10 value ol L1 (cell 028) 

below grade grade lo bollom Thickness Thickness 
AvArage lobollom Deplh below of conleminetlon, Thickness ofsoll olsoll 

soil of enclosed grade 10 lop (onler value ol 0 ol soil stralum B, stralumC, 
lemperalure, space Roor, of contaminaUon, ii value Is unknown) stratum A. (Enter valuo or 0) (Enter value or O) 

Ts L, L, L• h, h, he 
(°C) !cml !cm! (cm! !cm! (cm! (cm! 

I 10 I 30 I t22 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Slratum A Slralum A Slralum A SlralumA Shalum B SlralumB 

SGS soil dry soillolal soil waler-hlled soll organic scs soil dry 

.~il_I~~- bulk denslly, poroslly, poroslly, carbon fraclion, solll~e bulk densily, 

p,,• n• e . .' '«. p,,' 
lookup Sol looll;upSoll 

(g/cm') (unilless~ (cm31cm3~ 'unit less~ (g/cm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor·well Indoor 

floor pressure floor lloor space seam crack air exchange 
thickness, diHerenlial, lenglh, wldlh, heigh!, widlh, rale, 

L..; .. 6P Le w, H, ER 

'cm~ (!l'cm-s'J {cm! (cmJ 'cmi ~cmi !11h! 

10 40 36576 51206 366 0,1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 
tlmelor lime for Exposure Exposure risk lor quolienl for 

carcinogens, noncarcinogens, duralton, frequency, carcinogens, noncercinogens, 

Ille AT.., ED EF TR THO 

(:t:rsl ~~sl {~rs! (da:t:st~i 'unllless! ~unillessl 

70 30 30 350 1.0E-06 

Used to calculalo risk-based 
soil concentralion. 

1 off 

2-BUTANONE SURFACE (0 TO 4 FT) EPC 

ENTER ENTER 
Soll 

slralurn A User-defined 
SGS slralumA 

soil lype soil vapor 
(used lo eslimele OR permeabllity, 

soil vapor k., 
permeability) (cm2

) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 

Slralum B Stratum B Slralum B StralumC Stratum C Slralum C Stralum C SlrelumC 

soll lola1 soil waler-filled soil organic SGS soil dry soillolat soll waler-fllled soil organic 

porosity, porosity. carbon lraclion, soi~ IYpe bulk densily, poroslly, porosity, carbon lreclion, 

n" 8' ,«. r>o,c nc a.° l«c 
lookup Soil 

'unltleSs~ (cm3/cm3
) {unlllessi (!!'cm') {unlllessJ (cm

3
/cm

3l 'unilless~ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0,002 

ENTER 
Average vapor 

now rate lnlo bldg. 
OR 

Leave blank to calculale 

a.,. 
{Um! 



INTERMEDIATE CALCULATIONS SHEET 

2-BUTANONE SURFACE (0 TO 4 FT) EPC 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

~ Lr 9A . e.s ec • s,. k1 k,g k, Xe reek CR Obuilding 

(sec) (cm) (cm3/cm3
) (cm3/cm'} (cm3tcm3

) (cm3/cm3
) (cm2

) {cm2
) {cm2

) (cm) (µg/kg) {cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 7.09E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective eff ecllve effective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion dilfusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As '1 Zc,eck t.H •. rs Hrs H'rs µ,s 0•flA D""a D""c D""r 4t LP 
{cm'} (unitless) (cm) !cal/mol) (alm-m3/mol) (unitless) (9/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) !cm) 

1.B8E+09 9.35E-06 30 8,419 2.63E-05 1.13E-03 1.75E-04 1.31E-02 O.OOE+OO O.OOE+OO 1:31E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-waler Source vapor effective foundation Indoor source Time for duration> 
partition vapor Crack flowrale diffusion Area of Peele! attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, Into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrBCk a.on ocrack 
Ac rack exp(Pe1

) (t Cbuilding 13 term ljlterm ~D depletion 

(cm3/g) (µg/m') cm (cm3/s) (cm2/s) (cm2
) unifless unitless (µg!m'} unilless (seer' sec YES/NO 

4.60E-03 2.15E+03 0.10 3.90E+03 1.31E-02 1.76E+04 5.59E+73 NA NA 6.95E+01 2.B1E-08 6.67E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<ll> CbuHding 'cblJllding Cbulldlng URF RIC 

(unilless) (µg!m'} (pg/m') (µg/m'} (µgtm"r' (mg/m3
) 

2.01E-05 NA 4.31E-02 4.31E-02 NA 5.0E+OO 

END 

1of1 



SL-ADV 
Version 3.1 : 02/04 

Reset to 

I M~RE I 

I M~RE I 

OHO 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler 'X' In "YES' bo•) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler •x• 1n "YES• box and inflial soil cone below) 

YES 

ENTER ENTER 
In Rial 

Chem lea I SOii 

CASNo. cone., 
(numbers only, c. 

no dashes) (µg/kg) Chemical 

108101 1.20E+02 Methylisobuty!ketone (4-methyl·2·pentanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplh below Tolals musl add up lo value of L1 (con G28) 

below grade grade lo bollom Thickness Thickness 
Averago lobollom Depth below of conlaminalion, Thickness of soil ol soil 

Soll of enclosed grade to lop (enler value or o or son slrelum B, stralum C, 
lemperalure, space floor, of conlaminalion, if value is unknown) slralum A, (Enter value or O) (Enter valuo or 0) 

Ts L, L. t.. h. he he 

("C) lcml (cm) lcml lcml (cml lcml 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slra1umA Slralum A Slratum A Slralum A Slralum A Slralum B SlralumB 

scs soil dry soillolal soil water.filled soil organic scs soil dry 
soil type bulk density, porosily, porosily, carbon fracllon, . ··-~illype bulk density, 

p,,• n• e.' I' fl>" 
Lookup Soil 

(g/cm') (cm3/cm3
) 

Lookup Soil 
(glcm') 'uniUessi 'unilless) 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enctosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 

noor pres&ure lloor floor space seam crack air exchange 
lhicknoss, dllferenllal, lenglh, width, height, wldlh, rale . 

L.~· ~p . Le w. H, w EA 

icm} (!J'cm·•'l jcm} 1cm1 'cml !<ml !1/hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel T argel hazard 
lime for limelor EKposure Exposure risk lor quollenl for 

carcinogens, noncarclnogons, duration, frequency, cerclnoger.s, noncarcinogens, 

AT0 ATNC ED EF TR THO 

1~rs! !l'.!•! j~rs} ~de~s/~ri iunillessJ tumllessl 

70 30 30 350 1.0E-06 

Used lo calculate rlsk·based 
soil concenlrallon. 

1of1 

4-METHYL-2.PENTANONE SURFACE (0 TO 4 FT) MAXIMUM 

ENTER ENTER 
Son 

stratum A User-defined 

scs slratumA 
soil lype soil vapor 

(used lo estimale OR permeabilhy. 
soil vapor k. 

oermeabdilvf (crn2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B SlralumB StralumB SlratumC Stratum C SlralumC Slralum C SlralumC 
soll lotal soil waler.filled soil organic scs soil dry soll lolal soil water-filled soil organic 
porosily, porosny, carbon fraction, soil lype bulk density, porosily, porosity, carbon fraclion, 

n" e.• I e p,c nc e.c '~c 
(cm3/cm-:i) 

lookup Soll 
(!J'cm'J (cm3/cm3

) 'unillessJ 'unlllessJ 'untlless) 'unillessi 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow role Into btdg. 
OR 

Leave blank to calculate 

01011 

jllm~ 



INTERMEDIATE CALCULATIONS SHEET 

4-METHYL-2-PENTANONE SURFACE (0 TO 4 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-lilted air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 9aA 0 8 . a.c s,. k1 k,g k,, Xcrack CA QbuOdlng 

(sec) !cm) (cm3/cm3
) (cm3/cm3> (cm3/cm3

) (cm3/cm3
) (cm2

) (cm2
) (cm2

) !cm) (µg/kg) (cm3/s) 

I 9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E·08 175,564 1.20E+02 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack· Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave.soil ave. soil ave.soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coetticient, coefficient, coefficient, length, length, 

As 'l Z.mk <'>Hv.TS Hrs H'rs µTS D""A D""e D""c 09"1 ~ Lo 
(cm2

) !unitless) (cm) !cal/mol) (atm-m3/mol) !unitless) (g/cm-s) (c~2/s) (cm2/s) (cm2/s) (cm2/s) (cm) !cm) 

1.88E+09 9.35E·06 30 9,862 5.70E-05 2.45E-03 1.75E·04 1.21E-02 0.00E+OO O.OOE+OO 1.21E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diflusion Area of Peel et attenuation bldg. Finite Finite source time for 

coellicient, cone., radius, into bldg., coelticient, crack, number, coellicient, cone., source source depletion, source 

Kd Csource rcrack O,c;1 oc1eck 
Ac reek exp(Pe1

) (l Cbuilding ~term IV term to depletion 

(cm3/g) (µg/m') !cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/mJ) (unitless) (seer' !sec) !YES/NO) 

1.81E-02 5.76E+03 0.10 3.90E+03 1.21E-02 1.76E+04 2.91E+79 NA NA 6.46E+01 4.14E-08 4.22E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<Cl> Cbuilding Cbundlng Cbuilding URF RIC 

(unitiess) (µg/m3
) (r1g/m3) (r1g/m3) (µg/m3r' (mg/m3) 

2.00E-05 NA 1.15E-01 1.15E·01 NA 3.0E+OO 

END 

1of1 



SL-ADV 
Version 3. 1; 02/04 

Reset to 

I M~RE I 

I M~E I 

~ 

DAT A ENTRY SHEET 

CALCULATE RISK·BASED SOIL CONCENTRATION (enler "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler-X- in "YES" box and ln~lal sofl cone. below) 

YES 

ENTER ENTER 
lndlal 

Chemical soil 
CAS No. cone .. 

(numbers only, Cn 
no dashes) (µg/kg) Chemical 

108101 5.42E+01 Methylisobutylketone (4-melhyl-2-pentanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow Totals musl edd up lo value of l 1 (ceR G28) 

below grade grade lo bollom Thickness Thickness 
Average lobollom Deplh below of contamination, Thickness of soil ofsoll 

Soll of enctosed grade lo top (enler value ol O ofsoll slralumB, slralum C, 
temperelure, space Roar, or contamination, ii value is unknown) stratum A, (Enter value or O) (Enler value or O) 

Ts L, L, L, h. he he 
('C) (cm) tcml (cm) Ccml (cml (cm) 

r 10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA Slratum A Slratum A SlmlumA Slralum A Slralum B StralumB 

scs soll dry soillolel soil waler-filled soll organic scs soil dry 
soil lype bulk donsily, poroslly. poroslly, carbon hacilon, soff IYpe bulk density, 

ri.• n• a.• 1~· P.° lookup Sod Lookup Soll 
(glcm') 1unilless) (cm3/cm3

) {Uniflessi (g/cm'l 

s 1.66 0.315 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soi~bldg. space space Enclosed Floor-wen Indoor 
floor pressure noor floor space seam crack air exchange 

thickness, dillerentlal, lenglh, widlh, heigh!, widlh, rate, 

lend OP Le We He w ER 

lcml (glcm-s') {cml 'cml (cmj 'cmi (1/hj 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel T argel hazard 

lime for lrmetor Exposure Exposure risk for quollent tor 
carcinogens, noncarcmogens, duration, frequency, carcinogens, noncarcinogcns, 

ATc AT,.; ED EF TR THO 

~~rsl '~91 '~9~ (da~s/~r~ ~uniUessJ 'umtlessl 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
son concentraUon. 

t ol 1 

4-METHYL-2-PENTANONE SURFACE (0 TO 4 FT) EPC 

ENTER ENTER 
Soll 

slrelum A User-defined 
scs slralumA 

soll type soM vapar 
(used lo eslimale OR permeabUily, 

soil vapor k,. 

perrneablllM (cm") 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Slralum B Slrelum B SlralumC Slratum C s1ra1umc Slralum C Slrelum c 
solltolel soil waler-rilled soil organ11: scs 6011 dry soH tolel soil water-rilled soil organic 
porosi1y, porosily, carbon lraclion, soil lype bulk density, PofOSlly, pornsily, carbon lraclion, 

n' 6 e 1~' c nc o.c l~c 
lookup Soil Pb 

'unilless~ (cm:i./cm:i) 'unltlessJ (g/cm'J 'unltless} (cm3/cm3
) ~unHless! 

0.315 0.054 0.002 s 1.66 0.315 0.054 0.002 

ENTER 
Average vapor 

llow rale into bk:lg. 
OR 

Leave blank to calculate 

a."'. 
(Umj 



INTERMEDIATE CALCULATIONS SHEET 

4-METHYL-2-PENTANONE SURFACE (0 TO 4 FT) EPC 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A StralumA Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosily, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

l Lr 9A . 0.0 0.c s,. k; k,g k,, Xc1ack CR Obuildlng 

!sec) !Cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 92 1. 0.321 0.321 0.321 0.003 9.92E-OB 0.996 9.91E-06 175,564 5.42E+01 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at conslant at viscosity at effective effective effective effeclive Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave.soil diffusion diffusion diffusion diffusion path path 
grade, ratio. grade, temperature, temperature, temperature, temperature, coefficient, coe!ficient, coefficient, coefficient, length, length, 

As '1 Z.,,ock 6Hv.TS Hrs H'rs µTS 0•llA 0•118 D""c 0•llT L,, Lo 

(cm2
) (unitless) (cm) (cal/mol) (atm-m3/mol) (unilless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 9,862 5.70E-05 2.45E-03 1.75E-04 1.21E-02 0.00E+OO O.OOE+OO 1.21E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duralion > 

partition vapor Crack flow rate diffusion Area of Peele! attenuation bldg. Finite Finite source time for 
coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource re tack Osoil 
ocrack 

Acr11.ck exp( Pe') a cbuilding fl term wterm •o depletion 

(cm3/g) (µg/mJ) (cm) (cm3/s) (cm2/s)' (cm'} (unitless) (unitless) (µgim') !unitlessj (seer' !sec) (YES/NO) 

1.61E-02 2.60E+03 0.10 3.90E+03 1.21E-02 1.76E+04 2.91E+79 NA NA 6.46E+01 4.14E-08 4.22E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<U> Cbuilding Cbuild1ng Cbulldtng URF RIC 

(unitless) (i1g/m3
) (µg/mJ) (µg/mJ) (µg1m

3r' (mg/m3
) 

2.00E-05 NA 5.21E-02 5.21E-02 NA 3.0E+OO 

END 

1 of 1 



SL-AOV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

DBL] 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler 'X" in "YES' box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ·x~ In "YES" box and lnilial soll cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical son 
CASNo. cone., 

(numbers onty. c. 
no dashes! b•g/kg) Chemical 

74839 2.00E•OO Melh~ bromide 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Deplhbelow Totals musl add up to value or L1 (cell G28) 

below grade grade 10 bollom Thickness Thickness 
Average lobollom Deplh below ol conlaminallon, Thickness of soil ol soll 

soil of enclosed grade lo lop (enler value ol o of son s1ralum B, slralumC, 
lempetalure, space floor, of contamlnallon, if value Is unknown) slralum A, (Enter value or O) (Enter value or O) 

Ts L, L, L, h, ho he 
rq (cml (cml (cml (cml (cml (cml 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Slralum A Slralum A Slrelum A Slralum A Slralum B StralumB 

SGS soil dry soillolal soil waler-filled soil organic SGS soil dry 

soil 'YP!' ... bulk density, porosily, porosity, carbon ftadlon, ___ ~-ol~ I~~ bulk denslly, 

Pb' n' e.' loo A Pb" 
Lookup Soll 

(g/cm') {cm3/cm3
) 

Lookup Soil 
(g/cm'} 1unillessl (unilless! 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
floor pressure floor floor space seam crack air exchange 

lhlckness, dilrerenlial, lenglh, widlh, heigh!, width, ra1e, 

Lcr...:k oP Le w. He w ER 

{cm) (g/cm-s'} tcmJ (cm} lcml 'cm! 111hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel hazard 
tlmeror time for Expasure Exposure risk for quollenl lor 

carcinogens, noncarclnogens, durallon, frequency, carcinogens, noncercinogens, 

ATc AT.., ED EF TR THQ 

i~rs1 '~si 'xrsi ~dak'.!f~r} tunllless} tunl11ess} 

70 30 30 350 LOE-06 

Used to catculale risk-based 
soil concenlratlon. 

1 ort 

BROMDMETHANE SURFACE (0 TO 4 FT) MAXIMUM ANO EPC 

ENTER ENTER 
Soll 

stratum A User-defined 
SGS stratum A 

sod type soil vapor 
(used lo eslimale OR permeablltty, 

soil vapor k. 
oermeabililvl· (cm2

) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Slralum B Slralum B SlralumC Stralum C Slralum C Stratum C SlratumC 
soil lolal soil weler-lllled soil organic SGS soil dry solllolal soil waler-filled soil organic 
porosity, poroslly, carbon lracllon, soil lype bulk densily, porosily, porosily, carbon lrecllon, 

n• e.• 1~· Pbc nc 0 c I c 

(cm3/cm3) 
Lookup Soll 

(g/cm') (cm3/cm3) {unllless~ 'umlless! 'unilless! tunmess! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale Into bldg. 
OR 

Leave ~ank to calcula1e 
a,., 
lUm! 



INTERMEDIATE CALCULATIONS SHEET 

BROMOMETHANE SURFACE (0 TO 4 FT) MAXIMUM AND EPC 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil eflecllve soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation. permeabillly, permeability, permeability, perimeter, used, rate, 

t Lr 0,A e.s e,c s,. k; k,g kv Xe reek CR QbuRding 

(sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !cm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 2.00E+OO 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coellicient, coefficient, coefficient, length, length, 

As 11 Zcrack 11.Hv.rs Hrs H'rs µTS D""A Da"e D'"c 'oe"1 Ld LP 
(cm2

) (unitless) !cm) !callmol) (atm-m3/mol) iunilless) (glcm-s) (cm%) (cm2/s) (cm21s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 5,651 3.76E-03 1.62E-01 1.75E-04 1.18E-02 O.OOE+OO O.OOE+OO 1.18E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source lime for 

coefficient, cone., radius, into bldg .. coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcreck a, .. , ocrack. 
A.reek exp(Pe1

) a cbuilding Jlterm ljlterm to depletion 

(cm3/g) (µglm3) (cm) (cm3/s) (cm2/s) (cm2
) (unilless) (unllless) (µg/mJ) (unilless) (seer' (sec) (YES/NO) 

2.10E-02 3.81 E+03 0.10 3.90E+03 1.18E-02 1.76E+04 7.49E+81 NA NA 6.27E+01 1.60E-06 1.06E+08 YES 

Finite 
source Mass Finite Final 
Indoor limit source finite Unit 

allenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<Ct> Cbuilding cbuilding Cbuildtng URF RIC 

(uniltess) (µglm3
) (µglm3

) (µglm3
) (µgtm3

)"
1 (mg/m3

) 

NA 8.45E-03 NA B.45E-03 NA 5.0E-03 

END 

1of1 



SL-ADV 
Version 3.1: 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-OASEO SOIL CONCENTRATION (enler •x• in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTnATION (enler "X" In "YES" box and inlllal soil cone. below) 

YES 

ENTER ENTER 
lnhlal 

Chemical soll 
CASNo. cone., 

(numbers only, Cn 
no dashos! (µg/kg) Chem lea I 

75150 1.30E+01 Carbon disulfide 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Depth below Tolals must add up lo value ol l 1 (cell G28) 

below grade grade lo bottom lhlckncss Thtckness 
Average loboltom Deplhbelow al contaminalion, Thickness of soil olsoil 

Soll ol enclosed grade to loP (enler verue or o of so9 stralum B, stralum C, 
temperalure, spaco floor, of conlamrnahon, ii value Is unknown) slralum A, (Enler value or O) (Enler value or O) 

Ts L, L, L, h. he he 
('C) tcml tcml (cm) (cm) (cm) (cm) 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Stratum A SlralumA StrelumA Slralum A Slralum B Slralum B 

scs soil dry soil lolal soil water-filled soil organic scs son dry 
soil lype bulk densily, porosity, porosily, carbon fraction. soll lype bulk densily, 

p,' n• o.' '~· Pb" 
Look.up SoH Lookup Soil 

(gicm3
) junllless} (cm3/cm3

) ~unltlessi (gfcm3
) 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
noor pressure lloor floor space seam creek air exchange 

thickness. diHorenllal, lenglh, wld1h, height, widlh, rale, 

L..~. 6P le w. He ER 

!<ml (g/cm-s') (cmi (cm1 (cm) (cm~ Pihl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Tergel hazard 
limelor lime lot Exposure Exposure risk lor quotient for 

carcinogens, noncarclnogens, durahon. frequency, carcinogens, noncarcmogens. 

ATc AT.., ED EF TR THO 

b!5 j 11'.!•l ~~rs! idaxs1~1 iunillessl iunlllessi 

70 30 30 350 1.0E-06 

Used lo calcula1e risk-based 
soil concenlralion. 

1or1 

CARBON DISULFIDE SURFACE (0 TO 4 FT) MAXIMUM AND EPC 

ENTER ENTER 
Soil 

stratum A User-defmed 
scs slralumA 

soil lype soil vapor 
(used lo estimate OR permeab1lhy, 

soil vepor k. 
oermeabllllV) (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum 8 SlralumB StralumB SlralumC Slralum C SlralumC Slralum C StralumC 
soil lolal soil waler.filled soil organic scs soil dry solltotal soH waler-fined soil organic 
POfOSily. porosity, carbon fraction, ~111)'.P~. bulk density, porosity, porosity, carbon fraction, 

n• e.' I • Pbc n" e..< f c 
Lookup Soil 

'umlless} (cm3/cm3
) ~unlllessi (g/cm') 1unilless} (cm3/cm3

) iunl!lessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale inlo bldg. 
OR 

leave blank lo calculate 
a.., 
!Lim) 



INTERMEDIATE CALCULATIONS SHEET 

CARBON DISULFIDE SURFACE (0 TO 4 Fn MAXIMUM AND EPC 

Stratum A Slratum B SlratumC Stratum A Slratum A Stratum A Stratum A Floor-
Source- soil soil soil elf eclive soil soil soil wall Initial soil Bldg. 

Exposure building air-tilled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration venlilalion 
duration, separation. porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rale, 

t Lr 0 A . 0 8 . 0.c s,. k; k,g kv Xe rack CR Qbullding 

(sec) (cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3
) (cm2

) (cm2
) (cm2

) (cm) (µg/kg) · (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.30E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-tolal deplh vaporizalion al conslanl al conslanl at viscosily al elfeclive ellective effective effeclive Diffusion Conveclion 
below area below ave. soil ave. soil ave. soil ave. soil dilfusion diffusion diflusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperalure, coefficient, coefficient, coefficient, coefficient, length, lenglh, 

Ae 'l ZcrRck l1Hv,TS Hrs H'rs µrs o•". o•"e o•"c 0eflT ld Lo 
(cm2

) (unilless) (cm) (cal/mol) (alm-m3/mol) (unilless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 6,682 1.66E-02 7.16E-01 1.75E-04 1.68E-02 0.00E+OO O.OOE+OO 1.68E-02 92 30 

Exponenl of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundalion indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peele I allenualion bldg. Finile Finite source time for 

coefficient, cone .. radius, into bldg., coefficient, crack, number, coefficient, cone., source source deplelion, source 

Kd Csoorcft fcrack Osoil 
ocrack 

Acrack exp(Pe1
) ex Cbulldlng I} term 111term to depletion 

(cm3/g) (µg/ma) (cm) (cm3/s) (cm2/s) (cm2
) (unilless) (uniliess) (µg/m3) (unilless) (seer' (sec) (YES/NO) 

9.14E-02 3.55E+04 0.10 3.90E+03 1.68E-02 1.76E+04 2.05E+57 NA NA 8.91E+01 3.26E-06 7.35E+07 YES 

Finite 
source Mass Finile Final 
indoor limit source finite Unil 

allenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<CX> Cbulld;ng Cbuild1ng Cbulldlng URF RIC 

(uniliess) (11g/m3) (µg/m3) (µg/m3) (µgtmar' (mg/m3
) 

NA 5.49E-02 NA 5.49E-02 NA 7.0E-01 

END 

1of1 



SL-ADV 
Version 3.1: 02/04 

Resel lo 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter ·x· in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" In "YES" boK and inilial soil cone. below) 

YES 

ENTER ENTER 
lni1ial 

Chemical soil 
CASNo. cone., 

(numbers only, c. 
no dashes! (11g/kg) Chemical 

100414 1.90E+01 Elhylbenzene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Depth below Totals musl add up lo value of L1 (cell G28) 

below grade grade lo bollom Thickness Thickness 
Average tobollom Depth below ol conlaminalion, Thickness ol soil of soil 

soil of enclosed grade lo lop (cnler value or O olsoil slralum B, slralum C, 
temperalure, space floor, of conlaminalion, ii value is unknown) slralum A, (Enter value or OJ (Enler value or O) 

T, L, L, L, h. h, he 
('C) Cerni Cerni Cerni (cml Cc ml (cm) 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Slralum A SlralumA Stratum A SlralumA Slralum B SlratumB 

SGS soil dry soillolal soil waler-filled soil organic scs soil diy 
BOHi~~ bulk densily, porosily. porosity. carbon fraclion, --~il_IYf?e_ bulJI: densily, 

p,,• n• e.' '~· p,,' 
Lookup Sci' lookup Soil 

(g/cm') ~unilless} (cm3/cm3
) lunilless~ (g/cm3

) 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg space space Enclosed Floor-wen Indoor 
!Joor pressure noor /loor space seam crack air exchange 

lhk:knoss, diflorcnlial, length, widlh, heigh!. wldlh, rale, 

lrn1<:k ~p Le We H, ER 

(cm! (g/cm-s') lcml {cml ~cm} 1cm) i1/h~ 

10 40 36576 51200 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 
lime for lime for Exposure Exposure risk !or quollen1 for 

cerctnogens, noncarc1nogens, duration, frequency, carcinogens, noncarctnogens, 

ATc ATNC ED EF TR THO 

'~rs! b;:;sl l~sl ~da:k'.s/~r} lunl'lless} lunllless} 

70 30 30 350 1.0E-06 

Used lo calculele rlsk·based 
soil concenlrellon, 

1ol1 

ETHYLBENZENE SURFACE (0 TO 4 FT) MAXIMUM AND EPC 

ENTER ENTER 
Soil 

slralumA User-de lined 
scs slralumA 

soil type soil vapor 
(used lo eslimale OR penneabilily, 

sotl vapor "-. 
oermeabililvl (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum B Slralum 8 Slralum B Slretum C SlralumC SlralumC SlratumC Strelumc 
solltolal soil waler-filled soil organic scs soil dry soil Iola! so~ water.filled soil organk: 
porosily, porosily, carbon fraclion, soil lype bulk densily, poroslly, porosity, carbon lrachon, 

n' u e ·~e Poe nc o..< '~c 
Lookup Soil 

lunlllessl (cm3/cm3
) lunitlessl (glcm'l 'unillessl (cm3/cm3) iunilless~ 

0.375 0.054 0.002 .s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rale lnlo bldg. 
OR 

leave blank to calculate 
a,.. 
'Um~ 



INTERMEDIATE CALCULATIONS SHEET 

ETHYLBENZENE SURFACE (0 TO 4 Fn MAXIMUM AND EPC 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-lilied air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

1 Lr 0A • 0 8 . 0,c s,. k; k,g kv Xcrack CR Obuildlng 

(secl (cm) (cm3/cm3) (cm3/cm3} (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3ts) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-06 175,564 1.90E+01 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space lo-total depth vaporization at constant at constant at viscosity at elf ecllve elfective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil dilfuslon diffusion diffusion dilfusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As 11 Zc.,ck AHv,TS Hrs H'rs µTS o"\ o•lls Dene o""r Ld Lp 
(cm2

) !unitless) !cm) !cal/mol) (atm-m3/mol) !unitless) (g/cm-s) (cm%) (cm' ts) (cm2/s) (cm2/s) !cm) !cm) 

1.86E+09 9.35E·06 30 10,155 3.17E·03 1.36E·01 1.75E-04 1.21E-02 O.OOE+OO O.OOE+OO 1.21E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective loundation indoor source Time for duration> 
partition vapor Crack flow rate dilfusion Area of Peel et attenuation bldg. Finite Finite source lime for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource fcrnck Osoil 
ocrack 

Ac rack exp(Pe1
) a Cbuildlng p term ljllerm <o depletion 

(cm3/g) (µg/m3) (cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/m3) (unitless) (seer' (sec) !YES/NO) 

7.26E·01 3.30E+03 0.10 3.90E+03 1.21E-02 1.76E+04 2.97E+79 NA NA 6.45E+01 1.50E·07 1.16E+09 NO 

Finite 
source Mass Finite Final 
Indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<U> Cbu!ldlng Cbuilding Cbulldlnq URF RIC 

(unilless) (µg/m3
) (µg/m3

) (µg/m') (~1g1m'r 1 (mg/m3) 

1.98E-05 NA 6.54E-02 6.54E-02 NA 1.0E+OO 

END 

1of1 



SL-ADV 
Version 3. 1; 02/04 

Reset lo 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

GAL GULA TE RISK-BASED SOIL GONGENTRA TION (enter 'X' in 'YES' box) 

YES 

OR 
CALCULATE INCREMENT Al RISKS FROM ACTUAL SOIL CONCENTRATION (entet ·x~ In ~YES" boJl and lnillal soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical soil 
CASNo. cone., 

(numbers only, GA 
no dashes) (µglkg) Chemical 

100425 5.40E+01 Styrene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Oeplh below To1als musl add up to value or L1 {cen G28) 

below grade grade to bollom Thickness Thickness 
Average lo bollom Deplh below ol contamlnauon, Thickness of soil ol soil 

soil ol enclosed grade lo lop (enter value or o or soil stralum 8, slralumC, 
temperalure, 6pace noor, or conlaminaOon, ii value Is unknown) stratum A, (Enler value or O) (Enter value or 0) 

Ts L, L, 4 h. ha he 
('C) Ccml Cc ml Cc ml Cc ml Cerni Ccml 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA Slralum A SlralumA Slralum A SlralumA Slralum B Slralum B 

SGS soil dry soll lolal soil waler-l'illed soil organic scs soil dry 
soil lype bulk densny, poroslly, poroslly, carbon lraclion, soll 1Yp~··· bulk densily, 

p,: n• e.• 1~· p,," 
lookup Soi loolcupSoil 

(glcm'} iunltlessl !cm
3
fcm

3
) ~unhlcssl (glcm3

) 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enciosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
Hoor pressure noor noor space seam crack air exchange 

lhlckness, d1Heren1ial, lenglh, widlh, heigh!, width, rato, 

L.: ••• 6P la Wa Ha w ER 

'cmJ (g/cm-s7
) 'cm} (cmJ 1cm~ (cm! 11'h2 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 
llmefor lime for E11tposure Exposure risk for quolienl lor 

carcinogens, noncarcinogens, durallon, frequency, carcinogens, noncarcfnogens, 

A Tc AT.., EO EF TR THO 

(l's) ()!!•) '>:S! (dals/l') (unflless! iunillessl 

70 ~o 30 350 1.0E·06 

Used lo calculale risk-based 
son concenlralion. 

1oC1 

STYRENE SURFACE (0 TO 4 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralum A User-defined 
SGS elratum A 

soll lype soll vapor 
(used lo eslimate OR permeabillly, 

soll vapor k,. 

oermeabillM (cm7
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER. 
SlralumB S1ralumB Slrelum B SlralumC SlralumC SlralumC SlretumC Slralum C 
eolllolal soil waler-lilted soil organic scs soil dry soil total soll waler-filled soil organJC 
porosily, porosity, carbon lraclion, -~oil lyp~ bul\c denslly. porosi1y, porosity, carbon hacllon, 

na e.' I a p,,c nc 9.c I c 

'"°""""°" ~unilless~ (cm3fcm1 1unntessi (glcm') ~unillessl (cm3fcm3
) 1unillessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale lnlo bldg. 
OR 

Leave blank lo calculate 
a.., 
'Um) 



INTERMEDIATE CALCULATIONS SHEET 

STYRENE SURFACE (0 TO 4 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid inlrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 9A • 0 B . e.c s,. k; k,g kv Xcrack CA Ooondlng 

(secl (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+OB 92 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-OB 175,564 5.40E+01 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at conslant at constanl at viscosity at elfeclive effective effective elfective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion dilfusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient. coefficient, coefficient, length, length, 

A0 11 Zcrack i'.Hv.Ts Hrs H'rs µTS Dell A DellB D""c D""r Ld Lo 
(cm2

) !unitless) (cm) (cal/mol) (atm-m3/mol) (unitless) !g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.BBE+09 9.35E-06 30 10,450 1.0BE-03 4.64E-02 1.75E-04 1.15E-02 O.OOE+OO O.OOE+OO 1.15E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 0 crack 
Acrack exp( Pe') a Cbuilding ~term ljlterm to depletion 

(cm3/g) (µg/m,) (cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/m3

) . (unitless) (seer' (sec) (YES/NO) 

1.55E+OO 1.57E+03 0.10 3.90E+03 1.15E-02 1.76E+04 B.91E+B3 NA NA 6.12E+01 2.3BE-OB 6.97E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Relerence 
coefficient, cone., cone., cone., factor, cone., 

<Cl> Cbuilding Cbuilding Cbuilding URF RIC 

(unitless) (r1glm3
) (µglm3

) (r1g/m,) (µglm,r' (mg/m3
) 

2.01 E-05 NA 3.15E-02 3.15E-02 NA 1.0E+OO 

ENO 

1of1 



SL-ADV 
Version 3.1: 02/04 

Resel lo 

I M~RE I 

I M~E I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENT Al RISKS FROM ACTUAL SOIL CONCEN 1 HA TION (enler •x• in •yEs• box and Initial soll cone. below} 

YES 

ENTER ENTER 
In Illa I 

Chemical soil 
CASNo. cone., 

(numbers only, Cn 
no dashes! (µgll<g) Chemical 

100425 3.92E+01 siyrene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow Totals musl add up lo value of L, (ceR G2B) 

bek>wgrade grade lo bollom Thickness Thickness 
Average lobollom Deplh below cl conlaminalfon, Thickness of sod of soil 

soil or enclosed grade lo lop (enler value ol 0 of soil stralum B, slralumC, 
lemperalure, space floor, of conlaminetion, ii value is unknown) elralum A, (Enter value or O} (Enler value or 0) 

Ts Lr l., l.,, h. ho he 
("C) lcml lcml (cm) rcrnl lcml (cm) 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A SlralumA Slretum A Stratum A SlratumA Slralum B Slralum B 

SGS soil dry soil lolal son water-lllled soil organic SGS soil dry 
son lype bulk densily, porosily, poroslly, carbon lraclion, soH.tys:ie bulk densily, 

p,' n• e.' 1~· ,,,,. 
lookup Sc~ lookup Soll 

(glcm') 1unillessi (cm3fcm3) (unltlessl (glcm') 

s f.66 0.375 0.054' 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure Roar floor space seem crack air exchange 

lhickness, differential, lenglh, widlh, height, widlh, rate, 

L, .... &P L, w. Ho ER 

icmJ (g/cm-s') (cm) icmJ {cm) (cm) i1fh} 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targcl hazard 

limo for !lmelor Exposure Exposure risk for quolienl for 
carcinogens, noncerclnogens, duralion, frequency, carcinogens, noncarcinogens, 

A Tc AT.., ED EF TR THO 

fxrsJ bz:I !l'.!•l {daxst~t~ tunHless} ~unilloss~ 

70 30 30 350 1.0E-06 

Used to calculale risk-based 
soil concenlrelion. 

1of1 

STYRENE SURFACE (0 TO 4 FT) EPC 

ENTER ENTER 
Soil 

slralum A User-defined 
SGS slralum A 

soil lype sell vapor 
(used lo eslimale OR permeability, 

son vapor k, 

permeablltly) (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
S1relum8 Slralum B Sire.tum B StretumC Slralum C Stratum C SlrelumC SlralumC 
soil lolal soll waler-filled soil organic SGS soil dry soll lotal soil water-1\Tied soil organic 
porosity, porosity, carbon fracUon, soil 'vP~ bulk density, porosity, porosily, carbon fraclton, 

n• e.• I B ,,,,c nc o.c l~c 
Loolu.~ Soil 

(unilless! (cm'lcm') 'unillessl (glcm') 1unlllessi (cm3/cm') {unlllessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

Row rate inlo bldg. 
OR 

Leave blank lo calculate 

a~, 

!Lim) 



INTERMEDIATE CALCULATIONS SHEET 

STYRENE SURFACE (0 TO 4 FT) EPC 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall lnilial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid inlri11sic relative air effective vapor seam concentration ventilation 
duration. separallon, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr 9aA 9 B • a.c s,. k, k,g kv Xcre.ck CR Oou•mng 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 3.92E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosily at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coelficient, coefficient, coelficient, coefficient, length, length, 

Ae 'l Zcrack <'>Hv.TS Hrs H'rs J.lrs D""A D""e D""c D""r L• Lo 
(cm2

) (unitless) (cm) (cal/mol) (atm-m3/mol) (unitless) (!licm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 10,450 1.08E-03 4.64E-02 1.75E-04 1.15E-02 O.OOE+OO O.OOE+OO 1.15E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peele! attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coelficient, crack, number, coefficient, cone., source source depletion, source 

K• Csourca rcrack Os oil 
ocrack 

Acrack exp(Pe1
) a Cbullding [}term lj/term to depletion 

(cm3/g) (µg/mJ) (cm) (cm3/s) (cm2/s) (cm2
). (unilless) (unitless) (µg/m3

) (unitless) (seer' (sec) (YES/NO) 

1.55E+OO 1.14E+03 0.10 3.90E+03 1.15E-02 1.76E+04 8.91E+83 NA NA 6.12E+01 2.38E-08 6.97E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<U> cbuilding Cbuilding CbuUdlng URF RIC 

(unitless) (µg/mJ) (µg/mJ) (µg/mJ) (µgtm'r' (mg/m3
) 

2.01E-05 NA 2.29E-02 2.29E-02 NA 1.0E+OO 

END 

1of1 



SL-ADV 
Version 3. 1; 02/04 

Resel lo 

I Mc:E I 

I M~RE I 

DEL] 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler ·x· in "YES" bo11) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler-x-in "YES" box and ln~ial soil cone. below) 

YES 

ENTER ENTER 
ln~ial 

Chemlcal soil 
CASNo. cone., 

(mJmbers only, c. 
no dashesi (11gll<g) Chemical 

127184 9.00E+01 Tetrachloroethxlene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Oeplh Oeplh below Tolals musl add up lo value ol L1 (cell G~e) 

below grade grade lo boltom Thickness Thickness 
Average tobollom Depth below or conlam1nallon, Thickness of soil of soll 

soil of enclosed grade lo lop (enter value al 0 ol soil slralum B, slralum C, 
lemperalure, space Roor, of conleminalion, if volue Is unknown) slralum A, (Enler value or O} {Enler value or 0) 

Ts L, . L, L,, h, he he 
("C) (cm) (cm) (cm} (cm) (cm) (cm} 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slratum A Slralum A Stratum A SlralumA SlralumA Slralum B Slralum B 

SGS soil dry solltolel soil water-filled soil organtc SGS soil dry 
soil type bulk densily, porosity, porosily, carbon lraclion, soil '.¥P~ bulk density, 

P,, A n' 0 A IK' fib' 
LookupSo8 Loo~up Soil 

(glcm') 'unilless) (cm3/cm3
) {unlUess} (glcm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure noor floor space seam crack air exchange 

thickness, diHerenlial. length. Mdlh, heigh!, wldlh, rele, 

lcracll 6P Le We He w ER 

'cml (g/cm·s') (cm! (c:m) 'cml (cm! jtlh~ 

10 40 36576 51206 366 0,1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 
tlmelor limelor Eii:posure Exposure risk for quotienl for 

carcinogens. noncarcinogens, duration, frequency, carcinogena, noncarcinogens, 

ATc ATNC ED EF TR THO 

'xrsi !l'.!•! l~rs~ ~da~st~r~ ~umlless~ ~unilless) 

70 30 30 350 1.0E·06 

Used to calculate risk-based 
sol! concentrellon 

1 ol I 

TETRACHLOROETHENE SURFACE (0 TO 4 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralumA User-defined 
SGS slralum A 

soil typo soil vapor 
(used lo estlmale OR permeebllily, 

soil vapor k, 
permeablliM (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum B SlralumB SlralumB SlralumC Slratum C Slralum C Slralum C StralumC 
soil lolal soll waler-filled soll organic SGS Soll dry soil lolal soil waler-Jilled soil organic 
porosity, porosity, carbon lraclion, soil type bulk densily, porosity, porosity, carbon fracllon, 

ne e.e !Ke p,," nc e." •~c 
Lookup Soll 

{unillessJ (cm3/cm3
) 'unilless} (Wern') lunillessj (cm3/cm3

) 'unlllessl 

0,375 0.054 0,002 s 1.66 0.375 0,054 0.002 

ENTER 
Average vapor 

now rale Into bldg. 
OR 

Leave blank lo calculate 
a..,. 

!Um! 



INTERMEDIATE CALCULATIONS SHEET 

TETRACHLOROETHENE SURFACE (D TO 4 FT) MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil efleclive soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration venlilation 
duration, separation, porosily, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

T Lr 0 A • 0 8 • 0 c • s,. k1 k,g kv Xcrack CR Obullding 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !cm) (µg/kg) (cm3/s) 

9.46E+OB 92 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-08 175,564 9.00E+01 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effeclive effective Diffusion Convection 
below area below ave. soil ave. soil ave.soil ave. soil diffusion dill us ion diffusion diffusion path palh 
grade, ratio, grade, temperature, temperature, tempera lure, temperature, coefficient, coefficient, coefficient, coelficient, length, length, 

Aa l] Zcrack 6Hv.rs Hrs H'm llrs D""A o""a D""c D""r ld lp 
(cm2

) !unitless) !cm) !cal/mol) (atm-m3/mol) 1unifless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.B8E+09 9.35E-06 30 9,553 7.B1E-03 3.36E-01 1.75E-04 1.16E-02 O.OOE+OO O.OOE+OO 1.16E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finile source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 
ocrack 

Acrack exp( Pe') Cl Cbuildlng p term 1t11erm To depletion 

(cm3/g) (µg!m") !cm) (cm3/s) (cm2/s) (cm2
) !unltless) !unitless) (µg/mJ) !unifless) (seer' (sec) !YES/NO) 

3.10E·01 7.42E+04 0.10 3.90E+03 1.16E·02 1.76E+04 6.09E+B2 NA NA 6.20E+01 6.83E-07 2.46E+08 YES 

Finite 
source Mass Flnile Final 
indoor limit source finite Uni! 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<Cl> Cbuilding Cbullding cbuilding URF RIC 

(unitless) (µg/mJ) (µg/mJ) (µg/mJ) (µgtm"r' (mglm3
) 

NA 3.BOE-01 NA 3.BOE-01 5'9E-06 6.0E-01 

END 

1of1 



SL·ADV 

Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler "X" In "YES" box end iniUel soil cone. below) 

YES 

ENTER ENTER 
lnllial 

Chemicel soil 
GAS No. cone., 

(numbers only, c. 
no dashes} (Jog/kg) Chemical 

127184 5.16E+01 Tetrachloroethytene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Oeplh Deplh below Tolals must add up lo value ol L, (cell G28) 

below grade grade to bollom Thickness Thickness 
Average lo bollom Oeplh below of conlaminalion, Thickness of son of soil 

son ol enclosed grado to top (onler value ol 0 or son slretumB, slralum C, 
temperature. space noor, ol conlaminalion, ii value Is unknown) stralumA, (Enter value or O} (Enler value or 0) 

T, L, L, 4. h, he 

"" \C) (cm) (cm) (cm) (cm) (cm) (cm) 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlratumA Slratum A Slralum A Slratum A SlratumA Stratum B StralumB 

scs soil dry soillolal soil waler-llllecl soil organic scs soil dry 
son type bulk denslly, porosity, poroslly, carbon fraction, ... S~!l_t~~- bulk dcmsily, 

Pb' n• o.' '~' p,,e 
lookup Soll lookupSor1 

(glcm') 'unillessi (cm3tcm3) lunnlessJ (g/cm') 

1.66 0.375 0.054 0,002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure - -noor- lloor space seam crack air exchange 

lhicknoss. dlllerenllal, length, widlh, height, wldlh, rale, 

L,,." ~p Le We He w ER 

{cmt {g/cm-•') jcm) {cm! {cm~ jcm) Pih! 

10 40 36576 51206 366 0. 1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Target hazard 
llmolor llme for Exposure Exposure risk for quotiont lor 

carcinogens, noncarcinogons, duration, frequency, carclnoger.s, noncarcinogens, 

ATc AT.., ED EF TR THO 

~~rs} lrr•l ~~rsJ {da;i'.sl;i'.r} 1unitless! 1unltless} 

70 30 30 350 1.0E-06 

Used lo calcu1ale risk-based 
soil concenlration. 

1or1 

TETRACHLOROETHENE SURF ACE (0 TO 4 FT) EPC 

ENTER ENTER 
Soil 

slralumA User-defined 
scs slralum A 

soil lypo soil vapor 
(used lo esllmale OR permeability, 

soil vapor k,, 

permeablll\vf {cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Stratum B Slralum B StratumC Slratumc SlratumC SlratumC SlralumC 
soil lolal son waler-filled soil organic scs SOii dry soil Iola! soil waler-lilled soil organic 
porosity, porosity. carbon lracllon, soll lype bulk density, porosity, poroslly, carbon fraction, 

ne o.e I • Pbc nc o.c '~c 
Lookup Soil 

1unltlessi ~cm3/cm3} {unillessl (!J'cm') 'unillessl (cm3fcm3) 'unillessl 

0.375 0 054 0.002 s t.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate tnto bldg. 
OR 

Leave blank to calculate 

01o11 

jUmJ 



INTERMEDIATE CALCULATIONS SHEET 

TETRACHLOROETHENE SURFACE (0 TO 4 FT) EPC 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 0 A . 0 8 • e.c s,. k; k,g kv Xcmk CA Obuilding 

!sec) (cm) (cm3/cm3
) (cm3/cm') (cm3/cm3> (cm3/cm') (cm2

) (cm') (cm') 1cm) (µg/kg) (cm3/s) 

9.46E+OB 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-OB 175,564 5.16E+01 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosily at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave.soil ave.soil diffusion dilfusion diffusion diltusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coellicient, coellicie'"!t, length, length, 

As '1 Zcrack ~Hv.TS Hrs H'rs µTS DertA o""a Dene oe"r Ld Lo 

(cm2
) (unilless) (cm) (cal/mol) (atm-m3/mol) (unitless) l!!lcm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.BBE+09 9.35E-06 30 9,553 7.B1E-03 3.36E-01 1.75E-04 1.16E-02 O.OOE+OO O.OOE+OO 1.16E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source lnfinlle Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Cscurce rcrack Osoil 
ocrack 

Acrock exp(Pe1
) a C.,uildmg ~temi 'V term to depletion 

(cm3/g) (11g/m3) (cm) (cm3/s) (cm2/s) (cm2
) !uni!less) 1unilless) (µg/mJ) 1unitless) (seer' !sec) !YES/NO) 

3.10E-01 4.26E+04 0.10 3.90E+03 1.16E-02 1.76E+04 6.09E+B2 NA NA 6.20E+01 6.B3E-07 2.46E+OB YES 

Finile 
source Mass Finite Final 
Indoor limil source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbu!lding Cbuildlng Coottdtng URF RIC 

(unltless) (µg/mJ) (µg/mJ) (µgtm'J (µgtm3r' (mgtm'J 

NA 2.18E-01 NA 2.18E-01 5.9E-06 6.0E-01 

END 

1of1 



SL·ADV 

Version 3.1: 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler "X" In "YES" box end iniliel soil cone. below) 

YES 

ENTER ENTER 
lnfllal 

Chem lea I soil 
CAS No. cone., 

(numbers only, c,, 
no dashes} (µg/kg) Chemlcal 

108883 1.40E+01 Toluene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplh below Totals musl add up lo value of L1 (call G28) 

below grade grade lo bol1om Thk:kness Thickness 
Average lobollom Deplh below of conlamlnaUon, Thickness of soil or soil 

soll of enctosed grade lo lop {enler value ol 0 ol soil slralumB, sltalum C, 
lempereluro, space floor, of contamination, if value Is unknown) alrelum A, (Enler value or O) (Enler value or O) 

T, L, l., L, h, h, he 
(•q tcml lcml lcml <cm\ lcm\ (cm) 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stralum A SlralumA Slratum A SlrelumA SlralumA SlralumB Slralum B 

scs soil dry soil lolal soil waler-fillod soil organic scs soil dry 
soil lype bulk denslly, poroslly, porosily, carbon fraction, soil lype bulk denslly, 

p,,• n' 0 • 1~· p,," 
lookup Soll 

(g/cm') (cm3/cm3) 
loollupSoH 

(g/cm') ~unitlessl lunillessl 

1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
floor pressure noor lloor space seam crack air oxchange 

lhickness, differential, lenglh, wldlh, heigh!, wldlh, rale, 

t.... ... llP Le w. Hn w ER 

1cm! (gfcm-s2
) {cm! 1cm! 1cm! {cm) !1'h! 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Ta1gel Targa! hazard 
l1metor limeror Exposure Exposure risk lor quolient for 

carcinogens, noncarclnogens, duranon, lrequency, carcinogens, noncarcinogens, 
AT0 AT.., ED EF TR THO 

~~rsl b'.!•! ~~rs! ~da~~l iunilless~ iUnilless! 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
soll roncenlrallon_ 

1or1 

TOLUENE SURFACE (0 TO 4 FT) MAXIMUM AND EPC 

ENTER ENTER 
Soil 

slratum A User-defined 
scs stralumA 

soll lype soil vapor 
(usod lo cslimale OR permeabillly, 

soil vapor k. 
permeabilnv1· (cm:l) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Slra1umB SlralumB SlralumC SlralumC Slralum C SlralumC SlralumC 
soll total soil waler-lilted soll organM; SGS son dry soil tolal soil waler-filled soil organic 
poroslly, porosll.y, carbon lraclion, eoil lype bulk density, porosily, porosity, carbon lraction, 

n" 0" '~· P,,c nc e.c l~c 
(cm3/cm~) 

lookup Soll 
(g/cm'J (cm3/cm3

) 1uniltess1 {unrtlessl 'unillessl {unllless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

Row rale lnlo bldg. 
OR 

Leave blank lo catculale 

a... 
(Um) 



INTERMEDIATE CALCULATIONS SHEET 

TETRACHLOROETHENE SURFACE (0 TO 4 FT} EPC 

Slratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

'[ Lr o/ a.s o.c s,. kr k,g kv Xe rack CA Qb\Jilding 

!sec! (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm') (cm2

) 1cm! (µg/kg) (cm3is) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.40E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack· Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae 11 Zcmk t.Hv.TS Hrs H'rs µTS o•\ D""e D""c o""r Ld Lo 
(cm2

) unitless cm cal/mot {atm-m3/mol) unitless /cm-s {cm2/s) {cm2/s) (cm2/s) {cm2/s) cm cm 

1.BBE+09 9.35E·06 30 9,154 2.92E-03 1.26E-01 1.75E-04 1.41E-02 O.OOE+OO 0.00E+OO 1.41E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack ffowrate diffusion Area of Peele I altenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack OsoH 0 creck 
Acrack exp{Pe1

) (l CbuHdlng pterm ljlterm i:o depletion 

{cm3/g) (pgtm') (cm) {cm3/s) {cm2/s) (cm2
) (unltless) (unitless) (µglm') (unitless) {seer' (sec) (YES/NO) 

3.64E-01 4.18E+03 0.10 3.90E+03 1.41E-02 1.76E+04 3.25E+68 NA NA 7.47E+01 2.99E-07 6.74E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

altenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<Cl> Ci,u1kJ;ng cbtJilding cbuilding URF RIC 

(unitless) (µgim') (11g/m3
) (µgim3) (µgtm'r' (mgim') 

NA 5.91E-02 NA 5.91E-02 NA 4.0E-01 

END 

1of1 



SL-ADV 

Version 3.1: 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK·BASED SOIL CONCENTRATION (enler ·x-1n "YES" bo<) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler "X" In "YES" bo< and lnlllal soil cone. below) 

YES 

ENTER ENTER 
lnlllal 

Chemical soil 
CASNo cone~. 

(numbers only. Cn 
no dashes! (11glkg) Chemical 

79016 6.40E+02 Trichloroethytene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow T olals must add up lo value of L, (cell 028) 

below grade grade lo bottom Thickness Thickness 
Average lobollom Deplh below of contemmallon, Thickness of soil olsoll 

soil of endosed grade lo lop (enler value of o ol soil slralum B, slratum C, 
temperature, space floor, ol conlamtnalion, Ir value Is unknown) slralumA, (Enter value or O) (Enler value or O} 

Ts L, ... L, h, h. he 
rCJ (Cm) lcml lcml lcml lcml lcml 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Stratum A Slralum A Slratum A Stratum A Slralum D Slratum B 

scs son dry soil Iola\ soil waler·ORed soil organic scs soil dry 
soil type bulk denslly, poroslly, porosity, carbon lraclion, soil type bulk densily, 

µ,,• n' 9 A ·~. r." loohupSoll lookup Soll 
(g/cm') iunlllessi (cm3/cm3

) iunilless! (g/cm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
lloor pressure lloor floor space seam crack air exchange 

lhlckness, differen1ial, length, width, height, wkllh. rah?, 

L,,.,. 6P L, w. He ER 

!cm! (g/cm·•'l {cm} icml ~cm! !cm! 11/h) 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Target hazard 
lime for lime tor Expasure Exposure risk for quollenl for 

carcinogens. noncarclnogens, dura1ion, frequency, carcinoger.s, noncarclnogens, 
Ale AT.., ED EF TR THO 

~~I !!'.!•! ~~&l lda:i:~ ~unillessl 'unltless} 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
soil concenlrallon. 

1ol1 

TRICHLOROETHENE SURFACE (0 TO 4 FT) MAXIMUM 

ENTER ENTER 
Soll 

stralumA Uscr-delined 
SGS stralum A 

soil lype soH vapor 
(used lo eslimale OR permeability, 

sell vapor k. 
aermeablhM. (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slratum B Slratum B Slralum B SlralumC SlralumC Slra1um C Slratum C Slratum c 
soillolal sail water-filled soil organic SGS sell dry soillotal soil waler·lllled soil organic 
poroslly. porosity, carbon fraction, soll 1.YP.• ..... bulk densily, porosity, poroslly, carbon lracllon, 

n" e.' 1~· p,c nc e.° '~c 
Lookup Soil 

'unilless~ (cm'lcm') iunllless! (g/cm') {unitlessl (cm'/cm') 'unillessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

llow rate lnlo bldg. 
OR 

Leave blank lo calculale 
o,., 
'Um} 



INTERMEDIATE CALCULATIONS SHEET 

TRICHLOROETHENE SURFACE (0 TO 4 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soll effective soil soil soil wall Initial soil Bldg. 

Exposure building air-tilled air-filled air-filled total fluid Intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturalion, permeability, permeability, permeability, perimeter, used, rate, 

T Lr 0aA e.s e.c s,. k, k,g k. Xe rock CR Qbuilding 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3icm') (cm2

) (cm2
) (cm2

) (cm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 6.40E+02 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at conslant at constant at viscosity at elfective effective effective elleclive Dillusion Convection 
below area below ave. soil ave.soil ave.soil ave. soil diffusion diffusion diffusion dilfusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coeflicient, coefficient, length, length, 

Aa 'l Z.:rack &Hv.rs Hrs H'rs µrs 0•ffA o""s o""c D"\ ld L,, 
(cm2) (unitless) (cm) (cal/mol) (atm-m3/mol) (unitless) (g/cm-s) (cm2is) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 8,557 4.7BE·03 2.06E·01 1.75E-04 1.28E·02 O.OOE+OO O.OOE+OO 1.28E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor elfective foundalion indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source lime for 

coefficient, cone., radius, into bldg .• coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcreck a.o11 
ocrack 

Acrack exp(Pe1
) a Cbundlng pterm 'V term to depletion 

(cm3/g) (µg/mJ) (cm) (cm%) (cm2/s) (cm2
) (unitless) (unitless) (µg/mJ) (unitless) (sec)" 1 

(sec) (YES/NO) 

3.32E·01 3.26E+05 0.10 3.90E+03 1.28E-02 1.76E+04 2.81E+75 NA NA 6.79E+01 4.63E·07 3.97E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finile Unit 

allenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbuilding Cbuilding CbuHding URF RIC 

(unitless) (µg/mJ) (11gim") (µg/mJ) (µg/m3
)"

1 (mg/m3
) 

NA 2.70E+OO NA 2.70E+OO 1.1E-04 4.0E-02 

END 

1of1 



SL·ADV 

Version 3.1: 02/04 

Resel lo 

I M~RE I 

I M~RE I 

~ 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION lcnler "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ~x~ in •yEs• box and lnttla/ soil cone. below) 

YES 

ENTER ENTER 
lnHlal 

Chemical 6011 

CAS No. cone., 
(numbers only, c. 

no dashesl lµg/kg) Chemical 

79016 8.24E+01 Trichloroelhylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Depth below T olals musl add up to value of L, (cell G28) 

below grade grade lo bollom Thickness Thickness 
Average lo bollom Deplh below of conlamlnalion, Thickness of soil of soil 

soil ol onclosed grade lo lop (enter value of O of sotl slralum B, slralumC, 
temperature, space noor, of conlammation, ii value 1s unknown) stratum A, (Enter value or O) (Enter value or 0) 

T, L, L, L• h, "• he 
(°C) Ccml {cml !cml lcml (cml fcml 

I 10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A SlratumA Slratum A Slratum A Stratum A StralumB Slralum 8 

SGS sotrdry soil total soil waler-filled soil organic SGS solldry 
soll lype bulk densily, porosily, porosity, carbon fraction, soil lype bulk donsily, 

p,,• n• 9 A 1~· p,," 
lookup Sol Lookup Soll 

(g/cm'l 1unilless} (cm3/cm3
) iunllless! lg/cm') 

s 1.66 0.3/5 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 

noor pressure lloor lloor space seam crack air exchange 
thickness, dilletenllal, lenglh. width. heigh!, wldlh. rale, 

L,,.., llP Le w. Ho w ER 

{cm) (g/cm·s') [cm) (cml icml !cm) 11"'1 
10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel hazard 

11mefor lime for Exposure Exposure risk for quolienl for 
carcinogens, noncarclnogens. duration, frequency, carclnoger.9, noncarclnogens. 

ATc ATNC ED EF TA THO 

b'.!5l '~&l ~~S! ida~r! lunillessi 'umllessi 

70 30 30 350 1.0E-06 

Used lo calcuJale risk-based 
soil concenlratlon. 

1of1 

TRICHLOROETHENE SURFACE (0 TO 4 FT} EPC 

ENTER ENTER 
Soil 

slralum A User-defined 
scs slrelum A 

soll type soil vapor 
(used lo estimate OR permeabili1y, 

soil vapor k, 

oermeabililvf (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Stratum B Slralum B StralumC StralumC Slralum C Slratum C Slralumc 
soil total sotl waler-rilled son organic scs soil dry smllolal sell waler-filled soil organic 
porosity, porosily, carbon fraction, soil lype_ bulk densily, porosity, porosity, carbon fraction, 

n' o.• 1~· p,,< nc e.c l~c 
Lookup Soil 

lunillessl (cm3/cm'J lunitless} (g/cm') 1unilless} (cm3/cm3
) 1unrlless~ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rale Into bldg. 
OR 

Leave blank lo calculale 
a,,. 
{Vm! 



INTERMEDIATE CALCULATIONS SHEET 

TRICHLOROETHENE SURFACE (0 TO 4 FT) EPC 

Slratum A Slralum B Stratum C Stratum A Stralum A SlralumA Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure bull ding air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 0aA e.e e.c s,. k; k,g k, Xe reek CR Obullding 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !cm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 8.24E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave.soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae l] ZcracK. i'.Hv.TS His H'rs µTS 0•llA D""e D""c o•\ L• t..,, 
(cm2

) !unitless) !cm) (cal/moll (atm-m3/mol) iunilless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.88E+09 9.35E-06 30 8,557 4.78E-03 2.06E-01 1.75E-04 1.28E-02 O.OOE+OO O.OOE+OO 1.28E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor elfeclive foundation indoor source Time for duration> 
par1ilion vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source lime for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoll 
ocrack 

Acrnck exp( Pe') II Cbuilding (}term If/term to depletion 

(cm3/g) (r1g/m3
) !cm) (cm3/s) (cm'ls) (cm2

) !unitless) iunilless) (µg/m3
) iunllless) (seer' !sec) !YES/NO) 

3.32E-01 4.19E+04 0.10 3.90E+03 1.28E-02 1.76E+04 2.81E+75 NA NA 6.79E+01 4.63E-07 3.97E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<II> Cbrnlding CooHdlng CbuHding URF RIC 

(unilless! (µg/m3
) (µg/m 3

) (µg/m3
) (r1gtm'r' (mg/m3

) 

NA 3.48E-01 NA 3.48E-01 1.1E-04 4.0E-02 

END 

1ol1 



SL-ADV 

Version 3.1: 02/04 

Reset lo 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter "X" In "YES" tiox) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION {enler ~x• 1n •vEs• box and initial soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical soil 
CAS No. cone., 

(numbers only, c. 
no dashesJ ~1glkg) Chemical 

106423 7.10E+01 p-Xylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Depth below Tolals musl add up to value of L, (cell G28) 

below grade grade lo bollom Thickness Thickness 
Average 10 bonom Oeplh below of contamtnallon, Thickness ol soil ot soil 

soil ol enclosed grade to lop (enler value cl 0 or eon slralum B, slrelum C, 
lemperature, space floor. of conteminallon, ii value is unknown) slralum A, (Enter value or O} (Enler value or 0) 

Ts L, L, L, h, ho he 
('C) (cm) (cm) (cml <cm! (cm) (cm) 

to I 30 I 122 I 066 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A SlralumA Slralum A Slratum A SlratumA SlralumB Slrelum B 

scs solldry soil Iola! sod waler-filled soil organic scs soil dry 
soil type bulk densily, porosily, poroslly, carbon lraclion, s~~il lype bulk densily, 

Pb' n' 0 A '~· Pb" 
lookup Soil Lookup Soll 

(glcm') 'unlllessJ (cm3/cm3) 'unitlessl (glcm3
) 

s 1-66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
noor pressure lloor noor space seam crack air exchange 

lhickness, diHerenlial, lenglh, widlh, heigh!, widlh, rate, 

L~"' ~p Le We He w ER 

{cm! (!l'cm-s') icm} (cmJ 'cm) !cm) {1/h! 

10 40 365'76 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Terge1 Target hazard 

tlmeror llmelor Exposure Exposure risk for quollent !or 
carcinogens, noncarclnogens, durallon, frequency, carclnoger:s, noncarcinogens, 

AT0 ATNC ED EF TR THO 

'~rs} !~s} ~xrs~ ida~slr!J 'umtless} ~unilloss~ 

70 30 30 350 1.0E-06 

Used to calculate risk-based 
soil concenlratlon. 

1ol1 

XYLENE SURFACE (0 TO 4 FT) MAXIMUM 

ENTER ENTER 
son 

slralumA User-del\ned 
scs slratumA 

soil type soil vapor 

(used to estimate OR permeabm1y, 
soil vapor k. 

oermeabllttv) (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlrelumB Slrelunle Slratum B SlralumC SlralumC SlratumC Slralum C Slratum C 
soiltolal soil waler-lined soil organtc scs soll dry solllolal soil waler-lllled soll organic 
porosily, porosily, carbon fraction, soil~~ bulk denslly, porosity, poroslly, carbon lraclion, 

n• a.e '~' Pb< nc o.c '~c 
look:""SoH 

iUnllless~ (cm
3
/cmJ iunillessl (!>'cm') 'unitlessl (cm3/cm') iunitlessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rare lnlo bldg. 
OR 

Leave blank lo calculale 

a.on 
illm~ 



INTERMEDIATE CALCULATIONS SHEET 

XYLENE SURFACE (0 TO 4 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled tolal fluid Intrinsic relative air effective vapor seam concentration ventilation 
duration. separalion, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used. rate, 

Lr OaA OaB 0 c . s,. k, k,g kv Xe reek CR Obuilding 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3ts) 

9.46E+06 92 0.321 0.321 0.321 0.003 9.92E-06 0.996 9.91E-06 175,564 7.10E+01 1.90E+06 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave.soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae 11 Zcreck .1Hv.TS Hrs H'rs !Jrs D"''A Delle o""c D""r Ld LP 
(cm2

) (unitless) (cm) (cal/mo!) (atm-m3/mol) (unitless) (g/cm-s) (cm2is) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 10,246 3.06E-03 1.32E-01 1.75E-04 1.24E-02 O.OOE+OO I O.OOE+OO 1.24E-02 92 30 

Exponent of Infinite 
Average Crack equivalent source lnfinile Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peele! attenuation bldg. Finite Finite source time for 

coefficienl, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 
ocrack 

Acrack exp(Pe1
) a Cbuilding p term IV term to depletion 

(cm3/g) (µgtm') (cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/m3

) (unitless) (seer' (sec) (YES/NO) 

7.78E-01 1.12E+04 0.10 3.90E+03 1.24E-02 1.76E+04 3.23E+77 NA NA 6.62E+01 1.39E-07 1.29E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone .. 

<a> Cbuilding Cbullding Cbuildlng URF RIC 

(unitless) (µg/m3
) (µg/m3

) (pglm") (pg/m3r' (mg/m3
) 

1.99E-05 NA 2.22E-01 2.22E-01 NA 1.0E-01 

END 

1of1 



SL·ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DAT A ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enlor ·x· in "YES" tm) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter •x• In "YES~ box end inilial soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical soil 
CASNo. cone., 

(numbers onty, GR 
no dashes! (119/kg) Chemical 

106423 3.BOE+OI p·Xylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Dep1h Oeplhbelow Tolals musl add up lo value or L, (cell G28) 

betow grede grade to bollom Thickness Thickness 
Avorage lobollom [k!plh below of conlemlnalion, Thickness ol soil ol soil 

soil of enclosed grade to lop {enter value ol o ofsoll slralumB. stralum C, 
lemperature, space floor, of conlaminalion, if value Is unknown) slralum A, (Enter value or O) (Enter value or 0) 

Ts L, l., l.,, h, h, he 

(°C) (cm) (cm) {cm) {cm) lcml rcml 

10 I 30 I 122 I 366 122 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Stratum A Slralum A Slralum A Slre.lum A Stratum B Slralum B 

SGS soil dry soll lotal soil water-rilled soil organic SGS soil dry 
soil type bulk density, poroslly, porosily. carbon lraclion, soil type bulk densily, 

p,,' n' o.' 1~· p,,e 
lookup Soi Look~Soll 

(glcm'l junilless~ (cm'lcm'J 'unilless! (glcm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-b1dg. space space Enclosed Floor-wall Indoor 
Hoar pressure noor lloor space seam crack air eKchange 

lhickness, diHerenllal, lenglh, wld1h, heigh!, widlh, rale, 

4 .. d. ~p Le We He w ER 

'cm} (glcm-s') 1cm~ 'cml !<ml {cml !11h! 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Tergel Targcl hazard 
Umelor time for Exposure Exposure risk for quo11en1 lor 

carcinogens, noncarclnogens, durallon, frequency, carcinogens, noncarclnogens, 
AT0 AT,., ED EF TR THO 

!l'.!•l !!:!•! txrs} !da~sl~rl iunllless} {unitless} 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
soil concenlrallon. 

1or1 

XYLENE SURFACE (0 TO 4 FT) EPC 

ENTER ENTER 
Soil 

slratumA User-defined 
SGS slralum A 

son type soil vapor 
(usod lo eshmete on permeabilily, 

soil vapor k,, 

Dermeab1lltvl. (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlratumB Strolum 8 SlralumB StralumC Slralum C Slra1Um C Stratum C SlratumC 
soil 101111 son waler-lllled soll organic SGS soil dry son tolal soil wal9f·li11ed son organic 
porosily, porosity, carbon fraction, soil type bulk density, porosity, poroslly, carbon lractlon, 

n• e.' ·~e p,,' nc e c '~c 
lookl.4)Soll 

'unilless~ (cm3/cm') tunillessl (glcm'J 'unillessl (cm3/cm3
) {unltlessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale lnlo bldg. 
OR 

Leave blan1< lo calculate 

a .. 
'Um~ 



INTERMEDIATE CALCULATIONS SHEET 

XYLENE SURFACE (0 TO 4 Fn EPC 

Stratum A Stratum B StralumC Slralum A Stralum A Stratum A SlratumA Floor-
Source' soil soil soil effeclive soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled lotal fluid inlrinsic relative air effective vapor seam concenlration ventilation 
duration, separation, porosity, porosily, porosity, saturalion, permeability, permeability, permeability, perimeter, used, rate, 

' Lr a: a.a a c 
a s,. k; k,g k. Xe rack CA Obuitding 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 92 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 3.80E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant al constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave.soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion palh path 
grade, ratio, grade, temperature, temperature, temperalure, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As Tl Zcrack 6.Hv.TS Hrs H'rs µTS o•\ o•lle o•llc 0•llT Ld LP 
(cm') (unitless) (cm) (cal/mo!) (atm-m3/mol) (unitless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 10,248 3.06E-03 1.32E-01 1.75E-04 1.24E-02 O.OOE+OO O.OOE+OO 1.24E-02 92 30 

Exponent of lnlinite 
Average Crack equivalent source Infinite Exposure 

Soil-waler Source vapor effeclive foundalion indoor source Time for duralion > 
partilion vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finile Fin lie source time for 

coefficienl, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

K. Csourco rcrack Os oil 0crack 
Ac rack exp(Pe1

) (l cbullding p term ljlterm •o deplelion 

(cm3/g) (µglm') (cm) (cm3/s) (cm2/s) (cm'} (unitless) (unitless) (µg/m3
) (unitless) (seer' (sec) (YES/NO) 

7.78E-01 5.98E+03 0.10 3.90E+03 1.24E-02 1.76E+04 3.23E+77 NA NA 6.62E+01 1.39E-07 1.29E+09 NO 

Finite 
source Mass Finile Final 
indoor limil source finite Unit 

attenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbuilding Cbuildlng Cbuilding URF RIC 

(unitless) (µ!lm') (~1g/m3) (µg/m3
) (µg1m'r 1 (mg/m3

) 

1.99E-05 NA 1.19E-01 1.19E-01 NA 1.0E-01 

END 

1ol1 



SL·ADV 
Version 3.1; 02/04 

Resel lo 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

C!ILCULATE RISK-BASED SOIL CONCENTRATION (enler ")("in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (en1er "X" In ·yes· box end lnillal soil cone. below) 

YES 

ENTER ENTER 
lnltlal 

Chemlcal soil 
CASNo. cone., 

(numbers only, Cn 
no dashesJ (µg/l<g) Chemical 

71556 2.00E+OO 1.1.1 • Trichloroelhane 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Oeplh Oeplh below Tolals musl add up lo value of L, (cen G28) 

below grade grade lo bollom Thickness Ttilckness 
Average lobollom Deplh below ol contaminallon, Thickness of soil of soil 

soil ot enclosed. grade lo lop (enler value ol 0 of soil slrelumB, strelum C, 
lemperalure, epaco Roar, or contamlnallon, ii value Is unknown) stratum A, (Enter value or O) (Entor valua or O) 

Ts L, L, L, h, he he 
("C) (cm) (cm) (cml Cc ml Cc ml lcml 

10 I 30 ( 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA SlralumA SlratumA Stralum A Stratum A Slralum B Slralum B 

scs soil dry soil Iola.I soil waler-linod soil organic scs soil dry 
soil type bulk denslly, porosity, porosHy, carbon frecllon, .... ~~~I. I~~--- bulk density, 

p,,' n' e.' IK' p,,' 
Lookup Sol Look~Soll 

(g/cm3
) iunllless~ {cm3/cmi iunl11ess~ (g/cm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
lloor pressure noor lloor space seam crack air e)(change 

lhickness, differenlial, length, width. heigh!, ·Widlh, rate, 

L.o~· <IP Le w, He ER 

(cm) (g/cm-s') lcmJ 1cml 'cmJ (cm) !11hl 

10 40 36576 51206 . 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Target hazard 
llmefor lime for E)(posure Exposure risk lor quollenl lor 

carcinogens. noncarclnogens, dumlion. frequency. carcinoger.s, noncercmogens, 

Ale AT.., ED EF TR THO 

'~rsJ !~! !~··! (dagz:! iunillessl iunitless! 

70 30 30 350 1.0E·06 

Used lo calculale risk-based 
soil conccnlralion. 

1ol1 

1.1,1·TRICHLOROETHANE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

stratum A User-defined 
scs slralum A 

soil lype soil vapor 
(used lo esllmate OR permeabllHy, 

soil vapor It,. 

oermeabn1tvr (cm') 

s ( I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB SlralumB StratumB Stratum C SlralumC StratumC Slratum C Stratumc 
&oil total &oil waler-filled soll organic scs Boll dry son total soil water-filled soil organic 
porosity, porosHy, carbon lraclion, 

·-·· ~~ii '-~-e··· -· bulk densily, porosity, porosity, carbon lraction, 
ne e.' IK' Pbc nc e.c IKC 

Lookup Soll 

lunltless) (cm3/cm') iunitlessi (g/cm') 1unillessl (cm'tcm') 1unltless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate inro bldg. 
OR 

Leave blank lo calculale 

Oso11 

'Um! 



INTERMEDIATE CALCULATIONS SHEET 

1,1,1-TRICHLOROETHANE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duralion, separation, porosity, porosity, poroslly, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr o/ 9B . 0 c . s, • k, k,g kv Xe rack CR Ooo11d1ng 

(sec) (cm) (cm3/cm3) (cm3tcm3
) (cm3/cm3

) (cm3/cm3
) (cm') (cm2

) (cm2
) (cm) (11g/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 2.00E+OO 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant al constant al viscosity al effective effective eff eclive effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficienl, coefficient, coefficient, coefficient, length, length, 

As Tl Z.rack 6Hv.rs Hrs H'rs IJrs 0••IA o""s o""c o""r Ld Lo 
(cm2

) unitless cm cal/mol (atm-m3/mol) unitless lcm-s (cm2/s) (cm2/s) (cm2/s) (cm2/s) cm cm 

1.88E+09 9.35E-06 30 7,885 8.48E-03 3.65E-01 1.75E-04 1.26E-02 O.OOE+OO O.OOE+OO 1.26E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
par1ilion vapor Crack flow rate diffusion Area of Peel el attenuation bldg. Finite Finite source time for 

coefficient. cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csourco rcrack a,.,., ocrack Ac reek exp(Pe1
) ex cb<Jldlng J}term ll'lerm ~D depletion 

(cm3/g) (µglm3) (cm) (cm3/s) (cm2/s) (cm2
) (unilless) (unitless) (µglm') (unitless) (seer' (sec! (YES/NO) 

2.20E-01 2.26E+03 0.10 3.90E+03 1.26E-02 1.76E+04 2.61E+76 NA NA 2.94E+01 1.87E-07 9.04E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

allenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<CX> CbulldinQ Cooi!dlng Cbulldlng URF RIC 

(unit less) (µg/m3) (µglm3) (µglm'} (11gtm3r' (mg/m3
) 

NA 4.22E-03 NA 4.22E-03 NA 2.2E+OO 

END 

1of1 



SL-ADV 

Version 3.1; 02/04 

Rese1 to 

I M~RE I 

I M~RE I 

DllLl 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In 'YES' box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter 'X' in 'YES' box and inHlal soil cone. below) 

YES 

ENTER ENTER 
lnllial 

Chem lea I soH 
CASNo. cone., 

(numbers only, CR 
no dashes} (µgl1<g) Chemical 

79005 9.00E+OO 1, 1,2-Trichloroethane 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Oeplhbelow Tolals musl add up lo value of l 1 (cell G28) 

below grade grade lo bollom Thickness Thickness 
Average tobollom Deplh below of contamlnahon, Thickness al soil al soil 

soil al enclosed grade lo lop (enler value of O of soll stralum 8, stratum C, 
temperature, space lloor, of conlamination, If value Is unknown) slralumA, (Enter value or O) (Enter value or 0) 

Ts L, l., L, h, ho he 
("C) lcml lcml lcml lcml lcml lcml 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Slralum A Slralum A SlralumA SlralumA Slralum B Slralum B 

scs soil dry soillolal soil water-filled soil organic scs solldry 
sol!_typo bulk density, porosity, porosily, carbon fraclion, soil lyp~ bulk density, 

p,,• n• e.• '~· p,," 
Lookup Soi lookup Soil 

(g/cm') {unillessJ (cm3/cm3
) 'unitless} (g/cm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll·bldg. space space Enclosed Floor-wall Indoor 
floor pressure lloor lloor space seem crack air exchange 

lhlckness, dillerenUal, lenglh. width, height, wldlh, rale, 

Lc,•ck 6P L, w, H, w ER 

jcm) (g/cm·•') {cm) !cml !cm} jcm) !11hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel ha1ard 
tlmelor limelor Exposure Exposure risk for quotient lor 

carcinogens, noncarcinogens, duralion, frequency, carcinogern, noncarcinogens, 

Ale AT.., ED EF TA THO 

~Y,!S} '~s~ !~rs} lda~s/~} ~unillesg! !uni!less} 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
soil concenlra1ion. 

1of1 

1,1,2-TRICHLOROETHANE (4 T08 Fn MAXIMUM 

ENTER ENTER 
Soil 

slrelum A User-defined 
scs slratum A 

soll lype soil vapor 
(used lo eslimale OR pormoabilHy, 

soll vapor k. 
oermeabltlM {cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum 8 Stratum B Slralum B SlratumC SlralumC SlralumC Slratum C Stratumc 
so/I lolaf son water-hlled soil organic scs soil dry solllolBI soil waler-fined soil organic 
porosily, porosity, carbon rracllon, soll lyp•_ bulk density, porosity, poroslly, carbon rractlon, 

n" 6 B '~" p,,c nc 0 c l~c 
lookup Soil 

{unllless} (cm::i/cm3
) {unllless) (g/cm') 'unllless} (cm3fcm3

} 'unHlessi 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

Dow rele lnlo bldg. 
OR 

Leave blank 1o calculale 

o~, 

!Um) 



INTERMEDIATE CALCULATIONS SHEET 

1,1,2-TRICHLOROETHANE (4 TO B FT) MAXIMUM 

Stratum A Stratum B StralumC Slralum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil elfeclive soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

1: Lr e/ o.e o.c s,. k, k,g kv Xe rock CA Ooundlng 

!sec) !cm) (cm3tcm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) !cm) (µg/kg) (cm3/s) 

9.46E+OB 214 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-OB 175,564 9.00E+OO 1.90E+OB 

Area ol Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization al constant al constant at viscoslly al effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion dillusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coelflcient, coefficient, length, length, 

Ae Tl Z.rack t.Hv.TS Hrs H'rs µTS DerJA os"s D""c D"\ Ld Lp 
(cm2

) !unitless) (cm) (cal/mol) (atm-m3/mol) !unitless) !glcm-s) (cm2ls) (cm2/s) (cm2/s) (cm2/s) (cm) !cm) 

1.BBE+09 9.35E-06 30 9,572 3.B7E-04 1.67E-02 1.75E-04 1.26E-02 O.OOE+OO O.OOE+OO 1.26E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

K• Csource rcreck Os oil 0 crack 
A,,,..,k exp(Pe1) IX cbulkllng ~term IV term 1:0 depletion 

(cm3/g) (µg/m3) (cm) (cm3/s) (cm2/s) (cm2
) !unitless) (unitless) (µg/m,) (unitless) (seer' !sec) (YES/NO) 

1.00E-01 1.10E+03 0.10 3.90E+03 1.26E-02 1.76E+04 2.60E+76 NA NA 2.94E+01 2.03E-08 8.33E+OB YES 

Finite 
source Mass Finite Final 
indoor llmil source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<O:> Cbu11<11n9 CbuHdlng Cooffdlng URF RIC 

(unltless) (µg/m3
) (µg/m3

) (µglm3) h1gtm3r' (mg/m3
) 

NA 1.90E-02 NA 1.90E-02 1.6E-05 1.4E-02 

END 

1 of 1 



SL-ADV 
Version 3.1; 02/04 

Resel to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler ·x· in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ·x· In "YES" box and inilial soil cone. below) 

ENTER 

Chemical 
GAS No. 

(numbers onty, 
no dashes) 

1566-05 

ENTER 

Average 
son 

lemperalure, 
Ts 

\CJ 

10 

ENTER 
SlralumA 

SGS 
soll lype 

Lookup Soi 

s 

ENTER 
Enclosed 

space 
floor 

lhlckness, 

4.k. 
icmJ 

10 

ENTER 
Averaging 

llmolor 
carcinogens, 

ATc 

l~rs~ 

70 

I 

YES 

ENTER 
1nitlal 
son 

cone., 

c" 
big/kg) 

2.60E+01 

ENTER 
Deplh 

below grade 
to bottom 

ol enclosed 
space noor, 

L, 

(cm) 

30 

ENTER 
Stratum A 

soil dry 
bulk densily, 

p,,' 

(glcm') 

1.6G 

ENTER 

Soil-bldg. 
pressure 

diHerenlial, 
&P 

(glcm-s') 

40 

ENTER 
Averaging 
limelor 

noncarcinogens, 

AT.., 

~~s} 

30 

ENTER 

Ooplh below 
grade lo top 

of conlamination. 

L, 

(cm) 

I 244 I 

ENTER 
Slralum A 
solllotal 
porosily, 

n' 

iunlltess~ 

0.375 

ENTER 
Enclosed 

space 
noor 

length, 

Le 

(cmj 

36576 

ENTER 

Exposure 
duralion, 

ED 

I~"! 

30 

Chem lea I 

lrans· 1,2·Dichloroelhylene 

ENTER ENTER ENTER ENTER 
Oeplhbetow Tolals must add up lo value of L, (cen G28) 

grade lo bollom lhK:kness Thickness 
of t:onleminalion, Thickness ol soil of aoH 
(enter value of 0 olsoil slratum D, slralum C, 

if value is unknown) alralum A, (Enter value or O) (Enter valuo or 0) 

L,, h, he he 

(cm) (cm) (cm) (cm) 

366 244 I 0 I 0 

ENTER ENTER ENTER ENTER 
Slratum A Stratum A Stralum B Slralum B 

soil water-lined soil organic scs soil dry 
porosily, carbon lract1on, soll lype bulk densily, 

0. loc' p,,e 

(cm'lcm') 
Lookup Soil 

(gtcm') ~unitless~ 

0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER 
Enclosed 

space Enclosed Floor-wall Indoor 
floor space seam crack air exchange 

width, heigh!, wldlh, rate, 

We He ER 

'cml lcml 'cmJ {1/h) 

51206 366 0.1 

ENTER ENTER ENTER 
Tergel T argel hazard 

Exposure risk for quollent lor 
frequency, carcinogens, noncarcinogens, 

EF TR THO 

~da~s/~r~ ~unilless} 'unillessJ 

350 1.0E-06 

Used lo calculale risk-based 
soll concenlrallon. 

1ol1 

1,2-DICHLOROETHENE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

slrelum I\ User-defined 
scs slralum A 

soll lype soil vapor 
(used lo eshmale DR permeabllny, 

soll vapor k,, 

permeability) (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum 8 SlralumB StratumB Slratum C Slralum C SlralumC Slratum C SlralumC 
soll lolal soil waler-filled soil organic scs soil dry soillolal soil waler-filled soil organic 
porosily, porosity, carbon lracllon, soil lype bulk density, poroslly, porosity, carbon lraction, 

n• 0 e loce p,,c nc e c locc 

{cm3/cm3} 
lookup Soil 

(glcm') icm3/cm3
} ~unllless! 'unillessl ~unilless! 1unllless! 

0.375 0.054 0,002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rate Into bldg. 
OR 

Leave blank lo calculate 
o,.. 
'Uml 



INTERMEDIATE CALCULATIONS SHEET 

1,2-DICHLOROETHENE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil etfective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr a/ 6aB a,c s,. k; k,g k. Xe rack CA Ooonding 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !cm) (µg/kg) (cm3/s) 

9.46E+OB 214 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-OB 175,564 2.60E+01 1.90E+OB 

Area of Stratum Slratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total deplh vaporizalion at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion dilfusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae 11 Zcrack AHv.TS Hrs H'rs µTS 0•HA o•"e D'"c D""r Ld Lo 
(cm2

) (unitlessl !cmi !cal/mol) (atm-m3/mol) !unitless) !gicm-sl (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 7,136 4.94E-03 2.13E-01 1.75E-04 1.14E-02 O.OOE+OO O.OOE+OO 1.14E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, Into bldg., coefficient, crack, number, coeflicient, cone., source source depletion, source 

Kd Csource rcreck. Osol! 
ocrack 

Acrack exp( Pe') a Cbuilding (}term wterm ~D depletion 

(cm3/g) (µg/m3
) !cm) (cm3/s) (cm2/s) (cm2

) !unltless) (unitless) (i1g/m3
) !unitless) (seer' (sec) !YES/NO) 

1.0SE-01 3.10E+04 0.10 3.90E+03 1.14E-02 1.76E+04 2.03E+84 NA NA 2.6BE+01 1.79E-07 8.61E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<CX> cbtlildmg Cbuildlng Ciruudlng URF RIC 

iunitless) (µg/m3
) (µg/m') (µg/m3

) (µgim'r' (mg/m3
) 

NA 5.49E-02 NA 5.49E-02 NA 7.0E-02 

END 

1or1 



SL-ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~E I 

OED 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" bo•) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (onler "X" in "YES" box and lnHial soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical soil 
CAS No. cone., 

(numbers only, c. 
no dashes) (µglkg) Chemical 

78933 8 70E+01 Methylethylketone (2-butanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Oeplh Depth below Tolals must add up fo value ol L1 (cell G28} 

below grade grade lo bollom Thickness Thickness 
Average lobotlom Oep!h below of contamination, Thlcktiess of soll of soil 

soil of oncJosed grade lo lop (enler value ol 0 cl soil slralumB, slralum C, 
temperalure. space Door, of conlaminntion, ii value is unknown) slralum A, (Enter value or 0) (Enler value or 0) 

Ts L, l., L, h. he he 
('CJ tcml tcml lcml lcml tcml lcml 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlratumA SlretumA Slratum A SlratumA Stralum A S1retumB StratumB 

scs soil dry soil total soil waler-rilled soil organic scs soil dry 

-~01_1_~~~ bulk density, porosity, porosily, carbon lreclion, soil lype bulk donsrty, 
p,,' n' ... '~· r.,• 

Look1.1p Saa Lookup Soil 
(gtcm') 'unlllessl (c1113/c111') 'unHlessl (glcm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
noor pressure floor floor space seam crack air e11:change 

lhickness, dillcronlial, length, Width, heigh!, widlh, rale, 
L...,, 6P L, We He w ER 

'cmJ (gtcm-s') (cmJ (c111J (c111J (cmJ 11/h~ 

10 40 36578 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 
lime for time for E.-.posute Exposure risk lor quolienl tor 

carcinogens, noncarcinogens, duralion, frequency, carcinogens, noncarcinogens, 
A Tc AT.., ED EF TR rna 
~~sl n::;si !~rs! 'da~sl~r} 'uni1\essl ~unilless! 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
soil concenlralion. 

1of1 

2-BUT ANONE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
son 

stratum A User-dellned 
scs stratum A 

soll l)'l)e soil vapor 
(used lo estimate OR permeablltty, 

soil vapor k. 
oermoabm1v1· (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB SlralumB SlralumB Stra1umC SlratumC StratumC Slratum C SlralumC 
soil lolal soil waler-lllled soil organic scs soil dry soil total soll waler-hlled sol\ organic 
porostly, porosity, carbon lracUon, _sollt~·~···· bulk densily, porosity, porosily, carbon traction, 

n• e." l~e Pt,c nc e.c '~c 
look"" Soil 

funillessJ (cm3/cm3
) iunilless! (gt cm') ~unllless! (cm3/cm3

) 1unllless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate Into bldg. 
OR 

Leave blank lo calculale 
QIO~ 

1um} 



INTERMEDIATE CALCULATIONS SHEET 

2-BUTANONE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B StratumC Stralum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr !IA • 0aB o.c s,. k; k,g k., X.:rack CA a bu Ming 

!sec) !cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2) (cm2
) (cm2

) (cm) (µg/kg) (cm3is) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 8.70E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy ol Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave.soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae 11 Z.rack Ll.Hv.rs Hrs H'rs µTS o•\ o""e o•"c D""r Ld Lo 
(cm2

) !unitless) !Cm) !cal/mol) (atm-m3/mol) (unitless) (gicm-s) (cm2ts) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.BBE+09 9.35E-06 30 8,419 2.63E-05 1.13E-03 1.75E-04 1.31E-02 O.OOE+OO 0.00E+OO 1.31E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-waler Source vapor effective foundation Indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Pee let attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csourca rcrack Osoil 
ocraclr. 

Ac rack exp(Pe1
) a Cbulldlng pterm ljlterm "to depletion 

(cm3/g) (µg/m3
) !cm) (cm3/s) (cm2/s) (cm2

) (unitless) !unitless) (µglm") !unitless) (seer' !sec) !YES/NO) 

4.60E-03 2.63E+03 0.10 3.90E+03 1.31E-02 1.76E+04 5.59E+73 NA NA 3.04E+01 5.20E-09 3.37E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbulldlng cbu~ding Cbuilding URF RfC 

!unitless) (µg/m3) (µg/m3) (µg/m3) (µg1m'r' (mg/m3) 

1.97E-05 NA 5.20E-02 5.20E-02 NA 5.0E+OO 

END 

1of1 



SL-ADV 
Version 3.1; 02/04 

Reset lo 

I M~RE I 

I M~E I 

OHL] 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ·x· in •yes· box and inHial soil cone. bolow} 

YES 

ENTER ENTER 
lniUal 

Chemical soll 
GAS No. cone., 

(numbers only. CR 
no dashes) (µg/kg) Chemical 

108101 1.50E•02 Methylisobutylkelone (4-melhyl-2-penlanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Depth below T olels musl add up lo value ol l 1 (cell G28) 

below grade grade lo bollom lhicknoss Thickness 
Average to bollom Depth below cl conlamlnalion, Thickness of soll of sod 

soil ol enclosed grade lo lop (enter value or O of soil strelum B, slralum C, 
lemperature, space floor, ol contamination, II value is unknown) stralumA, (Enler value or O) (Enler value or O) 

Ts L, L, L, h, he he 

("C) (cm) (cm) (cm) (cm) (cm) (cm) 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
StralumA SlratumA SlratumA Slralum A Slra1umA Slralum B Slralum B 

SGS soil dry soil lolal 5oil waler-filled soil organic scs sell dry 
soil lype bulk densily, porosHy, porosity, carbon lracllon, soil lype bulk densily, 

p,,' n' 8 A '~. 
... 

p,,e 
Lookup Soil 

(g/cm') (cm3/cm') 
Lookup Soil 

(g/cm') ~unltlessl iunitlesst 

s t.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldy. space space Enclosed Floor-wall Indoor 

noor pressure floor floor space seam crack air exchange 
lhickness, dillorenlial, length, Wldlh. height, width, rale, 

L..,. AP Le w, He w ER 

icm~ (g/cm-s2
) {cm) 'cml ~cml lcmj Pih~ 

10 40 36576 51206 366 O. I 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 

limelor lime !or Exposure Exposure risk !or quollent !or 

carcinogens, noncarclnogens, duration, frequency, carcinogens, noncarcinogens, 

Ale AT.., ED EF TA THO 

b'.rsl !!'.!•! 'xrs! ida~sf~r} (unillessl tunl11essi 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
son concentrallon. 

1of1 

4-METHYL-2-PENTANONE (4 TO 8 FD MAXIMUM 

ENTER ENTER 
SoH 

stratum A User-defined 
scs slralum A 

soll type soH vapor 
{used lo eslimate OR permeability, 

soil vapor k,, 

permeabililyi (cm") 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB SlralumB Slratum B Slralum C SlralumC StratumC Stratum C S1ralumC 
soll lotal soil waler-lilled soil organic SGS soil dry soll lolal soll waler-filled soil organic 
porosity, porosity, carbon lraclton, ___ s~~l. ~'!E! .. _._ bulk density, porosity, poroslly, carbon lraclion, 

ne o.' ·~e p,c nc 8 c '~c 
(cm3/cm3

) 

Lookup Soil 
(g/cm') (cm:i/cm3) tunll1ess1 'unitlessl 'un1tless1 lunitless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

!low rale inlo bldg. 
OR 

Leave blank lo calculale 

a~, 

!Um) 



INTERMEDIATE CALCULATIONS SHEET 

4·METHYL·2·PENTANONE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stralum A Stratum A Stralum A SlratumA Floor-
Source- soil soil soil effective soil soil soil wall Initial soll Bldg. 

Exposure building air-filled air-filled air-filled lotal fluid intrinsic . relative air effective vapor seam concentration venlilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

1 Lr o/ o.e o.c s,. k, k,g kv Xon1ck CR abutt<fmg 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !cm) (µg/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.50E+02 1.90E+08 

Area of Slratum Stratum Stralum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constanl at constant at viscosity at effective effective effective effective Dilfusion Convection 
below area below ave. soil ave. soil ave.soil ave. soil diffusion diffusion diffusion dilfusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae ,, Zcrack 6Hv,TS Hrs H'rs µTS 0•llA o•lle o•llc 0•llT Ld LP 
(cm2

) unitless cm cal/mo I (atm-m3/mol) unilless /cm-s (cm2/s) (cm2ts) (cm2/s) (cm2/s) cm cm 

1.88E+09 9.35E-06 30 9,862 5.70E·05 2.45E-03 1.75E-04 1.21E·02 O.OOE+OO O.OOE+OO 1.21E·02 214 30 

Exponent of lnfinlle 
Average Crack equivalent source Infinite Exposure 

Soil-waler Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flowrale diffusion Area of Peel et attenuation bldg. Finite Finite source timelor 

coefficient, cone., radius, into bldg .. coefficient, crack, number, coefficient, cone., source source depletion. source 

K., Csourco rcrack Osoll 
ocrack 

A.:rnck exp( Pe') a Cbuilding ~term ljlterm 1o depletion 

(cm3/g) (µg/mJ) cm (cm3/s) (cm2/s) (cm2
) unilless unitless (µg/mJ) unitless (seer' sec YES/NO 

1.81E-02 7.20E+03 0.10 3.90E+03 1.21E·02 1.76E+04 2.91E+79 NA NA 2.83E+01 7.65E-09 2.13E+09 NO 

Finite 
source Mass Finite Final 
indoor limil source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbuilding cbuilding cbuilding URF RfC 

!unilless! (µg/mJ) (~1g/m3) (~1g/m3) (µg/m3r' (mg/m3
) 

1.96E·05 NA 1.41E-01 1.41E-01 NA 3.0E+OO 

ENO 

1of1 



SL-ADV 

Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ·x· in ·vEs· box end lnltial soil cone. below) 

YES 

ENTER ENTER 
lniUal 

Chem lea I soil 
CASNo. cone., 

(numbers only, c. 
no dashes! (µg/l<g) Chemical 

67641 4.60E+02 Acetone 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Depth below Tolals musl add up lo value ol L1 (cell G28) 

below grade grade lo bollom Thickness Thickness 
Average lobollom Deplh below or contamination. Thickness of soil of soil 

soil of enclosed grade lo lop (enter value of O of sorl slralumB. slralum C, 
lemperature, space noor, of contamlnalion, If value 19 unknown) stralumA. {Enter value or O) (Enler value or 0) 

Ts L, L, L, h, ho he 
(°C) (cml {cml lcml (cml {cm! (cml 

I 10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Slratum A SlratumA Stralum A SlralumA SlralumB SlralumB 

SGS soil dry soillolal soR water-filled soil organic SGS soil dry 
soil type bulk denslly, porosity, porosity, carbon lraclion, ooil type bulk denslly, 

p,,• n' a.• 1~· p,," 
lookup Soil 

(g/cm3
) (cm3/cm3

) 

Lookup Soil 
(glcm') {unillessl 'unillessi 

1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space E.nclosed Floor-well Indoor 
noor pressure lloor floor space seam crack air exchange 

thickness, differenlial, longth, width, helghl, widlh, rate, 

L...~ AP Le w, Ho w ER 

'cmi (glcm-s'! !<ml 'cml 'cml !<ml !1'hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Target hazard 

Ume for time for Exposure Exposure .risk for quolienl lor 
carcinogens, noncarclnogens, durallon, frequency, carcinoger.s, noncarcinogcns, 

Ale ATnc ED EF TR THO 

~~rsl l~l i~rs~ !d•~"l:!! iunilless! ~unillnss~ 

70 30 30 350 1.0E-06 

Used to calculate risk-based 
soil coricen1ration. 

1 oil 

ACETONE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralum A User-defined 
SGS s1ralum A 

soil lype soil vepor 
(used 10 eslirnale OR permeability, 

soil vapor k,. 

Dermeablldv} (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slratum B Slralum B Slralum B SlralumC Stratumc SlrelumC Slralumc SlralumC 
solllolal soll waler-rilled soil organic SGS soil dry soil total soil water-filled soil organic 
porosity, porosily, carbon fracUon, _ soll lypa bulk danslly. porosity, porosily, carbon fraclion, 

n" e ' 1~· Pbc nc e c l~c 

(cm3/cm') 
lookup Soll 

(glcm') (cm3/cm3
) 'unlllessJ ~unillessJ 1unmess1 'unilless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

llow rale lnlo bklg. 
OR 

leave blank to calculale 
a • .,., 
!Um! 



INTERMEDIATE CALCULATIONS SHEET 

ACETONE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B SlratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosily, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 0A . 0aB 9C • s,. k; k,g kv Xe rack CR Obuilding 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2) (cm2

) !cm) (µg/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 4.60E+02 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A 8 c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion dilfusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coelficient, coelficient, length, length, 

Ae T] Zcrack 6Hv.TS Hrs H'rs iJTS D""A D""e Dene D"\ Ld L,, 
(cm2

) (unitless) !cm) (cal/mol) (atm-m3/mol) !unitless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 7,559 1.97E-05 8.47E-04 1.75E-04 2.01E-02 O.OOE+OO 0.00E+OO 2.01E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate dilfusion Area of Peele! attenuation bldg. Finite Finite source timefor 

coefficient, cone., radius, into bldg., coelficient, crack, number, coeflicient, cone., source source depletion, source 

Kd C5oun;e rcrack Osoll 
ocrack 

Acrad exp(Pe1
) ·a Cbulldlng !}term 'l'lerm to depletion 

(cm3/g) (µg/m3
) (cm) (cm3/s) (cm2/s) (cm2

) (unitless) (unitless) (µg/m3
) (unilless) (seer' (sec) (YES/NO) 

1.15E-03 1.15E+04 0.10 3.90E+03 2.01E-02 1.76E+04 1.13E+48 NA NA 4.62E+01 6.60E-09 4.01E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Relerence 
coeflicient, cone., cone., cone., factor, cone., 

<<l> Cbuilding Cbullding CbuHding URF RIC 

!unilless) (µg/m3
) (µg/m3

) (µg/m3
) (µgtm'r' (mg/m3

) 

2.00E-05 NA 2.30E-01 2.30E-01 NA 3.SE-01 

END 

1of1 



SL-ADV 
Version 3.1; 02104 

Reset to 

I M~RE I 

I M~RE I 

C1ELl 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (anler 'X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION {enler ·x· in ·ves· box and Ind.la! soll cone. below) 

YES 

ENTER ENTER 
lnilial 

Chem lea I sod 
CASNo. cone .. 

(numbers onty, c. 
no dashos} (11glkg) Chemical 

71432 1.00E+OO Benzene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Oeplhbelow Totals musl add up lo value ol L, (cell G28) 

below grade grade to bollom Thickness Thlckness 
Average tobollom Depth belOw ol conlamlnanon. Thickness ol soil olsoil 

soil of enclosed grade lo lop (enter value of O of soil stralum B. stralum C, 
temperature, space lloor, of conlaminatlon, ii value is unknown) strahnn A, (Enter value or O) (Enler value or 0) 

T, L, L, 4, h. he ho 
(°C) rcml rcml (cm) (cml fcml (cm) 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA StralumA Stratum A Slratum A Slralum A Stralum B Slralum B 

scs soil dry soiltolal sotl waler-lllled soil organic scs soil dry 
soll lype butk densl1y, porosily, porosily, carbon fraction, soll lype bulk densHy, 

p,,• n' B A '~· """ loolu.,>Sall lookup Soll 
(glcm') 1unilless~ (cm3/cm3} ~unltless! (glcm'J 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
noor pressure Hoor floor space seam crack air eMchange 

thickness, dillerenlial, length, width, heigh!, width, rale, 

L,,Kh 6P Le w. He w EA 

(cm1 (glcrn-s') ~cm} (cm~ 1cmJ (cm} (11hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel large! hezerd 
limelor lime for Exposure Exposure risk for quotienl for 

carcinogens, noncarclnogens, duralion, lrequoncy, carcinogens, noncarcinogens, 

ATc AT,., ED EF TR THO 

(1'.!!l it!&! {l'.!•l ida~s/~l tunillessJ ~unilless! 

70 30 30 350 1.0E-06 

Used to calculate risk-based 
soil concentrallon. 

1ol1 

BENZENE (4TO 8 FT) MAXIMUM 

ENTER ENTER 
Soll 

slralum A User-defined 
scs slretumA 

soll lype so~ vapor 
(used lo eslimate 'OR permeabnity, 

soil vapor k. 
permeabillly) (crn') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Slralum B SlralumB SlralumC Stralumc SlralumC Stratum C SlralumC 
soillolal soil waler-filled soil organic scs soll dry soil Iola! sol/ water-fiPed soil organic 
poroslly, porosity, carbon Jreclion, soil type bulk denslly, porosity, porosily, carbon lracllon, 

n" a." '~" Pbc nc 8,,c '~c 
lookup Soil 

1unllless} (cm3/cm3) ~unilloss! (glcm') 1unltless1 (cm3/cm3
} 1unltless1 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rate lnlo bldg. 
OR 

Leave blank. lo calculale 
a,., 

(Urn) 



INTERMEDIATE CALCULATIONS SHEET 

BENZENE (4 TO 8 FT) MAXIMUM 

Slralum A Stratum B StratumC Slralum A Stratum A StralumA StralumA Floor-
Source- soil soil soil effeclive soil soil soil wall lnilial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid inlrinsic relative air effective vapor · seam concenlratlon venlilation 
duration, separalion, porosity, poroslly, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

T Lr a/ 0.0 a.c s,. k1 k,g k. Xe rack CR Qbullding 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !Cm) (µg/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E·08 175,564 1.00E+OO 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporizalion al conslant at constanl at viscosity at effective eff ectlve effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As 11 Zorack t.Hv.TS Hrs H'rs µTS 0•llA o•lla o•llc o•\ Ld Lp 

(cm2
) !unitless) !cm) !callmol) (alm·m3/mol) !unitless) !glcm-s) (cm2is) (cm21s) (cm2/s) (cm2/s) !cm) !cm) 

1.88E+09 9.35E-06 30 8,122 2.68E-03 1.15E-01 1.75E·04 1.42E-02 O.OOE+OO O.OOE+OO 1.42E-02 214 30 

Exponent of lnfinile 
Average Crack equivalent source lnfinile Exposure 

Soil-waler Source vapor effective foundalion indoor source Time for duralion > 

partition vapor Crack flow rate diffusion Area of Peclet attenuation bldg. Finite Finite source time for 
coefficient, cone., radius, into bldg .. coefficient, crack, number, coefficient, cone., source source deplelion, source 

Ko Csource fcreck Osioi1 0 crack 
Acreck exp(Pe1

) a Cbuilding Plerm ljlterm To depletion 

(cm3/g) (µglm3) !cml (cm3/s) (cm2/s) (cm2
) !unitless) !unilless) (µglm3) !unitlessl (seer' !sec) !YES/NO) 

1.18E-01 6.68E+02 0.10 3.90E+03 1.42E-02 1.76E+04 5.40E+67 NA NA 3.31E+01 1.25E-07 1.52E+08 YES 

Finile 
source Mass Finile Final 
indoor limit source finite Uni I 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<U> Cbuilding Cbuttdlng Cbuilding URF RIC 

!unilless) (µglm') (µg/m3
) (µglm3) (µglm3r' (mglm3) 

NA 2.11E·03 NA 2.11E-03 7.BE-06 3.0E-02 

END 

1of1 



SL-ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ·x· in "YES" box and inilial soil cone. bek>w) 

YES 

ENTER ENTER 
ln~ial 

Chemical soll 
CASNo. cone., 

(numbers only, c. 
no dashes~ (l'glkg) Chemlcal 

74839 1.00E+OO Methyl bromide 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Oeplhbelow Totals musl add up lo value of L1 (cell G28) 

below grade grado lo bollom Thickness Thickness 
Average lo bollom Depth below ol conlamlnalion, Thickness of soil of soit 

soil of enclosed grade lo lop {enter value or 0 of soil slralum B, slralum C, 
lomperoture, space noor, of conlaminalion, if value is unknown) slratumA, (Enter value or O} (Enter value or 0) 

Ts L, L, 4. h. he he 
(°C) (cml (cml (cml (cml (cm) (cm) 

ID I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A SlralumA Stratum A Slretum A SlralumA Slralum B Slralum n 

scs soil dry soil lolal soil waler-rilled soil organic scs soil dry 
soil lype bulk densily, porosity, porosily, carbon lracllon, soil lype bulk densily, 

Pb. n• a: '~· Pb" 
lookup Soil Lookup Soil 

(g/cm'} 1unilless~ (cm3/cm3) 1unillessi (g/cm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosod Floor-wall Indoor 
noor pressure floor noor space seam crack air e11:change 

thickness, dltterenllal, lenglh. wldlh, height, widlh. rate, 

Lcmc• ~p Le w. Ho w ER 

(<ml (g/cm-s') (<ml 1cml 'cmJ ~cml !Tlh! 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel hazard 

11mefor llmefor Exposure Exposure risk for quotient lor 

carcinogens, noncarclnogans, duration, frequency, carcinoger.s, noncarcinogens, 

ATc AT.., ED EF TR rna 
!~·l !~·l b:rs~ Ida~~ iunilless~ 1unlllessl 

70 30 30 350 1.0E-06 

Used to calculale risk-based 
soil concenlralion. 

I ol 1 

BROMOMETHANE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralumA User-defined 
scs slralum A 

soil lype soil vapor 
(used lo eslimale OR permeabilny, 

soil vapor k,, 

oerrneabllllv)· (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Stratum B Stratum B Stratum C SlralumC Slrelum C Slralum C SlratumC 
soil total soil water-lilted soll organic scs soil dry soil total soil waler-filled soil organic 
poroslly, porosily, carbon fraction, _ .~il~VP_': buff< density, porosity, porosily, carbon lraclion, 

n" o.• '~" Pbc nc a.c 1~< 
Lookup Soil 

'unilless} (cm3/cm3
) (unllless} (g/cm'} {uniUessJ (cm'tcm'} 1unitless1 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rate inlo bk:ig. 
OR 

Leave blank lo calculale 
a..,., 
'Um! 



INTERMEDIATE CALCULATIONS SHEET 

BROMOMETHANE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosily, porosily, porosity, saturation, permeability, permeability, permeabilily, perimeter, used, rate, 

Lr 9A • ea • e.c s, • k; k,g kv Xe rack CR Obuildino 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) !cm) (11g/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.00E+OO 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Aa 11 l.:raok 8Hv.TS Hrs H'rs µTS 0°11
A D""a D""c o•\ Ld Lp 

(cm2
) (unitless) (cm) (cal/mol) (atm-m3/mol) (unitless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.8BE+09 9.35E-06 30 5,651 3.76E-03 1.62E-01 1.75E-04 1.18E·02 O.OOE+OO I O.OOE+OO 1.18E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, Into bldg., coefficient, crack, number, coefficient, cone., source source "depletion, source 

Kd Csource rcrack Osol! 0 crack 
Ac rack. exp(Pe1

) a Cbulldlng j3term ljlterm ~D depletion 

(cm3/g) (11g/m3
) !cm) (cm3/s) (cm2/s) (cm2

) (unltless) (unitless) (µg/m3
) (unltless) (seer' (sec) (YES/NO) 

2. lOE-02 1.91E+03 0.10 3.90E+03 1.1BE-02 1.76E+04 7.49E+B1 NA NA 2.75E+01 2.95E-07 5.37E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<U> Cbuilding Cbuilding CbuTiding URF RIC 

(unitless) (µg/m3
) (µg/m3

) (µg/m 3
) (µgtm'r' (mg/m3

) 

NA 2.11E-03 NA 2.11E-03 NA 5.0E-03 

END 

1ol1 



SL·AOV 
Version 3.1; 02104 

Resel 10 

I M~RE I 

I M~RE I 

I M~RE I 

~ 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enlor "X" in "YES" box) CARBON DISULFIDE (4 TO 8 FT) MAXIMUM 

YES I -, 
OR 

CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler •x• tn ~yes• box and initial soil cone. below) 

YES I • I 
ENTER ENTER 

lni1ia\ 
Chemical &olf 
CASNo. cone .. 

(numbers only, CR 
no dashes} (11gikg) Chemical 

I 75150 I 1.40E<il1 =i I Carbon disullide I 
ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 

Deplh Oepthbetow Totals musl add up lo value of l 1 (cell G28) Soil 

below grade grade to bollom Thickness Thickness slralum A User-defined 
Average to bottom Deplh below of conlamlnauon, Thickness ol soil ol soil SGS stratum A 

soll of enclosed grade lo top (enler value ol 0 or soil strelumB. slralum C, soil lype son vapor 
temperature, space floor, ol conlammation, II value is unknown) slratum A, (Enler value or 0) {Enter value or O) {used lo esllmale OR permeabillty, 

Ts L, L, L,, h. he _ he soll vapor le,, 
('"C) {cml {cml {cml fcml {cml {cml oermeabiltlvl · (cm') 

I 10 I 30 I 244 I 366 244 I 0 I 0 s I I 

ENTER ENTER ENTER .ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA Slratum A Stratum A Stratum A Stratum A Stratum B Stratum B Slralum B Stratum B Slralum a Slratum C Slratum C Slralum C Slralum C Stralum C 

scs BO~ dry soil total soil waler-rilled soil organic SGS soil dry soll lotel soil waler-rilled soil organic SGS soll dry soll lolal son weler-nned soil organk: 
soil type bulk density, porosily, porosity, carbon fraction, son type bulk density, porosity, porosity, carbon fraclion, soil lype bulk density, poroslly, porosily, carbon fraciion, 

Look.up Sod 
p,.• 

(glcm') 

nA 0,." foe A Look1Jp··~;··· Pt,8 08 6,.8 foc9 lookup Soil PbC OC 9.,,C fo.;C 

{unille_ss) (cm3/cm:1) (l!Qilless) (g/cm3
) (unilless) (cm3fcm'} {un[U~}___ _ (~cm3) (unllless) (cm:1/cm3

) (umlless) 

C s I 1.66 I o.375 I 0.054 I 0.002 I s I 1.66 I 0315 I 0.054 I 0.002 I s I 1.66 I o.375 I 0.054 I 0.002 J 

ENTER 
Enclosed 

ENTER ENTER 
Enclosed 

ENTER 
Enclosed 

ENTER ENTER ENTER 

space Soll-bklg. space space Enclosed Floor-well Indoor 
floor prossure floor floor space seam crack air exchange 

lhickness, dlllerenlial, lenglh, widlh, height, widlh, rale, 
lc:r!ICI< .6P Le We He w ER 

(cm) (glcm-s') (cm) (cm) (cm) (cm) (1/h) 

I 10 I 4o =r: 36576 I . 51206 I 366 I 0.1 I 1 I 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel hazard 
lime for lime for Exposure Exposure risk for quotient for 

carcinogens, noncarclnogens. duration, frequency, carcinogens, noncan:mogens, 
Ale AT.., ED EF TR THO 
(yrs) (yrs) (yrs) (daysfyr) (unllless} (unit less) 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
soil concenlralion. 

1ol1 

ENTER 
Average vapor 

flow rale into bldg. 
OR 

Leave blank lo calculale 
a,.. 
(Um) 



INTERMEDIATE CALCULATIONS SHEET 

CARBON DISULFIDE (4 TO 8 FT) MAXIMUM 

Slratum A Stratum B StratumC Stratum A SlratumA Stralum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-lilied air-filled air-filled total fluid intrinsic relative air effeclive vapor seam concentralion venlilation 
duration, separalion, porosily, porosily, porosily, saturation, permeability, permeability, permeability, perimeter, used, rate, 

' Lr 0 A . 0aB e.c s,. k, k,g kv Xcrack CR Oound;ng 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm') (cm) (~1g/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 "9.91E-08 175,564 1.40E+01 1.90E+08 

Area of Slratum Stralum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective elfective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave.soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As '1 Zcrack ~Hv.TS Hrs H'rs µTS D""A D""s D""c o•\ Ld L, 
(cm2

) !unllless) !cm) !cal/mot) (atm-m3/mol) !unilless) !!llcm-s) (cm%) (cm21s) (cm2/s) (cm2/s) !cm) (cm) 

1.88E+09 9.35E-06 30 6,682 1.66E-02 7.16E-01 1.75E-04 1.68E-02 O.OOE+OO O.OOE+OO 1.68E-02 214 30 

Exponent of Infinite 
Average Crack equivalenl source Infinite Exposure 

Soil-water Source vapor effective foundalion indoor source Time for duration> 
partilion vapor Crack flow rate diffusion Area of Peclel allenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number. coefficient, cone., source source depletion, source 

Kd Csource rerock. Osoil 0 crack. 
Ac rack exp( Pe') u Cbulld1ng jlterm 'l'lerm <o depletion 

(cm3/g) (µglm3
) !cm) (cm3/s) (cm21s) (cm2

) !Unilless) (unilless) (µglm 3
) (unilless) (seer' !sec) (YES/NO) 

9.14E-02 3.82E+04 0.10 3.90E+03 1.68E-02 1.76E+04 2.05E+57 NA NA 3.89E+01 6.03E-07 3.70E+07 YES 

Finile 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<U> Coulldlng Coo1tding Cbu11c1mg URF RIC 

(unitless) (µglm3
) b1glm3

) (µg/m3
) (µgtm'r' (mglm3

) 

NA 2.96E-02 NA 2.96E-02 NA 7.0E-01 

END 

1of1 



SL-ADV 

Version 3.1; 02/04 

Resel lo 

I ~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

Cl\LCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler 'X' In "YES" box and lnnlal soil cone. below) 

YES 

ENTER ENTER 
lnHlal 

Chemical soil 
CASNo. cone., 

(numbers only, Cn 
no dashcst (1<glkg) Chemical 

100414 8.00E•OO Elhllbenzene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplh below Tolals must add up lo value ol L, (cell G2B) 

below grade grade lo bollom Thickness Thickness 
Average lobollom Depth below or conlaminalion, Thickness or soll of soil 

soil of enclosed grade lo lop (enler value ot 0 or son stralum B. slratum C, 
temperature, space noor, ol conlaminalion, if value Is unknown) slralum A, (Enter value or O) (Enler value or 0) 

Ts L, L, L, h, hR he 

(C) (cm) (cm) (cml lcml (cm) lcml 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlratumA StrelumA Stratum A Stratum A SlralumA Slralum B Stralum B 

SGS soil dry solltotal soil waler-filled soil organic SGS soil dry 
soil lype bulk density, porosily, porosity, carbon lraclion, sol! type bulk densily, 

p,,' n• e.' I ' Lookup So11 
p,," 

look.up Soil 
(g/cm') (cm3/cm1 (g/cm'l !unlllessJ iunlllessl 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure noor noor space seem crack alt exchange 

lhickness, dlfferenttal, length, widlh, heigh!, width, rare, 
La,., ~p Le w, He ER 

'cm} (g/cm-s') !<ml 'cmJ !<ml 'cm! p!hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel hazard 

limelor llmelor Exposure Exposure risklor quotient for 
carcinogens, noncarclnogens, duration, frequency, carcinogens, noncarcinogens. 

ATc AT.., w EF TR THQ 

ixrsi !l'.!el (~rsl (da~st~'l 1unllless} 'unillessl 

70 30 30 350 1.0E-08 

Used lo calculale risk-based 
son concentralion. 

1or1 

ETHYLBENZENE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soll 

stratum A User-defined 
SGS slralum A 

soil lype soi1 vapor 
(used 10 es1imale OR penneabllny, 

soil vapor k. 

permeability} (cm:l) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlratumB Slralum B Stratum B StralumC SlrelumC SlratumC SlrelumC SlratumC 
soil Iola/ soil waler-filled srnl organic SGS soil dry soll lolal soil water-lined soil organic 
porosfly. porosily, carbon fracllon, soil lyp~--- _ bulk densily, porosity, porosity, carbon fraclion, 

n' 0 • '~' Pbc nc o.c I c 

(cm'lcm') 
Lookup Soil 

(g/cm3) (crn3/cm') ~unillessJ 1unllless1 'unlllessl {unlllessi 

0.375 0.054 0,002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate lnlo bldg. 
OR 

leave blank lo calculale 
a,.,, 
1um1 



INTERMEDIATE CALCULATIONS SHEET 

ETHYLBENZENE (4 TO 8 FT) MAXIMUM 

Slralum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effeclive soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-lilied air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity. porosity, poroslly, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr a/ a.a o.c s,. k; k,g k. Xcrack CR Obuildino 

!SBC) !cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+OB 214 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-OB 175,564 B.OOE+OO 1.90E+OB 

Area of Stratum Stratum Stralum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature. temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As '1 Zcrack 6Hv.rs Hrs H'rs llrs 0•llA o""a D""c Da"r Ld Lp 

(cm2
) (unitless) !cm) (cal/mol) (atm-m3/mol) (unittess) !glcm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) !cml 

1.BBE+09 9.35E-06 30 10,155 3.17E-03 1.36E-01 1.75E-04 1.21E-02 O.OOE+OO O.OOE+OO 1.21E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective toundalion indoor source Time for duration> 

partition vapor Crack flow rate diffusion Area of Peclet attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, Into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csourca rcrack Osoi1 0 crack 
Ac rack exp(Pe1

) ex cbuik:ling Jl term ljlterm •o depletion 

(cm3/g) (µg/m3) (cml (cm3/s) (cm2/s) (cm2
) (unitless) (unitlessl (~1g/m3) !unittess) (seer' !sec) !YES/NO! 

7.26E-01 1.39E+03 0.10 3.90E+03 1.21E-02 1.76E+04 2.97E+79 NA NA 2.B3E+01 2.77E,OB 5.BBE+OB YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbuilding Cbulldlng Cbuilding URF RIC 

!unitlessl (µglm3) (µg/m3) (µg/m3) (µgtm3r' (mg/m3) 

NA 1.69E-02 NA 1.69E-02 NA 1.0E+OO 

END 

1of1 



SL-ADV 

Version 3. 1; 02/04 

Reset to 

I M~RE I 

I ~RE I 

~ 

01\TA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler ·x· in "YES" bo•) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler "X" in ·vEs· box and initial soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemical 6011 
CASNo. cone .. 

(numbers only, Cn 
no dashesl (pg/kg) Chemical 

100425 1 .OOE.+-00 Sl~rene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Depth below Tolals musl add up lo value of L1 (cell G2B) 

betowgrade grade lo bollom Thickness Thickness 
Average lobollom Depth below or conlamlnalion, Thickness al soil or soil 

soil ol enclosed grade to top (enter value of 0 ol soil stratum B, stratum C, 
temperature, space lloor, ol conlamlnallon, ii value is unknown) stratum A, (Enter value or O) {Enter ve.fue or O) 

Ts 4 I., 4, h. he he 
('C) (cm) tcm) (cm) (cm) (cm} (cm} 

I 10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Slralurn A Slratum A Slralum A Stralum A Slralum B Slraturn B 

SGS son dry soil lolal soil waler-filled soil organic scs soil dry 

.~oil typ~ bulk densl1y, porosi1y, porosity, carbon rracl1on, ~?~l_l)'.Pe bulk densily, 

p,,• n• e.: ·~· Pb" 
Lookup Sol 

tglcm'J {crn3/cm3
) 

lookup Soll 
(g/cm') ~unlfless~ tunltless} 

5 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-well Indoor 
Door pressure floor floor space seam crack air e>echange 

thickness, differential, lenglh, width, height, wldlh, rate, 

La... AP Le w. He w ER 

'cm} (glcm-s') 'cml 'cml !cm) ~cm) 111111 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Target hazard 
limelor lime for Exposure Exposure risk for quotient for 

carcinogens, noncarcinogens, duration, frequency, carcinogens, noncerclnogens, 

ATc AT.., ED EF TR THO 

'~TS! !~l !~··l lda~slr!! 1unlllessl tunillesst 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
soil concentrallon. 

1of1 

STYRENE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralum A User-denned 
scs slratum A 

so~ lype sell vapor 
(used lo estimate OR permeabllily, 

soil vapor k,, 

permeablllly) (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB SlrelumB S1ralum B Strelum C Slralum C Stratum C Slratum C SlralumC 

soil lolal soil water-rilled soil organic SGS soil dry solltotal soff water-filled soil organic 
porosity, porosny, carbon lraclion, soil~.~~ .... bulk denslly, pomsily. porosity, carbon fracllon, 

n" 0. 

·~· Pbc nc O.c '~c 

(cm3/cm3
} 

Lookup Soil 
{gtcm'l (cm3/cm3

) tuntlless} {uniUess} ~unilless} 'unlllessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

how ra1e inlo bldg. 
OR 

Leave blank to calculate 
a,,. 
~Um) 



I 

INTERMEDIATE CALCULATIONS SHEET 

STYRENE (4 TO 8 FT} MAXIMUM 

Stratum A Stratum B SlratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective· soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separalion, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

' Lr a/ 0 8 . a.c s,, k, k,g kv Xcrack CR OooHding 

(sec) (cm) (cm3/cm3
) (cm3/cm3J (cm3/cm3) (cm3/cm3) (cm2

) (cm2
) (cm2

) (cm) (µg/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.00E+OO 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A _B c overall 

space to-Iota I depth vaporization al constant al constant at viscosity at effecllve effective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave.soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As Tl Zcreck <'>Hv,TS Hrs H'rs µTS D""A D""s D""c D"\ ld Lp 
(cm2

) (unilless) (cm) (cal/mol) (atm-m3/mol) (unilless) (g/cm-s) (cm2is) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E·06 30 10,450 1.08E·03 4.64E-02 1.75E-04 1.15E-02 O.OOE+OO O.OOE+OO 1.15E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duralion > 
partition vapor Crack flow rate diffusion Area of Peel et allenuallon bldg. Finite Finite source lime for 

coefficient, cone .. radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 
ocrack Ac rack exp(Pe1

) a Cbuilding Jlterm lfllerm •o depletion 

(cm3/g) (pg/m3) (cm) (cm3/s) (cm2/s) (cm2
) (unltless) (unllless) (µg/m3) (unilless) (seer' (sec) (YES/NO) 

1.55E+OO 2.91E+01 0.10 3.90E+03 1.15E-02 1.76E+04 8.91E+83 NA NA 2.69E+01 4.39E-09 3.52E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

allenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone .. cone .. cone .. factor, cone .. 

<a> cbuild1ng Cbuildlng Cbuilding URF RIC 

(unllless) (µg/m3) (µg/m3) (µg/m3
) (µg1m'r' (mg/m3

) 

1.96E-05 NA 5.72E-04 5.72E-04 NA 1.0E+OO 

END 

1of1 



SL·AOV 
Version 3.1; 02/04 

Aesel to 

I M~RE I 

I M~RE I 

D!!Ll 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler ·x· in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ~x~ In •yes~ box and lnllial soil cone. below) 

YES 

ENTER ENTER 
lnihal 

Chemical soil 
CASNo. cone., 

(numbers only, c. 
no dashesi (µg/kg) Chemical 

127184 7.60E+02 Tetrachloroethxtene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplh below Totals must add up lo value ot L1 (cell G28) 

below grade grade to bollom Thickness Thickness 
Average lo bottom Depth below of conlaminalion, Thickness of soU of sol! 

soil cl enclosed grade to lop (enter value of o cl soil slrelumB, slralumC, 
lemperalure, space noor, ol conlamlnallon, Ir \l'alue Is unknown) stralum A, (Enter value or O) (Enler value or 0) 

Ts L, L, L, h. he he 
(°CJ lcml lcml lcml tcml lcml lcml 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Stratum A StralumA SlralumA Slralum A StretumB Slrelum B 

scs SOii dry soil Iola! soil water-lilted soit organic scs soil dry 
son type bulk densny, porosily, porosily, carbon fracUon, soil type bulk density, 

p,,• n• 0. '~. p,,' 
lookup Soll lookup Soil 

(glcm') ~unllless1 (cm3/cm3
} 1unitlessl (g/cm3

) 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure lloor lloor space seam crack air exchange 

lhfckness, diHerenlial, lenglh, width. heigh!. width, rate, 

'"""'' 
aP L, w, He w ER 

1cm1 (glcm-s') 1cml !<ml 'cml !<ml !'lhl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Target hazard 

lime for lime lor Exposure Exposure risk for quolienl for 
carcinogens, noncarcinogens, duration, frequency, carcinogens, noncorcinogens, 

Ale AT.., ED EF TR THO 

il"'I {~si !l!•l !da~sl~rJ ~unit\essl iunltlessl 

70 30 30 350 1.0E·06 

Used lo celculale risk-based 
soil concenlralion. 

1ol1 

TETRACHLOROETHENE (4 TO B FT) MAXIMUM 

ENTER ENTER 
Soil 

slralumA User-defined 
scs stratum A 

soH type son vapor 
(used to estimate OR permeabili1y, 

soil vapor k, 

oermeabilitvl- (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Slralum B Slratum B Slrelum C SlrelumC Strelum C Slretumc Slrelum C 
soil lolal sell water-filled soil organic scs soil dry soil total soil waler-filled soil organic 
porosity. porosny. carbon lraclion, salt type bulk density, porosrly, porosily, carbon lracllon, 

n' 0. 1~· p,,c nc 0 c l~c 
lookup Soll 

'unillessl (cm3/cm3
} lunllless~ (!J'cm') 1unllless1 (cm'lcm') 1unftless1 

0.375 0.054 0.002 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

llow rate inlo bldg. 
OR 

Leave blank to celculale 
a.,., 
~m} 



INTERMEDIATE CALCULATIONS SHEET 

TETRACHLOROETHENE (4 TO B FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial SOii Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr o/ llaB e.c s,. k1 k'll kv Xcrack CA Ooo,~ng 

(sec) (cm) (cm3/cm3) (cm3/cm3) (cm3fcm3) (cm3/cm3) (cm') (cm2
) (cm2

) (cm) (µgfkg) (cm3rs) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 7.60E+02. 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave.soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coeflicient, coefficient, length, length, 

As '1 Zcrack 6Hv,TS Hrs H'rs µTS o•\ D""e D""c D""r Ld t..,, 
(cm2

) iunitless) (cm) !calfmol) (atm-m3/mol) iunitless) (gfcm-s) (cm2is) (cm2/s) (cm2/s) (cm2/s) icm) !cm) 

1.B8E+09 9.35E-06 30 9,553 7.B1E-03 3.36E·01 1.75E-04 1.16E-02 O.OOE+OO O.OOE+OO 1.16E-02 214 30 

Exponent ol Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation Indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et altenuation bldg. Finite Finite source time for 

coefficient, cone., radius, Into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Gsource rcrack Oson 
oerack Ac rack exp(Pe1

) o; Cbulldlno (}term ljfterm to depletion 

(cm3/g) (µgfm3) !cm) (cm3/s) (cm2/s) (cm2
) (unitless) iunitless) (µgfmJ) (unltless) (seer' !sec) (YES/NO) 

3.10E-01 6.27E+05 0.10 3.90E+03 1.16E-02 1.76E+04 6.09E+B2 NA NA 2.72E+01 1.26E-07 1.24E+OB YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<CX> Cbuildmg Cbullding Cbuilding URF RIC 

(unitless) (~1g/m3) (µgfm3
) (µg/m3

) (µgtm3r• (mgfm3) 

NA 1.60E+OO NA 1.60E+OO 5.9E-06 6.0E-01 

END 

1of1 



SL-ADV 

Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

c::::::fillEI 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ~x· in •yEs· box and lnl\lal soil cone. below) 

YES 

ENTER ENTER 
lniHal 

Chemh:al soil 
CASNo. cone., 

(numbers onry, Cn 
no dashes) (µg/kg) Chemical 

!00883 t.JOE+01 Toluene 

EITTER ENTER ENTER ENTER ENTER ENTER ENTER 

Deplh Deplh below Tolals musl add up lo value ol l 1 (cell G28) 

below grade grade to bollom Thickness Thickness 
Average lo bonom Deplh below ol conlaminelion, Thickness of soll of soil 

soil cl enclosed grade to top (enler value or o al soil slrallJtn B, slratum C, 

lemperalure, space floor, of conlamlnallon, II value is unknown) slralumA. (Enler valuo or 0) (Enter value or O) 
Ts L, L, L, h, "• he 

('C) lcml lcml fem) (cm) lcml lcml 

to I 30 I 244 I 366 244 I 0 I 0 

EITTER ENTER ENTER ENTER ENTER ENTER EITTER 
Slralum A SlratumA SlralumA StralUmA SlrelumA Stratum B Slralum B 

scs SOii dry soil lolal soil waler-rilled soil organic scs soil dry 
soil type bulk densily, porosily, porosity, carbon fraclion, soil lype bulk density, 

"'' n' •.' '~' "'" lookup Soll lookup Soll 
ig/cm') 1unllless~ (cm3/cm3

) 1unilless} (glcm3
) 

s 1.66 0.375 0.054 0.002 s 1.66 

EITTER ENTER EITTER ENTER ENTER ENTER ENTER 
Enclosod Enclosed Enclosed 

space Soil-bk:lg. space space Enclosed Floor-wall Indoor 

noor pressure floor floor space seam crack air exchange 
lhickness, dlfferentlal, lenglh, wldlh, heigh!, widlh, rate, 

lcrart. AP L, w, He w ER 

'cm) (glcm-s2
) (cm) lcm! 1cml (cm) 11'"1 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER EITTER EITTER ENTER 
Averaging Averaging Tergel Targel hazard 
time for lime for Exposure Exposure risk for quolient for 

carcinogens, noncarclnogens, duralion, lrequency, carcinogens, noncarcinogens, 

ATc ATNC ED EF TR THO 

~~rs~ !~·! !~rsJ !d•x.,~l 1unillessl ~unillessl 

70 30 30 350 f.OE-06 

Used lo calculale risk-based 
soil concenlralion. 

1of1 

TOLUENE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

slratum A User-defined 
scs stratum A 

soil type soil vapor 
(used 10 eslimale OR permeabllily, 

soU vapor k. 
oermeablliM (cm2

) 

s I I 

EITTER ENTER ENTER ENTER EITTER ENTER ENTER EITTER 
Slralum B Stratum B Slralum B SlralumC SlralumC $!return C Slralum C Slratum C 
soil lolal soil waler-rilled soil organic SGS soil dry soil Iola! soll water-lllled soil organic 
porosily, porosily, carbon fraction, soil I~~-··· bulk denslly, poroslly, poroslly, carbon lraclion, 

n• a.' f • Poe nc e.C l~c 
lookup So.I 

(unilless} {cm3/cm3
} 'unitlessj (g/cm'J iunlllessl {cm3/cm3} iunlllessJ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rale inlo bldg. 
OR 

Loavo blank lo celcu1ale 

Osou 

(Um) 



INTERMEDIATE CALCULATIONS SHEET 

TOLUENE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

~ Lr a/ a.a a.c s,. k; k,g kv Xe reek CR Obuilding 

(sec) !Cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.30E+01 1.90E+08 

Area of Stratum Strafum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coel!icient, coefficient, length, length, 

Ae ri Zcrack 6Hv.TS Hrs H'rs µrs 0•llA D""a D""c D"\ Ld Lp 
(cm2

) (unitless) !cm) (cal/mol) (atm-m3/mol) (unitless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 9,154 2.92E-03 1.26E-01 1.75E-04 1.41E-02 0.00E+OO I O.OOE+OO 1.41E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peclet attenuation bldg. Finite Finite source lime for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrAck Dsoil 0 crack 
Ac rack exp(Pe1) 0: Cbuilding Jl tenn IV tenn ~D depletion 

(cm3/g) (pg/m3) (cm) (cm3/s) (cm2/s) (cm'} (unitless) (unitless) (µg/m3) (unilless) (seer' (sec) (YES/NO) 

3.64E-01 3.88E+03 0.10 3.90E+03 1.41E-02 1.76E+04 3.25E+68 NA NA 3.27E+01 5.53E-08 3.40E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<O:> Cbuildlng Cbui1d1ng Cbuildlng URF RIC 

!unitless) (~1g/m3) (~1g/m3) (pg/m3) (~1gim3r' (mg/m3) 

NA 2.74E-02 NA 2.74E-02 NA 4.0E-01 

END 

1 of 1 



SL-ADV 
Version 3.1; 02/04 

Resel lo 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATIO_N (enter "X" In "YES" box) 

YES 

OR 
CALCULAIE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter 'X" In "YES" box and lndlet soil cone. below) 

YES 

ENTER ENTER 
lnttial 

Chemical soll 
CASNo. cone., 

(numbers only, CR 
no dashesi (lt~kg) Chemical 

79016 7.70E+02 Trichloroelh~lene 

ENTER ENTER EN110R ENTER ENTER ENTER ENTER 
Depth Deplh below Tolals musl add up lo value ol l, (cell G2B) 

below grade grade lo bollom Thickness Thickness 
Average lo bollom Depth below ol conlamlnatlon, Thickness of soil or soil 

soil ot enclosed grade lo lop (enter value or o or soil slretum B. stralumC, 
lemperalure, space lloor, of conlamlnallon, II value is unknown) stralum A, (Enter value or O) (Enler value or 0) 

T, L, I., i.. h, h, he 
('C) lcml rcml rem I {cml {cml {cml 

10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA SlralumA Slralum A Stratum A SHalumA SlralumB Slralum B 

SGS soil d.y soil total soll water-fllled sol! organic SGS soil dry 
soll lype bulk densily, porosity, porosity, carbon fraction, soll lype bulk density, 

p,,• n• 0 • , . 
Pt." 

loolu.~Sail 
(g/cm') (cm1/cm1

) 

Lookup Soil 
(g/cm') iunillessi lunllless~ 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure floor noor space seam crack air exchange 

thickness. dlHerenlial, lenglh, wlclh, height, wldlh, rale, 

'--' 6P L, w. Ho ER 

{cml (g/cm-s') jcm) 'cmJ {cm~ {cm! j11h! 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel he1ard 
limclor ltmefor Exposure Exposure risk lor quo1ien1 for 

carcinogens, noncerclnogens, duralion, lrequency, carcinogens, noncarcinogens, 

Ale AT.., ED EF TR THO 

ixrs~ h!5 l !~·! ~da~fl 'unHlessi {unilless} 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
soH concenlralion. 

1ol1 

TRICHLOROETHENE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soll 

slrotum A Uscr-dellned 
SGS slrelum A 

soil l)Pe soil vapor 
(used lo osllmale OR permeablllty, 

soil vapor k., 
oermeablliM. (cm2

) 

s I I 

ENTER ENTER ENTER ENTER ENTER EN110R ENTER ENTER 
Stratum B Slralum B Slralum B Strelum C StralumC SlralumC SlrelumC Slralum C 
soil total soil waler-filled soil organic SGS soil dry soil lolal soit weler·lilled soil mganic 
porosity, porosily, carbon fraction, soil lype bulk densily, porosily, porosity, carbon fraction, 

n• e • f B Pt.c nc e c '~c 
(cm3/cm3

) 
Lookup Soil 

(g/cm') (cm3/cmJ 1unltless1 'unl!less~ iunllless~ ~unitlessl 

0.375 0.054 0.002 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate Into bldg. 
OR 

Leave blank lo calculate 

a ..... 
'um1 



INTERMEDIATE CALCULATIONS SHEET 

TRICHLOROETHENE (4 TO B FT) MAXIMUM 

Slralum A Stratum B StratumC Stratum A Slratum A Stratum A SlratumA Floor-
Source- soil soil soil effective soil soil soil wall lnillal soil Bldg. 

Exposure building air-lilied air-lilied air-filled total fluid inlrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

l Lr e/ 0,B 0.c s,. k, k,g kv Xcrack CR Qbuilding 

!sec) !cm) (cm3/cm3) (cm3/cm3) (cm3/cm3
) (cm3/cm3) (cm2

) (cm2
) (cm2

) !cm) (µg/kg) (cm3/s) 

9.46E+OB 214 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-08 175,564 7.70E+02 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effeclive efleclive eflective Dilfusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, lemperalure, coefflcienl, coeflicient, coefficient, coelficienl, length, length, 

Ae Tl Z.reck 6Hv.rs Hrs H'rs !•rs 0•llA 0""0 D""c D"\ Ld Lp 

(cm2
) !unilless) !cm) !cal/mol) (atm-m3/mol) !unitless) !g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) !Cm) !cm) 

1.88E+09 9.35E-06 30 8,557 4.78E-03 2.06E-01 1.75E-04 1.28E-02 O.OOE+OO O.OOE+OO 1.28E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rale dill us ion Area of Peel et altenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource fcrack Osoil 
ocrack 

Acrack exp(Pe1
) (l Cbullding ll term 1111erm to deplelion 

(cm3/g) (µg/m3) !cm) (cm3/s) (cm2/s) (cm2
) !unilless) !unitless) (11g/m3

) !unitless) (seer' !SBC) !YES/NO) 

3.32E-01 3.92E+05 0.10 3.90E+03 1.2BE-02 1.76E+04 2.81E+75 NA NA 2.98E+01 8.55E-08 2.00E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

altenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., I actor, cone., 

<<X> Cbultding cbu,~ng Cbui1d1ng URF RIC 

!unitless) (µg/m3) (11g/m3) (µg/m3
) (µglm'r' (mg/m3

) 

NA 1.63E+OO NA 1.63E+OO 1.1E-04 4.0E-02 

END 

'1. 

1 of 1 



SL-ADV 
Version 3.1; 02io4 

Reset to 

I M~RE I 

I M~RE I 

O!ill:::J 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" Im) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" in "YES" box and in~ial soil cone below) 

YES 

ENTER ENTER 
Initial 

Chemical soll 
CAS No. cone., 

(numbers only, c. 
no dashes) (µg/kg) Chemical 

106423 5.40E+01 p-Xylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Oep1hbelow Totals must add up lo value ol L1 (cell G28) 

below grade grade to boUom Thickness Thickness 
Aven~ge to bottom Depth below ot contemlnalion, Thickness ol soil ol son 

soil ol encrosed grade lo lop (enter value ol 0 of soil stralum B, slratumC, 
lemperature. space floor, of conlaminalion, If value Is unknown) slralumA, (Enler value or 0) (Enler value or 0) 

Ts L, L, 4. hA he he 
\C) lcml lcml (cml rem I lcml (cm) 

r 10 I 30 I 244 I 366 244 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slrnlum A Slralum A SlralumA StrelumA S1ralum A Slratum B Slrelum B 

scs soil dry soil lolal soil waler-rilled soil organic scs soil dry 
soil lype bulk denslly, poroslly. porosily, carbon lradlon, soil type bulk densily, 

p,,' n' e.• '~· ,,.e 
lookup Soil lookup Soil 

(g/cm3
) 'unitlessi (cm3/cm3

) ~unitlessi (g/cm') 

s 1.66 0.375 0.054 0.002 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure lloor lloor space seam creek air exchange 

thickness. differential, length, wid1h, helghl, Wid!h, rale, 

Lclftk llP Lo We He w ER 

'cmJ (g/cm-s') {cmJ 1cm! ~cm} 'cmJ {11h! 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Target hazard 
llmelor limelor Exposure Exposure risk for quolicnl for 

carcinogens, noncercinogens, duralion, frequency, carcinogeris, noncarcinogens, 

Ale AT.., ED EF TR THO 

{l"'! '~si !l'.!•! ido~sl:r:rl 'unitless} 'unillcss} 

70 30 30 350 l.OE-06 

Used lo calculate risk·based 
soil concenlralion. 

1 oft 

XYLENE (4 TO 8 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralum A User-defined 
scs strelum A 

soil type sol! vapor 
(used 10 eslimate OR permeabHlly. 

soil vapor k., 
oermeabllllv)- (cm'') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB StrelumB Slralum B Slralum C Slrelum C SlralumC Slralum C Slralum C 
soil lolal soil waler-lilted soll organic scs eoll dry solllolal soil water-filled soil organic 
porosily, porosity, carbon lrachon, ~i~~~ bulk densily, porosity, porosity, carbon lraclton, 

n' e.' '~e ,,.c nc 0 c '~c 
look.up Soll 

funlllessJ (cm3/cm3
) 'uni11ess} (g/cm') ~unilless} (cm

3
/cm

3l 'unlllessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate Into bklg. 
OR 

Leave blank lo calculale 

Q5oil 

1Mm! 



INTERMEDIATE CALCULATIONS SHEET 

XYLENE (4 TO 8 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source· soil soil soil effective soil soll soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

T Lr e/ 0 B . o.c s,. k, k,g kv Xe rack CR Qbuildlng 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 214 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 5.40E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant al viscosity at eflective eff ectlve effective elfective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil dillusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As '1 Zcrac~ l>Hv,TS His H'rs µTS o•\ 0""0 o•"c o•"r Ld Lo 
(cm2

) (unitless) !cm) !cal/mol) (atm-m3/mol) !unitless) !g/cm-s) (cm%) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.88E+09 9.35E-06 30 10,248 3.06E-03 1.32E-01 1.75E-04 1.24E-02 O.OOE+OO O.OOE+OO 1.24E-02 214 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate dillusion Area of Pee let attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coetficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 
ocrack 

Acrack exp(Pe1
) a Cbulldlng p term If/term to depletion 

(cm3/g) (µglm') !cm) (cm3/s) (cm2/s) (cm2
) !unitless) !unitless) (µglm') (unltless) (seer' !sec) (YES/NO) 

7.78E-01 8.50E+03 0.10 3.90E+03 1.24E-02 1.76E+04 3.23E+77 NA NA 2.90E+01 2.57E-08 6.49E+08 YES 

Finite 
source Mass Finite Final 
Indoor limit source finite Unit 

atlenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone .. factor. cone., 

<a> cbuikling cbulldlng Cbuilding URF RIC 

(unitless) (µg/m3
) (µg/m3

) (µg/m3
) (~1gtm'r' (mg/m3

) 

NA 1.14E-01 NA 1.14E-01 NA 1.0E-01 

END 

1 of 1 



SL-ADV 

Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-£JASED SOIL CONCENTRATION (enter "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ·x~ In -yes~ box and tnlt1al soil cone. below) 

YES 

ENTER ENTER 
ln~ial 

Chemlcal soil 
CASNo. cone .. 

(numbers only, c. 
no dashes! (µg/l<g) Chemical 

71556 1.00E•OO 1 , 1, 1-Trichloroethane 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Oeplh Depth below Totals musl add up lo value of L1 (cell G2B) 

below grade grade lo bottom Thickness Thickness 
Average lobollom Oeplh below ol conlaminallon, Thickness olsoll or soil 

soil of enclosed grade lo lop (enter value of 0 ot son stretumB, slretum C, 
lemperature, space floor, or conlaminaUon, ii value Is unknown) ·s1ralum A, (Enter value or O) (Enter value or 0) 

Ts L, L, L• hA he he 

('C) (cm) (cm} (cm) (cm) lcml lcml 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Stratum A SlralumA SlrelumA SlralumA Slralum B SlralumB 

scs soil dry soillolal soil waler-filled soil organic scs soil dry 
soil type bulk density. poroslly, poroslly, carbon fraclion, soil lype bulk density, 

P,,A n• 6 A I A P.° Lookup SOii 
{g/cm3

) (cm3/cm3
) 

Lookup Soil 
{g/cm') ~unilless} {unttlessi 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosod Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure lloor floor space seam crack air exchange 

lhickncss, dlllerenllel, length, widlh, hcighl, wldlh, rale, 

L..,,, 6P Le w. He w ER 

1cm1 {g/cm-s') 'cm} (cm~ !<ml !<m) '''hl 
10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Target hazard 
limelor time for Exposure Exposure risk lor quollent for 

carcinogens, noncerclnogens, duralion, lroquoncy, carcinoger.s, noncercinogens, 

Ale ATNC EO EF TR THQ 

!l'.!•l !~! ~~rs) !da~sil'.!! iunillessi ~unllless2 

70 30 30 350 1.0E-06 

Used lo calculale rlsk·llased 
soil concenlration. 

1ol1 

1, 1,1-TRICHlOROETHANE (B TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

slratumA User·delined 
scs s1relum A 

soil 1ype soil vapor 
(used to estimale OR permeabll~y. 

soil vapor k,, 

ocrmcabilrtvl (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B SlralumB SlratumB SlralumC Slralum C SlralumC Slralum C Slrelum C 
soil lolal soll waler-nlled soil organic scs soil dry soll lolal soll waler·fllled son organic 
poros1ly, porosity, carbon fraclion, soll lype built dens1ly, poroslly, porosi1y, carbon lracllon, 

n• o.• I e p,,c nc e.c I c 

(cm:i/cm3
) 

Lookup Son 

!9'<m') (cm3/cm') lunlllcss} ~unlllessl iunllless) ~unl!lessi 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

llow rate ln10 bldg. 
OR 

Leave blank lo calculate 
a.,. 

!Um! 



INTERMEDIATE CALCULATIONS SHEET 

1,1,1-TRICHLOROETHANE (8 TO 12 FT) MAXIMUM 

Stralum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separalion, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr e/ fJaB ac a s,. k, k,g kv Xcreck CR Oooilding 

!sec) !cm) (cm3/cm3) (cm3/cm3
) (cm3tcm3

) (cm3/cm3
) (cm2

) (cm2
) (cm2

) (cm) (µg/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E·08 175,564 1.00E+OO 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective eff ectlve effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Aa Tl z,,,.,. l1Hv.TS Hrs H'rs µTS o•" . A o""s o•"c o•"r Ld Lo 

(cm2
) !unitless) (cm) (cal/moll (atm-m3/mol) (unitless) (9/cm-s) (cm2ts) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.88E+09 9.35E-06 30 7,885 8.48E-03 3.65E-Ot 1.75E-04 1.26E·02 O.OOE+OO O.OOE+OO 1.26E·02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcreck o ... , ocrac"-
A.reek exp(Pe1

) (X Cbuilding p term 1J1 term to depletion 

(cm3/g) (11g/m3) !cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/m3) !unitless) (seer' !sec) (YES/NO) 

2.20E-01 1.13E+03 0.10 3.90E+03 1.26E-02 1.76E+04 2.61E+76 NA NA 1.91E+01 7.60E-08 6.78E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> CbuildtnQ Cbuilding Cbuilding URF RIC 

!unitless) (µg/m3) (µg/mJ) (µg/mJ) (µg/m3r• (mg/m3
) 

NA 1.56E-03 NA 1.56E-03 NA 2.2E+OO 

END 

1of1 



SL-ADV 

Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

DHLl 

I 

! 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (entor ·x· in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" in "YES" box and in~ial soil cone. bolow) 

YES 

ENTER ENTER 
lnlllal 

Chemical soil 
CASNo. cone., 

{numbers only, c. 
no dashes! (µg/l<g) Chemical 

75343 1.tOE+OI 1, 1-Dichloroethane 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Deplh bolow Tolals musl add up lo value of L, (cell G2B) 

below grade grade lo bollom Thickness ThicknoS9 
Average lobollom Depth below ot contamination, Thickness or soil ol soil 

soil or enclosed grade to lop (enler value ol O olsod slretum B. slralumC, 
lemperalure,_ space lloor, of conlamlnallon, If value is unknown) stratum A, (Enter value or O} (Enlcr valuo or O} 

Ts L, L, 4, h, ho he 
(°C) lcml lcml lcml lcml lcml lcml 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A Stratum A SlralumA StralumA Slratum A Slralum B Slralum B 

scs soil dry soil Iola! soil waler-filled soil organic scs soil dry 

soill~e bulk densily, poros1ly, porosity, carbon lraction, soil type bulk denslly, 
p,,' n• a: '~' p,,' 

LookupSoH lookup Soll 
(glcm') iunllless) (cm3/cm3

) 'unillessl (glcm3
) 

s 1.66 0.375 O.OSJI 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
noor pressure noor noor space seam crack air exchange 

lhk:kness, differenlial, lenglh, Wldlh, height, width, rale, 

t...~. ~p Le w. Ho ER 

'cml (g/cm-s2
) !cm) (cm! icm} !cm) !11hl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Tergel Target hazard 

lime for lime ror Exµosure Exposure risk !or quolienl for 
carcinogens, noncarclnogens. duralion, frequency, carcinogens, noncarcinogens, 

ATc AT.., ED EF TR THO 

llrs} ~~s~ ii'.!'! !da~s/~r! ~unitless~ 1unitless) 

70 30 30 350 l.OE-06 

Used lo calculale risk-based 
son concenlretion. 

1or1 

1,1-DICHLOROETHANE (8 TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralumA User-delined 
scs slralum A 

soil type soil vapor 
(used to esllmale OR perrneabilily, 

soil vapor k. 
oermeablhlv)· (cm2

} 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Slralum B Stratum B Slralum C StralumC SlralumC S1ralumC Stratumc 
soiltolal son water-nlled soil organic scs soil dry soll total son waler-filled soil organic 
porosity, porosity, carbon lracllon, soll lyp.e .. bulk density, pomsily, porosily, carbon lracllon, 

n" o." '~' r>t." nc e.c '~c 
Lookup Soil 

~unilless~ {cm3/cm3
) iunilless} (glcm3

) iunltlessl (cm3/cm3
) ~unillessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate lnlo bldg, 
OR 

Leave blank lo calcutalc 

a, .. 
!Um) 



INTERMEDIATE CALCULATIONS SHEET 

1,1-DICHLOROETHANE (8 TO 12 FT) MAXIMUM 

Slratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air ellective vapor seam concentration ventilation 
duralion, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeabilily, perimeler, used, rate, 

'[ Lr 0 A 
a a.a o.c s,. k, k,g kv Xe rack CA Obulldlng 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (11g/kg) (cm3ts) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E·08 0.998 9.91E-08 175,564 1.10E+01 1.90E+08 

Area of Stralum Stratum Stratum Total 
enclosed Crack· Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-tolal depth vaporization at constant at constanl at viscosity at elfective elleclive effective effective Diffusion Convection 
below area below ave. soil ave. soil ave.soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As 'l l,,rack liHv.rs Hrs H'rs J.lrs D""• D""e D""c D"\ Ld LP 
(cm2

) (unitless) (cm) (cal/moi) (atm-m3/mol) (unilless) (g/cm·s) (cm' is) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E·06 30 7,450 2.88E·03 1.24E·01 1.75E·04 1.20E-02 O.OOE+OO O.OOE+OO 1.20E·02 336 30 

Exponent of Infinite 
Average Crack equivalent source lnfinile Exposure 

Soil-waler Source vapor eflective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone .. source source depletion, source 

K• Csource rcrack Osoil 
Der eek. 

Acrack exp(Pe1
) a Cbulldlng !}term '11 term To depletion 

(cm3/g) (µg/mJ) (cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/mJ) (unitless) (seer' (sec) (YES/NO) 

6.32E·02 1.14E+04 0.10 3.90E+03 1.20E-02 1.76E+04 2.14E+80 NA NA 1.82E+01 6.63E-08 7.42E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone .. cone .. cone .• factor, cone., 

<a> Cbullding Cbuildmg Cbuilding URF RIC 

(unitless) (µgtmJ) (~1g/m3) (µg/mJ) (µgtm,r' (mg/m3
) 

NA 1.71E-02 NA 1.71E-02 NA 5.0E-01 

END 

1of1 



SL-ADV 
Version 3.1: 02/04 

Reset 10 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CAL CUL.A TE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" bo>) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM AClUAL SOIL CONCENTRATION (enter wX" In ftYES" box and mlllal soil cone. below) 

ENTER 

Chomlcal 
GAS No. 

(numbers only, 
no dashes) 

156605 

ENTER 

Average 
soil 

temperature, 

T, 

('C) 

10 

ENTER 
Slratum A 

SGS 
soil lype 

Lookup Soil 

s 

ENTER 
Enclosed 

space 
noor 

lhickness, 

L,,.,. 
(cm~ 

10 

ENTER 
Averaging 
time for 

carcinogens, 

Ale 

'~sl 

70 

I 

YES 

ENTER 
lnlllal 
soil 

cone., 
c. 

(Ilg/kg) 

1.50E+04 

ENTER 
Oeplh 

below grade 
tobollom 

of enclosed 
space floor, 

L, 

lcml 

30 

ENTER 
Stralum A 

soil dry 
bulk density, 

p,,' 

(g/cm') 

1.66 

ENTER 

Soll-bkig. 
pressure 

dlfferenllal, 
~p 

(glcm-s') 

40 

ENTER 
Averaging 

lime for 
noncarclnogens, 

AT,., 

~~! 

30 

x 

ENTER 

Deplh below 
grade lo lop 

or conlaminaUon, 
L, 

lcml 

I 366 I 

ENTER 
Slralum A 
soil lolal 
porosity, 

n' 

{um1less1 

0.375 

ENTER 
Enclosed 

space 
floor 

length, 

Lo 

'cm~ 

36576 

ENTER 

EJO:posure 
duralion, 

ED 

'~rs~ 

30 

Ctiemlcal 

trans-1,2-Dichloroethylene 

ENTER ENTER ENTER ENTER 
·Oeplh below Totals musl add up lo value ol l 1 (cell G28) 

gi-ade lo bottom Thickness Thickness 
of conleminalion, Thickness ol sell olsoll 
(enlor value of O or soil slmlumB, slralum C, 

if value Is unknown) stratum A, (Enter value or O) (Enter value or O) 
L, h, he he 

lcml lcml lcml lcml 

456 366 I 0 I 0 

ENTER ENTER ENTER ENTER 
SlralumA Stralum A Slralum B StralumB 

sod waler-fllle<J sell organic SGS soil dry 
poroslly, carbon fraclion, ~?.~I t~e bulk densily, 

u • 1~· p," 

(cm3fcm3
) 

Lookup Soil 
(glcm') 'unitless~ 

0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER 
Enclosed 

space Enclosed Floor-wall Indoor 
floor space seam crack air exchange 

wldlh, helghl, wldlh, rale, 

w. H, w ER 

'cm! 'cm! 'cm! pihl 

51206 366 0.1 

ENTER ENTER ENTER 
Target Target hazard 

Exposure risk for quollonl lor 
lrequency, carcinogens, noncarcinogens, 

EF rn THQ 

!d•~ iunilless! iunillcssl 

350 l.OE-06 

Used lo calculate risk-based 
soil conconlrallon. 

1ol1 

DICHLOROETHENE (8 TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

stratum A User-defined 
SGS slralum A 

soll lype soil vapor 
(used lo eslimale OR permeablllty, 

sell vapor k, 

oermeablllM (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slratum B Slralum B StrelumB SlratumC Stratum C Slralum C Slratum C Strelumc 
sell Iola! soil waler-fllled soil orgnnic SGS soil dry soil lolel soil waler-filled soll organic 
poroslly, poroshy, carbon lreclion, ~ilt·~·e··· bulk density, poroslly, poroslly, carbon lraction, 

n" o.• ·~· 
p,,c nc o.C l~c 

(cm3fcm3
) 

Lookup Soil 
(g/cm') (cm3fcm,, iunillessl 1unilless! 'umtlessl 1unilless! 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

ftow rate Into bldg. 
OR 

Leave blank lo calculale 

a.on 
'Uml 



/ 
·~ 

INTERMEDIATE CALCULATIONS SHEET 

OICHLOROETHENE (8 TO 12 Fn MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid Intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perime.ter, used, rate, 

t Lr a/ o." e.c s,. k; k,g kv Xe rack CA QbUlldlng 

{sec! {cm) (cm3tcm3
) (cm3/cm3

) (cm3/cm3
) (crn3/cm3

) (cm2
) (cm2

) (cm2
) {cm) (µg/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.50E+04 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosily at effective elfective effective effective Dilfusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diflusion dilfusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, · coefficient, length, length, 

As 11 Zcrack 6Hv.TS Hrs H'rs µTS 0•ftA D""s D""c D""r Ld Lp 

(cm') {unitless) !cm) !callmol) (atm-m3/mol) !unilless) !glcm-s) (cm2ts) (crn2/s) (cm2/s) (cm2/s) !cm) !Cm) 

1.88E+09 9.35E-06 30 7,136 4.94E-03 2.13E-01 1.75E-04 1.14E-02 O.OOE+OO O.OOE+OO 1.14E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soll-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peclet attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

K" Csource fcrack Oson 0 crack Ac rack exp(Pe1
) (l cbUTidlng p term 'V term to depletion 

(cm3/g) (µglm') !cm) (cm3/s) (cm2/s) (cm2
) !unilless) !unitless) (µg/m3

) !unilless) (seer' !sec) !YES/NO) 

1.05E-01 1.79E+07 0.10 3.90E+03 1.14E-02 1.76E+04 2.03E+84 NA NA 1.74E+01 7.26E-08 6.47E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<ll> Cbuilding Cbulldlng Cbuilding URF RIC 

!unitless) (µg/m3
) (µg/m3

) (µg/m3
) (11gtm'r' (mg/m3

) 

NA 2.34E+01 NA 2.34E+01 NA 7.0E-02 

END 

1 of 1 



SL·ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~E I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter 'X" tn "YES' box) 

YES 

OR 
CAL GULA TE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ·x· in "YES" box end inilial soil cone. below) 

YES 

ENTER ENTER 
lniUal 

Chemlcal SOil 

GAS No. cone., 
(numbers onfy, Cn 

no dashes) (~glkg) Chemical 

78933 4. fOE+01 Methylethylketone (2-butanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Deplh below Totals must edd up lo value ol L1 (cell G28J 

belowgrede grade lo boltom Thickness Thickness 
Average lo boUom Oeplh below ol conlaminalion, Thickness of soil or soil 

soil ol enclosed grade to lop (enler value of o ol son slrelum B, slralum C, 
lemperature, space noor. of conlamlnellon, II value is unknown) slratum A, {Enter value or OJ (Enter value or 0) 

Ts L, L, L,, h, ho he 
('C) {cm) {cm) (cm) {cm) (cm) (cm) 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slratum A SlralumA Slralum A Slralum A Suatum A Slrelum B S\ralumB 

SGS soil dry soil lolal soil waler-fitted soil organic SGS soil dry 
sod type bulk densily, porosily, porosily. carbon fraction, soil type bulk densily, 

.! p,,' n' e.: '~' ri." 
lookup Soi looli.upSoll 

(glcm') ~unillessJ (cm'icm') tunlllessJ (g/cm') 

s 1.66 0.375 0.054 0.002 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed EncJosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
lloor pressure floor floor space seam creek air exchange 

lhickness. dillerenllal, length, wldlh, helghl, widlh, rate, 

'-- AP Le w, Ha w ER 

{cm! (\l'Cm·S'J {cm} icmJ !cm) icmJ !'lh! 

10 40 J6576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 

lime for llmelor Exposure Exposure risk for quotient tor 
c:arcinogens, noncerclnogens, durallon, frequency, carcinogens, noncercinogens, 

AT0 AT.., ED EF TR THO 

~~s] !l:!:•l !~rs} !d•xsixrl iunnless} junilless} 

70 JO JO J50 1.0E-06 

Used lo calculale risk-based 
soil concenlrallon. 

1ol1 

2-BUTANONE (8 TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

81ralumA User-defined 
SGS stralum A 

soll lype soil vapor 
(used lo esllmate OR permeabnny. 

soll V'apor k,. 

oermeabllilv} (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Slralum B SlralumB SlralumC Slralum C SlralumC Stratum C Stratum c 
soil lolal soll waler-fllled &oil organic SGS solldry soil Iola! soil water-lllled soil organic 
porosily, poroslly, carbon fracllon, soll lyp_e bulk densily, poroslly, porosity, carbon fraclion, 

n" e.• f~· p,,c nc o.C , c 
LOollupSoll 

iunillessl (cm3/cm3
) iunillessl (\>'cm') ~unillessi (cm'icm') {unitlessl 

O.J75 0.054 0.002 s 1.66 O.J75 0.054 0.002 

ENTER 
Average vapor 

flow rale Into bldg. 
OR 

Leave blank lo celculale 
a,., 
{Um~ 



I 

INTERMEDIATE CALCULATIONS SHEET 

2-BUTANONE (8TO12 FT) MAXIMUM 

Stratum A Stratum B StratumC Stratum A StralumA Stratum A Stratum A Floor-
Source- soil· soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concenlration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

1: Lr a/ e,e e,c s,. k; k,g kv Xe rack CR Obuilding 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 4.10E+01 1.90E+08 

Area of Stratum Stratum Stratum Tola! 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization al constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave.soil ave.soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Ae 'l Zcrack 6.Hv,rs Hrs H'rs firs D'"A D""e D'"c D"'\ L• Lo 
(cm2

) (unitless) (cm) (cal/mol) (alm-m3/mol) (unilless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 8,419 2.63E-05 1.13E-03 1.75E-04 1.31E-02 O.OOE+OO O.OOE+OO 1.31E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-waler Source vapor effective foundation Indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone .. radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

K• Csource rcrack Osoil 0 crack 
Ac rack exp(Pe') a Cbulldlng p term wterm i:o depletion 

(cm3/g) (µg/m 3
) (cm) (cm3/s) (cm2/s) (cm2

) (unitless) (unitless) (µg/m3
) (unitless) (seer' (sec) (YES/NO) 

4.60E-03 1.24E+03 0.10 3.90E+03 1.31E-02 1.76E+04 5.59E+73 NA NA 1.97E+01 2.11E·09 2.52E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<ex> Cbuilding cbl.lilding Cbuilding URF RIC 

(unitless) (J1g/m3
) (pg/m3

) (pg/m3
) (µglm'r' (mg/m3

) 

1.94E-05 NA 2.40E·02 2.40E-02 NA 5.0E+OO 

END 

1of1 



SL-ADV 
Version 3.1: 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler 'X' In 'YES' box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler ~x~ In ~YES" box and Initial sod conc. l.Jelow) 

YES 

ENTER ENTER 
lnilial 

Chemical SOl1 

CASNo. cone., 
(numbors only, Cn 

no dashes) ()lg/kg) Chemical 

108101 8.40E+01 Methylisobulylketone (4-methyl-2-pentanone) 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Depth below Tolals must add up to value of L1 (cell G2B) 

below grade grade lo bonom Thickness Thtckness 
Average lo bottom Deplh below of conlamlnallon, Thickness cl soil ol soil 

sell ol enclosed grade lo lop {enter value of 0 of soil slralum B, slralum C, 
temperalure, space lloor, of conlaminalion, ii value is unknown) stralumA, (Enler value or O} (Enler value or 0) 

T, L, 4 L, h, he he 
("C) (cm) (cm) (cm) (cm) (cm) (cm) 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum A SlralumA SlratumA Slralum A S1ralum A Slralum B Stratum B 

scs soil dry solltolal son water-filled soil organic SGS soil dry 
soil type bulk densily, porosity, porosily, carbon lraclion, soil l)'.pe bulk density, 

' n' 0 ' '~' ""e 
lookupSoN 

p, 
lookup Soil 

(g/cm'J iunillessl (crn3/cm3) 'unl11ess~ (g/cm') 

s 1.66 0.375 0,054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
Hoor pressure Ooor lloor space seam crack air e,;:change 

lhk:kness, d1Heren11al, length, widlh, heigh!, widlh. rate, 
!.,,,..,. 6P Le w, Ho ER 

'cmJ (g/cm-s2
) icm) jcm~ ~cm} 'cmi (1/hl 

IO 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Targel hazard 
hme for lime tor Exposure E,.;pasure risk ror quo11enl for 

carcinogens, noncarcinogens. duration, lrequency. carclnogon.;;, noncarclnogens, 

Ale ATNC ED EF TR TllQ 

(l'.!•l (~! (l'.!•! 'daxs1X'l iunilless) junilless! 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
soil concentralion. 

1of1 

4-METHYL-2-PENTANONE (8 TO 12 Fn MAXIMUM 

ENTER ENTER 
Soll 

slrelumA User-defined 
scs sltalum A 

soil type soil vapor 
(used lo esllmate DR permeability, 

soil vapor k,, 

permeeblltly) (cm2
} 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlratumB SlralumB SlralumB SlralumC StralumC Slrelum C Slralumc Slralum C 
soiJtolel soil water-lllled soil organic scs soil dry soil Iola! soil waler-filled soil organic 
porosity, porosily, carbon lraclion. soil ~-)'.fl~··· bulk denslly, porosity, poroslly, carbon traction, 

n• 9 e '~· l'bc nc 0 c l~c 
lookup Soil 

iunillesst (cm3/cm3
) iunitlessl (g/cm') iunlllessf (cm3/cm3

} 1unilless~ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vepor 

now rate lnlo bldg. 
OR 

Leave blank lo calculale 
a.,. 
'Um) 



INTERMEDIATE CALCULATIONS SHEET 

4-METHYL-2-PENTANONE (8 TO 12 Fn MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration venlilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

~ L, e/ a.a e.c s,. k; k,g kv Xcrack CR Obuilding 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (11g/kg) (cm3/s) 

9.46E+OB 336 0.321 0.321 0.321 0.003 9.92E·OB 0.998 9.91E-OB 175,564 B.40E+01 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at conslant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

I 

D""A D""e D""c D"\ Ae T] Zcrack l>Hv.•s H,s H'rs µyg Ld LP 

(cm2
) (unitless) {cm) {callmol) (atm-m3/mol) {unitless) {g/cm·s! (cm%) (cm2is) (cm2/s) (cm2/s) (cm) (cm) 

1.B8E+09 9.35E·06 30 9,862 5.70E-05 2.45E·03 1.75E-04 1.21E·02 0.00E+OO O.OOE+OO 1.21E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et atlenualion bldg. Finite Finite source time for 

coefficient, cone., radius, Into bldg., coefficient, crack, number, coefficient, cone .. source source depletion, source 

Kd Csource rcracll; Osoil 
ocrack 

Acrack exp(Pe1) a Cbuilding ~term ljlterm ~D depletion 

(cm3/g) (µg/m3) {cm) (cm3/s) (cm2/s) (cm2
) {unitless) {unitless) (µglm3

) {unitless) (seer' {sec) {YES/NO) 

1.81E·02 4.03E+03 0.10 3.90E+03 1.21E-02 1.76E+04 2.91E+79 NA NA 1.84E+01 3.10E-09 1.60E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

altenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> cbuilding Cbuilding Cbuilding URF RIC 

(unilless) (µglm3
) (~1glm3) (11g/m3

) (µg/m3)'' (mglm3
) 

1.93E-05 NA 7.76E-02 7.76E·02 NA 3.0E+OO 

END 

1of1 



SL-ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (onlor "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter ·x· in "YES" box and iniUal sod cone. below) 

YES 

ENTER ENTER 
lmllal 

Chemical soil 
GAS No. cone., 

(numbers only, c. 
no dashes! ~19/kg) Chemical 

67641 1.70E+OJ Acetone 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow Tolals musl add up lo value or L1 (cell G28} 

below grade grade lo bollom Thickness Thickness 
Average to bottom Deplh below of contaminallon, ThK:kness ol soll of soil 

soll or enclosed grade lo lop (enler value of O of soil slralumB, slrelumC, 
temperature, space floor, of conlamlnallon, tr vah.re is unknown) stratum A, (Enler value or O) {Enler value or 0) 

Ts L, L, L, h, he he 
("'C) lcml lcml lcml lcml lcml lcml 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
S1ralumA Stralum A Stratum A Stra!um A SlralumA StralumB Slratum8 

SGS soil dry soil tolel soil waler-filled soil organic SGS soil dry 
soil type bulk densily, porosity, porosily, carbon fraction, soil type bulk denslly, 

r: n• e.' 1 A p,," 
Lookup SoH LoollupSoll 

(glcm') lunitlessl (cm3/cm') {unnlessi (glcm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil·bldg space space Enclosed Floor-wall Indoor 
lloor pressure floor floor space seam crack air exchange 

lhickness, dllferenlial, lenglh, width, height, widlh, rale, 

Ln""' ~p Le w. Ha w ER 

~cm} (glcm-e') 1cml ~cml 'cmt (cm) (llh) 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target T argel hazard 

lime for time for Exposure Exposure risk for quolienl lor 
carcinogens, noncarcinogens, duration, frequency, carcinogens, noncarclnogens, 

ATc ATNC ED EF TR THO 

1:i:rs} {:i:rsl iirs! (da~6"!r) ~unlllessJ 1untllesst 

70 30 30 350 1.0E-06 

Used to calculate risk-based 
soil concenlralion. 

1ol1 

ACETONE (8 TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

stralumA User-defined 
scs slralum A 

soil type soil vapor 
(used to eslimate OR permeability, 

soil vapor k. 
oermeabllitvl' (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stralum B Stratum B Stratum B Slralumc Slralum C Shalum C Slrnlum C SlralumC 
soil lotal soll weler-lilled sol! organic scs soil dry soil total soil waler-filled soil organic 
poroslly, porosity, carbon lracllon, ~n1YP.: bulk dens•ly, poroslly, porosity, carbon fraction, 

n• o.' 1~· p,,c nc e.c l~c 
Lookup Soil 

iuni11essf {cm3/cm1 iunillessl (!!:cm'} 'unillessl (cm'lcm'J {untllessi 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale inlo bldg. 
OR 

Leave blank lo calculale 
o, .. 
(Um) 



INTERMEDIATE CALCULATIONS SHEET 

ACETONE (8 TO 12 FT) MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil elfeclive soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-lilied total fluid Intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

T Lr 9 A . o,s e,c s,, k1 k,g kv Xe rack CA Obu11d1ng 

!sec) !cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3) (cm2

) (cm2
) (cm2

) !cm) (µg/kg) (cm3ts) 

9.46E+OB 336 0.321 0.321 0.321 0.003 9.92E-OB 0.996 9.91E-OB 175,564 1.70E+03 1.90E+OB I-

Area or Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy or Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at eff ectlve effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave.soil diffusion diffusion diffusion dilfusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coeflicient, coaflicient, coelficient, length, length, 

As 11 z.,,.,k 6Hv,TS Hrs H'TS µTS Dell A Delle D"llc D"\ Ld lp 
(cm2

) unilless cm cal/mol (atm-m3/mol) unilless /cm-s (cm2is) (cm2/s) (cm2/s) (cm2/s) cm cm 

1.BBE+09 9.35E-06 30 7,559 1.97E-05 8.47E-04 1.75E-04 2.0IE-02 O.OOE+OO O.OOE+OO 2.0IE-02 336 30 

Exponent of lnrinile 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Tlmafor duration> 
partition vapor Crack flow rate diffusion Area ol Pee let attenuation bldg. Finite Finite source time for 

coefficient. cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csourco rcrack Osoil 
ocrack 

Ac rack; exp(Pe
1
) (l Cbuilding P term 'V term "to depletion 

(cm3/g) (µg/m3
) !cm) (cm3/s) (cm2/s) (cm2

) 1unilless) iunilless) (µgtm') 1unltless) (seer' !sec) !YES/NO) 

1.15E-03 4.26E+04 0.10 3.90E+03 2.01E-02 1.76E+04 1.13E+48 NA NA 2.9BE+01 2.68E-09 2.99E+09 NO 

Finite 
source Mass Finite Final 
indoor limit source finile Unit 

a1tenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<IX> Cbuilding Cbuilding Cbuilding URF RIC 

!unitless) (µg/m3) (µg/m3) (i1g/m3
) (µgtm3r' (mg/m3

) 

1.97E-05 NA 8.40E-01 8.40E-01 NA 3.5E-01 

END 

1of1 



SL-ADV 

Version 3. 1: 02/04 

Resel lo 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enler "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler -x· in ~YES- box and inilial soil cone. bolow) 

YES 

ENTER ENTER 
ln;tlel 

Chemical soil 
GAS No. cone., 

(numbers only, c. 
no dashesl (µg/kg) Chemical 

71432 2.40E+01 Benzene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow Tolals must add up to value of L1 (ceD G28) 

belowgrede grade to boHom Thickness Thickness 
Avorage lobouom Deplh below ol contamlnaUon, Thickness ol soil olsoil 

•on ol enclosed grade to lop (enler value of o of soil stralum B, slratum C, 
lemperalure, space floor, or conlaminalion, if value is unknown) stratum A, (Enler value or O) (Enter value or 0) 

Ts L, L, L, h, he he 

('C) (cm) (cm) (cm) (cm) lcml (cm) 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Stratum A SlratumA Slretum A. Slratum A Slralum B SlralumB 

SGS soil dry soll lolal soil water-lilled soil organic scs soil dry 
soil lype bulk denslly. porosily, porosity, carbon lracllon, ... soil IXJ>~ .... bulk densily, 

Pt.' n' e.• '~· Pt.. 
Lookup Soi 

(glcm') (cm'/cm') 
; Look14>Soil 

(glcm~) {unlllessi {unitless! 

s 1,66 0.375 0.0~4 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg. space space Enclosed Floor-wall Indoor 
Ooor pressure lloor floor space seam crack air eJ1change 

lhickness, dilferenllal, length, width, hoighl, wldlh, rale, 

La"" 6P Le w. Ha w ER 

(cm) (g/cm·s') (cml 'cm! (cm) !cm) !"hi 
10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel Target hazard 
lime for lime for Exposure Exposure risk for quol1ent for 

carcinogens, noncarclnogens, duralion, frequency, carcinoger.s, noncarcinogens, 

ATc AT.., ED EF TR THO 

i~rs} !~I ~~rs~ !da~s/~r) {unnressJ ~unilless} 

70 30 30 350 1.0E-06 

Used to calculale risk-based 
soil concenlralion. 

1or1 

BENZENE (B TO 12 FT) MAXIMUM 

ENTER ENTER 
So~ 

stratum A User-defined 
scs stratum A 

sou type soi1vapor 
(used lo cslimele OR permeabili1y, 

soil vapor k,, 

permeabtllly) (cm2
) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Stratum B SlrelumB Slralum B SlratumC StratumC Slralum C Stratum C Slrelum C 
soil lolal soil waler-filled soil organic scs soil dry soil total soil waler-filled soil organ)c 
poroslly, poros!ly, carbon traclion, ~il __ I~ bulk densi1y, poroslly-, poroslly, carbon fraction, 

n• 0. '~· ,,.,c nc e." f«c 

(cm3Jcm,, 
looli14>Soll 

(g/cm') (cm3/cm:-) ~unille9s~ {unillessl ~unitless!· iunltlessi 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rate Into bldg. 
OR 

leave blank lo calculale 
a,.. 

!Um) 



INTERMEDIATE CALCULATIONS SHEET 

BENZENE (8 TO 12 FT} MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-lilied air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeabilily, perimeter, used, rate, 

i: Lr 0aA 0.0 e.c s,. k; k,g k. Xcreck CR Qblrllding 

{sec) {cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-08 175,564 2.40E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effeclive effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave.soil ave. soil diffusion dill us ion diffusion dillusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coellicient, coefficient, coefficient, coefficient, length, length, 

As T\ z,,,.,k t.Hv,TS Hrs H'rs µTS 0•llA 0•118 o•llc o•\ Lo Lo 

(cm2
) (unitless) {cm) (cal/mol) (atm-m3/mol) (unitless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 8,122 2.68E-03 1.15E-01 1.75E-04 1.42E-02 O.OOE+OO 0.00E+OO 1.42E-02 336- 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor eff ectlve foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Pee let attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coellicient, cone., source source depletion, source 

Ko Csource rcrack Osoil 0 crack Ac,ack exp(Pe1
) IX Cbullding pterm 'V term •o depletion 

(cm3/g) (µg/mJ) (cm) (cm3/s) (cm2ts) (cm'J (unitless) (unitless) (µg/mJ) (unitless) (seer' (sec) (YES/NO) 

1.18E-01 1.60E+04 0.10 3.90E+03 1.42E-02 1.76E+04 5.40E+67 NA NA. 2.14E+01 5.07E-08 1.14E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<IX> Cbul!o;ng Cbuilding Cbullding URF RfC 

(unitless) (µg/mJ) (µg/m3
) (µg/m3

) (11gtm3r• (mg/m3) 

NA 3.74E-02 NA 3.74E-02 7.BE-06 3.0E-02 

END 

1of1 



SL-ADV 

Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter ·x· m "YES" box) 

YES 

OR 
CALCULATE INCREMENT AL RISKS FROM ACTUAL SOIL CONCENTRATION (enler •x· In "Yes· box and inilial soil cone. below) 

YES 

ENTER ENTER 
lniUel 

Chemlcel soil 
GAS No. cone., 

(numbers only. Cn 
no dashesl (11glkg) Chemical 

74839 2.00E+OO Meth~I bromide 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Deplh below Tolals mu91 add up lo value of l 1 (ceU G2B) 

below grade grade lo boUom Thicknoss Thickness 
Average lobollom Ocplh below ol conleminallon, Thickness ol soil or sol! 

soil ol enclosed grade lo lop (enler value ol 0 of son stralum B. slralum C, 
lemperalure, space floor, ol contamination, II value Is unknown) slralumA, (Enler value or O} (Enler value or 0) 

Ts L, L, L• h. ho he 
('C) lcml tcmt lcmt tcml lcmt (cm) 

10 I 30 I 366 l 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A SlralumA SlralumA Slralum A Slralum A Slralum B Slralum B 

SGS soil dry soil lolal soil waler-fllled soil organic SGS soil dry 
soil lypa bulk density, porosity, porosily, caJbon lraclion, . _ ~o~l_ l_YI?~ bulk dcnsily, 

p,: n• a: '~· """ lookupSoW 
(g/cm~ (cm3/cm3

) 
Loo!l.wSoil 

(g/cm3
) {unlllessi 'untlless} 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil· bldg. space space Encklsed Floor-wall Indoor 
noor pressure floor lloor space seam crack air exchange 

lhlckncss, dlllerenllal, lenglh, wldlh, heighl, wtdlh, rale, 

Lo ... ~p Ls w. Hs w ER 

'cmt (g/cm-s') (cml !cm) lcmi (cm} pth) 

to 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Avoraging Target Target hezord 
llmefor lime !or Exposure EKJ)osure risk for quolienl lor 

carcinogens, noncarcinogens, duralion, lrequency, carcinogens, noncarcinogens, 

ATc AT°" ED EF TR THO 

!l"l ~~rsl ll'"l ida~sf:r'.r} 1unn1ess} 1un1t1essl 

70 30 30 350 1.0E-06 

Used lo calculale risk-basod 
soil concenlralion. 

I ol 1 

BROMOMETHANE (8 TO 12 rn MAXIMUM 

ENTER ENTER 
Soll 

slralum A User-derined 
SGS slrelum A 

soll l)'Pe soil vapor 
(used to osllmala OR permeabitny, 

soil vapot k. 
permeability) (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B SlralumB Strelum B Slrelum C Slralum C Slralum C Slralumc Slralumc 
soillolal soH waler-filled soil organic SGS solldry soil total son waler-lilied soil orgenk: 
poroslly, porosily, cerbon lrac11on, -~oil lype bulk densily, porosity, porosity, carbon lracllon, 

n" e.• '~· p,,c nc o.c '~c 
(cm3/cm 3

) 
lookup Soll 

(g/cm') (cm3/cm3
) 1unillessl ~unillessl ... i 'unillessJ 'unhlessJ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rale lnlo bklg. 
OR 

Leave blank lo calculale 
a..., 
1vm1 



INTERMEDIATE CALCULATIONS SHEET 

BROMOMETHANE (8 TO 12 FT) MAXIMUM 

Slralum A Stratum B StratumC Stratum A Stralum A Slratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-lilied air-filled air-filled lolal fluid intrinsic relative air effective vapor seam concenlralion venlilalion 
duralion, separalion. poroslly, po rosily, porosily, saturalion, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 0aA 0aB o.c s,. k; k,g k. Xe reek CA Ooo11d1ng 

(sec) (cm) (cm3/cm3
) (cm3/cm3) (cm3/cm3) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 2.00E+OO 1.90E+08 

Area of Slralum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization al constant at constant at viscosity at effective effective effeclive effeclive Diffusion Convection 
below area below ave.soil ave. soil ave. soil ave.soil diffusion diffusion diflusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, lenglh, length, 

A0 11 Zcrack llHv,TS Hrs H'rs µy5 0•flA 0""0 D""c o""r Ld Lo 
(cm2

) (unitless) (cm) (cal/mol) (alm-m3/mol) (unilless) (9/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2ts) (cm) (cm) 

1.8BE+09 9.35E-06 30 5,651 3.76E-03 1.62E-01 1.75E-04 1.18E-02 O.OOE+OO O.OOE+OO 1.1BE-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diflusion Area of Peclet altenualion bldg. Finite Finite source time for 

coefficienl, cone .. radius, into bldg., coefficient, crack, number, coefficienl, cone .. source source depletion, source 

Kd Csource fcrack Osoil 0 creck 
Ac rack exp(Pe1

) a Cbullding I} term 1t11erm 'o depletion 

(cm3/g) (11g/m3) (cm) (cm3/s) (cm2/s) (cm2
) (unilless) (unilless) (µg/m3) (unilless) (seer' (sec) (YES/NO) 

2.10E-02 3.81E+03 0.10 3.90E+03 1.18E-02 1.76E+04 7.49E+81 NA NA 1.79E+01 1.20E-07 4.03E+07 YES 

Finite 
source Mass Finite Final 
indoor limil source finite Unit 

altenualion bldg. bldg. source bldg. risk Reference 
coefficient, cone .. cone., cone., factor, cone., 

<a> Cbuildlng Cbuilding Cbuilding URF RIC 

(unitless) (µg/m,) (i1g/m3) (µg/m,) (µglm3r' (mg/m3
) 

NA 3.12E-03 NA 3.12E-03 NA 5.0E-03 

END 

1of1 



SL·ADV 
Version 3.1; 02/04 

Reset to 

·I M~RE I 

I M~RE I 

I M~RE I 

O"E[:] 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTnATION (enler "X" In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enler "X" In "YES" box and ln~lal soil cone. below) 

YES 

ENTER ENTER 
Initial 

Chemlcel sou 
CASNo. cone., 

(numbers only, c. 
no dashesJ (119/kg) Chemrcal 

75150 1.10E+01 Carbon disulfide 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Deplh below T olals must edd up to value ol L1 (cell G28) 

below grade grade lo bottom Thickness Thickness 
Average lobollom Deplh below of contamination, Thickness of soil of soil 

soil ol enclosed grade lo lop (enter value of O olsoH slralum B, stratum C, 
lemperalure, space noor, ol conlamine1ion, ii value Is unknown) slralumA, (Enter valuo or 0) (Enler value or 0) 

Ts L, L, L, h, he he 
rq <cml lcml (cm) (cm) (cm) (cm) 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A SlralumA Slratum A SUalumA Slratum A Slralum B Slralum B 

scs son dry so1l lolal soil water-filled soil organic scs soil dry 
Sc_:>il type bulk density. porosily. porosily, carbon lracllon, s~lllwc bulk densrty, 

P·.' n• o.' ·~· Pb. 
Lookup Soll LookupSoi1 

(g/cm') ~unillessl (cm3/cm3
) 'un~lessi \glcm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosod 

space Soll-bldg. space space Enclosed Floor-wen Indoor 
noor pressure noor l\oor space seam crack air exchange 

thickness, diHerenllal, lenglh, wldlh, helghl, widlh, ralc, 

L""" 6P L• w. 110 w ER 

tern} (g/cm-s') 'cml 'cm! tcm! {cm) iJihl 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Ta1gel Targel hazard 
llmelor limelor Exposure Exposure risk for quolicnl lor 

carcinogens. noncarc:inogens, duration, frequency, carcinoger;s, noncarclnogcns, 
AT0 AToc ED EF TR THO 

{~··l {l!•l !i::•! 'de~s/~r! 'unilless} 'umUess1 

70 30 30 350 1.0E-06 

Used lo calculate risk-based 
soil concentralion. 

t cl 1 

CARBON DISULFIDE (B TO 12 FT) MAXIMUM 

ENTER ENTER 
SoH 

stratum A user-defined 
SGS slralum A 

soll lypa soil vapor 
(used lo estlmale OR permeabilily, 

soll vapor k, 
nermeabill1vl (cm2

) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Strelum B StmlumB SlralumB StratumC SlralumC Slralum C Slralum C Slrelum C 
soil total sol! waler-tilled soil organic SGS soil dry soil lolal soil water-tilled soil organic 
porosi1y, porosity, carbon fraction, soil lype bulk density, porosily, poros1ly, carbon fraction, 

n• a.• 1~· Pbc nc 6 c '~c Lookup Soll 
{unllless} (cm3/cm') {unllless~ (g/cm3

) 'unillessi {cm3/cm3
} 'unitless~ 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rate lnlo bldg 
OR 

Leave blank lo calculale 
a,,. 
'Um! 



INTERMEDIATE CALCULATIONS SHEET 

CARBON DISULFIDE (8 TO 12 FT) MAXIMUM 

Stratum A Stratum B Stratum C Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

t Lr 0 A . o.e o.c s,. k, k,g kv Xc1ack CA abuildlng 

sec cm (cm3/cm3
) (cm3/cm3

) (cin3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) cm (µglkg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-08 175,564 1.10E+01 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diflusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As 'l Zcrac1c 6Hv.TS Hrs H'rs µrs DeflA D""e o•"c o""r Ld LP 
(cm2

) (unitless) (cm) ical/mol) (atm-m3/mol) !unitless) !glcm-s) (cm2/s) (cm2ts) (cm2/s) (cm2/s) icm) (cm) 

1.88E+09 9.35E-06 30 6,682 1.66E-02 7.16E-01 1.75E-04 1.68E-02 O.OOE+OO O.OOE+OO 1.68E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor eff ectlve foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area ol Peclet atlenualion bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 
ocrack 

Ac rack exp(Pe1
) a Cbulktlng (lterm ljlterm to depletion 

(cm3/g) (~1g/m3) !cm) (cm3/s) (cm2/s) (cm2
) iunitless) (unitless) (µglm3

) iunltless) (seer' !sec) (YES/NO) 

9.14E-02 3.00E+04 0.10 3.90E+03 1.68E-02 1.76E+04 2.05E+57 NA NA 2.51E+01 2.45E-07 2.76E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., I actor, cone., 

<a> Cbulldlng cbuilding Cruilding URF RIC 

iunitless) (~1g/m3) (~1glm3) (µglm3
) (µgtm'r' (mg/m3

) 

NA 1.71E-02 NA 1.71E-02 NA 7.0E-01 

END 

1of1 



SL-ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

DBLl 

I 

DATA ENTRY SHEET 

CALCULATE RISK-BASED SOIL CONCENTnATION (enler "X" In "YES" box) 

YES 

OR 
CALGULAlE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" in ~yes· box end inHial soil cone. below) 

YES 

ENTER ENTER 
lnilial 

Chemical son 
CAS No. cone., 

(numbers only. c. 
no dashes) ~og/l<g) Chemlcal 

100414 7.20E+02 Ethylbenzene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow Tolals must add up lo value of L1 (ccn G28) 

below grade grade to bollom Thickness Thickness 
Averago tobollom Oeplh below ol conlamlnallon, · Thickness of soil ol soil 

soil of enclosed grade lo lop (enler value ol o ol soil stralumB, s1ralum C, 
tcmpcralure, spact? lloor, ol conlamrnal1on, rl value Is unknown) slralumA, (Enter value or 0) (Enler value or OJ 

Ts L, L, L• h. he he 
('C) !cml (cm) !cml !cml !cml Ccml 

IO I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slrelum A SlrelumA SlralumA Slratum A Slralum A Slralum B S1ratum B 

scs soil dry soil lolal soH water-fillod soil organic scs son dry 
soll lype bulk densily, poroslly, porosily, carbon lrac1ion, soit lype bulk density, 

p,: n• 0 A '~· p,' 
Lookup So~ Lookup Soll 

(glcm'} {unllless~ (cm3/cm3
) 1unllless1 (glcm'J 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure noor noor space seam crack air exchange 

lhfckness, diHerenlial. lenglh, width, height, widlh, rate, 

t.. ... AP Le w. Ho w ER 

{cml (g/cm-s2
) !cm! 'cm! 'cml {cm) {1/h) 

10 40 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Avoraging Averaging Target Torgel hazard 
limoror llmefor Exposure Exposure risk lor quolienl ror 

carcinogens, noncarcinogens, duralion, lrequency, carcinogens, noncarclnogens, 

Ale AT.., ED EF TR THQ 

'~rsi I~~ ';t!S} {dak:s/:i!l 1unltlessl ~unilless} 

70 30 30 350 1.0E-06 

Used lo calculale risk-based 
soil concenlrelion. 

1of1 

ETHYL BENZENE (8 TO 12 FD MAXIMUM 

ENTER ENTER 
Soll 

stratum f\ User-de lined 
scs slralumA 

soll lype soil vapor 
(used lo eslimele OR Penneabllny, 

soil vapor 1<, 

oermeabililv) (cm') 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Slralum B SlralumB SlralumC Slralum C Slralurn c Slralumc Slralum C 
soil Iola! soil water-lllled sol! organic scs solldry soil total soil waler-filled soil organic 
porosity, porosity, carbon lracUon, ... s~i~ ~~~. bulk densily, porosily, porosity, carbon lraclion, 

n" e.e '~" ,,,,c nc e c l~c 
lookup Soil 

~unllless} (cm'lcm') 'unillessl (glcm') 'unlllessl (cm3/cm3
) 'unillessi 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rale inlo bldg. 
OR 

Leave blank 10 calculate 
o,.. 
{Vm) 



INTERMEDIATE CALCULATIONS SHEET 

ETHYL BENZENE (8TO12 FT) MAXIMUM 

Stratum A Slratum 8 StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-lilied air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duralion, separalion, porosity, porosity, porosily, saturation, permeability, permeabilily, permeability, perimeter, used, rate, 

r Lr OaA a.e o.c s,. k1 k,g kv Xcrack CR Obullding 

!sec) !cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) !cm) (11g/kg) (cm3is) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 7.20E+02 1.90E+08 

Area of Stratum Stratum Slratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at eff ectlve elfective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave. soil ave. soil diffusion diffusion diffusion diffusion path palh 
grade, ratio, grade, temperature, temperalure, temperature, temperature, coeflicient, coefficienl, coefficient, coefficient, length, length, 

Ae 11 Z.1aok liHv.TS Hrs H'rs µTS o"•ffA D""e D""c o•n, Ld Lo 
(cm2

) unitless cm cal/mo! (atm-m3/mol) unitless /cm-s (cm2/s) (cm2/s) (cm2/s) (cm2/s) cm cm 

1.88E+09 9.35E-06 30 10,155 3.17E-03 1.36E-01 1.75E-04 1.21E-02 O.OOE+OO O.OOE+OO 1.21E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source lnfinile Exposure 

Soil-water Source vapor elf eclive foundation indoor source Time for duration> 
partition vapor Crack llowrate dill us ion Areaol Peclet attenuation bldg_ Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depleli~m. source 

Kd Csource rcrack a •• 11 
ocrack 

Ac rack exp( Pe') ex Cbuildlng ~term lfl term "to depletion 

(cm3/g) (pglm3) !cm) (cm3is) (cm2/s) (cm') (unitless) 1unitless) (µglm3) 1unitless) (seer' 1sec) !YES/NO) 

7.26E-01 1.25E+05 0.10 3.90E+03 1.21E-02 1.76E+04 2.97E+79 NA NA 1.84E+01 1.12E-08 4.41E+08 YES 

Finite 
source Mass Finite Fina I 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<CX> Cbuilding Cbuilding cbuildlng URF RIC 

!unitless) (11g/m3) (µg/m3) (µg/m3) (µgtm3)" 1 (mg/m3) 

NA 1.12E+OO NA 1.12E+OO NA 1.0E+OO 

END 

1ol1 



SL-ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~RE I 

~ 

I 

DATA ENTRY SHEET 

CALCULATE RISK·BASED SOIL CONCENTRATION (enlor "X" in "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOJL CONCENTRATION (enter "X" In "YES" box and mlhal soil cone. below) 

YES 

ENTER ENTER 
lnilial 

Chemical soil 
GAS No. cone., 

(numbers only, Cn 
no dashes! (µglkg) Chemical 

127184 3.90E+02 Tetrachloroelhylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Deplhbelow Totals mus! add up lo value of L1 (cell G20) 

below grade grade to bollom Thickness Thickness 
Average lobollom Depth below of contamination, Thickness ol soil of soil 

soil or enclosed grade lo top (enler value ot o or soil stretumB, &lralum C, 
lemperalure. space noor, of contaminalion, ii value Is unknown) stratum A, (Enler value or O) {Enler value or O) 

r, L, L, L, h, he he 
(°C) lcml lcml lcml lcml lcml lcml 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Slralum A Slralum A SlratumA Slralum A Slralum B StralumB 

SGS soil dry solllolal sari waler-rilled soil organic SGS soil dry 
soil type bulk density, poroslly, porosily, carbon lracllon, soil type bulk density, 

p,,' n' o.' '~' p,,• 
lookup Soil' 

(glcm3
) (cm3/cm3

) 

Lookup Soil 
(glcm3

) lUmlless} 'un~lessl 

s 1.66 0.375 0.05-4 0.002 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosod Enclosed 

space Soll·bldg. space space Enclosed Floor-wan Indoor 
noor prossure floor lloor space seam crack air exchange 

lhickness, tllHerentlal, lenglh, width, height, wldlh, rate, 

I.,,."' AP Lo w, He w ER 

1cmt (g'cm-s') 'cm! [cmj 'cm~ ~cm) !11l1l 

10 •o 36576 51206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Target Targel hazard 
limelor lime for Exposure Exposure risk lor quollenl lor 

carcinogen$, noncarcinogens, durallon, lrequency, carcinogens, noncarclnogens, 

Ale ATNC ED EF TR TflQ 

~~rsi l~rs! j)'.rS) ~da:t~r} iunillessl (unilloss) 

70 30 30 350 1.0E-06 

Used lo celculale risk-based 
soll concenlratlon. 

1ol1 

TETRACHLOROETHENE (8 TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

slralumA User-defined 
SGS alretum A 

soll lype soil vapor 
(used to estimele DR permeabllny, 

soil vapor k., 

cermeabililv) (cm2
) 

s I r 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Slralum B SlralumB SlralumC SlralumC SlratumC Slralum C Slralumc 
soll lolal soil waler-1111ed soil organic SGS BOildry solltolal soil waler·lllled soil organ~ 
porosity, poros~y. carbon lracl1on, soil type bulk density, porosity, porosily, carbon IJacllon, 

n• a.• 1~· p,,< nc a.c I c 

(cm3/cm3
} 

lookup Soil 
(g'cm') (cm3/cm3

) {ur1111essJ ~unillessl 1unllless~ iun~lessi 

0.375 0.054 0.002 s 1.66 0375 0.054 0.002 

ENTER 
Average vapor 

flow rale ITTto bldg. 
OR 

Leave blank to calculate 
a_. 
jllmj 



INTERMEDIATE CALCULATIONS SHEET 

TETRACHLOROETHENE (B TO 12 Fn MAXIMUM 

SlralumA Stralum B SlratumC Stratum A Slralum A Slratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration venlllation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

"t Lr o/ o.e oc • s,. k1 k,g k. Xcrack CR Obuilding 

(sec) (cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm2
) (cm2

) (cm2
) !Cm) (µg/kg) (cm3/s) 

9.46E+OB 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-OB 175,564 3.90E+02 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enlhalpyof Henry's law Henry's law Vapor A B c overall 

space fo-lolal depth vaporization at constant al constant at viscosity at effective elfective elfective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion · dill us ion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coelficienl, coelficient, coefficient, length, length, 

As Tl Zcr<'.lck t.Hv.TS Hrs H'rs µTS o•\ o•"e o""c o•"r Ld Lo 
(cm2

) unilless cm cal/mol (atm-m3/mol) unilless /cm-s (cm2/s (cm2/s) (cm2/s) (cm2/s) cm cm 

1.BBE+09 9.35E-06 30 9,553 7.81E-03 3.36E-01 1.75E-04 1.16E-02 O.OOE+OO O.OOE+OO 1.16E-02 336 30 

Exponent of lnfinile 
Average Crack equivalent source lnlinlte Exposure 

Soil-water Source vapor elfective foundalion indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peele I attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoll 
ocrack Ac rack exp(Pe1) a Cbuilding !}term ljlterm <o depletion 

(cm3/g) (µg/ma) 1cm) (cm3/s) (cm2/s) (cm2
) (unitless) !unilless) (µg/m3

) !unitless) (seer' (sec) (YES/NO) 

3.10E-01 3.22E+05 0.10 3.90E+03 1.16E-02 1.76E+04 6.09E+82 NA NA 1.77E+01 5.12E-08 9.32E+07 YES 

Finite 
source Mass Finite Final 
indoor limit source linite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., laclor, cone., 

<ll> Cbuilding Cbuilding Cbuilding UAF RIC 

(unitless) (µglm3
) (~1glm3)° (µg/mJ) (µgtm3r' (mg/m3

) 

NA 6.07E-01 NA 6.07E-01 5.9E-06 6.0E-01 

END 

1of1 



SL-ADV 
Version 3.1; 02/04 

Reset to 

I M~RE I 

I M~E I 

Df1Ll 

I 

DATA ENTRY SHEET 

CALCULATE RISK·BASED SOIL CONCENTRATION (enter ·x· In "YES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (en1er ·x• 1n "YES" box and lnillal soll cone. below) 

YES 

ENTER ENTER 
Ind I al 

Chemical soil 
GAS No. cone., 

(numbers only, Ce 
no dashes) (µg/kg) Chemical 

108883 1.00E+03 Toluene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Deplh Oepthbelow TotRls must add up to value of L, (cell G28} 

below grade grado to bollom Thlck.ncss Thickness 
Average to bottom Deplh below ol conlamination, Thicknass ol soil of soil 

soil of enclosed grade lo lop (enter value ol 0 of soil slralum B, stratum C, 
lemperalure, space lloor, of contamlnallon, II value is unknown) stralumA, (Enter value or O) (Enler value or 0) 

Ts L, L, 4. hA ho he 
("C) (cm) (cm) (cm) (cm) (cm) (cm) 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumA Stratum A Stratum A Slralum A StralumA Slralum B Stratum B 

SGS soil dry soll total soil waler-tilled soil organic SGS soil dry 
soll lype bulk density, porosily, porosily, carbon lracllon, soil type bulk densily, 

p,,• n• 0 A 

·~· p,' 
lookup Soil Loo~Soil 

(g/cm') ~unillessl (cm3/cm3
) juni11css} (g/cm') 

s 1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soll-bldg space space Enclosed Floor-wall Indoor 
lloor pressure noor noor space seam crack air exchange 

lhickness, dilfarenlial, lcnglh, Wldlh, height, wldlh, role, 

l~lllek &P L, w, He ER 

icm) (g/cm-s') ~cm} icm~ 1cm} !cm) Pihl 

to 40 36576 51206 366 O.t 

ENTER ENTER ENTER ENTER ENTER ENTER 
Avereglng Averaging Target Targel hazard 

lime for time for E11posure Exposure risk fm quotient for 
carcinogens, noncarcmogens, dura11on, frequency, carcinogens, noncarclnogens, 

Ale AT.., ED EF TR THO 

~~rs! ~l!:S} (~rs} ~da~s/~ri 'un111ess} !unilless} 

70 30 30 350 1.0E-06 

Used to calculate risk-based 
soil concenlralion. 

1of1 

TOLUENE (B TO 12 FT) MAXIMUM 

ENTER ENTER 

Soll 

stratum A User-defined 
SGS slralumA 

soil type soll vapor 
(used lo eslimale OR permeabillly, 

soil vapor k. 
permeabllilY) (cm2

) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
SlralumB Stratum B Slratum B Stralum C Stratum C SlrelumC StratumC Stratum C 

soillolal soll wa1er-lillad soil organic SGS soil dry soll lotal soll water-fined soil organic 
porosily, porosi1y, carbon fraction, soll lyp·~··. bulk denslly, porosity, poroslly, carbon lraclion, 

n' o.' I~' p,,c nc e.c '~c 
lookup Soil 

{uni11assl (cm3/cm3
) {unillessl (g/cm') 'unrllessl (cm3/cm3

) 1unilless1 

0.375 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

now rala inlo bldg. 
OR 

Leave blank lo calculale 

a~, 

~m} 



INTERMEDIATE CALCULATIONS SHEET 

TOLUENE (8 TO 12 Fn MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability. permeability, perimeter. used, rate, 

t Lr 0 A 
a o,a fJ,c s,. k1 k,g kv Xcrack. CR abulldlng 

!sec) (cm) (cm3/cm3) (cm3/cm3) (cm3/cm3) (cm3tcm3) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+OB 336 0.321 0.321 0.321 0.003 9.92E-OB 0.998 9.91E-08 175,564 1.00E+03 1.90E+OB 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave."soil ave. soil ave. soil ave.soil dl!fusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

Aa 'l Zcreck 6H,.TS Hrs H'rs µTS Del!A 0•118 o•ffc o•\ Ld Lo 
(cm2

) (unitless) !cm) (cal/mol) (atm-m3/mol) !unitless) !9/cm-s) (cm2is) (cm2/s) (cm2/s) (cm2/s) !cm) !cm) 

1.8BE+09 9.35E-06 30 9,154 2.92E-03 1.26E-01 1.75E-04 1.41E-02 O.OOE+OO O.OOE+OO 1.41E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation Indoor source Time for duration> 
partition vapor Crack flow rate diffusion Areaol Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient. cone., source source depletion, source 

Kd Csource rcrack Osol! 
ocrack 

Acrack exp(Pe1
) a Cbuildlng pterm ljlferm to depletion 

(cm3/g) (µg/m3) !cm) (cm3/s) (cm2/s) (cm2
) (unitless) !unitless) (µg/m3) !unitless) (seer' !sec) !YES/NO) 

3.64E-01 2.99E+05 0.10 3.90E+03 1.41E-02 1.76E+04 3.25E+6B NA NA 2.12E+01 2.24E-08 2.55E+08 YES 

Finite 
source Mass Finite Final 
indoor limil source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> Cbu;kj;ng Cbullding cbuilding URF RIC 

(unitless) (11g/m3) (µg/m3) (µg/m3) (µg/m3r' (mg/m3
) 

NA 1.56E+OO NA 1.56E+OO NA 4.0E-01 

END 

1of1 



SL-ADV 
Version 3.1; 02/04 

Reset lo 

I M~E I 

I M~E I 

c::!ELl 

I 

DATA ENTRY SllEET 

CALCULATE RISK-BASED SOIL CONCENTRATION (enter ·x· in "VES" box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter "X" In "YES" box and lmtlel soil cone. below) 

VES 

ENTER ENTER 
ln~lal 

Chemical soll 
CASNo. cone., 

(numbers only, Cn 
no dashes) (1•gll<g) Chemical 

79016 1.10E-10J Trichloroethylene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Deplh below Tolals musl add up lo value ol L, (cell G28) 

bekJwgrede grade lo bollom Thickness Thickness 
Average 10 botlom Deplh below or contamination, Thickness of soll ol soil 

soil or enclosed grade to top (enler value ol O ot soil slralum B, slralum C, 
lemperalure, space Door, ol conlaminaUon, If value Is unknown) slralumA, (Enter value or O) (Enter value or O} 

Ts L, L, L, h, ho he 
("C) !cm\ [cm) (cm) fem) fem) (cm) 

10 I 30 I 366 I 456 366 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum A Stratum A SlrelumA Slralum A SUalumA Slralum B SlralumB 

SGS soil dry so1llotal soil waler-filled soil organic scs soll dry 

~ill~e bulk density, porosily, porosily, carbon fraction, soll lype bulk density, 

p,' n• e.' '~· p," 
Lookup Soil Lookup Soll 

(glcm') 'unitless} (cm3/cm3
) {unttlossJ (glcm3

) 

1.66 0.375 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
floor pressure lloor Ooor space seam crack air exchange 

thickness, dllferenllal, length, widlh, heighl, wldlh, rale, 

let'_ 6P Lo w. He w ER 

(cm) (!J'cm-s') ~cm! 'cm~ 'cm! ~cm} (11hl 

10 40 36576 5t206 366 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel T argel hazard 

lime for llmefor Exposure Exposure risk for quollonl for 
carcinogens. noncarcinogens, duration, frequency, carcinogens, noncarcinogens, 

Ale AT.., ED EF TR THO 

(~rs) II!•! ~):SJ 'da~s/~rl {unllless~ (unilless~ 

70 30 30 350 1.0E-06 

Used to calculale risk-based 
soil concontralion. 

1ol1 

TRICHLOROETHENE (8 TO 12 FD MAXIMUM 

ENTER ENTER 
Soil 

slralumA User-delined 
scs slralum A 

soil type soil vapor 
(used lo eslimale OR permeablhly, 

soll vapor k, 

perrneablhly) (cm:;o) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Stralum B Slralum B Stralum C Slralum C Slralum c Stre.lumC Stratum C 
solltolal soil water-rilled soil organic SGS soil dry solllolal soil weler-lilled soil organic 
porosily, porosily, carbon fraction, solltvi:~ _ bulk densi!y, porosity, porosity, carbon lraclion, 

n• e.• ·~· 
p,,c nc 9 c '~c 

Lookup Soll 

'unilless} (cm3/cm3
) {unlllcss} (g'cm') iunilless~ (cm3/cm3

) {unillossJ 

0.3/5 0.054 0.002 s 1.66 0.375 0.054 0.002 

ENTER 
Average vapor 

flow rate Into bldg. 
OR 

Leave blank lo calculate 

a,111, 
(Um) 



INTERMEDIATE CALCULATIONS SHEET 

TRICHLOROETHENE (8 TO 12 FT) MAXIMUM 

Stratum A Stratum B StratumC Stratum A Stratum A Stratum A Stratum A Floor-
Source- soil soil soil effective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air effective vapor seam concentration ven1ilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr 8 A • o.s e.c s,. k; k,. kv Xe rock CA Obuilding 

sec cm (cm3/cm3
) (cm3/cm3

) (cm3tcm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) cm (~1g/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 1.10E+03 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A B c overall 

space lo-total depth vaporization at constant al constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave. soil ave. soil ave. soil diffusion diffusion diffusion diffusion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As 'l Z.:•ack 6Hv.TS Hrs H'rs µTS 0•llA D""s Delle oefll Ld Lp 
(cm2

) (unit less) (cm) (cal/moll (atm-m3/mol) (unilless) (g/cm-s) (cm2/s) (cm2/s) (cm2/s) . (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 8,557 4.78E-03 2.06E-01 1.75E-04 1.28E-02 O.OOE+OO O.OOE+OO 1.28E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source Infinite Exposure 

Soil-water Source vapor effective foundation indoor source Time for duration> 
partition vapor Crack flow rate diffusion Area of Peel et attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficient, cone., source source depletion, source 

Kd Csource rcrack Osoil 
ocrack 

Acrack exp(Pe1
) ll CbuJtdmo Jlterm 'V term to depletion 

(cm3/g) (µg/mJ) (cm) (cm3/s) (cm2/s) (cm2
) (unilless) (unitless) (µg/mJ) (unllless) (seer' (sec) (YES/NO) 

3.32E-01 5.60E+05 0.10 3.90E+03 1.28E-02 1.76E+04 2.81E+75 NA NA 1.93E+01 3.47E-08 1.50E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coellicient, cone., cone., cone., factor, cone., 

<ll> cbuilding Cbullding cb\JiJd;ng URF RIC 

(unilless) (µg/mJ) (µg/mJ) (µg/mJ) (µgtm3r' (mg/m3
) 

NA 1.71E+OO NA 1.71E+OO 1.1E-04 4.0E-02 

END 

1of1 



SL-ADV 
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Reset to 

I M~RE I 

I M~E I 

~ 

I 

DATA ENTnY SHEET 

CALCULATE RISK·BASrn SOIL CONCENTRATION (enler ·x· in 'YES' box) 

YES 

OR 
CALCULATE INCREMENTAL RISKS FROM ACTUAL SOIL CONCENTRATION (enter 'X" In "YES" box end lnillal soil cone. below) 

YES I 
ENTER ENTER 

Initial 
Chemlcal sod 
CAS No. cone., 

(numbers only, c" 
no dashes) big/kg) Chemical 

10642J 7.30E+03 p-Xyrene 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Depth Depth below Totals must add up lo value ol L, {cen G28) 

below grade grade lo bollom ThickneGs Thickness 
Average lobollom Deplh below ol conlaminallon. Thickness or soil or soil 

Soll or enctosed grade lo lop (enler value of 0 al soil slratumB. slralum C, 
lemperalure, space floor, ol conlamlnalion, Ir value is unknown) stratum A, (Enler value or O) (Enler value or 0) 

Ts L, L, L, h, he he 
("C) fcml fem) fcml fem) fcml fcml 

10 I 30 I J66 I 456 J66 I 0 I 0 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
StralumA Stra1umA Stratum A Slralum A Stratum A StratumB Slralum B 

scs soil dry soil total soil waler-lilled soil organic scs soil dry 
son lype bulk densily, poroslly, porosity, carbon lraction, soil lype bulk density, 

p,,' n' e.' f~· p,,• 
Lookup Soll Lookup Soil 

(g/cm') iunillcssl (cm3/cm3
) iunillessl (gfcm:1) 

s 1.66 0 J75 0.054 0.002 s 1.66 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Enclosed Enclosed Enclosed 

space Soil-bldg. space space Enclosed Floor-wall Indoor 
lloor pressure lloor lloor space soem crack air exchange 

lhickness, d1tferen11al. length, widlh, heigh!, wldlh, ralc, 

le rack <\P Le We He w ER 

icml (gfcm-s2
) jcm~ 1cm! icm) jcm) !1/h) 

10 40 36576 51206 J66 0.1 

ENTER ENTER ENTER ENTER ENTER ENTER 
Averaging Averaging Targel large! hazard 
limeror lime for Exposure Exposure risk for quotient (or 

carcinogens, noncarcinogens, duration, lrequency, carcinogens, noncarcinogens, 

Ale AT.., ED EF TR THO 

~~sl !~! ~sl {da:t:sl)'.r) 'umtlessJ {unitressl 

70 JO JO 350 l.OE·06 

Used lo calculale risk-based 
soil concentration. 

I of 1 

XYLENE (8 TO 12 FT) MAXIMUM 

ENTER ENTER 
Soil 

stratum A UGer-delined 
scs slralum A 

soil lype soil vapor 
(used lo eslimelc OR permeabiltly, 

soil vapor k. 
aermeablllM · (cm2

) 

s I I 

ENTER ENTER ENTER ENTER ENTER ENTER ENTER ENTER 
Slralum B Stratum B Stralum B SlralumC Slratumc SlratumC Slretum C Stratum C 
soil lolal soll waler-hlled soil organic scs son dry soll1olal soil waler-filled soil organic 
porosily, poros~y. carbon lracllon, ~~ii ~yp~ -· bulk density, porosity, poroslly, carbon lracllon. 

ne e.e l~e p,,c nc e.c '~c 
Lookup Soll 

~unUlessl (cm3/cm:i) junillessl (g/cm') 1unilless1 (cm3/cm3
) 'unlllessl 

0.375 0.054 0.002 s 1.66 0.375 0.054 0002 

ENTER 
Average vapor 

now rale tn10 bldg. 
OR 

Leave blank lo calculate 

a, .. 
jUm) 



INTERMEDIATE CALCULATIONS SHEET 

XYLENE (8 TO 12 FT) MAXIMUM 

StralumA Stratum B StratumC Stratum A Stralum A Stratum A Stratum A Floor-
Source- soil soil soil elfective soil soil soil wall Initial soil Bldg. 

Exposure building air-filled air-filled air-filled total fluid intrinsic relative air eflective vapor seam concentration ventilation 
duration, separation, porosity, porosity, porosity, saturation, permeability, permeability, permeability, perimeter, used, rate, 

Lr 8 A • 8aB 8,c s,, k1 k,g kv Xe rack CR Obuilding 

(sec) (cm) (cm3/cm3
) (cm3/cm3

) (cm3/cm3
) (cm3/cm3

) (cm2
) (cm2

) (cm2
) (cm) (µg/kg) (cm3/s) 

9.46E+08 336 0.321 0.321 0.321 0.003 9.92E-08 0.998 9.91E-08 175,564 7.30E+03 1.90E+08 

Area of Stratum Stratum Stratum Total 
enclosed Crack- Crack Enthalpy of Henry's law Henry's law Vapor A. B c overall 

space to-total depth vaporization at constant at constant at viscosity at effective effective effective effective Diffusion Convection 
below area below ave. soil ave.soil ave.soil ave. soil dlflusion diffusion diflusion dill us ion path path 
grade, ratio, grade, temperature, temperature, temperature, temperature, coefficient, coefficient, coefficient, coefficient, length, length, 

As '1 Zcrnck 6.Hv.TS Hrs H'rs µTS D""A D""e D""c D"\ lo Lp 
(cm2

) (unitless) (cm) (cal/mol) (atm-m3/mol) (unitless) (!l/cm-s) (cm2/s) (cm2/s) (cm2/s) (cm2/s) (cm) (cm) 

1.88E+09 9.35E-06 30 10,248 3.06E-03 1.32E-01 1.75E-04 1.24E-02 O.OOE+OO O.OOE+OO 1.24E-02 336 30 

Exponent of Infinite 
Average Crack equivalent source lnlinite Exposure 

Soil-water Source vapor eflective foundation indoor source Time for duralion > 
partition vapor Crack flow rate dilfusion Area of Pee let attenuation bldg. Finite Finite source time for 

coefficient, cone., radius, into bldg., coefficient, crack, number, coefficienl, cone., source source depletion, source 

Ko Csource rcrack Osoll 0 crack 
Ac rack. exp( Pe') 0- cbuilding J}term wterm •o depletion 

(cm3/g) (µg/ma) (cm) (cm3/s) (cm2/s) (cm2
) (unitless) (unitless) (µg/m,) (unilless) (seer' (sec) (YES/NO) 

7.78E-01 1.15E+06 0.10 3.90E+03 1.24E-02 1.76E+04 3.23E+77 NA NA 1.88E+01 1.04E-08 4.87E+08 YES 

Finite 
source Mass Finite Final 
indoor limit source finite Unit 

attenuation bldg. bldg. source bldg. risk Reference 
coefficient, cone., cone., cone., factor, cone., 

<a> (;building Cbuilding Cbuilding URF RIC 

(unitless) (µgtm') (~1g/m') (µgtm'J (µglm'r' (mg/m3
) 

NA 1.14E+01 NA 1.14E+01 NA 1.0E-01 

END 

1ol1 
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DECEMBER 15, 2009 LETTER FROM MPCA 



December 15, 2009 

Mr. Howard M. Hickey 
Regional Project Manager 
NA VF AC Midwest 
201 Decatur Avenue, Building IA 
Great Lakes, IL 60088-2801 

Dear Mr. Hickey and Mr. Hildre: 

Mr. Douglas Hildre, P .E. 
Environmental Affairs Manager 
BAE Systems Land and Armaments 
4800 East River Road 
Minneapolis, MN 55421-1498 

This letter is to notify you the criteria that will be used by Minnesota Pollution Control Agency 
(MPCA) to determine compliance with Minnesota surface water requirements have been 
modified. As discussed previously over the telephone with you, the MPCA is modifying water 
quality standards that apply to both Navy Industrial Reserve Ordnance Plant (NIROP) and FMC 
Corporation Superfund sites. 

The reach of the Mississippi River in question is classified both as Class 2Bd and Class 2B. The 
definitions of these classifications are as follows: 

Class 2Bd waters. 

The quality of Class 2Bd surface waters shall be such as to permit the 
propagation and maintenance of a healthy community of cool or warm water 
sport or commercial fish and associated aquatic life and their habitats. These 
waters shall be suitable for aquatic recreation of all kinds, including bathing, 
for which the waters may be usable. This class of surface waters is also 
protected as a source of drinking water. (Minn. R. 7050:0220 subp. 3 
https ://www .revisor.mn. gov /rules/?id=7050. 0222) 

Class 2B waters. 

The quality of Class 2B surface waters shall be such as to permit the 
propagation and maintenance of a healthy community of cool or warm water 
sport or commercial fish and associated aquatic life, and their habitats. 
These waters shall be suitable for aquatic recreation of all kinds, including 
bathing, for which the waters may be usable. This class of surface water is 
not protected as a source of drinking water. (Minn. R. 7050:0220, subp. 4 
https://www.revisor.mn.gov/rules/?id=7050.0222) 

As a result of an informal inquiry by the U.S. Navy, the MPCA reviewed the compliance 
requirements for the contaminant plumes of both Superfund sites. Minneapolis Water Works 
(MWW), which supplies drinking water to more than 500,000 people, is the main receptor down
gradient from where the contaminant plumes of both sites enter the Mississippi River. Protection 
of this critical drinking water use is paramount to any regulatory decision made by the MPCA in 
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regards to the two Superfund sites. As means of addressing the Navy's concerns and protecting a 
vital drinking water source, the MPCA has determined that, NIROP and FMC Corporation 
Superfund sites must: 

1. Meet Class 2Bd surface water quality standards in river water up-gradient from the 
MWW. 

2. Meet Class 2B surface water quality standards in the compliance wells along the river 
and any seeps along the riverbank in order to protect aquatic life, especially benthic 
orgamsms. 

Table 1. Class 2Bd Chronic Standards and Class 2B (Aquatic Life) Chronic Standards for 
Contaminants of Concern at NIROP and FMC Corporation Superfund Sites. 

Chemical Class 2Bd Chronic Aquatic Life 
Standard* Chronic Standard 

tetrachloroethene (PCE) 3.8 µg/L 8.9 µg/L 

trichloroethene (TCE) 25 µg/L 120 µg/L 

cis 1,2- 50 µg/L none 
dichloroethene + 
trans 1,2- 100 µg/L none 
dichloroethene+ 
vinyl chloride 0.18 µg/L 9.2 µg/L 

*for definitions of this and other terms please check the Minnesota Office of the Revisor of 
Statutes web page: https://www.revisor.mn.gov/rules/?id=7050.0218 

+Minnesota Department of Health's Health Risk Limits (HRL). For more information check 
web page http://www.health.state.mn.us/divs/eh/risk/guidance/gw/table.html 

The MPCA Water Quality staff determined that it is appropriate to apply water quality standards 
for the protection of aquatic life in the compliance wells to protect benthic aquatic organisms. 
Additionally, the MPCA expects meeting these concentrations will be protective of Class 2B( d) 
drinking water standards in the Mississippi River. Part of the basis for assigning these 
concentrations in the compliance wells as protective is due to the fact that no trichloroethene 
(TCE), the main contaminant in both NIROP and FMC sites or its metabolites, had been detected 
for the last ten ( 10) years at the water intake from the Mississippi River at MWW. Please note 
that a small, but significant tetrachloroethene (PCE) plume is also present in an area down
gradient of the FMC Corporation site, and appears to be entering the Mississippi River and must 
also be addressed. 

As a condition of the modification of the monitoring well compliance concentrations, the MPCA 
will require that the Navy and BAE coordinate the preparation and implementation of a sampling 
plan to characterize PCE, TCE and vinyl chloride and in river water. This plan will serve to 
evaluate the presence of these compounds from river water samples collected in a location up 
gradient from the NIROP and FMC sites, and in river water samples collected in a location 
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approximately mid-point between the MWW water intake and the NIROP and FMC monitoring 
wells. 

The sampling plan will need to select sample sites and depths based on an understanding of the 
hydrological, fate and transport characteristics of TCE from inputs of the NIROP and FMC non 
point sources. The river water must be sampled for a minimum of three (3) years during historic 
low flow time, starting in 2010. During such sampling events, if any river water samples were 
found to contain any of the COCs above Class 2Bd Chronic Standards, the MPCA, with 
U.S. Environmental Protection Agency's concurrence, will determine the means of addressing 
the exceedences. The regulators will consult you prior to such determination(s). 

Protection of surface water will be achieved through the following activities: 

1) Existing monitoring wells and seeps will be monitored to record concentrations of those 
contaminants that have numeric standards for aquatic life: PCE, TCE, and vinyl chloride. 

2) The chronic value of the class 2B surface water quality standard for PCE TCE and vinyl 
chloride will be used as the cleanup goal. Detection of any of these chemicals from any 
sample of any compliance well or seep must not exceed the class 2B chronic standard for 
at least one year in order for MPCA to determine that the respective site is in compliance. 

Please note, that the sampling regime described above is in addition to the remediation and 
monitoring activities that are required by respective decision documents for each site. In the 
coming weeks, I will contact both of you to set up a conference call to discuss details of 
implementation of the new standards applied to surface water along the subject stretch of 
Mississippi River. 

Please contact me if you have any further questions at 651-757-2572 or email me at 
deepa.dealwis@state.mn.us. I look forward to working both of you to remediate your 
respective sites. 

Sincerely, 

Deepa deAlwis 
Project Manager 
Superfund, RCRA & Voluntary Cleanup Section 
Remediation Division 

DA:csa 

cc: Mary Tierney, U.S. EPA 
Phillip Monson, Environmental Analysis & Outcomes Division, MPCA 
John Estes, Delta Environmental 


